
Addressing the Authority:  

< Agenda Items:  Members of the public may address the Authority on any matter listed on the
Agenda.  In order to conduct a timely meeting, there will be a three-minute time limit per person for
any matter listed on the Agenda.   Anyone wishing to speak to the Authority is asked to complete a
Speaker’s Card which can be found at the back of the room and at the podium.  The completed card
should be submitted to the Secretary prior to the Agenda item being called and prior to the individual
being heard by the Authority.  

< Public Comments (Non-Agenda Items):  Anyone wishing to address the Authority on an item not
on the Agenda may do so during the “Public Comments” period.  In order to conduct a timely meeting,
there will be a three-minute time limit per person for the Public Comments portion of the Agenda. 
State law prohibits the Authority from taking action on a specific item unless it appears on the posted
Agenda.  Anyone wishing to speak to the Authority is asked to complete a Speaker’s Card which can
be found at the back of the room and at the podium.  The completed card should be submitted to the
Secretary prior to the Agenda item being called by the Secretary and prior to the individual being
heard by the Authority.

Americans with Disabilities Act:  

< In compliance with the ADA, if you need special assistance to participate in any City meeting
(including assisted listening devices), please contact the City Clerk’s Office (626) 333-2211. 
Notification of at least 48 hours prior to the meeting will assist staff in assuring that reasonable
arrangements can be made to provide accessibility to the meeting.  

Agendas and other writings:  

< In compliance with SB 343, staff reports and other public records permissible for disclosure related
to open session agenda items are available at City Hall, 15625 East Stafford Street, Suite 100, City
of Industry, California, at the office of the City Clerk during regular business hours, Monday through
Friday 9:00 a.m. to 5:00 p.m. Any person with a question concerning any agenda item may call the
City Clerk’s Office at (626) 333-2211. 

1. Call to Order

2. Roll Call

3. Public Comments

City of Industry Property and Housing 
 

Management Authority      
 

Adjourned Regular Meeting Agenda      Chairman Troy Helling

 February 18, 2015           Board Member Carlos Cuevas

 10:00 a.m.                     Board Member - Vacant

Location: City Council Chamber, 15651 East Stafford Street, City of Industry, California
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4. BOARD MATTERS

4.1 Consideration of revision to Contract No. IPHMA-001 to modify the scope of
the improvements and rename the project title accordingly for a revised cost
estimate of $175,000.00.

RECOMMENDED ACTION: Approve the revised plans, specifications,
cost estimate; and re-authorize the project for public bidding though the
issuance of an addendum and extension of the date for bid opening.

5. Adjournment.  Next regular meeting: Wednesday, March 11, 2015 at 10:00 a.m.
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CITY OF INDUSTRY PROPERTY AND HOUSING
MANAGEMENT AUTHORITY

ITEM NO. 4.1





REVISED ESTIMATE FOR: 
 
 
 
 
 

INDUSTRY PROPERTY AND HOUSING MANAGEMENT AUTHORITY 
 
 
 

PROJECT NO.  001 
 
 
 
 
 

BUILDING REMODEL AT 15722 NELSON AVENUE 
 
 
 
 
 
 

CONTRACT NO. IPHMA-001 
 

 
 
 

ENGINEER'S ESTIMATE 
$175,000.00 



IPHMA-001 - Estimate 2-2015 - J. Nelson PAGE 1 OF 1

ESTIMATOR:        CHECKED BY:                          

J. Calabrese J. Nelson

DESCRIPTION OF ITEM
NO. 

UNITS
UNIT 

MEAS.
1. Remodel 1 LS $50,000.00 $50,000.00

2. New construction 1 LS $100,000.00 $100,000.00

TOTAL $150,000.00

15% CONTINGENCY $22,500.00

GRAND TOTAL $172,500.00

ENGINEER'S ESTIMATE $175,000.00

demolition, fencing, cast-in-place concrete, simulated  masonry veneer, metal fabrications, rough 

COST ESTIMATE SHEET

sealers, doors, windows, plaster, gypsum board, paints, countertops, pest control, HVAC, plumbing,

2/13/2015

TOTAL COST
ITEM 
NO.

QUANTITY    

SCOPE OF WORK/PROJECT DESCRIPTION:    Residential remodel and addition including the following;

UNIT PRICE

PROJECT NAME:  Building Remodel at 15722 Nelson Avenue          

JOB NO.:

electrical power, and lighting.

carpentry, finish carpentry, architectural woodwork, thermal insulation, shingle roof coverings, joint 

CNC ENGINEERING

255 N. Hacienda Blvd., Suite 222                                                                    
Industry, CA  91744                                                                                  
Tel: (626) 333-0336                                                                                   
Fax: (626) 369-4306

ENGINEER/ 
DESIGNER:

DATE PREPARED:

J. Nelson

IPHMA-001

______________________________
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CITY OF INDUSTRY!
15625 E. STAFFORD STREET #100!
CITY OF INDUSTRY, CA 91744!
(626) 333-2211!
!

!
!
!
DESIGN TEAM!
!

ARCHITECT!
JOE AMERICO CALABRESE AIA!
3660 WEST TEMPLE AVE. SUITE 110!
POMONA CA 91768!
(714) 255-0066!
!
STRUCTURAL!
COSTA & ASSOCIATES!
1543 W. GARVEY AVE. N. SUITE 215!
WEST COVINA, CA 91790!
(626) 960-1811!
!
MECANICAL HVAC!
TERRY ENGINEERING!
14742 NEWPORT AVENUE, SUITE 105!
TUSTIN, CA 92780!
(714) 838-1124!

!
MECHANICAL PLUMBING!
TERRY ENGINEERING!
14742 NEWPORT AVENUE, SUITE 105!
TUSTIN, CA 92780!
(714) 838-1124!

!
ELECTRICAL!
RICHARD A. WALL P.E.!
57250 RAMSEY RD.!
P.O. BOX 391084  ANZA, CA 92539!
(951) 763-2401!

!
!
!
!
AGENCIES!
!

STATE!
CALIFORNIA!
-!
-!
-!

!
COUNTY!
LOS ANGELES COUNTY!
500 W. TEMPLE ST.!
LOS ANGELES, CA 90012!
-!

!
CITY!
CITY OF INDUSTRY!
15625 E. STAFFORD STREET #100!
CITY OF INDUSTRY, CA 91744!
(626) 333-2211

USER!
!

CITY OF INDUSTRY!
15625 E. STAFFORD STREET #100!
CITY OF INDUSTRY, CA 91744!
(626) 333-2211!

!
!
!
!
!
!

CIVIL!
CNC ENGINEERING!
255 N. HACIENDA BLVD. SUITE 222!
CITY OF INDUSTRY, CA 91744-3305!
(626) 333-0336!
!
SOILS!
CODE ALLOWABLE!
-!
-!
-!

!
LANDSCAPE!
-!
-!
-!
-!

!
OTHER!
-!
-!
-!
-!

!
!
!
!
!
!
!
!
!
!
!
!

FIRE!
LOS ANGELES COUNTY!
1320 N. EASTERN AVE.!
LOS ANGELES, CA 90063!
(323) 881-2411!

!
HEALTH!
-!
-!
-!
-!

!
OTHER!
-!
-!
-!
-

GENERAL DATA!
!

PROJECT NAME:!
15722 NELSON AVE. REMODEL!

PROJECT ADDRESS:!
15722 NELSON AVE.!
CITY OF INDUSTRY, CALIFORNIA!

LEGAL DESCRIPTION:!
SEE A101!

PROJECT DESCRIPTION:!
RESIDENTIAL REMODEL AND ADDITION, 1,375 S.F. REMODEL, !
222 S.F. ADDITION!

!
SITE DATA !
!

ZONING  DESIGNATION!
(E)!

SPECIAL USE APPROVALS (CUP VARIANCE) AND OPERATIONAL RESTRICTIONS:!
(E)!

LOT SIZE:!
(E)!

LANDSCAPE AREA:!
NIC!

BUILDING SETBACKS: !
EXISTING BUILDINGS SEE A101 !

OPEN SPACE REQUIREMENTS:!
EXISTING BUILDINGS SEE A101!

ADJACENT ZONE RESTRICTIONS:!
EXISTING BUILDINGS SEE A101!

PARKING:   !
STANDARD 2 !

LOADING ZONE:!
EXISTING!

!
BUILDING DATA !
!

USE:!
SINGLE FAMILY RESIDENCE!

OCCUPANCY:!
R3!

CONSTRUCTION TYPE:!
VB!

NUMBER OF STORIES: !
1 STORY BUILDING!

HEIGHT:   (allowable / provided)!
40' / 17' !

FIRE SPRINKLER SYSTEM   (required / provided)!
NONE!

AREA:  (allowable / provided)!
UL / 1,597 S.F.!

!
AREA CALCULATIONS!
!

REMODEL EXISTING HOUSE 1,375 S.F.!
HOUSE ADDITION 222 S.F.!

!
NEW BUILDING TOTAL 1,597 S.F.!

!
GOVERNING CODES AND STANDARDS!
!

CALIFORNIA TITLE 24:!
PART 1  2013 EDITION OF THE CALIFORNIA BUILDING STANDARDS 

 ADMINISTRATIVE CODE (CBSAC)!
PART 2  2013 EDITION OF THE CALIFORNIA BUILDING CODE (CBC)!

 VOLUME 1 CONTAINS CHAPTERS 1 THROUGH 15!
 VOLUME 2 CONTAINS CHAPTERS 16 THROUGH 35!

PART 2.2 2013 RESIDENTIAL CODE!
PART 3  2013 EDITION OF THE CALIFORNIA ELECTRICAL CODE (CEC)!
PART 4  2013 EDITION OF THE CALIFORNIA MECHANICAL CODE (CMC)!
PART 5  2013 EDITION OF THE CALIFORNIA PLUMBING CODE (CPC)!
PART 6  2013 EDITION OF THE CALIFORNIA ENERGY CODE!
PART 7  2013 EDITION OF THE CALIFORNIA ELEVATOR SAFETY CONSTRUCTION 

 CODE (CESCC)!
PART 8  2013 EDITION OF THE CALIFORNIA HISTORICAL BUILDING CODE (CHBC)!
PART 9  2013 EDITION OF THE CALIFORNIA FIRE CODE (CFC)!
PART 10 2013 EDITION OF THE CALIFORNIA EXISTING BUILDING CODE !
PART 11 THE CALIFORNIA GREEN BUILDING STANDARDS CODE!
PART 12 CALIFORNIA BUILDING STANDARDS COMMISSION (CBSC)!

!
2013 T-24 BUILDING ENERGY EFFICIENCY STANDARDS!

!
BUILDING PRODUCTS. MATERIALS. AND ASSEMBLIES MUST BE:!

CODE REFERENCED AS APPROVED FOR INTENDED USE (CBC CHAP. 35). !
AND/OR!

CODE-COMPLIANT IN CURRENT ICC-ES EVALUATION REPORTS FOR 
INTENDED USE. !

AND/OR!
LOCAL JURISDICTION (CITY OR COUNTY) APPROVED FOR INTENDED USE 
IN WRITING!

AND!
HANDLED, INSTALLED AND USED PER MANUFACTURES PUBLISHED 
INSTRUCTIONS.!

AND!
APPROVED BY ARCHITECT/ENGINEER OF RECORD INTENDED USE - IN 
WRITING.!

!
COUNTY ENVIRONMENTAL HEALTH REQUIREMENTS!

!
AMERICANS WITH DISABILITIES ACT (ADA) REQUIREMENTS!

!
ALL CITY, COUNTY, STATE AND FEDERAL LAWS!

!
LICENSE AND PERMITS:!
!

CONTRACTOR MUST BE PROPERLY LICENSED, EXPERIENCED PROFESSIONALS, 
HAVE EXPERTISE IN THEIR FIELD OF WORK, AND WORKING KNOWLEDGE OF 
APPLICABLE CODE REQUIREMENTS. CONTRACTOR MUST PULL ALL REQUIRED 
PERMITS PRIOR TO STARTING WORK. CONTRACTOR SHALL COORDINATE WITH 
OWNER FOR PAYMENT OF ANY PERMIT AND INSPECTION FEES PER AGREEMENT.

PLANS!
!
___ USE COMPLETE SETS OF PLANS!

CONTRACTOR MAY ELECT TO REPRODUCE PARTIAL SETS OF PLANS FOR 
CONVENANCE AND/OR ECONOMY DURING THE COURSE OF THE PROJECT. !
COMPLIANCE WITH THE COMPLETE SET INCLUDING ALL SHEETS, SPECIFICATIONS, 
GENERAL CONDITIONS AND CONTRACT IS REQUIRED.!

!
___ SQUARE FOOTAGE NOTICE:!

VARIOUS SQUARE FOOTAGE CALCULATIONS ARE NOT EQUAL. ZONING CODE 
USES GROSS - BUILDING CODE USES CBC 502.1 - LEASING VARIES BOMA, 
OCCUPANCY LOAD USES NET FLOOR OF AREA/ROOM - OTHERS SUCH AS 
CONDITIONED SPACE, ATTIC VOLUME, ENERGY ANALYSIS, COST ANALYSIS ARE 
ALSO USED. MINOR VARIATION WILL ALSO OCCUR BETWEEN INDIVIDUALS AND 
TOOLS A USED TO MEASURE!

!
___ PRELIMINARY AND NOT FOR CONSTRUCTION:!

ALL PLANS ARE PRELIMINARY AND NOT FOR CONSTRUCTION UNTIL APPROVED BY 
APPROPRIATE REGULATORY GOVERNMENT AGENCIES, STAMPED & SIGNED 
ARCHITECT/ENGINEER,  AND AUTHORIZED BY OWNER.!

!
___ ELECTRONIC INFORMATION:!

ELECTRONIC INFORMATION AND COPIES OF PLANS (CADD) ARE PROVIDED FOR 
CONVENIENCE ONLY. THE CONTROLLING VERSION OF PLANS  IS THE STAMPED & 
SIGNED PRINT COPY.!

!
___ GRAPHIC SCALES AND DIMENSIONS !

GRAPHIC SCALES ARE PROVIDED AS AN AID IN UNDERSTANDING INTENT OF THE 
DRAWINGS AND THEY SHOULD NOT BE RELIED UPON AS THE FINAL DIMENSIONING 
TOOL. EXACT LOCATION OF WORK IS DETERMINED BY MULTIPLE CONSTRAINTS 
SUCH AS DRAWING DIMENSIONS, FIELD MEASUREMENTS/CONDITIONS, 
PRODUCT/MATERIAL REQUIREMENTS, SUBMITTALS, CODES, AND CONTRACTORʼS 
LAYOUT OF THE WORK. DO NOT PROCEED WITH WORK UNTIL ALL CONSTRAINTS 
ARE CONSIDERED AND WORK CAN BE PROPERLY EXECUTED. ADDITIONAL 
DIRECTION BY ARCHITECT MAY BE NEEDED IF A CONFLICT OCCURS.!

!
OPERATIONS!
!
___ PROVIDE A COMPLETE BID AND JOB:!

CONTRACTOR SHALL PROVIDE A COMPLETE JOB CONNECTED, APPROVED, TESTED 
AND READY FOR PROPER OPERATION.  NO EXCLUSIONS UNLESS NOTED 
SPECIFICALLY.!

!
___ PROVIDE FIELD OBSERVATION, VERIFICATION AND LAYOUT:!

• PRIOR TO BID:!
OBSERVE ALL DIMENSIONS AND CONDITIONS. REPORT ANY DISCREPANCIES 
AND/OR POTENTIAL PROBLEMS TO THE ARCHITECT AND REQUEST DIRECTION 
PRIOR TO SUBMITTING BID. INCLUDE ANY POTENTIAL COST IMPACTS IN BID OR 
QUALIFY BID IF INSTRUCTED BY ARCHITECT!
• PRIOR TO COMMENCING WORK:!
FIELD VERIFY ALL DIMENSIONS AND CONDITIONS. REPORT ANY DISCREPANCIES 
AND/OR POTENTIAL PROBLEMS TO THE ARCHITECT AND REQUEST DIRECTION 
PRIOR TO STARTING WORK. COORDINATE ANY NEEDED ADJUSTMENTS WITH 
ARCHITECT WITH NO COST IMPACT.!
• LAYOUT THE WORK:!
LAYOUT THE WORK IN ADVANCE OF ORDERING MATERIALS AND EXECUTING THE 
WORK. REPORT ANY DISCREPANCIES AND/OR POTENTIAL PROBLEMS TO THE 
ARCHITECT AND REQUEST DIRECTION PRIOR TO SCHEDULING WORK. COORDINATE 
ANY NEEDED ADJUSTMENTS WITH ARCHITECT WITH NO COST IMPACT.!

!
___ OFFICIAL PROJECT COMMUNICATION:!

COMMUNICATIONS SHALL BE BETWEEN GENERAL CONTRACTOR AND 
ARCHITECT / CNC ENGINEERING.!
SUBCONTRACTORS AND SUPPLIERS VIA THE GENERAL CONTRACTOR. !
SOLICITATIONS FOR PRODUCTS AND SERVICES VIA THE GENERAL CONTRACTOR.!
OWNER, ENGINEERS, LANDSCAPE ARCHITECT VIA THE ARCHITECT / CNC 
ENGINEERING.!

!
___ PROTECT THE PUBLIC:!

PROVIDE PEDESTRIAN PROTECTION BARRICADES AND/OR CANOPIES AS REQUIRED 
BY THE LOCAL AUTHORITIES OR AS NECESSARY FOR PEDESTRIAN SAFETY DURING 
CONSTRUCTION. YELLOW TAPE IS NOT PROTECTION. !

!
___ DESIGN/BUILD:!

INDICATES CONTRACTOR SHALL PROVIDE ENGINEERING, PLANS AND 
SUBMITTALS FOR APPROVAL OF ARCHITECT AND GOVERNMENT AGENCIES. 
CONTRACTOR WILL OBTAIN REQUIRED PERMITS.!

!
SPECIAL INSPECTIONS AND/OR TESTS:!

___ REQUIRED INSPECTIONS AND TESTS SHALL BE CONTRACTED BY AND PAID 
DIRECTLY BY OWNER. CONTRACTOR SHALL COORDINATE INSPECTIONS AND TESTS.!

!
DEFERRED SUBMITTALS:!

___ NONE!
!

STORM WATER DRAINAGE & RETENTION!
___ DEVELOP AND SUBMIT TO THE CITY A STORM WATER POLLUTION PREVENTION 

PLAN FOR NEWLY CONSTRUCTED PROJECTS OF ONE ACRE OR MORE 
CONFORMING TO THE STATE STORMWATER NPDES CONSTRUCTION PERMIT. THIS 
IS SUBJECT TO CITY REVIEW AND APPROVAL.!

!
___ PROJECTS DISTURBING LESS THAN ONE ACRE SHALL COMPLY WITH SEC 5.106.1 OF 

THE CALIFORNIA GREEN BUILDING STANDARDS CODE (CGBC).!
!
INSPECTION!
!
     1. PROVIDE SPECIAL INSPECTION BY A DEPUTY INSPECTOR REGISTERED WITH THE 

BUILDING DEPARTMENT PER SECTION 1701 OF THE CBC OR OTHERWISE REQUIRED 
CODE FOR THE FOLLOWING WORK:!

___ EPOXY ANCHORS!
___ HVAC SYSTEM!

!
DESIGN / BUILD ITEMS:!
!
___ LANDSCAPE AND IRRIGATION REPAIRS

INSTALLED WORK!
!
___ PROVIDE A PROFESSIONAL JOB:!

ALL WORK SHALL BE NEAT, CLEAN, SYSTEMATIC AND BY EXPERIENCED SKILLED  
WORKERS OF A PARTICULAR CRAFT OR TRADE. APPRENTICE WORK MUST BE!
UNDER DIRECT SUPERVISION OF AN EXPERIENCED PROFESSIONAL. USE ONLY!
LICENCED CONTRACTORS.!

!
___ PROVIDE COLLATERAL REPAIR AND PATCHING:!

ANY WORK (INCIDENTAL, PATCHING, REPAIRS OR DAMAGE) NEEDED DURING THE 
COURSE OF INSTALLING NEW WORK SHALL COMPLY WITH THE APPLICABLE 
CODE. APPROPRIATE PERMITS SHALL BE OBTAINED BY THE CONTRACTOR .!

!
___ PROVIDE CODE MINIMUM "AND" SPECIFIED HIGHER:!

ALL WORK, MATERIAL, METHODS, ETC. SHALL CONFORM TO ALL GOVERNING 
BUILDING CODES, REGULATIONS AND AGENCIES. ITEMS SPECIFIED A HIGHER 
QUALITY LEVEL SHALL NOT BE REDUCED TO CODE MINIMUM.!

!
___ PROVIDE ACCESS PANELS:!

PROVIDE ALL NECESSARY CEILING OR WALL ACCESS PANELS (OR ACCESS DOORS) 
AS REQUIRED BY GOVERNING AGENCIES FOR AIR CONDITIONING, PLUMBING, FIRE 
SPRINKLER, AND ELECTRICAL SYSTEM.  PROVIDE APPROVED ASSEMBLIES WITH 
SELF-CLOSING DEVICES IN FIRE RATED CONSTRUCTION. FIELD VERIFY EXACT 
LOCATION AND FINISH WITH ARCHITECT.!

!
___ PROVIDE PROPER FIT AND FINISH OF EXPOSED WORK:!

FINISHES INCLUDING FRAMING AND/OR FURRING SHALL BE PROVIDED TO CONCEAL   
EVIDENCE OF STRUCTURAL CONNECTIONS WHERE FINISHES OCCUR. ALL!
EXPOSED ELECTRICAL OR MECHANICAL EQUIPMENT SHALL BE PAINTED TO MATCH 
ADJACENT SURFACES. ALL EXPOSED WORK SHALL BE NEAT, CLEAN, SYSTEMATIC, 
UNIFORM, AND MARKED BY SKILL IN FINISHED APPEARANCE. FIELD VERIFY EXACT 
LOCATION AND FINISH WITH ARCHITECT.!

!
___ PROVIDE FIRE RESISTIVE CONSTRUCTION PENETRATIONS:!

ALL PENETRATIONS OF FIRE RESISTIVE CONSTRUCTION SHALL BE PROTECTED 
WITH APPROVED FIRE ASSEMBLIES.!
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A001

!
General Data

Sheet

"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established."!
Proverbs 19:21
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Mark Description

JAC                 

Date
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Notice

Sheet Title

Project Name

All plans are preliminary and not for construction until 
approved by appropriate regulatory government agencies, 
stamped & signed architect/engineer,  and authorized by 
owner.!
!
Copyright © Joe Americo Calabrese Architect
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"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established."!
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Abbreviations

• F:  Degrees Fahrenheit, Fuse 
• FAB: Fabricate 
• FAR: Floor Area Ratio 
• FC:  File Cabinet, Foot Candle, Fault Current 
• FD:  Floor drain 
• FDN: Foundation 
• FDTN: Foundation 
• FE:  Fire Extinguisher 
• FEC: Fire Extinguisher Cabinet 
• FF:  Far Face, Finished Floor, Factory Finish 
• FFE: Finished Floor Elevation 
• FF&E: Fixtures, Furnishings & Equipment 
• FIN: Finish, finished 
• FITG: Fitting 
• FIX: Fixture 
• FL:  Floor, Fire Line 
• FLASH: Flashing 
• FLG: Flooring 
• FLEX: Flexible 
• FLG: Flange, Flashing, Flooring 
• FLR: Floor 
• FLUOR: Fluorescent 
• FND: Feminine Napkin Dispenser, Foundation 
• FO:  Finished Opening 
• FOC: Face of Concrete 
• FOF: Face of Finish 
• FOS: Face of Studs 
• FP:  Fireproof 
• FR:  Frame, Front, Fire Riser 
• FS:  Floor Sink 
• FSCW: Flush Solid Core Wood 
• FT:  Foot, Feet
• FURN: Furnish, Furniture 
• FURR: Furring 

• G:  Gas, Girder, Gutter, Gram 
• GA:  Gauge, Gage 
• GAL: Gallon 
• GALV: Galvanized 
• GB:  Grab Bar, Glass Block, Gypsum Board 
• GC:  General Contractor 
• GEN: General, Generator 
• GFCI: Ground Fault Circuit Interrupted 
• GFI: Ground Fault Interrupted 
• GKT: Gasket 
• GL:  Glass 
• GL BLK: Glass Block 
• GND: Ground 
• GOVT: Government 
• GPM: Gallons Per Minute 
• GPS: Gallons Per Second 
• GR:  Grade, Grille, Granite 
• GRAN: Granular, Granite 
• GRND: Ground 
• GYP: Gypsum 
• GYP BD: Gypsum Board 

• HB:  Hose Bib 
• HC:  Hollow Core, Handicapped
• HD:  Head, Heavy Duty 
• HCP: Handicapped
• HDN: Harden 
• HDR: Header 
• HDW: Hardware 
• HDWD: Hardwood 
• HEX: Hexagonal 
• HGR: Hanger 
• HGT: Height 
• HHMB: Hex Head Machine Bolt 
• HM: Hollow Metal 
• HORIZ: Horizontal 
• HP:  High Point, High Pressure, Horse Power 
• HPS: High Pressure Sodium
• HR:  Hour 
• HRS: Hot Rolled Steel, Hours 
• HT:  Height, Heat, High Tension Duct 
• HTG: Heating 
• HTR: Heater 
• HVAC: Heating, Ventilating & Air Conditioning 
• HW: Hot Water, Heavy Wall 
• HWD: Hardwood 
• HWY: Highway 
• HYD: Hydraulic 
• HYDRO: Hydrostatic 
• HZ:  Hertz (Cycles Per Second) 

• ID:  Inside Diameter 
• IN:  Inch 

F

G

H

I
• INCAND: Incandescent 
• INCL: Incline, Include 
• INFO: Information 
• INSP: Inspect 
• INSTL: Install 
• INSUL: Insulation 
• INT: Interior, Internal 
• INTERM: Intermediate 
• IW:  Indirect Waste 

• J:   Joist 
• J-BOX: Junction Box 
• JAN: Janitor 
• JB:  Junction Box 
• JCT: Junction 
• JF:  Joint Filler 
• JST: Joist 
• JT:  Joint 

• KIP: Kilopound (1000 pounds) 
• KO:  Knockout 
• KW: Kilowatt 
• KWH: Kilowatt Hour 
• KWHR: Kilowatt Hour 

• L:   Angle, Left, Length, Lighting Panel, Long, Line 
• LA:  Landscape Architect 
• LAB: Laboratory, Labor 
• LAM: Laminate, Laminated 
• LAT: Lateral 
• LAV: Lavatory 
• LB:  Pound (weight), Lag Bolt 
• LBL: Label 
• LBR: Lumber 
• LIN: Linear 
• LIQ: Liquid 
• LL:  Live Load 
• LNDG: Landing 
• LNTL: Lintel 
• LOC: Locate 
• LT:  Light 
• LTG: Lighting 
• LTL: Lintel 
• LT WT: Lightweight 
• LV:  Low Voltage 
• LVR: Louver 

J

K

L

• MACH: Machine 
• MAINT: Maintenance 
• MARB: Marble 
• MAS: Masonry 
• MAT: Material 
• MATL: Material 
• MAX: Maximum 
• MB:  Mail Box, Machine Bolt, Mop Basin 
• MC: Medicine Cabinet 
• MECH: Mechanical 
• MED: Medium 
• MED CAB: Medicine Cabinet 
• MEMB: Membrane 
• MERC: Mercury Vapor 
• MET: Metal 
• MEZZ: Mezzanine 
• MFG: Manufacturer, Manufacturing 
• MH: Manhole 
• MIN: Minimum 
• MISC: Miscellaneous 
• MK:  Mark 
• MO: Masonry Opening 
• MOD: Module 
• MONO: Monolithic 
• MOV: Movable 
• MT: Mount, Mounted 
• MTD: Mounted 
• MTL: Material, Metal 
• MUL: Mullion 
• MULL: Mullion 

• N:  North 
• NAT: Natural 
• NEC: National Electrical Code 
• NEUT: Neutral 
• NIC: Not In Contract 
• NO:  Number 
• NOM: Nominal 
• NTS: Not To Scale 

M

N

• DEG: Degree 
• DEMO: Demolition 
• DEPT: Department 
• DET: Detail 
• DF:  Drinking Fountain 
• DIAG: Diagonal 
• DIA: Diameter 
• DIFF: Diffuser 
• DIM: Dimension 
• DISP: Dispenser 
• DIV: Division 
• DL:  Dead Load 
• DN:  Down 
• DO:  Ditto, or Door Opening 
• DPR: Damper 
• DR:  Door, Drain, Dining Room 
• DS:  Downspout, Disconnect Switch, Door Switch 
• DTL: Detail 
• DVTL: Dovetail 
• DW: Dumbwaiter, Distilled Water 
• DWG: Drawing 
• DWGS: Drawings 
• DWR: Drawer 

THIS IS AN GENERAL ARCHITECTURAL LIST AND MAY NOT INCLUDE 
ALL OCCURRENCES. ADDITIONAL ABBREVIATIONS AND SYMBOLS 
MAY BE INDICATED. CONTACT ARCHITECT OR ENGINEER FOR 
DEFINITION OF ABBREVIATIONS OR SYMBOLS  NOT LISTED

• ¢:   Center Line
• @  At (the rate of) 
• &   And 
• "    Inch; Ditto (which means "same as above") 
• #   Number. or Pound 
• Ø  Diameter, Round, Phase 
• (E):   Existing  

• A:  Area, Ampere; Acre; Alcove; Compressed Air Line 
• AB:  Anchor Bolt; Asbestos Board 
• ABV: Above 
• AC:  Air Conditioning, Alternating Current, Acoustical  
• ACOUST: Acoustical l 
• ADA: Americans with Disabilities Act of 1992 
• ADAAG: Americans with Disabilities Act Architectural 

Guidelines 
• ADD: Addendum; Addition 
• ADJ: Adjust, Adjustable, Adjacent 
• AFF: Above Finished Floor 
• AGGR: Aggregate 
• AIA: American Institute of Architects, American Insurance 

Association 
• AISC: American Institute of Steel Construction  
• AKA: Also Known As
• ALT: Alternate, Alteration; Altitude 
• ALUM: Aluminum 
• AMP: Ampere, Ampacity  
• AMT: Amount   
• ANOD: Anodized 
• ANT: Antenna 
• APPROX: Approximate 
• APRVD: Approved   
• ARCH: Architect, Architectural  
• ASSEM: Assemble 
• ASSOC: Association; Associate  
• ASTM: American Society for Testing and Materials 
• ATM: Automatic Teller Machine; Atmospheric 
• AUTH: Authorized 
• AUTO: Automatic 
• AVG: Average  
• AWG: American Wire Gauge  
• AWS: American Welding Society 
• AWWA: American Water Works Association 
• AX: Axis 

  
• BAL: Balance, Ballast 
• BD:  Board, Blow Down (pipe) 
• BETW: Between 
• BEV: Bevel 
• BHP: Brake Horsepower 
• BIT: Bituminous 
• BKR: Breaker 
• BL:  Base Line, Building Line, Block 
• BLDG: Building 
• BLK: Block 
• BLKG: Blocking 
• BM:  Beam, Bench Mark 
• BOT: Bottom 
• BR:  Brick, Brass, Boiler Room Branch 
• BRK: Brick 
• BRKR: Breaker 
• BRKT: Bracket 
• BSMT: Basement 
• BTU: British Thermal Units 
• BTUH: British Thermal Units per Hour  

• C TO C: Center to Center 
• CAB: Cabinet 
• CAD: Cadmium, Computer-Aided Drafting 
• CAP: Capacity 
• CCTV: Closed Circuit TV 
• CEM: Cement 
• CER: Ceramic 
• CF:  Cubic Feet 
• CFM: Cubic Feet per Minute 
• CFS: Cubic Feet per Second 
• CFT: Cubic Foot 
• CG:  Corner Guard 
• CH: Coat Hook 
• CHB: Chalk Board 
• CHAM: Chamfer 
• CHAN: Channel 
• CHBD: Chalkboard 
• C.I.: Cast Iron  
• CIP: Cast Iron Pipe, Cast-in-Place 
• CIR: Circle, Circular, Circuit 
• CIRC: Circumference 
• CJ:  Control Joint 
• CK: Caulking 
• CKT: Circuit 
• CL:  Centerline, Clear, Closing, Closure,Closet 
• CLG: Ceiling 
• CLKG: Caulking 
• CLL: Contract Limit Line 
• CLO: Closet 
• CLP: Clamp 
• CLR: Clear 
• CLR OPG: Clear Opening 
• CMU: Concrete Masonry Unit 
• CNTR: Center, Counter 
• C.O.: Cleanout, Cased Opening, Cut Out 
• CO:  Company
• COL: Column 
• COM: Common 
• COMB: Combination, Combustion 
• CONC: Concrete 
• COND: Condenser, Conduit, Condition
• CONST: Construction  
• CONT: Continuous, Continue, Control 
• CONTR: Contractor 
• CORR: Corridor, Corrugate 
• COV: Cover 
• CSI: Construction Specification Institute
• CSK: Countersink 
• CSMT: Casement 
• CTR: Center, Counter  
• CU. FT.: Cubic Feet 
• CU. YD.: Cubic Yard 
• CW: Clockwise, Cold Water 
• CYL: Cylinder D
• DBL: Double 
• DC:  Direct Current 

A

B

C

• E:  East, Enamel, Exhaust 
• EA:  Each 
• EB:  Expansion Bolt 
• EIFS: Exterior Insulation and Finish System 
• EJ:  Expansion Joint 
• EL:  Elevation, Elevator 
• ELEC: Electrical 
• ELEV: Elevator, Elevation 
• EMER: Emergency 
• ENCL: Enclosure 
• ENG: Engineer 
• ENGR: Engineer 
• ENTR: Entrance 
• EQ:  Equal 
• EQUIP: Equipment 
• EST: Estimate 
• EW: Each Way 
• EWC: Electric Water Cooler 
• EXEC: Executive 
• EXIST: Existing 
• EXP: Expansion, Exposed 
• EXT: Exterior, Extinguish 

E

• OBS: Obscure 
• OC:  On Center 
• OD:  Outside Diameter 
• OF:  Outside Face 
• OFF: Office 
• OPG: Opening 
• OPP: Opposite 
• OZ:  Ounce 

• P:  Pitch, Power Panel, Paint 
• P. LAM: Plastic Laminate 
• PA:  Public Address 
• PED: Pedestal, Pedestrian 
• PERP: Perpendicular 
• PH:  Phase, Preheat, Phone 
• PKG: Parking 
• PKWY: Parkway 
• PL:  Property Line 
• PLAS LAM: Plastic Laminate 
• PLMBG: Plumbing 
• PLWD: Plywood 
• PLYWD: Plywood 
• PNL: Panel 
• PR:  Pair 
• PRCST: Precast 
• PRE: Prefinished 
• PREFAB: Prefabricated 
• PSF: Pounds per square foot 
• PSI: Pounds per square inch 

• PVC: Polyvinyl Chloride 
• PVMT: Pavement 
• PWR: Power

• QUAL: Quality 
• QUANT: Quantity 
• QT:  Quarry Tile, Quart 
• QTY: Quantity 

• R:  Riser, Radius, Resistance, Relay Panel 
• RA:  Return Air, Registered Architect 
• RD:  Roof Drain
• REBAR: Reinforcing Bar 
• REC: Receiver 
• RECEP: Receptacle 

O

P

Q

R

• RECP: Receptacle 
• REF: Refer, Reference, Refrigerator 
• REFL: Reflected, Reflector 
• REFR: Refrigerate, Refrigerator 
• REG: Register, Regular 
• REINF: Reinforcement, or Reinforce 
• REQ: Require, Required 
• RESIL: Resilient 
• REST: Resistance 
• RET: Return 
• RETG: Retaining 
• RFG: Roofing 
• RM: Room 
• RO:  Rough Opening 
• ROW: Right of Way 
• RR:  Railroad 
• RW: Redwood 
• RWD: Redwood 

• S:  South, Sealant, Supply, Sink 
• S4S: Surfaced 4 Sides 
• S&M: Surfaced & Matched 
• S&S: Stained & Sealed 
• S&V: Stain & Varnish 
• SC:  Solid Core, Self Closing 
• SCD: Seat Cover Dispenser 
• SCHED: Schedule 
• SD: Soap Dispenser 
• SEAL: Sealant 
• SECT: Section 
• SERV: Service 
• SF:  Square Foot  
• SHT: Sheet 
• SHTG: Sheathing 
• SHWR: Shower  
• SIM: Similar  t 
• SND: Sanitary Napkin Dispenser  
• SNR: Sanitary Napkin Receptacle 
• SPEC: Specification, Specifications 
• SPECS: Specifications 
• SPLR: Sprinkler 
• SQ:  Square 
• SS:  Stainless Steel, Set Screw, Soil Stack, !

Service Sink, Slop , Sink
• STC: Sound Transmission Class 
• STD: Standard 
• STL: Steel 
• STOR: Storage 
• STRUC: Structural 
• STRUCT:  Structural 
• SUPP: Supplementary, Supplement 
• SUPT: Superintendent 
• SUSP: Suspended, Suspend 
• SW: Switch 
• SWBD: Switchboard 
• SWGR: Switchgear 

• T:  Tread, Thermostat, Tee 
• T&G: Tongue & Groove 
• TB:  Towel Bar 
• TC:  Top of Curb, Terracotta 
• TEL: Telephone 
• TEMP: Temporary, Tempered, Temperature 
• TERR: Terrazzo 
• THK: Thick, Thickness 
• THRESH:  Threshold 
• THRU: Through 
• TP:  Top of Pavement 
• TPD: Toilet paper Dispenser 
• TPH: Toilet Paper Holder 
• TPTN: Toilet Partition 
• TR:  Tread, Transom 
• TRANS: Transformer, Translucent 
• TRAV: Travertine 
• TRD: Tread 
• TSL: Top of Slab 
• TST: Top of Steel 
• T-STAT: Thermostat 
• TV:  Television 
• TYP: Typical 

• UC:  Undercut 
• UL:  Underwriters' Laboratories 
• UNFIN: Unfinished 
• UNO: Unless Noted Otherwise 
• USG: United States Gauge, United States Gypsum Company 
• USS: United States Standard 

• V:  Volt, Valve, Vinyl, Vent, Ventilator 
• VA:  Volt Ampere 
• VAC: Vacuum 
• VAR: Varnish, Varies 
• VCT: Vinyl Composition Tile 
• VENT: Ventilate, Ventilator 
• VERT: Vertical 
• VEST: Vestibule 
• VIN: Vinyl 
• VOL: Volume 
• VTR: Vent Through Roof 

• W:  West, Width, Wide, Watt, Waste, Water, Water Main 
• W/:  With 
• W/O: Without 
• WC: Watercloset 
• WD: Wood 
• WF: Wide Flange (structural steel) 
• WH: Water Heater, Wall Hung, Wall Hydrant 
• WIN: Window 
• WM: Wire Mesh, Water Meter 
• WP: Waterproof, Working Point, Working Pressure, 

Weatherproof 
• WR: Water Resistant, Water Repellant, Waste Receptacle 
• WSCT: Wainscot 
• WT: Weight, Water Table, Watertight 
• WWF: Welded Wire Fabric 

• XH:  Extra Heavy 
• X HVY: Extra Heavy 
• X STR: Extra Strong 

• YD:  Yard 
• YR:  Year 
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A1 General Conditions of the Contract for Construction of a Small Project - AIA Document A205
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___ .1 PERSISTENTLY OR REPEATEDLY REFUSES OR FAILS TO 
SUPPLY ENOUGH PROPERLY SKILLED WORKERS OR PROPER 
MATERIALS;!

!
___ .2  FAILS TO MAKE PAYMENT TO SUBCONTRACTORS FOR 

MATERIALS OR LABOR IN ACCORDANCE WITH THE 
RESPECTIVE AGREEMENTS BETWEEN THE CONTRACTOR AND 
THE SUBCONTRACTORS;!

!
___ .3 PERSISTENTLY DISREGARDS LAWS, ORDINANCES, OR 

RULES,REGULATIONS OR ORDERS OF A PUBLIC AUTHORITY 
HAVING JURISDICTION; OR!

!
___ .4 IS OTHERWISE GUILTY OF SUBSTANTIAL BREACH OF A 

PROVISION OF THE CONTRACT DOCUMENTS.!
!
___ 11.2.2 WHEN ANY OF THE ABOVE REASONS EXIST, THE OWNER, AFTER 

CONSULTATION WITH THE ARCHITECT, MAY WITHOUT PREJUDICE TO 
ANY OTHER RIGHTS OR REMEDIES OF THE OWNER AND AFTER GIVING 
THE CONTRACTOR AND THE CONTRACTORʼS SURETY, IF ANY, SEVEN 
DAYSʼ WRITTEN NOTICE, TERMINATE EMPLOYMENT OF THE 
CONTRACTOR AND MAY:!

!
___ .1  TAKE POSSESSION OF THE SITE AND OF ALL MATERIALS 

THEREON OWNED BY THE CONTRACTOR;!
!

___ .2  FINISH THE WORK BY WHATEVER REASONABLE METHOD 
THE OWNER MAY DEEM EXPEDIENT.!

!
___ 11.2.3 WHEN THE OWNER TERMINATES THE CONTRACT FOR ONE OF 

THE REASONS STATED IN SUBPARAGRAPH 11.2.1, THE CONTRACTOR 
SHALL NOT BE ENTITLED TO RECEIVE FURTHER PAYMENT UNTIL THE 
WORK IS FINISHED.!

!
___ 11.2.4 IF THE UNPAID BALANCE OF THE CONTRACT SUM EXCEEDS 

COSTS OF FINISHING THE WORK, SUCH EXCESS SHALL BE PAID TO 
THE CONTRACTOR. IF SUCH COSTS EXCEED THE UNPAID BALANCE, 
THE CONTRACTOR SHALL PAY THE DIFFERENCE TO THE OWNER. THIS 
OBLIGATION FOR PAYMENT SHALL SURVIVE TERMINATION OF THE 
CONTRACT.!

!
SUPPLIMENTAL CONDITIONS:!
!
___ SEE OWNER (CITY) AND CONTRACTOR AGREEMENT FOR ADDITIONAL 

REQUIREMENTS.

___ 7.4.4 A CERTIFICATE FOR PAYMENT, A PROGRESS PAYMENT, OR 
PARTIAL OR ENTIRE USE OR OCCUPANCY OF THE PROJECT BY THE 
OWNER SHALL NOT CONSTITUTE ACCEPTANCE OF WORK NOT IN 
ACCORDANCE WITH THE REQUIREMENTS OF THE CONTRACT 
DOCUMENTS.!

!
7.5 SUBSTANTIAL COMPLETION!

!
___ 7.5.1 SUBSTANTIAL COMPLETION IS THE STAGE IN THE PROGRESS OF 

THE WORK WHEN THE WORK OR DESIGNATED PORTION THEREOF IS 
SUFFICIENTLY COMPLETE IN ACCORDANCE WITH THE CONTRACT 
DOCUMENTS SO THAT THE OWNER CAN OCCUPY OR UTILIZE THE 
WORK FOR ITS INTENDED USE.!

!
___ 7.5.2 WHEN THE WORK OR DESIGNATED PORTION THEREOF IS 

SUBSTANTIALLY COMPLETE, THE ARCHITECT WILL PREPARE A 
CERTIFICATE OF SUBSTANTIAL COMPLETION WHICH SHALL ESTABLISH 
THE DATE OF SUBSTANTIAL COMPLETION, SHALL ESTABLISH THE 
RESPONSIBILITIES OF THE OWNER AND CONTRACTOR, AND SHALL FM 
THE TIME WITHIN WHICH THE CONTRACTOR SHALL FINISH ALL ITEMS 
ON THE LIST ACCOMPANYING THE CERTIFICATE. WARRANTIES 
REQUIRED BY THE CONTRACT DOCUMENTS SHALL COMMENCE ON 
THE DATE OF SUBSTANTIAL COMPLETION OF THE WORK OR 
DESIGNATED PORTION THEREOF UNLESS OTHERWISE!

!
7.6 FINAL COMPLETION AND FINAL PAYMENT!

!
___ 7.6.1 UPON RECEIPT OF A FINAL APPLICATION FOR PAYMENT, THE 

ARCHITECT WILL INSPECT THE WORK. WHEN THE ARCHITECT FINDS 
THE WORK ACCEPTABLE AND THE CONTRACT FULLY PERFORMED, THE 
ARCHITECT WILL PROMPTLY ISSUE A FINAL CERTIFICATE FOR 
PAYMENT.!

!
___ 7.6.2 FINAL PAYMENT SHALL NOT BECOME DUE UNTIL THE 

CONTRACTOR SUBMITS TO THE ARCHITECT RELEASES AND WAIVERS 
OF LIENS, AND DATA ESTABLISHING PAYMENT OR SATISFACTION OF 
OBLIGATIONS, SUCH AS RECEIPTS, CLAIMS, SECURITY INTERESTS OR 
ENCUMBRANCES ARISING OUT OF THE CONTRACT.!

!
___ 7.6.3 ACCEPTANCE OF FINAL PAYMENT BY THE CONTRACTOR, A 

SUBCONTRACTOR OR MATERIAL SUPPLIER SHALL CONSTITUTE A 
WAIVER OF CLAIMS BY THAT PAYEE EXCEPT THOSE PREVIOUSLY 
MADE IN WRITING AND IDENTIFIED BY THAT PAYEE AS UNSETTLED AT 
THE TIME OF FINAL APPLICATION FOR PAYMENT.!

!
ARTICLE 8 PROTECTION OF PERSONS AND PROPERTY!
!
___ 8.1 SAFETY PRECAUTIONS AND PROGRAMS!

THE CONTRACTOR SHALL BE RESPONSIBLE FOR INITIATING, 
MAINTAINING AND SUPERVISING ALL SAFETY PRECAUTIONS AND 
PROGRAMS, INCLUDING ALL THOSE REQUIRED BY LAW IN 
CONNECTION WITH PERFORMANCE OF THE CONTRACT, THE 
CONTRACTOR SHALL PROMPTLY REMEDY DAMAGE AND LOSS TO 
PROPERTY CAUSED IN WHOLE OR IN PART BY THE CONTRACTOR, OR 
BY ANYONE FOR WHOSE ACTS THE CONTRACTOR MAYBE LIABLE,!

!
ARTICLE 9 CORRECTION OF WORK!
!
___ 9.1 THE CONTRACTOR SHALL PROMPTLY CORRECT WORK REJECTED 

BY THE ARCHITECT AS FAILING TO CONFORM TO THE REQUIREMENTS 
OF THE CONTRACT DOCUMENTS. THE CONTRACTOR SHALL BEAR THE 
COST OFCORRECTING SUCH REJECTED WORK,!

!
___ 9.2 IN ADDITION TO THE CONTRACTʼS OTHER OBLIGATIONS INCLUDING 

WARRANTIES UNDER THE CONTRACT, THE CONTRACTOR SHALL, FOR 
APERIOD OF ONE YEAR AFTER SUBSTANTIAL COMPLETION, CORRECT 
WORK NOT CONFORMING TO THE REQUIREMENTS OF THE CONTRACT 
DOCUMENTS.!

!
___ 9.3 IF THE CONTRACTOR FAILS TO CORRECT NON CONFORMING WORK 

WITHIN A REASONABLE TIME, THE OWNER MAY CORRECT IT AND THE 
CONTRACTOR SHALL REIMBURSE THE OWNER FOR THE COST OF 
CORRECTION.!

!
ARTICLE 10 MISCELLANEOUS PROVISIONS!
!
___ 10.1 ASSIGNMENT OF CONTRACT!

NEITHER PARTY TO THE CONTRACT SHALL ASSIGN THE CONTRACT AS 
A WHOLE WITHOUT WRITTEN CONSENT OF THE OTHER.!

!
10.2  TESTS AND INSPECTIONS!

!
___ 10.2.1 TESTS, INSPECTIONS AND APPROVALS OF PORTIONS OF THE 

WORK REQUIRED BY THE CONTRACT DOCUMENTS OR BY LAWS, 
ORDINANCES, RULES, REGULATIONS OR ORDERS OF PUBLIC 
AUTHORITIES HAVING JURISDICTION SHALL BE MADE AT AN 
APPROPRIATE TIME.!

!
___ 10.2.2  IF THE ARCHITECT REQUIRES ADDITIONAL TESTING, THE 

CONTRACTOR SHALL PERFORM THESE TESTS.!
!
___ 10.2.3 THE OWNER SHALL PAY FOR TESTS EXCEPT FOR TESTING 

WORK FOUND TO BE DEFECTIVE FOR WHICH THE CONTRACTOR SHALL 
PAY,!

!
___ 10.3  GOVERNING LAW!

THE CONTRACT SHALL BE GOVERNED BY THE LAW OF THE PLACE 
WHERE THE PROJECT IS LOCATED.!

!
ARTICLE 11 TERMINATION OF THE CONTRACT!
!
___ 11.1 TERMINATION BY THE CONTRACTOR!

IF THE OWNER FAILS TO MAKE PAYMENT WHEN DUE OR 
SUBSTANTIALLY BREACHES ANY OTHER OBLIGATION OF THIS 
CONTRACT, FOLLOWING SEVEN DAYSʼ WRITTEN NOTICE TO THE 
OWNER, THE CONTRACTOR MAY TERMINATE THE CONTRACT AND 
RECOVER FROM THE OWNER PAYMENT FOR WORK EXECUTED AND 
FOR PROVEN LOSS WITH RESPECT TO MATERIALS,EQUIPMENT, 
TOOLS, CONSTRUCTION EQUIPMENT AND MACHINERY,INCLUDING 
REASONABLE OVERHEAD, PROFIT AND DAMAGES.!

!
11.2 TERMINATION BY THE OWNER!

!
___ 11.2.1 THE OWNER MAY TERMINATE THE CONTRACT IF THE 

CONTRACTOR:

___ 4.7 THE ARCHITECT WILL PROMPTLY INTERPRET AND DECIDE 
MATTERS CONCERNING PERFORMANCE UNDER AND REQUIREMENTS 
OF THE CONTRACT DOCUMENTS ON WRITTEN REQUEST OF EITHER 
THE OWNER OR CONTRACTOR.!

!
___ 4.8 INTERPRETATIONS AND DECISIONS OF THE ARCHITECT WILL BE 

CONSISTENT WITH THE INTENT OF AND REASONABLY INFERABLE 
FROM THE CONTRACT DOCUMENTS AND WILL BE IN WRITING OR IN 
THE FORM OF DRAWINGS, WHEN MAKING SUCH INTERPRETATIONS 
AND DECISIONS,THE ARCHITECT WILL ENDEAVOR TO SECURE 
FAITHFUL PERFORMANCE BY BOTH OWNER AND CONTRACTOR, WILL 
NOT SHOW PARTIALITY TO EITHER AND WILL NOT BE LIABLE FOR 
RESULTS OF INTERPRETATIONS OR DECISIONS SO RENDERED IN 
GOOD FAITH.!

!
___ 4.9 THE ARCHITECTʼS DUTIES, RESPONSIBILITIES AND LIMITS OF 

AUTHORITY AS DESCRIBED IN THE CONTRACT DOCUMENTS WILL NOT 
BE CHANGED WITHOUT WRITTEN CONSENT OF THE OWNER, 
CONTRACTOR AND ARCHITECT. CONSENT SHALL NOT BE 
UNREASONABLY WITHHELD.!

!
ARTICLE 5 CHANGES IN THE WORK!
!
___ 5.1 AFTER EXECUTION OF THE CONTRACT, CHANGES IN THE WORK 

MAYBE ACCOMPLISHED BY CHANGE ORDER OR BY ORDER FOR A 
MINOR CHANGE IN THE WORK. THE OWNER, WITHOUT INVALIDATING 
THE CONTRACT, MAY ORDER CHANGES IN THE WORK WITHIN THE 
GENERAL SCOPE OF THE CONTRACT CONSISTING OF ADDITIONS, 
DELETIONS OR OTHER REVISIONS, THE CONTRACT SUM AND 
CONTRACT TIME BEING ADJUSTED ACCORDINGLY.!

!
___ 5.2 A CHANGE ORDER SHALL BE A WRITTEN ORDER TO THE 

CONTRACTOR SIGNED BY THE OWNER AND ARCHITECT TO CHANGE 
THE WORK, CONTRACT SUM OR CONTRACT TIME.!

!
___ 5.3 THE ARCHITECT WILL HAVE AUTHORITY TO ORDER MINOR 

CHANGES IN THE WORK NOT INVOLVING CHANGES IN THE CONTRACT 
SUM OR THE CONTRACT TIME AND NOT INCONSISTENT WITH THE 
INTENT OF THE CONTRACT DOCUMENTS. SUCH CHANGES SHALL BE 
WRITTEN ORDERS AND SHALL BE BINDING ON THE OWNER AND 
CONTRACTOR. THE CONTRACTOR SHALL CARRY OUT SUCH WRITTEN 
ORDERS PROMPTLY.!

!
___ 5.4 IF CONCEALED OR UNKNOWN PHYSICAL CONDITIONS ARE 

ENCOUNTERED AT THE SITE THAT DIFFER MATERIALLY FROM THOSE 
INDICATED IN THE CONTRACT DOCUMENTS OR FROM THOSE 
CONDITIONS ORDINARILY FOUND TO EXIST, THE CONTRACT SUM AND 
CONTRACT TIME SHALL BE SUBJECT TO  EQUITABLE ADJUSTMENT.!

!
ARTICLE 6 TIME!
!
___ 6.1 TIME LIMITS STATED IN THE CONTRACT DOCUMENTS ARE OF THE 

ESSENCE OF THE CONTRACT.!
!
___ 6.2 IF THE CONTRACTOR IS DELAYED AT ANY TIME IN PROGRESS OF 

THE WORK BY CHANGES ORDERED IN THE WORK, OR BY LABOR 
DISPUTES, FIRE, UNUSUAL DELAY IN DELIVERIES, UNAVOIDABLE 
CASUALTIES OR OTHER CAUSES BEYOND THE CONTRACTORʼS 
CONTROL, THE CONTRACT TIME SHALL BE EXTENDED BY CHANGE 
ORDER FOR SUCH REASONABLE TIME AS THE ARCHITECT MAY 
DETERMINE.!

!
ARTICLE 7 PAYMENTS AND COMPLETION!
!
___ 7.1 CONTRACT SUM!

THE CONTRACT SUM STATED IN THE AGREEMENT, INCLUDING 
AUTHORIZED ADJUSTMENTS, IS THE TOTAL AMOUNT PAYABLE BY THE 
OWNER TO THE CONTRACTOR FOR PERFORMANCE OF THE WORK 
UNDER THE CONTRACT DOCUMENTS.!

!
7.2 APPLICATIONS FOR PAYMENT!

!
___ 7.2.1 AT LEAST TEN DAYS BEFORE THE DATE ESTABLISHED FOR EACH 

PROGRESS PAYMENT, THE CONTRACTOR SHALL SUBMIT TO THE 
ARCHITECT AN ITEMIZED APPLICATION FOR PAYMENT FOR 
OPERATIONS COMPLETED IN ACCORDANCE WITH THE VALUES STATED 
IN THE AGREEMENT. SUCH APPLICATION SHALL BE SUPPORTED BY 
SUCH DATA SUBSTANTIATING THE CONTRACTORʼS RIGHT TO 
PAYMENT AS THE OWNER OR ARCHITECT MAY REASONABLY REQUIRE 
AND REFLECTING RETAINAGE IF PROVIDED FOR ELSEWHERE IN THE 
CONTRACT DOCUMENTS.!

!
___ 7.2.2 THE CONTRACTOR WARRANTS THAT TIDE TO ALL WORK 

COVERED BY AN APPLICATION FOR PAYMENT WILL PASS TO THE 
OWNER NO LATER THAN THE TIME OF PAYMENT. THE CONTRACTOR 
FURTHER WARRANTS THAT UPON SUBMITTAL OF AN APPLICATION FOR 
PAYMENT, ALL WORK FOR WHICH CERTIFICATES FOR PAYMENT HAVE 
BEEN PREVIOUSLY ISSUED AND PAYMENTS RECEIVED FROM THE 
OWNER SHALL, TO THE BEST OF THE CONTRACTORʼS KNOWLEDGE, 
INFORMATION AND BELIEF, BE FREE AND CLEAR OF LIENS, CLAIMS, 
SECURITY INTERESTS OR OTHER ENCUMBRANCES ADVERSE TO THE 
OWNERʼS INTERESTS.!

!
___ 7.3 CERTIFICATES FOR PAYMENT!

THE ARCHITECT WILL, WITHIN SEVEN DAYS AFTER RECEIPT OF THE 
CONTRACTORʼS APPLICATION FOR PAYMENT, EITHER ISSUE TO THE 
OWNER A CERTIFICATE FOR PAYMENT, WITH A COPY TO THE 
CONTRACTOR, FOR SUCH AMOUNT AS THE ARCHITECT DETERMINES IS 
PROPERLY DUE, OR NOTIFY THE CONTRACTOR AND OWNER IN 
WRITING OF THE ARCHITECTʼS REASONS FOR WITHHOLDING 
CERTIFICATION IN WHOLE OR IN PART.!

!
7.4 PROGRESS PAYMENTS!

!
___ 7.4.1 AFTER THE ARCHITECT HAS ISSUED A CERTIFICATE FOR 

PAYMENT,THE OWNER SHALL MAKE PAYMENT IN THE MANNER 
PROVIDED IN THE CONTRACT DOCUMENTS.!

!
___ 7.4.2 THE CONTRACTOR SHALL PROMPTLY PAY EACH 

SUBCONTRACTOR AND MATERIAL SUPPLIER, UPON RECEIPT OF 
PAYMENT FROM THE OWNER, OUT OF THE AMOUNT PAID TO THE 
CONTRACTOR ON ACCOUNT OF SUCH ENTITIESʼ PORTION OF THE 
WORK.!

!
___ 7.4.3 NEITHER THE OWNER NOR THE ARCHITECT SHALL HAVE 

RESPONSIBILITY FOR THE PAYMENT OF MONEY TO A 
SUBCONTRACTOR OR MATERIAL SUPPLIER.!

3.4 LABOR AND MATERIALS!
!
___ 3.4.1 UNLESS OTHERWISE PROVIDED IN THE CONTRACT 

DOCUMENTS,THE CONTRACTOR SHALL PROVIDE AND PAY FOR LABOR, 
MATERIALS,EQUIPMENT, TOOLS, UTILITIES, TRANSPORTATION, AND 
OTHER FACILITIES AND SERVICES NECESSARY FOR PROPER 
EXECUTION AND COMPLETION OF THE WORK.!

!
___ 3.4.2 THE CONTRACTOR SHALL DELIVER, HANDLE, STORE AND INSTALL 

MATERIALS IN ACCORDANCE WITH MANUFACTURERSʼ INSTRUCTIONS,!
!
___ 3.5 WARRANTY !

THE CONTRACTOR WARRANTS TO THE OWNER AND ARCHITECT 
THAT:(1) MATERIALS AND EQUIPMENT FURNISHED UNDER THE 
CONTRACT WILL BE NEW AND OF GOOD QUALITY UNLESS OTHERWISE 
REQUIRED OR PERMITTED BY THE CONTRACT DOCUMENTS; (2) THE 
WORK WILL BE FREE FROM DEFECTS NOT INHERENT IN THE QUALITY 
REQUIRED OR PERMITTED;AND (3) THE WORK WILL CONFORM TO THE 
REQUIREMENTS OF THE CONTRACT DOCUMENTS.!

!
___ 3.6 TAXES !

THE CONTRACTOR SHALL PAY SALES, CONSUMER, USE AND SIMILAR 
TAXES THAT ARE LEGALLY REQUIRED WHEN THE CONTRACT IS 
EXECUTED.!

!
3.7 PERMITS, FEES AND NOTICES!

!
___ 3.7.1 THE CONTRACTOR SHALL OBTAIN AND PAY FOR THE BUILDING 

PERMIT AND OTHER PERMITS AND GOVERNMENTAL FEES, LICENSES 
AND INSPECTIONS NECESSARY FOR PROPER EXECUTION AND 
COMPLETION OF THE WORK.!

!
___ 3.7.2 THE CONTRACTOR SHALL COMPLY WITH AND GIVE NOTICES 

REQUIRED BY AGENCIES HAVING JURISDICTION OVER THE WORK. IF 
THE CONTRACTOR PERFORMS WORK KNOWING IT TO BE CONTRARY 
TO LAWS,STATUTES, ORDINANCES, BUILDING CODES, AND RULES AND 
REGULATIONS WITHOUT NOTICE TO THE ARCHITECT AND OWNER, THE 
CONTRACTOR SHALL ASSUME FULL RESPONSIBILITY FOR SUCH WORK 
AND SHALL BEAR THE ATTRIBUTABLE COSTS. THE CONTRACTOR 
SHALL PROMPTLY NOTIFY THE ARCHITECT IN WRITING OF ANY KNOWN 
INCONSISTENCIES IN THE CONTRACT DOCUMENTS WITH SUCH 
GOVERNMENTAL LAWS, RULES AND REGULATIONS.!

!
___ 3.8 SUBMLTTALS!

THE CONTRACTOR SHALL PROMPTLY REVIEW, APPROVE IN WRITING 
AND SUBMIT TO THE ARCHITECT SHOP DRAWINGS, PRODUCT 
DATA,SAMPLES AND SIMILAR SUBMITTALS REQUIRED BY THE 
CONTRACT DOCUMENTS. SHOP DRAWINGS, PRODUCT DATA, SAMPLES 
AND SIMILAR SUBMITTALS ARE NOT CONTRACT DOCUMENTS.!

!
___ 3.9 USE OF SITE!

THE CONTRACTOR SHALL CONFINE OPERATIONS AT THE SITE TO 
AREAS PERMITTED BY LAW, ORDINANCES, PERMITS, THE CONTACT 
DOCUMENTS AND THE OWNER.!

!
___ 3.10 CUTTING AND PATCHING !

THE CONTRACTOR SHALL BE RESPONSIBLE FOR CUTTING, FITTING OR 
PATCHING REQUIRED TO COMPLETE THE WORK OR TO MAKE ITS 
PARTS FIT TOGETHER PROPERLY.!

!
___ 3.11 CLEANING UP !

THE CONTRACTOR SHALL KEEP THE PREMISES AND SURROUNDING 
AREA FREE FROM ACCUMULATION OF DEBRIS AND TRASH RELATED 
TO THE WORK.!

!
___ 3.12 INDEMNIFICATION !

TO THE FULLEST EXTENT PERMITTED BY LAW, THE CONTRACTOR 
SHALL INDEMNIFY AND HOLD HARMLESS THE OWNER, ARCHITECT, 
ARCHITECTʼS CONSULTANTS AND AGENTS AND EMPLOYEES OF ANY 
OF THEM FROM AND AGAINST CLAIMS, DAMAGES, LOSSES AND 
EXPENSES, INCLUDING BUT NOT LIMITED TO ATTORNEYSʼ FEES, 
ARISING OUT OF OR RESULTING FROM PERFORMANCE OF THE WORK, 
PROVIDED THAT SUCH CLAIM, DAMAGE,LOSS OR EXPENSE IS 
ATTRIBUTABLE TO BODILY INJURY, SICKNESS,DISEASE OR DEATH, OR 
TO INJURY TO OR DESTRUCTION OF TANGIBLE PROPERTY (OTHER 
THAN THE WORK ITSELF) INCLUDING LOSS OF USE RESULTING 
THEREFROM, BUT ONLY TO THE EXTENT CAUSED IN WHOLE ORIN 
PART BY NEGLIGENT ACTS OR OMISSIONS OF THE CONTRACTOR, A 
SUBCONTRACTOR,ANYONE DIRECTLY OR INDIRECTLY EMPLOYED BY 
THEM OR ANYONE FOR WHOSE ACTS THEY MAY BE LIABLE, 
REGARDLESS OF WHETHER OR NOT SUCH CLAIM, DAMAGE, LOSS OR 
EXPENSE IS CAUSED IN PART BY A PARTY INDEMNIFIED HEREUNDER.!

!
ARTICLE 4 ARCHITECTʼS ADMINISTRATION OF THE CONTRACT!
!
___ 4.1 THE ARCHITECT WILL PROVIDE ADMINISTRATION OF THE 

CONTRACT AS DESCRIBED IN THE CONTRACT DOCUMENTS. THE 
ARCHITECT WILL HAVE AUTHORITY TO ACT ON BEHALF OF THE OWNER 
ONLY TO THE EXTENT PROVIDED IN THE CONTRACT DOCUMENTS.!

!
___ 4.2 THE ARCHITECT WILL VISIT THE SITE AT INTERVALS APPROPRIATE 

TO THE STAGE OF CONSTRUCTION TO BECOME GENERALLY FAMILIAR 
WITH THE PROGRESS AND QUALITY OF THE WORK.!

!
___ 4.3 THE ARCHITECT WILL NOT HAVE CONTROL OVER OR CHARGE OF 

AND WILL NOT BE RESPONSIBLE FOR CONSTRUCTION MEANS, 
METHODS, TECHNIQUES,SEQUENCES OR PROCEDURES, OR FOR 
SAFETY PRECAUTIONS AND PROGRAMS IN CONNECTION WITH THE 
WORK, SINCE THESE ARE SOLELY THE CONTRACTORʼS 
RESPONSIBILITY. THE ARCHITECT WILL NOT BE RESPONSIBLE FOR THE 
CONTRACTORʼS FAILURE TO CARRY OUT THE WORK IN ACCORDANCE 
WITH THE CONTRACT DOCUMENTS.!

!
___ 4.4 BASED ON THE ARCHITECTʼS OBSERVATIONS AND EVALUATIONS 

OF THE CONTRACTORʼS APPLICATIONS FOR PAYMENT, THE 
ARCHITECT WILL REVIEW AND CERTIFY THE AMOUNTS DUE THE 
CONTRACTOR.!

!
___ 4.5 THE ARCHITECT WILL HAVE AUTHORITY TO REJECT WORK THAT 

DOES NOT CONFORM TO THE CONTRACT DOCUMENTS.!
!
___ 4.6 THE ARCHITECT WILL PROMPTLY REVIEW AND APPROVE OR TAKE 

APPROPRIATE ACTION UPON CONTRACTORʼS SUBMITTALS SUCH AS 
SHOP DRAWINGS, PRODUCT DATA AND SAMPLES, BUT ONLY FOR THE 
LIMITED PURPOSE OF CHECKING FOR CONFORMANCE WITH 
INFORMATION GIVEN AND THE DESIGN CONCEPT EXPRESSED IN THE 
CONTRACT DOCUMENTS.

ARTICLE 1 GENERAL PROVISIONS!
!
___ 1.1 THE CONTRACT!

THE CONTRACT REPRESENTS THE ENTIRE AND INTEGRATED 
AGREEMENT BETWEEN THE PARTIES AND SUPERSEDES PRIOR 
NEGOTIATIONS, REPRESENTATIONS OR AGREEMENTS, EITHER 
WRITTEN OR ORAL. THE CONTRACT MAY BE AMENDED OR MODIFIED 
ONLY BY A WRITTEN MODIFICATION.!

!
___ 1.2 THE WORK!

THE TERM “WORK” MEANS THE CONSTRUCTION AND SERVICES 
REQUIRED BY THE CONTRACT DOCUMENTS, AND INCLUDES ALL 
OTHER LABOR, MATERIALS,EQUIPMENT AND SERVICES PROVIDED BY 
THE CONTRACTOR TO FULFILL THE CONTRACTORʼS OBLIGATIONS.!

!
___ 1.3 INTENT!

THE INTENT OF THE CONTRACT DOCUMENTS IS TO INCLUDE ALL ITEMS 
NECESSARY FOR THE PROPER EXECUTION AND COMPLETION OF THE 
WORK BY THE CONTRACTOR. THE CONTACT DOCUMENTS ARE 
COMPLEMENTARY, AND WHAT IS REQUIRED BY ONE SHALL BE AS 
BINDING AS IF REQUIRED BY ALL.!

!
___ 1.4 OWNERSHIP AND USE OF ARCHITECTʼS DRAWINGS, 

SPECIFICATIONS AND OTHER DOCUMENTS!
DOCUMENTS PREPARED BY THE ARCHITECT ARE INSTRUMENTS OF 
THE ARCHITECTʼS SERVICE FOR USE SOLELY WITH RESPECT TO THIS 
PROJECT. THE ARCHITECT SHALL RETAIN ALL COMMON LAW, 
STATUTORY AND OTHER RESERVED RIGHTS, INCLUDING THE 
COPYRIGHT. THEY ARE NOT TO REUSED BY THE CONTRACTOR OR ANY 
SUBCONTRACTOR, SUB-SUBCONTRACTOROR MATERIAL OR 
EQUIPMENT SUPPLIER FOR OTHER PROJECTS OR FOR ADDITIONS TO 
THIS PROJECT OUTSIDE THE SCOPE OF THE WORK WITHOUT THE 
SPECIFIC WRITTEN CONSENT OF THE OWNER AND ARCHITECT.!

!
ARTICLE 2 OWNER!
!

2.1 INFORMATION AND SERVICES REQUIRED OF THE OWNER!
!
___ 2.1.1 IF REQUESTED BY THE CONTRACTOR, THE OWNER SHALL 

FURNISH AND PAY FOR A SURVEY AND A LEGAL DESCRIPTION OF THE 
SITE.!

!
___ 2.1.2 EXCEPT FOR PERMITS AND FEES WHICH ARE THE 

RESPONSIBILITY OF THE CONTRACTOR UNDER THE CONTRACT 
DOCUMENTS, THE OWNER SHALL OBTAIN AND PAY FOR OTHER 
NECESSARY APPROVALS, EASEMENTS, ASSESSMENTS AND CHARGES.!

!
___ 2.2 OWNERʼS RIGHT TO STOP THE WORK!

IF THE CONTRACTOR FAILS TO CORRECT WORK WHICH IS NOT IN 
ACCORDANCE WITH THE CONTRACT DOCUMENTS, THE OWNER MAY 
DIRECT THE CONTRACTOR IN WRITING TO STOP THE WORK UNTIL THE 
CORRECTION IS MADE.!

!
___ 2.3 OWNERʼS RIGHT TO CARRY OUT THE WORK!

IF THE CONTRACTOR DEFAULTS OR NEGLECTS TO CARRY OUT THE 
WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS AND FAILS 
WITHIN A  SEVEN DAY PERIOD AFTER RECEIPT OF WRITTEN NOTICE 
FROM THE OWNER TO CORRECT SUCH DEFAULT OR NEGLECT WITH 
DILIGENCE AND PROMPTNESS, THE OWNER MAY, WITHOUT PREJUDICE 
TO OTHER REMEDIES,CORRECT SUCH DEFICIENCIES. IN SUCH CASE, A 
CHANGE ORDER SHALL BE ISSUED DEDUCTING THE COST OF 
CORRECTION FROM PAYMENTS DUE THE CONTRACTOR.!

!
2.4 OWNERʼS RIGHT TO PERFORM CONSTRUCTION AND TO AWARD 
SEPARATE CONTRACTS!

!
___ 2.4.1 THE OWNER RESERVES THE RIGHT TO PERFORM CONSTRUCTION 

OR OPERATIONS RELATED TO THE PROJECT WITH THE OWNERʼS OWN 
FORCES,AND TO AWARD SEPARATE CONTRACTS IN CONNECTION 
WITH OTHER PORTIONS OF THE PROJECT.!

!
___ 2.4.2 THE CONTRACTOR SHALL COORDINATE AND COOPERATE WITH 

SEPARATE CONTRACTORS EMPLOYED BY THE OWNER.!
!
___ 2.4.3 COSTS CAUSED BY DELAYS OR BY IMPROPERLY TIMED 

ACTIVITIES OR DEFECTIVE CONSTRUCTION SHALL BE BORNE BY THE 
PARRY RESPONSIBLE THEREFOR.!

!
ARTICLE 3 CONTRACTOR!
!
___ 3.1 EXECUTION OF THE CONTRACT!

EXECUTION OF THE CONTRACT BY THE CONTRACTOR IS A 
REPRESENTATION THAT THE CONTRACTOR HAS VISITED THE SITE, 
BECOME FAMILIAR WITH LOCAL CONDITIONS UNDER WHICH THE WORK 
IS TO BE PERFORMED AND CORRELATED PERSONAL OBSERVATIONS 
WITH REQUIREMENTS OF THE CONTRACT DOCUMENTS.!

!
___ 3.2 REVIEW OF CONTRACT DOCUMENTS AND FIELD CONDITIONS BY 

CONTRACTOR !
THE CONTRACTOR SHALL CAREFULLY STUDY AND COMPARE THE 
CONTRACT DOCUMENTS WITH EACH OTHER AND WITH INFORMATION 
FURNISHED BY THE OWNER. BEFORE COMMENCING ACTIVITIES, THE 
CONTRACTOR SHALL: (1) TAKE FIELD MEASUREMENTS AND VERIFY 
FIELD CONDITIONS; (2) CAREFULLY COMPARE THIS AND OTHER 
INFORMATION KNOWN TO THE CONTRACTOR WITH THE CONTRACT 
DOCUMENTS; AND  (3) PROMPTLY REPORT ERRORS, 
INCONSISTENCIES OR OMISSIONS DISCOVERED TO THE ARCHITECT.!

!
3.3 SUPERVISION AND CONSTRUCTION PROCEDURES!

!
___ 3.3.1 THE CONTRACTOR SHALL SUPERVISE AND DIRECT THE 

WORK,USING THE CONTRACTORʼS BEST SKILL AND ATTENTION. THE 
CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR AND HAVE 
CONTROL OVER CONSTRTTCTION MEANS, METHODS, TECHNIQUES, 
SEQUENCES AND PROCEDURES,AND FOR COORDINATING ALL 
PORTIONS OF THE WORK.!

!
___ 3.3.2 THE CONTRACTOR, AS SOON AS PRACTICABLE AFTER AWARD OF 

THE CONTRACT, SHALL FURNISH IN WRITING TO THE OWNER 
THROUGH THE ARCHITECT THE NAMES OF SUBCONTRACTORS OR 
SUPPLIERS FOR EACH PORTION OF THE WORK. THE ARCHITECT WILL 
PROMPTLY REPLY TO THE CONTRACTOR IN WRITING IF THE OWNER 
OR THE ARCHITECT, AFTER DUE INVESTIGATION, HAS REASONABLE 
OBJECTION TO THE SUBCONTRACTORS OR SUPPLIERS LISTED.!
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A4 Complete List of Keynotes
-

GENERAL NOTES
___ COORDINATE WITH; INFORMATION ON OTHER SHEETS, SPECIFICATIONS, 

AGREEMENT, GENERAL CONDITIONS AND CODE REQUIREMENTS. REQUEST 
DIRECTION ON ANY CONFLICTING INFORMATION BEFORE STARTING WORK.

___ ALL SUBMITTALS INCLUDING SHOP DRAWINGS AND SAMPLES MUST BE 
APPROVED BEFORE STARTING WORK.

KEYNOTES

01 GENERAL REQUIREMENTS.
___ 01-A FINISH FLOOR LINE.
___ 01-B FINISH GRADE.
___ 01-C CEILING LINE.
___ 01-D 1 HOUR FIRE WALL / CEILING
___ 01-E VARIES.
___ 01-F ALIGN WITH EXISTING.
___ 01-G APPROXIMATE LIMIT OF WORK.
___ 01-H TEMPORARY STORAGE & WORK AREA, FIELD VERIFY LIMITS.
___ 01-I TEMPORARY CONSTRUCTION FENCE, FIELD VERIFY LIMITS.
___ 01-J TEMPORARY CONSTRUCTION TRAILER, FIELD VERIFY LIMITS.
___ 01-K -
___ 01-L -
___ 01-M -

02 EXISTING CONDITIONS.
___ 02-A EXISTING TO REMAIN, PROTECT.
___ 02-B EXISTING TO REMODEL, COORDINATE WITH NEW WORK.
___ 02-C SELECTIVE SITE DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS  

ABOVE AND BELOW GRADE AS NEEDED FOR NEW CONSTRUCTION.
___ 02-D SELECTIVE BUILDING DEMOLITION, REMOVE ALL EXISTING 

IMPROVEMENTS AS NEEDED FOR NEW CONSTRUCTION.
___ 02-E -
___02-F REMOVE EXISTING HVAC SYSTEM AND INSULATION
___02-G -

03 CONCRETE
___ SEE FINISH SCHEDULES.
___ 03-A CAST-IN-PLACE CONCRETE, INTEGRAL COLOR, MEDIUM BROOM FINISH.
___ 03-B CAST-IN-PLACE CONCRETE, PREP FOR NEW FINISHES.
___ 03-C CAST-IN-PLACE CONCRETE, FOUNDATION.
___ 03-D -
___ 03-E -

04 MASONRY
___ SEE FINISH SCHEDULES.
___ 04-A MASONRY WALL.
___ 04-B MANUFACTURED STONE VENEER.
___ 04-C 6” GAP AT BUILDING WALL FOR DRAINAGE.
___ 04-D MASONRY WALL LANDSCAPE WALL.

05 METALS
___ SEE FINISH SCHEDULES.
___ 05-A METAL FABRICATIONS.
___ 05-B -
___ 05-C -

06 WOOD, PLASTIC, AND COMPOSITES
___ SEE FINISH SCHEDULES.
___ 06-A ROUGH FRAMING.
___ 06-B ROUGH FRAMING REMODEL.
___ 06-C WOOD SHEATHING. PAINTED T&G WHERE EXPOSED
___ 06-D FINISHED FRAMING, PAINT.
___ 06-E -
___ 06-F WOOD CABINETS, PAINT.
___ 06-G WOOD TRIM, PAINT.
___ 06-H CORIAN SOLID SURFACE.
___ 06-I GRANITE.
___ 06-J SHELF, PAINT AND CHROME METAL POLE.
___ 06-K ADJUSTABLE SHELVES, PAINT.
___ 06-L FIXED SHELVES, PAINT.
___ 06-M PULL-OUT DRAWERS, PAINT.
___06-N -
___06-O WOOD UNDERLAYMENT
___ 06-P OPEN TRELLIS

07 THERMAL AND MOISTURE PROTECTION
___ SEE FINISH SCHEDULES.
___ 07-A THERMAL INSULATION.
___ 07-B ASPHALT SHINGLE ROOFING.
___ 07-C ASPHALT ROLL ROOFING.
___ 07-D SHEET METAL FLASHING, GALVANIZED, PREP & PAINT.
___ 07-E ALUMINUM BOX RAIN GUTTERS AND LEADERS, FLUROPON FINISH.
___ 07-F LOUVERED VENT, MFG. FINISH.
___ 07-G SHEET METAL SADDLE FLASHING, GALVANIZED, PREP & PAINT.
___ 07-H SOLAR ATTIC EXHAUST FAN, MFG. FINISH.
___ 07-I SHEET METAL SUB-FLOOR VENT, GALVANIZED.
___ 07-J CEMENT BOARD LAP SIDING AND TRIM, PAINT.
___ 07-K CEMENT BOARD TRIM.
___ 07-L SEALANT, MATCH ADJACENT COLOR
___ 07-M FIRE STOPPING AT PENETRATIONS, PREP & PAINT WHERE EXPOSED.

08 OPENINGS
___ SEE DOOR, WINDOW, HARDWARE AND FINISH SCHEDULES.
___ 08-A EXTERIOR WOOD DOOR AND FRAME, PAINT.
___ 08-B EXTERIOR WOOD/GLASS DOOR AND FRAME, PAINT.
___ 08-C EXTERIOR GARAGE DOOR AND FRAME, PAINT.
___ 08-D INTERIOR WOOD DOOR AND FRAME, PAINT.
___ 08-E INTERIOR WOOD POCKET DOOR AND FRAME, PAINT.
___ 08-F EXTERIOR WINDOW AND FRAME, OPERABLE WITH SCREEN, PAINT.
___ 08-G -
___ 08-H EXTERIOR SCREEN DOOR AND FRAME, PAINT.
___ 08-I BASEMENT ACCESS DOOR

09 FINISHES
___ SEE FINISH SCHEDULE
___ 09-A 5/8” GYPSUM BOARD SMOOTH FINISH, PAINT. TYPE “X” AT FIRE 

WALL/CEILING.
___ 09-B 7/8” CEMENT PLASTER, MEDIUM SAND FINISH, INTEGRAL COLOR AND PAINT.
___ 09-C CERAMIC FLOOR TILE, NON-SLIP.
___ 09-D CERAMIC WALL TILE.
___ 09-E RESILIENT FLOORING.
___ 09-F -
___ 09-G ACCENT TILE, SET INTO CEMENT PLASTER.
___ 09-H -
___ 09-I CARPET
___ 09-J SHIM TO ALIGN WITH ADJACENT WALL.

LA COUNTY RESIDENTAL GREEN BUILDING STANDARDS CODE NOTES CONT.

6. ALL MECHANICAL EXHAUST FANS IN ROOMS WITH A BATHTUB OR SHOWER SHALL 
COMPLY WITH THE FOLLOWING: 
A. FANS SHALL BE ENERGY STAR COMPLIANT AND BE DUCTED TO 

TERMINATE OUTSIDE THE BUILDING. 
B. FANS MUST BE CONTROLLED BY A READILY ACCESSIBLE HUMIDISTAT 

UNLESS FUNCTIONING AS A COMPONENT OF A WHOLE HOUSE 
VENTILATION SYSTEM. HUMIDITY CONTROL SHALL BE CAPABLE OF 
ADJUSTMENT BETWEEN A RELATIVE HUMIDITY RANGE BETWEEN 50% AND 
80%. (4.506.1) 

7. ADHESIVES, SEALANTS AND CAULKS SHALL MEET OR EXCEED THE STANDARDS 
OUTLINED IN SECTION 4.504.2.1 AND COMPLY WITH THE VOC LIMITS IN TABLES 
4.504.1 AND 4.504.2 AS APPLICABLE. (4.504.2.1) 

8. PAINTS AND COATINGS SHALL MEET OR EXCEED THE STANDARDS OUTLINED IN 
SECTION 4.504.2.2 AND COMPLY WITH THE VOC LIMITS IN TABLE 4.504.3. (4.504.2.2) 

9. AEROSOL PAINTS AND COATINGS SHALL MEET OR EXCEED THE STANDARDS 
OUTLINED IN SECTION 4.504.2.3. (4.504.2.3) 

10. ALL CARPET INSTALLED IN THE BUILDING INTERIOR SHALL MEET ALL THE TESTING 
AND PRODUCT REQUIREMENTS OF ONE OF THE FOLLOWING: 
A. CARPET AND RUG INSTITUTE’S GREEN LABEL PLUS PROGRAM OR 
B. CALIFORNIA DEPARTMENT OF PUBLIC HEALTH STANDARD METHOD FOR 

THE TESTING AND EVALUATION OF VOLATILE ORGANIC CHEMICAL 
EMISSIONS FROM INDOOR SOURCES USING ENVIRONMENTAL CHAMBERS, 
VERSION 1.1 (SPEC 01350) OR 

C. NSF/ANSI 140 AT THE GOLD LEVEL OR 
D. SCIENTIFIC CERTIFICATIONS SYSTEMS INDOOR ADVANTAGE GOLD (4.504.3) 

11. ALL CARPET CUSHION INSTALLED IN THE BUILDING INTERIOR SHALL MEET THE 
REQUIREMENTS OF THE CARPET AND RUG INSTITUTE GREEN LABEL PROGRAM. 
CARPET ADHESIVES SHALL NOT EXCEED A VOC LIMIT OF 50 G/L. (4.504.3.1, 4.504.3.2)

12. A MINIMUM OF 80% OF FLOOR AREA RECEIVING RESILIENT FLOORING SHALL 
COMPLY WITH ONE OF THE FOLLOWING: 
A. THE VOC EMISSION LIMITS DEFINED IN THE CHPS CRITERIA AND LISTED ON 

ITS HIGH PERFORMANCE DATABASE, OR 
B. PRODUCTS COMPLIANT WITH CHPS CRITERIA CERTIFIED UNDER THE 

GREENGUARD CHILDREN & SCHOOLS PROGRAM, OR 
C. RFCI FLOORSCORE PROGRAM, OR 
D. MEET THE CALIFORNIA DEPARTMENT OF PUBLIC HEALTH STANDARD 

METHOD FOR THE TESTING OF VOC EMISSIONS (SPEC 01350) (4.504.4) 
14. COMPOSITE WOOD PRODUCTS (HARDWOOD PLYWOOD, PARTICLE BOARD, AND 

MDF) INSTALLED ON THE INTERIOR OR EXTERIOR OF THE BUILDING SHALL MEET 
OR EXCEED THE STANDARDS OUTLINED IN TABLE 4.504.5. VERIFICATION OF 
COMPLIANCE WITH THESE SECTIONS MUST BE PROVIDED AT THE TIME OF 
INSPECTION. (4.504.5)

ADMINISTRATIVE REQUIREMENTS

(A) THE PERSON IN CHARGE OF THE CONSTRUCTION  OR INSTALLATION, WHO IS 
ELIGIBLE UNDER DIVISION 3 OF THE BUSINESS AND PROFESSIONS CODE TO ACCEPT 
RESPONSIBILITY FOR THE CONSTRUCTION  OR INSTALLATION OF REGULATED. 
MANUFACTURED DEVICES SHALL POST, OR MAKE AVAILABLE WITH THE BUILDING 
PERMIT(S) ISSUED FOR THE BUILDING, THE CERTIFICATE OF INSTALLATION 
DOCUMENTATION  FOR MANUFACTURED  DEVICES REGULATED BY THE APPLIANCE 
EFFICIENCY REGULATIONS OR PART 6. SUCH CERTIFICATE OF INSTALLATION 
DOCUMENTATION  SHALL BE MADE AVAILABLE TO THE ENFORCEMENT AGENCY FOR ALL 
APPLICABLE INSPECTIONS.   THESE CERTIFICATES SHALL:

I.  IDENTIFY FEATURES, MATERIALS, COMPONENTS,  OR MANUFACTURED DEVICES, 
AND SYSTEM DIAGNOSTIC RESULTS REQUIRED TO VERIFY COMPLIANCE  WITH THE 
APPLIANCE EFFICIENCY REGULATIONS AND PART 6
II.  STATE THE NUMBER OF THE BUILDING PERMIT UNDER WHICH THE 
CONSTRUCTION  OR INSTALLATION C80WAS PERFORMED. SECTIONS OF THE 
CERTIFICATE(S),  FOR WHICH SUBMITTAL TO A HERS PROVIDER DATA REGISTRY IS 
REQUIRED, SHALL DISPLAY THE UNIQUE REGISTRATION NUMBER ASSIGNED BY 
THE HERS DATA REGISTRY.
III.  INCLUDE A DECLARATION STATEMENT INDICATING THAT THE CONSTRUCTED  
OR INSTALLED FEATURES, MATERIALS,  COMPONENTS,  OR MANUFACTURED  
DEVICES CONFORM TO ALL APPLICABLE CODES AND REGULATIONS, AND TO THE 
REQUIREMENTS  FOR SUCH DEVICES GIVEN IN THE PLANS AND SPECIFICATIONS 
APPROVED BY THE LOCAL ENFORCEMENT AGENCY.
IV.  BE SIGNED BY THE DOCUMENTATION AUTHOR TO CERTIFY THE 
DOCUMENTATION IS ACCURATE AND COMPLETE.
V.  BE SIGNED BY THE INDIVIDUAL ELIGIBLE UNDER DIVISION 3 OF THE BUSINESS 
AND PROFESSIONS CODE TO ACCEPT RESPONSIBILITY FOR CONSTRUCTION, OR 
INSTALLATION IN THE APPLICABLE CLASSIFICATION  FOR THE SCOPE OF WORK 
SPECIFIED ON THE CERTIFICATE OF INSTALLATION DOCUMENT(S).

(B) THE BUILDER SHALL PROVIDE THE BUILDING OWNER OR THE PERSON(S) 
RESPONSIBLE FOR OPERATION AND MAINTENANCE  OF THE FEATURE, MATERIAL, 
COMPONENT OR MECHANICAL  DEVICE INSTALLED (IN CASE OF ULTI-TENANT OR 
CENTRALLY OPERATED BUILDINGS) WITH THE FOLLOWING AT THE TIME OF OCCUPANCY:

1)  COMPLIANCE  INFORMATION.  THE APPROPRIATE COMPLETED  AND SIGNED 
CERTIFICATE(S)  OF COMPLIANCE,  CERTIFICATE(S)  OF INSTALLATION, AND IF 
APPLICABLE CERTIFICATE(S)  OF VERIFICATION DOCUMENTATION  SUBMITTED.
2)  OPERATING INFORMATION. THE APPROPRIATE CERTIFICATE(S) OF COMPLIANCE  
AND A LIST OF THE FEATURES, MATERIALS, COMPONENTS,  AND MECHANICAL  
DEVICES INSTALLED IN THE BUILDING AND INSTRUCTIONS  ON HOW TO OPERATE 
THEM CORRECTLY AND EFFICIENTLY.
3)  MAINTENANCE  INFORMATION.  REQUIRED ROUTINE MAINTENANCE ACTIONS 
SHALL BE CLEARLY STATED AND INCORPORATED  ON A READILY ACCESSIBLE 
LABEL. THE LABEL MAY BE LIMITED TO IDENTIFYING THE OPERATION AND 
MAINTENANCE MANUAL.
4)  VENTILATION INFORMATION. A DESCRIPTION OF THE QUANTITY OF OUTDOOR 
AIR THAT THE VENTILATION SYSTEM IS DESIGNED TO PROVIDE TO THE BUILDING 
CONDITIONED  SPACE, AND INSTRUCTIONS  FOR PROPER OPERATION AND 
MAINTENANCE.

5)  THE ENFORCEMENT AGENCY SHALL NOT ISSUE A CERTIFICATE OF OCCUPANCY 
UNTIL ALL REQUIRED CERTIFICATES OF VERIFICATION ARE POSTED AND MADE 
AVAILABLE TO THE BUILDING DEPARTMENT FOR ALL APPLICABLE INSPECTIONS, 
AND THAT ALL CERTIFICATES OF VERIFICATION CONFORM TO THE 
SPECIFICATIONS OF SECTION 10-103(A)5.

GLAZING REQUIREMENTS

THE FOLLOWING SHALL BE CONSIDERED SPECIFIC HAZARDOUS LOCATIONS 
REQUIRING SAFETY GLAZING: (2406.3)

9. GLAZING IN SWINGING, SLIDING, STORM AND BI-FOLD DOORS.
10. GLAZING LOCATED WITHIN 60-IN. OF THE FLOOR SURFACE IN TUBS, SHOWERS, 

SAUNAS, OR STEAM ROOMS.
11. GLAZING WITHIN A 24-IN. ARC OF EITHER VERTICAL EDGE OF DOORS AND WITHIN 

60-IN. OF WALKING SURFACE.
12. GLAZING IN AN INDIVIDUAL FIXED OR OPERABLE PANEL THAT MEETS ALL OF THE 

FOLLOWING CONDITIONS:
A. EXPOSED AREA OF AN INDIVIDUAL PANE GREATER THAN 9 SF.
B. EXPOSED BOTTOM EDGE LESS THAN 18-IN. ABOVE THE FLOOR.
C.  EXPOSED TOP EDGE GREATER THAN 36-IN. ABOVE THE FLOOR.
D. ONE OR MORE WALKING SURFACES WITHIN 36-IN. HORIZONTALLY OF THE 

PLANE OF THE GLAZING
13. GLAZING IN GUARDS AND RAILINGS REGARDLESS OF HEIGHT ABOVE A WALKING 

SURFACE. INCLUDED ARE STRUCTURAL BALUSTER PANELS AND NONSTRUCTURAL 
IN-FILL PANELS.

14. GLAZING IN WALLS AND FENCES ENCLOSING INDOOR AND OUTDOOR SWIMMING 
POOLS, HOT TUBS AND SPAS WHERE ALL OF THE FOLLOWING CONDITIONS ARE 
PRESENT:
A. THE BOTTOM EDGE OF THE GLAZING IS LESS THAN 60-IN. ABOVE THE 

WALKING SURFACE.
B. THE GLAZING IS WITHIN 60-IN. OF THE WATER’S EDGE.

15.  GLAZING ADJACENT STAIRWAYS, LANDINGS AND RAMPS WITHIN 36-IN. 
HORIZONTALLY OF WALKING SURFACE AND LESS THAN 60-IN. ABOVE WALKING 
SURFACE.

16. GLAZING ADJACENT STAIRWAYS WITHIN 60-IN. HORIZONTALLY OF BOTTOM TREAD 
OF STAIRWAY AND EXPOSED SURFACE IS LESS THAN 60-IN. ABOVE NOSE OF 
TREAD.

17. GLAZING IS WITHIN 40" OF A LOCKING DEVICE OF THE DOOR. (6714)

MECHANICAL / PLUMBING / ELECTRICAL CODE

18. DWELLING SHALL BE PROVIDED WITH COMFORT HEATING FACILITIES CAPABLE OF 
MAINTAINING A ROOM TEMPERATURE OF 68° F @ 3-FT. ABOVE FLOOR. (1204.1)

19. THE FOLLOWING ARE REQUIRED FOR THE FORCED AIR FURNACE IN A 
COMPARTMENT:
A. CENTRAL HEATING FURNACES AND LOW-PRESSURE BOILERS INSTALLED 

IN ALCOVES AND CLOSETS SHALL BE LISTED FOR SUCH INSTALLATION. 
LISTED CLEARANCES SHALL BE USED AND MAY NOT BE REDUCED. 
(MC904.2(B))

B. WHEN COMBUSTION AIR IS TAKEN FROM INSIDE, AREA OF COMBUSTION 
AIR OPENINGS SHALL BE 1 SQ. IN. PER 1,000 BTU (100 SQ. IN. MINIMUM) PER 
OPENING, ONE OPENING WITHIN 12-IN. OF CEILING AND SECOND OPENING 
WITHIN 12-IN. OF FLOOR. (MC 701.3.1(1))

C. COMBUSTION AIR FROM OUTSIDE TO COMPARTMENT WITH A 1/4-IN. 
SCREEN AT OUTSIDE OPENING. (MC 701.9(B))

D. SEPARATE DUCTS FOR UPPER AND LOWER COMBUSTION AIR SUPPLY 
OPENINGS. (MC 701.1(4))

20. THE FOLLOWING ARE REQUIRED FOR FURNACE OR COMFORT COOLING 
EQUIPMENT IN AN ATTIC:
A. SCUTTLE 22-IN. X 30-IN. OR THE SIZE OF THE LARGEST PIECE OF 

EQUIPMENT AND LOCATED NOT OVER 20-FT. FROM EQUIPMENT WHERE 
THE HEIGHT OF PASSAGEWAY IS LESS THAN 6-FT. (MC 904.11)

B. 24-IN. WIDE UNOBSTRUCTED PASSAGEWAY OF SOLID CONTINUOUS 
FLOORING FROM SCUTTLE TO EQUIPMENT AND ITS CONTROLS. (MC 904.11)

C. UNOBSTRUCTED WORKSPACE OF 30-IN. X 30-IN. MIN. IN FRONT OF  
SERVICE SIDE OF EQUIPMENT. (MC 904.11)

D. A PERMANENT 120V RECEPTACLE OUTLET AND A LIGHTING FIXTURE SHALL 
BE INSTALLED NEAR THE APPLIANCE. LIGHT SWITCH SHALL BE LOCATED 
AT THE ENTRANCE TO THE PASSAGEWAY. (MC 931.4)

E. VENT THROUGH THE ROOF A MIN. OF 5FT. ABOVE THE HIGHEST VENT 
COLLAR THAT IT SERVES. (MC 806.2.1)

F. FURNACE INSTALLATION SHALL MEET ALL LISTED CLEARANCE. (MC 304)
21. CLOTHES DRYER MOISTURE EXHAUST DUCT SHALL TERMINATE ON THE OUTSIDE 

OF THE BUILDING AND SHALL BE EQUIPPED WITH A BACK-DRAFT DAMPER. 
SCREENS SHALL NOT BE USED AND THE EXHAUST DUCT MAY NOT EXTEND INTO 
OR THROUGH DUCTS OR PLENUMS. (MC 504.3)

22. CLOTHES DRYER MOISTURE EXHAUST DUCT MUST BE 4-IN. IN DIAMETER AND 
LENGTH IS LIMITED TO 14-FT. WITH 2 ELBOWS. THE DUCT LENGTH SHALL BE 
REDUCED BY 2-FT. FOR EVERY ELBOW IN EXCESS OF TWO. (MC 504.3.2.2)

23. THE BUILDING SHALL HAVE WATER CLOSETS (TOILETS), WHICH USE NO MORE 
THAN 1.6 GALLONS PER FLUSH. (PC 402.2)

24. DUCTS SHALL BE SIZED PER CHAPTER 6 OF THE MECHANICAL CODE.
25. ABS AND PVC DWV PIPING INSTALLATIONS SHALL BE LIMITED TO NOT MORE THAN 

TWO STORIES OF RESIDENTIAL AREAS. (PC 701.1.2.2)
26. PLUMBING PLAN CHECK AND APPROVAL ARE REQUIRED FOR 2-IN. OR LARGER GAS 

LINES AND/OR WATER LINES.
27. WHERE NM CABLE (ROMEX) IS RUN ACROSS THE TOP OF CEILING JOISTS AND/OR 

WHERE THE ATTIC IS NOT ACCESSIBLE BY PERMANENT STAIRS OR LADDERS, 
PROTECTION WITHIN 6-FT. OF THE NEAREST EDGE OF THE SCUTTLE HOLE OR 
ATTIC ENTRANCE SHALL BE PROVIDED. (EC 334.23, 320.23(A))

LA COUNTY RESIDENTAL GREEN BUILDING STANDARDS CODE NOTES

GENERAL REQUIREMENTS 

1. PLUMBING  FIXTURES  AND  FIXTURE  FITTINGS  ON THE  PLANS SHALL COMPLY 
WITH THE FOLLOWING FLOW RATES:

A.  WATER CLOSETS- 1.28 GPF
B.  URINALS- 0.5 GPF
C.  SINGLE SHOWERHEAD- 2.0 GPM AT 80PSI
D.  MULTIPLE SHOWERHEADS- 2.0 GPM AT 80PSI FOR ALL COMBINED 
     SHOWERHEADS
E.  LAVATORY FAUCETS- 1.5 GPM AT 60PSI
F.  LAVATORY FAUCETS IN PUBLIC USE AREAS - 0.5 GPM AT 60PSI
G.  METERING FAUCETS - .25 GALLONS PER CYCLE 
H.  KITCHEN FAUCETS- 1.8 GPM AT 60PSI   (4.303.1)

2. ANNULAR SPACES AROUND PIPES, ELECTRICAL CABLES, CONDUITS, OR OTHER 
OPENINGS IN PLATES AT EXTERIOR WALLS SHALL BE PROTECTED AGAINST THE 
PASSAGE OF RODENTS BY CLOSING SUCH OPENINGS WITH CEMENT MORTAR, 
CONCRETE MASONRY, OR A SIMILAR METHOD ACCEPTABLE TO THE ENFORCING 
AGENCY. (4.406.1) (4.406.1) 

3. FIREPLACES SHALL BE DIRECT VENT SEALED COMBUSTION CHAMBER TYPE. 
INDICATE ON THE PLANS THE MANUFACTURER NAME AND MODEL NUMBER. 
(4.503.1) 

4. AT THE TIME OF ROUGH INSTALLATION, DURING STORAGE ON THE CONSTRUCTION 
SITE, AND UNTIL FINAL STARTUP OF THE HEATING AND COOLING AND VENTILATING 
EQUIPMENT, ALL DUCT AND OTHER RELATED AIR DISTRIBUTION COMPONENT 
OPENINGS SHALL BE COVERED WITH TAPE, PLASTIC, SHEETMETAL, OR OTHER 
ACCEPTABLE METHODS TO REDUCE THE AMOUNT OF WATER, DUST AND DEBRIS 
WHICH MAY COLLECT IN THE SYSTEM. (4.504.1) (4.504.1) 

5. BUILDING MATERIALS WITH VISIBLE SIGNS OF WATER DAMAGE SHALL NOT BE 
INSTALLED. WALL AND FLOOR FRAMING SHALL NOT BE ENCLOSED WHEN THE 
FRAMING MEMBERS EXCEED 19% MOISTURE CONTENT. INSULATION PRODUCTS 
WHICH ARE VISIBLY WET OR HAVE HIGH MOISTURE CONTENT SHALL BE REPLACED 
OR ALLOWED TO DRY PRIOR TO ENCLOSURE IN WALL OR FLOOR CAVITIES. 
(4.505.3) 

NOTICE - THESE NOTES ARE LA COUNTY CODE MINIMUM. ITEMS SPECIFIED A MORE 
RESTRICTIVE AND/OR HIGHER QUALITY LEVEL SHALL NOT BE REDUCED TO CODE 
MINIMUM.

LA COUNTY BMP NOTES

• ERODED SEDIMENTS AND OTHER POLLUTANTS MUST BE RETAINED ON 
SITE AND MAY NOT BE TRANSPORTED FROM THE SITE VIA SHEETFLOW, SWALES, 
AREA DRAINS, NATURAL DRAINAGE COURSES OR WIND.

• STOCKPILES OF EARTH AND OTHER CONSTRUCTION RELATED MATERIALS MUST 
BE PROTECTED FROM BEING TRANSPORTED FROM THE SITE BY THE FORCES OF 
WIND OR WATER.

• FUELS, OILS, SOLVENTS AND OTHER TOXIC MATERIALS MUST BE STORED IN 
ACCORDANCE WITH THEIR LISTING AND ARE NOT TO CONTAMINATE THE SOIL AND 
SURFACE WATERS. ALL APPROVED STORAGE CONTAINERS ARE TO BE 
PROTECTED FROM THE WEATHER. SPILLS MUST BE CLEANED UP IMMEDIATELY 
AND DISPOSED OF IN A PROPER MANNER. SPILLS MAY NOT BE WASHED INTO THE 
DRAINAGE SYSTEM.

 • NON-STORMWATER RUNOFF FROM EQUIPMENT AND VEHICLE WASHING AND ANY 
OTHER ACTIVITY SHALL BE CONTAINED AT THE PROJECT SITE.

 • EXCESS OR WASTE CONCRETE MAY NOT BE WASHED INTO THE PUBLIC WAY OR 
ANY OTHER DRAINAGE SYSTEM. PROVISIONS SHALL BE MADE TO RETAIN 
CONCRETE WASTES ON SITE UNTIL THEY CAN BE DISPOSED OF AS SOLID WASTE.

• TRASH AND CONSTRUCTION RELATED SOLID WASTES MUST BE DEPOSITED INTO 
A COVERED RECEPTACLE TO PREVENT CONTAMINATION OF RAINWATER AND 
DISPERSAL BY WIND.

• SEDIMENTS AND OTHER MATERIALS MAY NOT BE TRACKED FROM THE SITE BY 
VEHICLE TRAFFIC. THE CONSTRUCTION ENTRANCE ROADWAYS MUST BE 
STABILIZED SO AS TO INHIBIT SEDIMENTS FROM BEING DEPOSITED INTO THE 
PUBLIC WAY. ACCIDENTAL DEPOSITIONS MUST BE SWEPT UP IMMEDIATELY AND 
MAY NOT BE WASHED DOWN BY RAIN OR OTHER MEANS.

• ANY SLOPES WITH DISTURBED SOILS OR DENUDED OF VEGETATION MUST BE 
STABILIZED SO AS TO INHIBIT EROSION BY WIND AND WATER.

LA COUNTY RESIDENTIAL PLAN GENERAL NOTES

SECURITY REQUIREMENTS

1. EXTERIOR DOORS, DOORS BETWEEN HOUSE AND GARAGE,WINDOWS AND THEIR 
HARDWARE SHALL CONFORM TO THE SECURITY PROVISIONS OF CHAPTER 67 OF 
THE COUNTY OF LOS ANGELES BUILDING CODE:
A. SINGLE SWINGING DOORS, ACTIVE LEAF OR A PAIR OF DOORS, 

AND THE BOTTOM LEAF OF DUTCH DOORS SHALL BE EQUIPPED 
WITH A LATCH AND A DEADBOLT KEY OPERATED FROM THE 
OUTSIDE. DEADBOLTS SHALL HAVE A HARDENED INSERT WITH 
MINIMUM 1-IN. THROW AND 5/8-IN. EMBEDMENT INTO THE JAMB. IF 
A LATCH HAS A KEY-LOCKING FEATURE, IT SHALL BE A DEAD 
LATCH TYPE. (6709.2)

B. INACTIVE LEAF OF A PAIR OF DOORS OR UPPER LEAF OF DUTCH DOORS 
SHALL HAVE A DEADBOLT AS PER THE PARAGRAPH “A” NOT A KEY 
OPERATED, OR HARDENED DEADBOLT AT TOP AND BOTTOM WITH 1/2-IN. 
EMBEDMENT. (6709.3)

C. SWINGING WOOD DOOR(S) SHALL BE SOLID CORE NOT LESS THAN 1-3/8-IN. 
THICK. (6709.1.1)

D. PANELS OF WOOD DOORS SHALL BE 1-3/8-IN. THICK AND NOT MORE THAN 
300 SQ. INCHES. STILES AND RAILS TO BE 1-3/8-IN. THICK AND 3-IN. 
MINIMUM WIDTH.(6709.1.2)

E. DOOR HINGE PINS ACCESSIBLE FROM THE OUTSIDE SHALL BE 
NON-REMOVABLE. (6709.5)

F. DOORSTOPS OF WOOD JAMBS OF IN-SWINGING DOORS SHALL BE 
ONE-PIECE CONSTRUCTION OR JOINED BY A RABBET. (6709.4)

G. GLAZING WITHIN 40-IN. OF THE LOCKING DEVICE OF THE DOOR SHALL BE 
FULLY TEMPERED/APPROVED. (6714)

H. OVERHEAD AND SLIDING GARAGE DOORS SHALL BE SECURED WITH A 
CYLINDER LOCK, A PADLOCK WITH A HARDENED STEEL SHACKLE, OR 
EQUIVALENT WHEN NOT OTHERWISE LOCKED BY ELECTRIC POWER 
OPERATION. JAMB LOCKS SHALL BE ON BOTH JAMBS FOR DOORS 
EXCEEDING 9-FT.IN WIDTH. (6711)

I. SLIDING GLASS DOORS AND SLIDING GLASS WINDOWS SHALL BE CAPABLE 
OF WITHSTANDING THE TESTS SET FORTH IN SECTION 6706 AND 6707 AND 
SHALL BEAR FORCEDENTRY- RESISTANT LABELS. (6710, 6715)

CONSTRUCTION REQUIREMENTS

2. NOTCHING OF EXTERIOR AND BEARING/NONBEARING WALLS SHALL NOT EXCEED 
25% / 40% RESPECTIVELY. BORED HOLES IN BEARING/NONBEARING WALLS SHALL 
NOT EXCEED 40% / 60% RESPECTIVELY. (2308.9.10, 2308.9.11)

3. GROUP R-3 SHALL HAVE A MINIMUM INTERIOR FINISH RATING OF CLASS C. (T-803.5)
4. PROVIDE FIRE BLOCKING IN CONCEALED SPACES OF STUD WALLS, PARTITIONS, 

INCLUDING FURRED SPACES, AT THE CEILING AND FLOOR LEVEL, AND AT 10-FT. 
INTERVALS BOTH VERTICAL AND HORIZONTAL. (717.2)

5. PIPES, DUCTS AND OTHER NONSTRUCTURAL CONSTRUCTION SHALL NOT 
INTERFERE WITH ACCESSIBILITY TO OR WITHIN UNDER-FLOOR AREA. (1209.1.1)

6. GALVANIZED STEEL (ZINC-COATED G90) (26 GAGE) ROOF VALLEY FLASHING IS 
REQUIRED. (T-1507.2.9.2)

7. NOTE ON THE PLANS: “ROOF DIAPHRAGM NAILING TO BE INSPECTED BEFORE 
COVERING. FACE GRAIN OF PLYWOOD SHALL BE PERPENDICULAR TO SUPPORTS.”

8. FLOORS SHALL HAVE APPROVED TONGUE-AND-GROOVE JOINTS OR BLOCKED 
PANEL EDGES. PLYWOOD SPANS SHALL COMPLY WITH TABLE 2304.7(3).

10 SPECIALTIES
___ SEE FF&E SCHEDULE.
___ 10-A TOILET/BATH ACCESSORY (FIELD VERIFY LOCATIONS)
___ 10-B -

11 EQUIPMENT
___ SEE FF&E SCHEDULE.
___ 11-A -
___ 11-B -
___ 11-C -
___ 11-D -
___ 11-E DISHWASHER, BULT-IN.
___ 11-F WASHER. - N.I.C.
___ 11-G DRYER. - N.I.C.
___ 11-H RANGE. - N.I.C.
___ 11-I MICROWAVE/EXHAUST HOOD COMBO, BUILT-IN.
___ 11-J REFRIGERATOR. - N.I.C.
___ 11-K -
___ 11-L -
___ 11-M -
___ 11-N CEILING FAN.

12 FURNISHINGS
___ SEE FF&E SCHEDULE.
___ 12-A WINDOW BLINDS
___ 12-B TRASH & RECYCLING BINS, BY OTHERS. - N.I.C.
___ 12-C SHOWER CURTAIN. - N.I.C.
___ 12-D -

22 PLUMBING
___ SEE PLUMBING PLANS “P”
___ 22-A TOILET.
___ 22-B SMALL LAVATORY.
___ 22-C LARGE LAVATORY.
___ 22-D KITCHEN SINK.
___ 22-E -
___ 22-F BATH TUB.
___ 22-G -
___ 22-H -
___ 22-I -
___ 22-J WATER HEATER.
___ 22-K -
___ 22-L -

23 HVAC
___ SEE HVAC PLANS “M”
___ 23-A VENT.
___ 23-B FORCED AIR UNIT.
___ 23-C CONDENSER UNIT.
___ 23-D CONDENSATE DRAIN OUTLET.
___ 23-E DRYER VENT.
___ 23-F EXHAUST FAN / VENT.
___ 23-G RETURN AIR DUCT, PROVIDE CABINET ENCLOSURE.
___ 23-H WATER HEATER VENT.

 26 ELECTRICAL
___ SEE ELECTRICAL PLANS “E”
___ 26-A POWER.
___ 26-B LIGHTING INTERIOR, RECESSED.
___ 26-C LIGHTING INTERIOR, SURFACE.
___ 26-D LIGHTING INTERIOR, PENDANT.
___ 26-E LIGHTING EXTERIOR, WALL.
___ 26-F LIGHTING EXTERIOR, SECURITY.

27 COMMUNICATION
___ SEE ELECTRICAL PLANS “E”
___ 27-A PHONE LINE, VOICE.
___ 27-B DATA LINE, INTERNET.
___ 27-C CABLE/SATELLITE.

28 SECURITY 
___ SEE ELECTRICAL PLANS “E”
___ 28-A VIDEO CAMERA (6 LOCATIONS TBD).
___ 28-B ALARM SYSTEM (1 LOCATION TBD).

31 EARTH WORK
___ SEE CIVIL PLANS “C”
___ 31-A SITE CLEARING.
___ 31-B GRADING.
___ 31-C SOIL COMPACTION.
___ 31-D TERMITE CONTROL.

32 EXTERIOR IMPROVEMENTS
___ SEE FINISH SCHEDULES.
___ 32-A FENCE, VINYL.
___ 32-B GATE, VINYL.
___ 32-C PATCH EXISTING LANDSCAPE AND IRRIGATION FOR PROPER OPERATION.

33 UTILITIES
___ SEE ELECTRICAL “E” AND PLUMBING “P” PLANS.
___ 33-A SEWER CONNECTION, INTERCEPT EXISTING.
___ 33-B WATER CONNECTION, INTERCEPT EXISTING.
___ 33-C ELECTRICAL POWER CONNECTION, INTERCEPT EXISTING.
___ 33-D CABLE CONNECTION, COORDINATE WITH PROVIDER.
___ 33-E SATELLITE LOCATION, MOUNTING, COORDINATE WITH PROVIDER.
___ 33-F -
___ 33-G -
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Specifications
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Architectural D size sheet 24" x 36"

"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established."!
Proverbs 19:21
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A5 01730 - Cutting & Patching
-A2 01300 - Administrative Requirements

-

C3 01330 - Submittal Procedures
- C4 01500 - Temporary Facilities & Controls

- C5 01700 - Execution Requirements
-C2 01200 - Price & Payment Procedures

-

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ COMPLY WITH ALL OF OWNER'S CONTRACT REQUIREMENTS.!
!
___ PROJECT IDENTIFICATION:  SEE AG001.!
!
___ PROJECT SUMMARY:  SEE AG001.!
!
___ PARTICULAR PROJECT REQUIREMENTS:  !

___ EXISTING SITE CONDITIONS AND RESTRICTIONS: LIMIT ALL CONSTRUCTION 
ACTIVITIES TO PROJECTS FENCED AREA.!

___ REQUIREMENTS FOR SEQUENCING, SCHEDULING AND COMPLETION DATE: 
COORDINATE WITH OWNER.!

___ PRIOR OR CONCURRENT WORK BY OWNER OR OTHERS: COORDINATE 
WITH LANDSCAPE, SIGNS.!

___ PRIOR HAZARDOUS WASTE OR ASBESTOS WORK BY OWNER.!
___ OCCUPANCY OF ADJACENT FACILITIES: COORDINATE CONSTRUCTION 

ACTIVITIES TO NOT INTERFERE WITH ADJACENT FACILITIES OPERATION.!
___ CONTRACTOR'S USE OF NEW AND EXISTING FACILITIES: NOT ALLOWED.!

!
___ PERMITS AND FEES:  APPLY FOR, OBTAIN, AND PAY FOR PERMITS, REQUIRED TO 

PERFORM THE WORK.  SUBMIT COPIES TO ARCHITECT.!
!
___ CODES:  COMPLY WITH APPLICABLE CODES AND REGULATIONS OF AUTHORITIES 

HAVING JURISDICTION.  SUBMIT COPIES OF INSPECTION REPORTS, NOTICES AND 
SIMILAR COMMUNICATIONS TO ARCHITECT.!

!
___ DIMENSIONS:  VERIFY DIMENSIONS INDICATED ON DRAWINGS WITH FIELD 

DIMENSIONS BEFORE FABRICATION OR ORDERING OF MATERIALS. CAUTION NOTE: 
GRAPHIC SCALES ARE PROVIDED AS AN AID IN UNDERSTANDING THE DRAWINGS 
AND THEY SHOULD NOT BE RELIED UPON AS THE FINAL DIMENSIONING TOOL. THE 
EXACT LOCATION OF WORK IS DETERMINED BY MULTIPLE CONSTRAINTS SUCH AS 
DRAWING DIMENSIONS, FIELD MEASUREMENTS/CONDITIONS, PRODUCT/MATERIAL 
REQUIREMENTS, SUBMITTALS, CODES, AND CONTRACTORʼS LAYOUT OF THE 
WORK. DO NOT PROCEED WITH WORK UNTIL ALL CONSTRAINTS ARE CONSIDERED 
AND WORK CAN BE PROPERLY EXECUTED. ADDITIONAL DIRECTION BY ARCHITECT 
MAY BE NEEDED IF A CONFLICT OCCURS.!

!
___ EXISTING CONDITIONS:  NOTIFY ARCHITECT OF EXISTING CONDITIONS DIFFERING 

FROM THOSE INDICATED ON THE DRAWINGS.  DO NOT REMOVE OR ALTER 
STRUCTURAL COMPONENTS WITHOUT PRIOR WRITTEN APPROVAL.!

!
___ COORDINATION:!

___ COORDINATE THE WORK OF ALL TRADES.!
___ PREPARE COORDINATION DRAWINGS, AS NEEDED.!
___ VERIFY LOCATION OF UTILITIES AND EXISTING CONDITIONS. !

!
___ INSTALLATION REQUIREMENTS, GENERAL:!

___ INSPECT SUBSTRATES AND REPORT UNSATISFACTORY CONDITIONS IN 
WRITING.!

___ DO NOT PROCEED UNTIL UNSATISFACTORY CONDITIONS HAVE BEEN 
CORRECTED.!

___ TAKE FIELD MEASUREMENTS PRIOR TO FABRICATION WHERE PRACTICAL.  
FORM TO REQUIRED SHAPES AND SIZES WITH TRUE EDGES, LINES AND 
ANGLES.  PROVIDE INSERTS AND TEMPLATES AS NEEDED FOR WORK OF 
OTHER TRADES.!

___ INSTALL MATERIALS IN EXACT ACCORDANCE WITH MANUFACTURERʼS 
INSTRUCTIONS AND APPROVED SUBMITTALS.!

___ INSTALL MATERIALS IN PROPER RELATION WITH ADJACENT 
CONSTRUCTION AND WITH PROPER APPEARANCE.!

___ RESTORE UNITS DAMAGED DURING INSTALLATION.  REPLACE UNITS 
WHICH CANNOT BE RESTORED AT NO ADDITIONAL EXPENSE TO THE 
OWNER.!

___ REFER TO ADDITIONAL INSTALLATION REQUIREMENTS AND TOLERANCES 
SPECIFIED UNDER INDIVIDUAL SPECIFICATION SECTIONS.!

!
___ LIMIT USE OF WORK AS INDICATED.  KEEP DRIVEWAYS AND ENTRANCES CLEAR.!
!
___ MAINTAIN EXISTING BUILDING IN A WEATHERTIGHT CONDITION.  REPAIR DAMAGE 

CAUSED BY CONSTRUCTION OPERATIONS.  PROTECT BUILDING AND ITS 
OCCUPANTS.!

!
___ DEFINITIONS:!

___ PROVIDE:  FURNISH AND INSTALL, COMPLETE WITH ALL NECESSARY 
ACCESSORIES, READY FOR INTENDED USE.  PAY FOR ALL RELATED COSTS.!

___ APPROVED:  ACCEPTANCE OF ITEM SUBMITTED FOR APPROVAL.  NOT A 
LIMITATION OR RELEASE FOR COMPLIANCE WITH THE CONTRACT 
DOCUMENTS OR REGULATORY REQUIREMENTS.  REFER TO LIMITATIONS 
OF 'APPROVED' IN GENERAL AND SUPPLEMENTARY CONDITIONS.!

___ MATCH EXISTING:  MATCH EXISTING AS ACCEPTABLE TO THE OWNER.!
!
___ INTENT:  DRAWINGS AND SPECIFICATIONS ARE INTENDED TO PROVIDE THE BASIS 

FOR PROPER COMPLETION OF THE WORK SUITABLE FOR THE INTENDED USE OF 
THE OWNER.  ANYTHING NOT EXPRESSLY SET FORTH BUT WHICH IS REASONABLE 
IMPLIED OR NECESSARY FOR PROPER PERFORMANCE OF THE PROJECT SHALL BE 
INCLUDED.!

!
___ WRITING STYLE:  SPECIFICATIONS ARE WRITTEN IN THE IMPERATIVE MODE.  

EXCEPT WHERE SPECIFICALLY INTENDED OTHERWISE, THE SUBJECT OF ALL 
IMPERATIVE STATEMENTS IS THE CONTRACTOR.  FOR EXAMPLE, 'PROVIDE TILE' 
MEANS 'CONTRACTOR SHALL PROVIDE TILE.'!

!
PART 2 PRODUCTS - NOT APPLICABLE TO THIS SECTION!
!
PART 3 EXECUTION - NOT APPLICABLE TO THIS SECTION!
!
END OF SECTION

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ PROVIDE ADMINISTRATIVE REQUIREMENTS FOR THE PROPER COORDINATION AND 

COMPLETION OF WORK INCLUDING THE FOLLOWING:!
___ SUPERVISORY PERSONNEL.!
___ PRECONSTRUCTION CONFERENCE.!
___ PROJECT MEETINGS, MINIMUM OF ONE PER MONTH; DISTRIBUTE MINUTES.!

!
___ SUBMIT WEEKLY AND SPECIAL REPORTS.!
!
___ SUBMIT PROGRESS SCHEDULE, BAR-CHART TYPE, UPDATED MONTHLY.!
!
___ PREPARE SUBMITTAL SCHEDULE; COORDINATE WITH PROGRESS SCHEDULE.!
!
___ SUBMIT SCHEDULE OF VALUES.!
!
___ SUBMIT SCHEDULE OF REQUIRED TESTS INCLUDING PAYMENT AND 

RESPONSIBILITY.!
!
___ PERFORM SURVEYS:!

___ LAYING OUT THE WORK AND VERIFYING LOCATIONS DURING 
CONSTRUCTION.!

___ FINAL SITE SURVEY.!
!
___ SUBMIT AND POST A LIST OF EMERGENCY TELEPHONE NUMBERS AND ADDRESS 

FOR INDIVIDUALS TO BE CONTACTED IN CASE OF EMERGENCY.!
!
___ SUBMIT RECORD DRAWINGS AND SPECIFICATIONS; TO BE MAINTAINED AND 

ANNOTATED BY CONTRACTOR AS WORK PROGRESSES.!
!
___ SUBMIT PAYMENT REQUEST PROCEDURES.!
!
___ CLEAN AND PROTECT THE WORK.!
!
PART 2 PRODUCTS - NOT APPLICABLE TO THIS SECTION!
!
PART 3 EXECUTION - NOT APPLICABLE TO THIS SECTION!
!
END OF SECTION

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ PROVIDE TYPES OF SUBMITTALS LISTED IN INDIVIDUAL SECTIONS AND NUMBER OF 

COPIES REQUIRED BELOW.!
___ SHOP DRAWINGS, REVIEWED, ANNOTATED AND APPROVED BY THE 

CONTRACTOR - 3 COPIES OR PDF.!
___ PRODUCT DATA - 3 COPIES.!
___ SAMPLES - 3, PLUS EXTRA SAMPLES AS REQUIRED TO INDICATE RANGE OF 

COLOR, FINISH, AND TEXTURE TO BE EXPECTED.!
___ INSPECTION AND TEST REPORTS - 3 COPIES.!
___ WARRANTIES - 3 COPIES.!
___ SURVEY DATA - 3 COPIES.!
___ CLOSEOUT SUBMITTALS - 3 COPIES.!
___ PROJECT PHOTOGRAPHS - DIGITAL COLOR PHOTOS EACH WEEK AND 
AT BEGINNING AND END OF CONSTRUCTION. DATE AND TIME STAMP EACH 
PHOTOGRAPH AS IT IS BEING TAKEN SO STAMP IS INTEGRAL TO 
PHOTOGRAPH. PROVIDE ON CD, 2 DUPLICATE COPIES. 1 COPY WILL BE RETURNED 
TO CONTRACTOR, PROVIDE ADDITIONAL COPIES IF MORE ARE NEEDED BY 
CONTRACTOR.!

!
___ COMPLY WITH PROJECT FORMAT FOR SUBMITTALS.!
!
___ COMPLY WITH SUBMITTAL PROCEDURES ESTABLISHED BY ARCHITECT INCLUDING 

ARCHITECTʼS SUBMITTAL AND SHOP DRAWING STAMP.  PROVIDE REQUIRED 
RESUBMITTALS IF ORIGINAL SUBMITTALS ARE NOT APPROVED.  PROVIDE 
DISTRIBUTION OF APPROVED COPIES INCLUDING MODIFICATIONS AFTER 
SUBMITTALS HAVE BEEN APPROVED.!

!
___ SAMPLES AND SHOP DRAWINGS SHALL BE PREPARED SPECIFICALLY FOR THIS 

PROJECT.  SHOP DRAWINGS SHALL INCLUDE DIMENSIONS AND DETAILS, 
INCLUDING ADJACENT CONSTRUCTION AND RELATED WORK.  NOTE SPECIAL 
COORDINATION REQUIRED.  NOTE ANY DEVIATIONS FROM REQUIREMENTS OF THE 
CONTRACT DOCUMENTS.!

!
___ PROVIDE WARRANTIES AS SPECIFIED; WARRANTIES SHALL NOT LIMIT LENGTH OF 

TIME FOR REMEDY OF DAMAGES OWNER MAY HAVE BY LEGAL STATUTE.  
CONTRACTOR, SUPPLIER OR INSTALLER RESPONSIBLE FOR PERFORMANCE OF 
WARRANTY SHALL SIGN WARRANTIES.!

!
PART 2 PRODUCTS - NOT APPLICABLE TO THIS SECTION!
!
PART 3 EXECUTION - NOT APPLICABLE TO THIS SECTION!
!
END OF SECTION

PART 1 GENERAL!
!
PART 1 QUALITY CONTROL!
!
___ MONITOR QUALITY CONTROL OVER SUPPLIERS, MANUFACTURERS, PRODUCTS, 

SERVICES, SITE CONDITIONS, AND WORKMANSHIP, TO PRODUCE WORK OF 
SPECIFIED QUALITY.!

!
___ COMPLY WITH SPECIFIED STANDARDS AS MINIMUM QUALITY FOR THE WORK 

EXCEPT WHERE MORE STRINGENT TOLERANCES, CODES, OR SPECIFIED 
REQUIREMENTS INDICATE HIGHER STANDARDS OR MORE PRECISE WORKMANSHIP.!

!
PART 1 TOLERANCES!
!
___ MONITOR FABRICATION AND INSTALLATION TOLERANCE CONTROL OF PRODUCTS 

TO PRODUCE ACCEPTABLE WORK.  DO NOT PERMIT TOLERANCES TO 
ACCUMULATE.  COMPLY WITH MANUFACTURERS' TOLERANCES. !

!
PART 1 REFERENCES!
!
___ FOR PRODUCTS OR WORKMANSHIP SPECIFIED BY ASSOCIATION, TRADE, OR 

OTHER CONSENSUS STANDARDS, COMPLY WITH REQUIREMENTS OF THE 
STANDARD, EXCEPT WHEN MORE RIGID REQUIREMENTS ARE SPECIFIED OR ARE 
REQUIRED BY APPLICABLE CODES.!

!
PART 1 MANUFACTURERS' FIELD SERVICES!
!
___ WHEN SPECIFIED IN INDIVIDUAL SPECIFICATION SECTIONS, REQUIRE MATERIAL OR 

PRODUCT SUPPLIERS OR MANUFACTURERS TO PROVIDE QUALIFIED STAFF 
PERSONNEL TO PERFORM THE FOLLOWING AS APPLICABLE, AND TO INITIATE 
INSTRUCTIONS WHEN NECESSARY.!
___ OBSERVE SITE CONDITIONS.!
___ CONDITIONS OF SURFACES AND INSTALLATION.!
___ QUALITY OF WORKMANSHIP.!
___ START-UP OF EQUIPMENT.!
___ TEST, ADJUST AND BALANCE OF EQUIPMENT.!

!
PART 1 CONTRACTOR'S QUALITY CONTROL!
!
___ PERFORM QUALITY CONTROL DURING INSTALLATION.!
 !
PART 1 MOCK-UP REQUIREMENTS!
!
___ ASSEMBLE AND ERECT SPECIFIED ITEMS WITH SPECIFIED ATTACHMENT AND 

ANCHORAGE DEVICES, FLASHINGS, SEALS, AND FINISHES.  ACCEPTED MOCK-UPS 
SHALL BE A COMPARISON STANDARD FOR THE REMAINING WORK.!

!
___ WHERE MOCK-UP HAS BEEN ACCEPTED BY ARCHITECT AND NO LONGER NEEDED, 

REMOVE MOCK-UP AND CLEAR AREA WHEN DIRECTED TO DO SO.!
!
PART 2 PRODUCTS - NOT APPLICABLE TO THIS SECTION!
!
PART 3 EXECUTION - NOT APPLICABLE TO THIS SECTION!
!
END OF SECTION

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ PROVIDE TEMPORARY SERVICES AND UTILITIES, INCLUDING UTILITY COSTS:!

___ WATER (POTABLE AND NON-POTABLE).!
___ LIGHTING AND POWER.!
___ TELEPHONE.!
___ TOILET FACILITIES.!
___ MATERIALS STORAGE.!

!
___ PROVIDE CONSTRUCTION FACILITIES, INCLUDING UTILITY COSTS:!

___ CONSTRUCTION EQUIPMENT.!
___ DEWATERING AND PUMPING.!
___ ENCLOSURES.!
___ HEATING.!
___ LIGHTING.!
___ ACCESS.!

!
___ PROVIDE SECURITY AND PROTECTION REQUIREMENTS:!

___ FIRE EXTINGUISHERS.!
___ SITE ENCLOSURE FENCE, BARRICADES, WARNING SIGNS, AND LIGHTS.!
___ BUILDING ENCLOSURE AND LOCK-UP.!
___ ENVIRONMENTAL PROTECTION.!
___ PEST CONTROL DURING AND AT THE END OF CONSTRUCTION.!

!
___ PROVIDE PERSONNEL SUPPORT FACILITIES:!

___ CONTRACTOR'S FIELD OFFICE.!
___ SANITARY FACILITIES.!
___ DRINKING WATER.!
___ PROJECT IDENTIFICATION SIGN. NO ADDITIONAL BANNERS OR SIGNS 

ALLOWED.!
___ CLEANING, TRASH REMOVAL AND LEGAL RECYCLING AND/OR DISPOSAL OF 

MATERIALS.!
!
PART 2 PRODUCTS - NOT APPLICABLE TO THIS SECTION!
!
PART 3 EXECUTION - NOT APPLICABLE TO THIS SECTION!
!
END OF SECTION

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ PROVIDE PRODUCTS FROM ONE MANUFACTURER FOR EACH TYPE OR KIND AS 

APPLICABLE.  PROVIDE SECONDARY MATERIALS AS ACCEPTABLE TO 
MANUFACTURERS OF PRIMARY MATERIALS.!

!
___ PROVIDE PRODUCTS SELECTED OR EQUAL APPROVED BY ARCHITECT.  PRODUCTS 

SUBMITTED FOR SUBSTITUTION SHALL BE SUBMITTED WITH COMPLETE 
DOCUMENTATION, AND INCLUDE CONSTRUCTION COSTS OF SUBSTITUTION 
INCLUDING RELATED WORK.!

!
___ REQUEST FOR SUBSTITUTION MUST BE IN WRITING.  CONDITIONS FOR 

SUBSTITUTION INCLUDE:!
___ AN 'OR EQUAL' PHRASE IN THE SPECIFICATIONS.!
___ SPECIFIED MATERIAL CANNOT BE COORDINATED WITH OTHER WORK.!
___ SPECIFIED MATERIAL IS NOT ACCEPTABLE TO AUTHORITIES HAVING 

JURISDICTION.!
___ SUBSTANTIAL ADVANTAGE IS OFFERED TO THE OWNER IN TERMS OF 

COST, TIME, OR OTHER VALUABLE CONSIDERATION.!
!
___ SUBSTITUTIONS SHALL BE SUBMITTED PRIOR TO AWARD OF CONTRACT, UNLESS 

OTHERWISE ACCEPTABLE.  APPROVAL OF SHOP DRAWINGS, PRODUCT DATA, OR 
SAMPLES CONTAINING SUBSTITUTIONS IS NOT AN APPROVAL OF A SUBSTITUTION 
UNLESS AN ITEM IS CLEARLY PRESENTED AS A SUBSTITUTION AT THE TIME OF 
SUBMITTAL.!

!
PART 2 PRODUCTS - NOT APPLICABLE TO THIS SECTION!
!
PART 3 EXECUTION - NOT APPLICABLE TO THIS SECTION!
!
END OF SECTION

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ THE FOLLOWING ARE PREREQUISITES TO SUBSTANTIAL COMPLETION.  PROVIDE 

THE FOLLOWING:!
___ PUNCH LIST PREPARED BY CONTRACTOR AND SUBCONTRACTORS AS 

APPLICABLE.!
___ SUPPORTING DOCUMENTATION.!
___ WARRANTIES.!
___ CERTIFICATIONS.!
___ OCCUPANCY PERMIT.!
___ START-UP AND TESTING OF BUILDING SYSTEMS.!
___ CHANGE OVER OF LOCKS.!

!
___ PROVIDE THE FOLLOWING PREREQUISITES TO FINAL ACCEPTANCE:!

___ FINAL PAYMENT REQUEST WITH SUPPORTING AFFIDAVITS.!
___ COMPLETED PUNCH LIST.!

!
___ PROVIDE A MARKED-UP SET OF DRAWINGS INCLUDING CHANGES, WHICH 

OCCURRED DURING CONSTRUCTION.!
!
___ PROVIDE THE FOLLOWING DURING PROJECT CLOSEOUT:!

___ SUBMISSION OF RECORD DOCUMENTS.!
___ SUBMISSION OF MAINTENANCE MANUALS.!
___ TRAINING AND TURNOVER TO OWNER'S PERSONNEL.!
___ FINAL CLEANING AND TOUCH-UP.!
___ REMOVAL OF TEMPORARY FACILITIES.!

!
PART 2 PRODUCTS - NOT APPLICABLE TO THIS SECTION!
!
PART 3 EXECUTION - NOT APPLICABLE TO THIS SECTION!
!
END OF SECTION

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ PROVIDE CUTTING AND PATCHING WORK TO PROPERLY COMPLETE THE WORK OF 

THE PROJECT, COMPLYING WITH PROJECT REQUIREMENTS FOR:!
___ SITE WORK!
___ STRUCTURAL WORK.!
___ MECHANICAL/ELECTRICAL SYSTEMS.!
___ VISUAL REQUIREMENTS, INCLUDING DETAILING AND TOLERANCES.!
___ OPERATIONAL AND SAFETY LIMITATIONS.!
___ FIRE RESISTANCE RATINGS.!
___ INSPECTION, PREPARATION, AND PERFORMANCE.!
___ CLEANING.!

!
___ DO NOT CUT AND PATCH IN A MANNER THAT WOULD RESULT IN A FAILURE OF THE 

WORK TO PERFORM AS INTENDED, DECREASE ENERGY PERFORMANCE, INCREASE 
MAINTENANCE, DECREASE OPERATIONAL LIFE, OR DECREASE SAFETY 
PERFORMANCE.!

!
PART 2 PRODUCTS!
!
PART 2 MATERIALS!
!
___ MATCH EXISTING MATERIALS FOR CUTTING AND PATCHING WORK WITH NEW 

MATERIALS CONFORMING TO PROJECT REQUIREMENTS.!
!
PART 3 EXECUTION!
!
PART 3 INSTALLATION!
!
___ INSPECT CONDITIONS PRIOR TO WORK TO IDENTIFY SCOPE AND TYPE OF WORK 

REQUIRED.  PROTECT ADJACENT WORK.  NOTIFY OWNER OF WORK REQUIRING 
INTERRUPTION TO BUILDING SERVICES OR OWNER'S OPERATIONS.!

!
___ PERFORM WORK WITH WORKMEN SKILLED IN THE TRADES INVOLVED.  PREPARE 

SAMPLE AREA OF EACH TYPE OF WORK FOR APPROVAL.!
!
___ CUTTING:  USE CUTTING TOOLS, NOT CHOPPING TOOLS.  MAKE NEAT HOLES.  

MINIMIZE DAMAGE TO ADJACENT WORK.  INSPECT FOR CONCEALED UTILITIES AND 
STRUCTURE BEFORE CUTTING.!

!
___ PATCHING:  MAKE PATCHES, SEAMS, AND JOINTS DURABLE AND INCONSPICUOUS.  

COMPLY WITH TOLERANCES FOR NEW WORK.!
!
___ CLEAN WORK AREA AND AREAS AFFECTED BY CUTTING AND PATCHING 

OPERATIONS.!
!
END OF SECTION
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PART 1 GENERAL 
 
PART 1 ALLOWANCES 

 

___ NONE 

 

PART 2 ALTERNATES 

 

___ DO NOT INCLUDE ALTERNATES IN BASE BID 

 

___ PROVIDE TOTAL PRICE FOR EACH ALTERNATE IN BID FORM.  INCLUDE COST OF 

MODIFICATIONS TO OTHER WORK TO ACCOMMODATE ALTERNATE.  INCLUDE 

RELATED COSTS SUCH AS OVERHEAD AND PROFIT. 

 

___ OWNER WILL DETERMINE WHICH ALTERNATES ARE SELECTED FOR INCLUSION IN 

THE CONTRACT. 

 

___ COORDINATION:  MODIFY OR ADJUST AFFECTED ADJACENT WORK AS NECESSARY 

TO INTEGRATE WORK OF THE ALTERNATE INTO PROJECT. 

 

___ ALTERNATES ARE DESCRIBED BRIEFLY IN THIS SECTION.  THE CONTRACT 

DOCUMENTS DEFINE THE REQUIREMENTS FOR ALTERNATES. 

 

___ COORDINATE ALTERNATES WITH RELATED WORK TO ENSURE THAT WORK 

AFFECTED BY EACH SELECTED ALTERNATE IS PROPERLY ACCOMPLISHED. 

 

___ LIST OF ALTERNATES: 

___ NONE 

 

PART 2 PRODUCTS - NOT APPLICABLE TO THIS SECTION 
 
PART 2 EXECUTION – NOT APPLICABLE TO THIS SECTION 

 

END OF SECTION
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A006

!
Specifications

Sheet

Architectural D size sheet 24" x 36"

"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established."!
Proverbs 19:21
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A1 02220 - Demolition
- A3 02300 - Earthwork

- A4 02370 - Erosion & Sedimentation Control
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A5 -
-A2 02260 - Excavation Support & Protection

-

C4 02362 - Termite Control
-C2 02230 - Site Clearing

-

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ SELECTIVE DEMOLITION:!

___ SELECTIVE DEMOLITION OF EXTERIOR BUILDING AND SITE COMPONENTS 
AS NEEDED FOR NEW WORK.!

___ PROTECTION OF PORTIONS OF BUILDING ADJACENT TO OR AFFECTED BY 
SELECTIVE DEMOLITION.!

___ REMOVAL OF ABANDONED UTILITIES AND WIRING SYSTEMS.!
___ NOTIFICATION TO OWNER OF SCHEDULE OF SHUT-OFF OF UTILITIES 

WHICH SERVE OCCUPIED SPACES.!
___ POLLUTION CONTROL DURING SELECTIVE DEMOLITION, INCLUDING NOISE 

CONTROL.!
___ REMOVAL AND LEGAL DISPOSAL OF MATERIALS.!

!
___ WORK OF PRIOR SEPARATE CONTRACT:!

___ REMOVAL OF HAZARDOUS MATERIALS, IF NEEDED, BY OWNER.!
!
___ ASBESTOS AND HAZARDOUS MATERIALS DEMOLITION OR REMOVAL WORK IS NOT 

PART OF THIS CONTRACT.!
!
PART 1 SUBMITTALS!
!
___ SCHEDULE:  SUBMIT FOR APPROVAL SELECTIVE DEMOLITION SCHEDULE, 

INCLUDING SCHEDULE AND METHODS FOR CAPPING UTILITIES TO BE ABANDONED 
AND MAINTAINING EXISTING UTILITY SERVICE.!

!
PART 1 QUALITY ASSURANCE!
!
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  USE EXPERIENCED 

WORKERS.!
!
___ REMOVE AND STORE REFRIGERANT ACCORDING TO REGULATIONS OF 

AUTHORITIES HAVING JURISDICTION. !
!
PART 1 PROJECT CONDITIONS!
!
___ IMMEDIATE AREAS OF WORK WILL NOT BE OCCUPIED DURING SELECTIVE 

DEMOLITION.  THE PUBLIC, INCLUDING CHILDREN, MAY OCCUPY ADJACENT AREAS.!
!
___ NO RESPONSIBILITY FOR BUILDINGS AND STRUCTURES TO BE DEMOLISHED WILL 

BE ASSUMED BY THE OWNER!
!
PART 2 PRODUCTS - NOT APPLICABLE TO THIS SECTION!
!
PART 3 EXECUTION!
!
PART 3 DEMOLITION!
!
___ DO NOT DAMAGE BUILDING ELEMENTS AND IMPROVEMENTS INDICATED TO 

REMAIN.  ITEMS OF SALVAGE VALUE, NOT INCLUDED ON SCHEDULE OF SALVAGE 
ITEMS TO BE RETURNED TO OWNER, SHALL BE REMOVED FROM STRUCTURE.  
STORAGE OR SALE OF ITEMS AT PROJECT SITE IS PROHIBITED.!

!
___ LOCATE, IDENTIFY, DISCONNECT, AND SEAL OR CAP OFF UTILITIES IN BUILDINGS 

TO BE DEMOLISHED.!
!
___ PROVIDE AND MAINTAIN INTERIOR AND EXTERIOR SHORING AND BRACING.!
!
___ NO EXPLOSIVES ARE PERMITTED.!
!
___ DO NOT CLOSE OR OBSTRUCT STREETS, WALKS, DRIVES OR OTHER OCCUPIED OR 

USED SPACES OR FACILITIES WITHOUT THE WRITTEN PERMISSION OF THE OWNER 
AND THE AUTHORITIES HAVING JURISDICTION.  DO NOT INTERRUPT UTILITIES 
SERVING OCCUPIED OR USED FACILITIES WITHOUT THE WRITTEN PERMISSION OF 
THE OWNER AND AUTHORITIES HAVING JURISDICTION.  IF NECESSARY, PROVIDE 
TEMPORARY UTILITIES.!

!
___ CEASE OPERATIONS IF PUBLIC SAFETY OR REMAINING STRUCTURES ARE 

ENDANGERED.  PERFORM TEMPORARY CORRECTIVE MEASURES UNTIL 
OPERATIONS CAN BE CONTINUED PROPERLY.!

!
___ PROVIDE ADEQUATE PROTECTION AGAINST ACCIDENTAL TRESPASSING.  SECURE 

PROJECT AFTER WORK HOURS.!
!
___ RESTORE FINISHES OF PATCHED AREAS.!
!
PART 3 SCHEDULE!
!
___ ITEMS FOR PROTECTION DURING DEMOLITION AND CONSTRUCTION: !

___ EXISTING IMPROVEMENTS TO REMAIN.!
!
___ ITEMS TO BE SALVAGED FOR REINSTALLATION:!

___ NONE.!
!
___ ITEMS TO BE SALVAGED FOR DELIVERY TO OWNER:!

___ NONE!
!
___ UTILITIES REQUIRING INTERRUPTION, CAPPING, OR REMOVAL:!

___ ELECTRIC.!
___ WATER.!
___ SEWERAGE.!
___ RECYCLE ALL APPLICABLE MATERIALS.!

!
END OF SECTION

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ PROVIDE SITE-CLEARING OPERATIONS.!
!
___ PROTECTING EXISTING TREES AND PLANTS TO REMAIN.!
!
___ TEMPORARY EROSION AND SEDIMENTATION CONTROL MEASURES.!
!
PART 1 SUBMITTALS!
!
___ CLEARING PLAN:  SUBMIT LIST OF PROPOSED OPERATIONS, AND IDENTIFY SITE 

IMPROVEMENTS AND FEATURES TO REMAIN.  INCLUDE PROPOSED LOCATION FOR 
STOCKPILES.!

!
PART 1 QUALITY ASSURANCE!
!
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  USE EXPERIENCED 

WORKERS.!
!
PART 2 PRODUCTS!
!
PART 2 MATERIALS!
!
___ TREE PROTECTION, EROSION CONTROL, SILTATION CONTROL, AND DUST 

CONTROL MATERIALS SUITABLE FOR SITE CONDITIONS.!
!
PART 3 EXECUTION!
!
PART 3 SITE CLEARING OPERATIONS!
!
___ PROTECTION OF EXISTING TREES, VEGETATION, LANDSCAPING, AND SITE 

IMPROVEMENTS NOT SCHEDULED FOR CLEARING WHICH MIGHT BE DAMAGED BY 
CONSTRUCTION ACTIVITIES.!

!
___ TRIMMING OF EXISTING TREES AND VEGETATION AS RECOMMENDED BY ARBORIST 

FOR PROTECTION DURING CONSTRUCTION ACTIVITIES.!
!
___ CLEARING AND GRUBBING OF STUMPS AND VEGETATION, AND REMOVAL AND 

DISPOSAL OF DEBRIS, RUBBISH, DESIGNATED TREES, AND SITE IMPROVEMENTS.!
!
___ TOPSOIL STRIPPING AND STOCKPILING.!
!
___ TEMPORARY EROSION CONTROL, SILTATION CONTROL, AND DUST CONTROL.!
!
___ TEMPORARY PROTECTION OF ADJACENT PROPERTY, STRUCTURES, 

BENCHMARKS, AND MONUMENTS.!
!
___ TEMPORARY RELOCATION OF SITE IMPROVEMENTS SCHEDULED FOR REUSE.!
!
___ WATERING OF TREES AND VEGETATION DURING CONSTRUCTION ACTIVITIES.!
!
___ REMOVAL RECYCLING AND/OR LEGAL DISPOSAL OF CLEARED MATERIALS.!
!
PART 3 CLEARING!
!
___ PREVENT DAMAGE TO EXISTING IMPROVEMENTS INDICATED TO REMAIN, 

INCLUDING IMPROVEMENTS ON AND OFF SITE.  PROTECT EXISTING TREES AND 
VEGETATION INDICATED TO REMAIN.  DO NOT STOCKPILE MATERIALS AND 
RESTRICT TRAFFIC WITHIN DRIP LINE OF EXISTING TREES TO REMAIN.  PROVIDE 
AND MAINTAIN TEMPORARY GUARDS TO ENCIRCLE TREES OR GROUPS OF TREES 
TO REMAIN; OBTAIN APPROVAL BEFORE BEGINNING WORK.!

!
___ WATER VEGETATION AS REQUIRED TO MAINTAIN HEALTH.  COVER TEMPORARILY 

EXPOSED ROOTS WITH WET BURLAP AND BACKFILL AS SOON AS POSSIBLE.  !
!
___ REPAIR OR REPLACE VEGETATION, WHICH HAS BEEN DAMAGED, OR PAY 

DAMAGES.  REMOVE HEAVY GROWTHS OF GRASS BEFORE STRIPPING.  STOCKPILE 
SATISFACTORY TOPSOIL CONTAINING NO LARGE STONES, FOREIGN MATTER AND 
WEEDS ON SITE FOR REUSE.!

!
___ COMPLETELY REMOVE ALL IMPROVEMENTS INCLUDING STUMPS AND DEBRIS 

EXCEPT FOR THOSE INDICATED TO REMAIN.  REMOVE BELOW GRADE 
IMPROVEMENTS AT LEAST 12" BELOW FINISH GRADE AND TO THE EXTENT 
NECESSARY SO AS NOT TO INTERFERE WITH NEW CONSTRUCTION.  REMOVE 
ABANDONED MECHANICAL AND ELECTRICAL WORK AS REQUIRED.!

!
___ PREVENT EROSION AND SILTATION OF STREETS, CATCH BASINS AND PIPING.  

CONTROL WINDBLOWN DUST.  REMOVE WASTE MATERIALS AND UNSUITABLE SOIL 
FROM SITE AND DISPOSE OF IN A LEGAL MANNER.!

!
___ CONSULT ARBORIST BEFORE CUTTING ANY TREE ROOTS OR BRANCHES!
!
END OF SECTION

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ PROVIDE SHORING AND BRACING FOR SIDEWALLS IN DEEP EXCAVATIONS WITH 

STEEL SHEET, SOLDIER PILES OR TIMBER LAGGING TO PROTECT EXISTING 
BUILDINGS, UTILITIES, ROADWAYS, AND IMPROVEMENTS.  !

!
PART 1 SUBMITTALS!
!
___ SHOP DRAWINGS:  LAYOUT OF SHORING AND BRACING AND OTHER DATA, 

ACCEPTABLE TO LOCAL AUTHORITIES HAVING JURISDICTION, PREPARED BY A 
QUALIFIED PROFESSIONAL ENGINEER. !

!
PART 1 QUALITY ASSURANCE!
!
___ SURVEY OF ADJACENT STRUCTURES AND LEVELS:  REGISTERED LAND SURVEYOR 

PRIOR TO EXCAVATION.!
!
___ ENGINEER: A PROFESSIONAL ENGINEER LICENSED IN THE JURISDICTION OF THE 

PROJECT.!
!
___ SYSTEM DESIGN:  PREVENT CAVE-INS, LOSS OF GROUND, OR DAMAGE TO PEOPLE 

AND PROPERTY.  MAINTAIN SHORING AND BRACING DURING CONSTRUCTION 
ACTIVITIES, AND REMOVE SHORING AND BRACING IF PRACTICAL WHEN 
CONSTRUCTION AND FILLING IS COMPLETE.!

!
___ COMPLY WITH CODES AND ORDINANCES OF GOVERNING AUTHORITIES HAVING 

JURISDICTION.  USE EXPERIENCED INSTALLERS.  DELIVER, HANDLE, AND STORE 
MATERIALS IN ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS.!

!
PART 2 PRODUCTS!
!
PART 2 MATERIALS!
!
___ SHEET STEEL:  HEAVY-GAUGE STEEL SHEET SUITABLE FOR SERVICE.!
!
___ SOLDIER PILES:  STEEL H-BEAMS IN SERVICEABLE CONDITION.!
!
___ TIMBER LAGGING:  HEAVY TIMBER PRESSURE TREATED WITH WOOD 

PRESERVATIVE.!
!
PART 3 EXECUTION!
!
PART 3 INSTALLATION!
!
___ INSTALL IN PROPER RELATION WITH ADJACENT CONSTRUCTION TO PERMIT 

FORMING AND FINISHING OF CONCRETE SURFACES.  COORDINATE WITH WORK OF 
OTHER SECTIONS. MONITOR DURING WORK PROGRESS!

!
___ LOCATE SHORING AND BRACING TO AVOID PERMANENT CONSTRUCTION.  ANCHOR 

AND BRACE TO PREVENT COLLAPSE.!
!
END OF SECTION

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ PERFORM EXCAVATION, FILLING, COMPACTING AND GRADING OPERATIONS BOTH 

INSIDE AND OUTSIDE BUILDING LIMITS AS REQUIRED FOR BELOW-GRADE 
IMPROVEMENTS AND TO ACHIEVE GRADES AND ELEVATIONS INDICATED.  PROVIDE 
TRENCHING AND BACKFILL FOR MECHANICAL AND ELECTRICAL WORK AND 
UTILITIES.!

!
___ PROVIDE SUBBASE MATERIALS, DRAINAGE FILL, COMMON FILL, AND STRUCTURAL 

FILL MATERIALS FOR SLABS, PAVEMENTS, AND IMPROVEMENTS.!
!
___ PROVIDE SUITABLE FILL FROM OFF-SITE IF ON-SITE QUANTITIES ARE INSUFFICIENT 

OR UNACCEPTABLE, AND LEGALLY DISPOSE OF EXCESS FILL OFF-SITE.!
!
___ PROVIDE ROCK EXCAVATION WITHOUT BLASTING UNLESS BLASTING IS 

SPECIFICALLY AUTHORIZED.!
!
PART 1 SUBMITTALS!
!
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED. !
!
___ TEST REPORTS:  SUBMIT FOR APPROVAL TEST REPORTS, LIST OF MATERIALS AND 

GRADATIONS PROPOSED FOR USE.!
!
PART 1 QUALITY ASSURANCE!
!
___ COMPACTION:!

___ UNDER STRUCTURES, BUILDING SLABS, STEPS, PAVEMENTS, AND 
WALKWAYS, 95 PERCENT MAXIMUM DENSITY, ASTM D 1557.!

___ UNDER LAWNS OR UNPAVED AREAS, 90 PERCENT MAXIMUM DENSITY, 
ASTM D 1557.!

!
___ GRADING TOLERANCES OUTSIDE BUILDING LINES:!

___ LAWNS, UNPAVED AREAS, AND WALKS, PLUS OR MINUS 1 INCH.!
___ PAVEMENTS, PLUS OR MINUS 1/2 INCH.!
___ COMPLY WITH ADA OR CBC DISABLED ACCESS.!

!
___ GRADING TOLERANCE FOR FILL UNDER BUILDING SLABS:  PLUS OR MINUS 1/2 INCH 

MEASURED WITH 10-FOOT STRAIGHTEDGE.!
!
PART 2 PRODUCTS!
!
PART 2 MATERIALS!
!
___ SUBBASE MATERIAL:  GRAVEL OR CRUSHED STONE GRADED FOR INTENDED USE 

AS SUBBASE FOR PAVING MATERIALS SPECIFIED.!
!
___ BEDDING COURSE:  CRUSHED GRAVEL OR STONE AND NATURAL OR CRUSHED 

SAND; WITH 100 PERCENT PASSING A 1-INCH SIEVE AND NOT MORE THAN 8% 
PASSING A NO. 200 SIEVE PLACED IN A TRENCH BEFORE LAYING PIPE.!

!
___ BORROW SOIL:  SATISFACTORY SOIL IMPORTED FROM OFF-SITE FOR USE AS FILL 

OR BACKFILL.!
!
___ DRAINAGE FILL:  WASHED GRAVEL OR CRUSHED STONE, 1/4" TO 3/4" SIZE; ASTM C 

33, SIZE 67.!
!
___ COMMON FILL:  MINERAL SOIL SUBSTANTIALLY FREE FROM ORGANIC AND 

UNSUITABLE MATERIALS, AND FREE FROM ROCK OR GRAVEL LARGER THAN 2" IN 
DIAMETER; 80 PERCENT PASSING NO. 40 SIEVE AND NOT MORE THAN 50 PERCENT 
PASSING NO. 200 SIEVE.!

!
___ STRUCTURAL FILL:  GRAVEL OR SANDY GRAVEL FREE OF ORGANIC AND 

UNSUITABLE MATERIALS AND WITHIN THE FOLLOWING GRADATION LIMITS:  4" 
SIEVE, 100 PERCENT FINER BY WEIGHT; 1" SIEVE, 60 TO 100 PERCENT; NO. 4 SIEVE, 
25 TO 85 PERCENT; NO. 20 SIEVE, 10 TO 60 PERCENT; NO. 50 SIEVE, 4 TO 35 
PERCENT; NO. 200 SIEVE, 0 TO 5 PERCENT.!

!
___ IMPERVIOUS FILL:  CLAYEY GRAVEL AND SAND MIXTURE CAPABLE OF 

COMPACTING TO A DENSE STATE.!
!
PART 3 EXECUTION!
!
PART 3 INSTALLATION!
!
___ EXCAVATION IS UNCLASSIFIED AND INCLUDES EXCAVATION TO SUBGRADE 

REGARDLESS OF MATERIALS ENCOUNTERED.  REPAIR EXCAVATIONS BEYOND 
ELEVATIONS AND DIMENSIONS INDICATED AS FOLLOWS:!
___ AT STRUCTURE:  CONCRETE OR COMPACTED STRUCTURAL FILL.!
___ ELSEWHERE:  BACKFILL AND COMPACT AS DIRECTED.!

!
___ MAINTAIN STABILITY OF EXCAVATIONS; COORDINATE SHORING AND BRACING AS 

REQUIRED BY AUTHORITIES HAVING JURISDICTION.  PREVENT SURFACE AND 
SUBSURFACE WATER FROM ACCUMULATING IN EXCAVATIONS.  STOCKPILE 
SATISFACTORY MATERIALS FOR REUSE, ALLOW FOR PROPER DRAINAGE AND DO 
NOT STOCKPILE MATERIALS WITHIN DRIP LINE OF TREES TO REMAIN.!

!
___ COMPACT MATERIALS AT THE OPTIMUM MOISTURE CONTENT AS DETERMINED BY 

ASTM D 1557 BY AERATION OR WETTING TO THE FOLLOWING PERCENTAGES OF 
MAXIMUM DRY DENSITY:!
___ STRUCTURE, PAVEMENT, WALKWAYS:  SUBGRADE AND EACH FILL LAYER 

TO 95% OF MAXIMUM DRY DENSITY TO SUITABLE DEPTH.!
___ UNPAVED AREAS:  TOP 6" OF SUBGRADE AND EACH FILL LAYER TO 90% 

MAXIMUM DRY DENSITY.!
!
___ PLACE ACCEPTABLE MATERIALS IN LAYERS NOT MORE THAN 8" LOOSE DEPTH FOR 

MATERIALS COMPACTED BY HEAVY EQUIPMENT AND NOT MORE THAN 4" LOOSE 
DEPTH FOR MATERIALS COMPACTED BY HAND EQUIPMENT TO SUBGRADES 
INDICATED AS FOLLOWS:!
___ STRUCTURAL FILL:  USE UNDER FOUNDATIONS, SLABS ON GRADE IN 

LAYERS AS INDICATED.!
___ DRAINAGE FILL:  USE UNDER DESIGNATED BUILDING SLABS, AT 

FOUNDATION DRAINAGE AND ELSEWHERE AS INDICATED.!
___ COMMON FILL:  USE UNDER UNPAVED AREAS.!
___ SUBBASE MATERIAL:  USE UNDER PAVEMENT, WALKS, STEPS, PIPING AND 

CONDUIT.!
!
___ GRADE TO WITHIN 1/2" ABOVE OR BELOW REQUIRED SUBGRADE AND WITHIN A 

TOLERANCE OF 1/2" IN 10'.!
!
___ PROTECT NEWLY GRADED AREAS FROM TRAFFIC AND EROSION.  RECOMPACT  

AND REGRADE SETTLED, DISTURBED AND DAMAGED AREAS AS NECESSARY TO 
RESTORE QUALITY, APPEARANCE, AND CONDITION OF WORK.!

!
___ CONTROL EROSION TO PREVENT RUNOFF INTO SEWERS OR DAMAGE TO SLOPED 

OR SURFACED AREAS.  !

!

___ CONTROL DUST TO PREVENT HAZARDS TO ADJACENT PROPERTIES AND !

VEHICLES. IMMEDIATELY REPAIR OR REMEDY DAMAGE CAUSED BY DUST 

INCLUDING AIR FILTERS IN EQUIPMENT AND VEHICLES. CLEAN SOILED SURFACES.!

!

___ DISPOSE OF AND/OR RECYCLE WASTE AND UNSUITABLE MATERIALS OFF-SITE IN A 

LEGAL MANNER.!

!

END OF SECTION

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ PROVIDE TREATMENT FOR TERMITE CONTROL AT REMODELED AREAS AND SOIL @ 

NEW CONSTRUCTION.!
!
PART 1 SUBMITTALS!
!
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED. !
!
___ WARRANTY:  SUBMIT MANUFACTURERʼS STANDARD WARRANTY.  INCLUDE LABOR 

AND MATERIALS TO REPAIR OR REPLACE DEFECTIVE MATERIALS.!
___ WARRANTY PERIOD:  5 YEARS.!

!
PART 1 QUALITY ASSURANCE!
!
___ REGULATORY REQUIREMENTS:  FORMULATE AND APPLY TERMITICIDES 

ACCORDING TO THE EPA-REGISTERED LABEL.!
!
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS.!

!
___ ENVIRONMENTAL LIMITATIONS:  TO ENSURE PENETRATION, DO NOT TREAT SOIL 

THAT IS WATER SATURATED OR FROZEN.  DO NOT TREAT SOIL WHILE 
PRECIPITATION IS OCCURRING.  COMPLY WITH REQUIREMENTS OF THE 
EPA-REGISTERED LABEL AND REQUIREMENTS OF AUTHORITIES HAVING 
JURISDICTION.!

!
PART 2 PRODUCTS!
!
PART 2 MATERIALS!
!
___ SOIL TREATMENT MATERIALS:  SOIL TREATMENT MATERIALS SHALL BEAR  

FEDERAL REGISTRATION NUMBER OF U.S. ENVIRONMENTAL PROTECTION AGENCY 
AND ACCEPTABLE TO AUTHORITIES HAVING JURISDICTION. !

!
PART 3 EXECUTION!
!
PART 3 INSTALLATION!
!
___ MIX SOIL TREATMENT TERMITICIDE SOLUTION TO A UNIFORM CONSISTENCY.  

PROVIDE QUANTITY REQUIRED FOR APPLICATION AT THE LABEL VOLUME AND 
RATE FOR THE MAXIMUM SPECIFIED CONCENTRATION OF TERMITICIDE, 
ACCORDING TO MANUFACTURER'S EPA-REGISTERED LABEL.!

!
___ MIX WOOD TREATMENT BORATE SOLUTION TO A UNIFORM CONSISTENCY.  

PROVIDE QUANTITY REQUIRED FOR APPLICATION AT THE LABEL VOLUME AND 
RATE FOR THE MAXIMUM SPECIFIED CONCENTRATION OF BORATE, ACCORDING TO 
MANUFACTURER'S EPA-REGISTERED LABEL, SO THAT WOOD FRAMING, 
SHEATHING, SIDING, AND STRUCTURAL MEMBERS SUBJECT TO INFESTATION 
RECEIVE TREATMENT.!

!
___ PLACE BAIT STATIONS AND MONITORING STATIONS, ACCORDING TO THE 

EPA-REGISTERED LABEL FOR THE PRODUCT AND MANUFACTURER'S WRITTEN 
INSTRUCTIONS!

!
___ POST SIGNS AND OTHER WARNINGS INDICATING THAT SOIL POISONING HAS BEEN 

APPLIED.  PROTECT PERSONS AND PROPERTY FROM INJURY OR DAMAGE FROM 
SOIL TREATMENT WORK.!

!
END OF SECTION

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ PROVIDE EROSION AND SEDIMENTATION CONTROL.!
!
PART 1 SUBMITTALS!
!
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED, INCLUDING: !
___ TYPES OF FABRICS AND EROSION CONTROL MATTING FOR LANDSCAPE 

AREAS.!
!
PART 1 QUALITY ASSURANCE!
!
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS.!

!
PART 2 PRODUCTS!
!
PART 2 MATERIALS!
!
___ EROSION CONTROL MATTING!
!
PART 3 EXECUTION!
!
PART 3 INSTALLATION!
!
___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS AND SYSTEMS 
IN PROPER RELATION WITH ADJACENT CONSTRUCTION.  COORDINATE WITH WORK 
OF OTHER SECTIONS.!

!
END OF SECTION

PART 1 GENERAL 
 
PART 1 SUMMARY 

 

___ PROVIDE SITE IMPROVEMENTS AND FURNISHINGS. 

 

PART 1 SUBMITTALS 
 

___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  

 

___ SHOP DRAWINGS:  SUBMIT SHOP DRAWINGS INDICATING MATERIAL 

CHARACTERISTICS, DETAILS OF CONSTRUCTION, CONNECTIONS, AND 

RELATIONSHIP WITH ADJACENT CONSTRUCTION. 

 

PART 1 QUALITY ASSURANCE 
 

___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 

SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 

HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS.   

 

PART 2 PRODUCTS 
 
PART 2 MATERIALS 

 

___ PROVIDE UNITS SPECIFICALLY DESIGNED FOR EXTERIOR EXPOSURE AND 

INTENDED USE: 

___ FENCING:   

___ WOOD LOOK VINYL FENCE AND GATE. 

___ SITE WALLS:   

___ MASONRY W/STONE VENEER.. 

 

PART 3 EXECUTION 
 
PART 3 INSTALLATION 

 

___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS AND SYSTEMS 

IN PROPER RELATION WITH ADJACENT CONSTRUCTION AND WITH UNIFORM 

APPEARANCE.  COORDINATE WITH WORK OF OTHER SECTIONS. 

 

___ RESTORE DAMAGED FINISHES AND TEST FOR PROPER FUNCTION.  CLEAN AND 

PROTECT WORK FROM DAMAGE. 

 

END OF SECTION
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Architectural D size sheet 24" x 36"

"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established."!
Proverbs 19:21
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A2 04800 - Masonry Assemblies
-

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ PROVIDE CAST-IN-PLACE CONCRETE FOR GENERAL BUILDING CONSTRUCTION, 

INCLUDING, WITHOUT LIMITATION:!
___ FOOTINGS, FOUNDATIONS.!
___ SLABS ON GRADE.!
___ BASE COURSE FOR EXTERIOR PAVERS.!

!
___ REQUIREMENTS (MATERIALS, MIXES, FINISHES) APPLY TO CONCRETE WORK 

SPECIFIED IN OTHER SECTIONS, SUCH AS SIDEWALK PAVING AND STAIR TREADS.!
!
PART 1 SUBMITTALS!
!
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED. !
!
___ MIX DESIGN:  SUBMIT FOR APPROVAL MIX DESIGN PROPOSED FOR USE.!
!
PART 1 QUALITY ASSURANCE!
!
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS.!

!
___ TESTING:  EMPLOY AN INDEPENDENT TESTING AGENCY ACCEPTABLE TO OWNER 

TO DESIGN CONCRETE MIXES AND TO PERFORM MATERIAL EVALUATION TESTS.  
PROVIDE 28 DAY CYLINDER TESTS.  !

!
___ STANDARDS:  !

___ ACI 318, BUILDING CODE REQUIREMENTS FOR REINFORCED CONCRETE, 
AND CRSI MANUAL OF STANDARD PRACTICE.!

!
___ MOCK-UPS:  PROVIDE MOCK-UP AS REQUIRED TO DEMONSTRATE QUALITY OF 

WORKMANSHIP.!
!
___ FLOOR FLATNESS AND LEVELNESS TOLERANCES:!

___ SUBFLOORS UNDER MATERIALS SUCH AS CONCRETE TOPPINGS, CERAMIC 
TILE, AND SAND BED TERRAZZO:  ACI 302.1R AND ASTM E 1155, FLOOR 
FLATNESS (FF) OF 15, FLOOR LEVELNESS (FL) OF 13.!

___ SUBFLOORS UNDER MATERIALS SUCH AS VINYL TILE, EPOXY TOPPINGS, 
PAINT, AND CARPET:  ACI 302.1R AND ASTM E 1155, FLOOR FLATNESS (FF) 
OF 20, FLOOR LEVELNESS (FL) OF 17.!

!
PART 2 PRODUCTS!
!
PART 2 MATERIALS!
!
___ CONCRETE DESIGN MIXES, ASTM C 94, 28 DAY COMPRESSIVE STRENGTH:!

___ COLUMNS, BEAMS, WALLS, FOUNDATIONS, AND FOOTINGS: !
___ COMPRESSIVE STRENGTH:  2500 PSI.!

___ SLABS ON GRADE AND PAVING BASE: !
___ COMPRESSIVE STRENGTH:  2500 PSI.!

___ EXTERIOR SITE CONCRETE AND PADS EXPOSED TO WEATHER:!
___ COMPRESSIVE STRENGTH:  2500 PSI.!

!
___ FORMWORK:!

___ PLYWOOD OR METAL PANEL FORMWORK SUFFICIENT FOR STRUCTURAL 
AND VISUAL REQUIREMENTS.!

!
___ REINFORCING MATERIALS:!

___ REINFORCING BARS:  ASTM A 615, GRADE 60, DEFORMED.!
___ STEEL WIRE FABRIC:  ASTM A 185, WELDED.!

!
___ CONCRETE MATERIALS:  TYPE II, PORTLAND CEMENT; POTABLE WATER.!

___ NORMAL WEIGHT AGGREGATES, ASTM C 33.!
!
___ CONCRETE ADMIXTURES:  CONTAINING LESS THAN 0.1 PERCENT CHLORIDE IONS 

AS NEEDED.!
___ WATER-REDUCING ADMIXTURE:  ASTM C 494, TYPE A, FOR PLACEMENT 

AND WORKABILITY.!
___ HIGH-RANGE WATER-REDUCING ADMIXTURE, SUPER PLASTICIZER:  ASTM 

C 494, TYPE F OR G FOR PLACEMENT AND WORKABILITY.!
___ WATER-REDUCING, ACCELERATING ADMIXTURE:  ASTM C 494, TYPE E FOR 

PLACEMENT AND WORKABILITY.!
___ WATER-REDUCING, RETARDING ADMIXTURE:  ASTM C 494, TYPE D FOR 

PLACEMENT AND WORKABILITY.!
!
___ AUXILIARY MATERIALS AS NEEDED:!

___ REGLETS:  GALVANIZED SHEET STEEL REGLETS, MINIMUM 26 GAUGE !
___ WATERSTOPS:  RUBBER, PVC OR SELF EXPANDING BUTYL/BENTONITE 

WATERSTOPS.!
___ VAPOR RETARDER:  ASTM D 4397 POLYETHYLENE SHEET, 10 MILS. !
___ VAPOR RETARDER: REINFORCED PLASTIC ASTM E 1745, CLASS A.!
___ VAPOR BARRIER:  PREMOLDED MEMBRANE, ASTM E 96, METHOD B, 0 

VAPOR TRANSMISSION RATE.!
___ NONSLIP AGGREGATE FINISH:  FUSED ALUMINUM OXIDE GRANULES OR 

CRUSHED EMERY.!
___ LIQUID MEMBRANE-FORMING CURING COMPOUND:  ASTM C 309, TYPE 1, 

CLASS A.!
___ WATER-BASED ACRYLIC MEMBRANE CURING COMPOUND:  ASTM C 309, 

TYPE 1, CLASS B.!
___ EVAPORATION CONTROL COMPOUND:  MONOMOLECULAR FILM-FORMING 

COMPOUND.!
___ UNDERLAYMENT COMPOUND:  FREE-FLOWING, SELF-LEVELING 

CEMENT-BASED COMPOUND.!
___ BONDING COMPOUND:  POLYVINYL ACETATE OR ACRYLIC BASE.!
___ EPOXY ADHESIVE:  ASTM C 881, TWO-COMPONENT MATERIAL.!

!
___ CONCRETE FINISHES FOR FORMED SURFACES:!

___ SURFACES NOT EXPOSED TO VIEW:  AS-CAST FORM FINISH.!
___ SURFACES EXPOSED TO VIEW:  GROUT-CLEANED FINISH.!

!
___ CONCRETE FINISHES FOR MONOLITHIC SLABS:!

___ SCRATCH FINISH FOR SURFACES TO RECEIVE CONCRETE FLOOR TOPPING 
OR MORTAR SETTING BED.!

___ TROWEL FINISH FOR SURFACES TO BE EXPOSED TO VIEW OR COVERED 
WITH RESILIENT FLOORING, CARPET, TILE, OR OTHER THIN FINISH SYSTEM.!

___ TROWEL AND FINE BROOM FINISH FOR SURFACES TO RECEIVE THIN-SET 
CERAMIC OR QUARRY TILE.!

___ NONSLIP BROOM FINISH FOR EXTERIOR CONCRETE PLATFORMS, STEPS, 
RAMPS, AND SLOPED WALLS.!

!
PART 3 EXECUTION!
!
PART 3 INSTALLATION!
!
___ COMPLY WITH ASTM C 94.  DO NOT CHANGE MIX DESIGN WITHOUT 

APPROVAL.  CALCIUM CHLORIDE ADMIXTURES ARE NOT PERMITTED.!
!
___ CHAMFER EXPOSED EDGES/CORNERS TO PROVIDE STRAIGHT LINES.!
!
___ TOLERANCE:  PLUS 1/8" IN 10' FOR GRADE, ALIGNMENT, AND 

STRAIGHTNESS.!
!
___ CONSTRUCTION JOINTS:  USE KEYWAYS, CONT. REINF. THROUGH JOINT.!
!
___ EXPANSION JOINTS:  FOR EXTERIOR WORK LOCATE 30' O.C. AT 

APPROVED LOCATIONS.  PROVIDE SMOOTH DOWELS ACROSS JOINT WHICH 
PERMIT 1" HORIZONTAL MOVEMENT AND NO VERTICAL SHEAR MOVEMENT.!

!
___ ISOLATION JOINTS:  PROVIDE BETWEEN SLABS AND VERTICAL ELEMENTS SUCH AS 

COLUMNS AND STRUCTURAL WALLS.!
!
___ CONTROL JOINTS:  PROVIDE SAWN OR TOOLED JOINTS OR 

REMOVEABLE INSERT STRIPS; DEPTH EQUAL TO 1/4 SLAB THICKNESS.  SPACING 
AS REQUIRED AND APPROVED.!

!
___ WALL FINISHES:  AS-CAST AND PATCHED FOR CONCEALED WORK; RUBBED 

SMOOTH, FILLED AND CEMENT PASTE COATED FOR EXPOSED WORK.!
!
___ SLAB FINISHES:  OBTAIN SAMPLE APPROVAL BEFORE BEGINNING WORK.!

___ SCRATCH:  FOR SURFACES TO RECEIVE MORTAR SETTING 
BEDS OR CEMENTITIOUS FLOORING MATERIALS.!

___ TROWEL:  HARD, SMOOTH, UNIFORM SURFACE FOR AREAS TO 
RECEIVE RESILIENT FLOORING, CARPET, OR OTHER THIN 
FINISH MATERIAL.!

___ BROOM:  AFTER TROWEL FINISHING, ROUGHEN SURFACE BY 
FINE BROOMING PERPENDICULAR TO TRAFFIC DIRECTION FOR 
EXPOSED EXTERIOR WALKS, STEPS AND RAMPS.!

___ HARDENER FINISH:  FOR EXPOSED INTERIOR CONCRETE 
FLOORS.  FOLLOW MANUFACTURER'S DIRECTIONS.!

!
___ CURE AND PROTECT WORK.  REPORT DEFECTIVE WORK IN WRITING.!
!
END OF SECTION

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ PROVIDE UNIT MASONRY CONSTRUCTION:!

___ MASONRY WALLS, STONE VENEER.!
!
PART 1 SUBMITTALS!
!
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED. !
!
___ SHOP DRAWINGS:  SUBMIT SHOP DRAWINGS INDICATING MATERIAL 

CHARACTERISTICS, DETAILS OF CONSTRUCTION, CONNECTIONS, AND 
RELATIONSHIP WITH ADJACENT CONSTRUCTION.!
___ SHOP DRAWINGS SHALL BE PREPARED AND STAMPED BY A QUALIFIED 

ENGINEER LICENSED IN THE JURISDICTION OF THE PROJECT.!
!
___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 

SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED.!

!
PART 1 QUALITY ASSURANCE!
!
___ TESTING:  INDEPENDENT TESTING LABORATORY.!
!
___ MOCK-UPS:  PROVIDE MOCK-UP AS REQUIRED TO DEMONSTRATE QUALITY OF 

WORKMANSHIP.!
!
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS.!

!
PART 2 PRODUCTS!
!
PART 2 MATERIALS!
!
___ CONCRETE MASONRY UNITS:!

___ CONCRETE MASONRY UNITS:  ASTM C 90, 1500 F'M COMPRESSIVE 
STRENGTH:!
___ NORMAL WEIGHT.!

___ SPECIAL FINISH:  MATCH EXISTING AT REPAIRS.!
___ SPECIAL SHAPES:  AS REQUIRED BY CONFIGURATION.!
___ BOND PATTERN:  RUNNING BOND.!
___ MANUFACTURED STONE VENEER PER PLAN!

!
___ MORTAR AND GROUT FOR CONCRETE MASONRY UNIT ASSEMBLIES:!

___ MORTAR MIX:  ASTM C 270, TYPE S, FOR REINFORCED MASONRY, 
MASONRY BELOW GRADE AND MASONRY IN CONTACT WITH EARTH AND 
ASTM C 270, TYPE N, FOR ABOVE-GRADE LOADBEARING AND 
NONLOADBEARING WALLS AND PARAPET WALLS.!

___ MORTAR MATERIALS:  PORTLAND CEMENT, ASTM C 150, TYPE I OR II.!
___ MORTAR AGGREGATE:  NATURAL COLOR, ASTM C 144.!
___ GROUT AGGREGATE:  ASTM C 404.!
___ HYDRATED LIME:  ASTM C 207, TYPE S.!
___ COLOR:  NATURAL COLOR.!

!
___ REINFORCING STEEL:!

___ REINFORCING BARS:  ASTM A 615, GRADE 60.!
___ DEFORMED REINFORCING WIRE:  ASTM A 496.!
___ WELDED WIRE FABRIC:  ASTM A 185, PLAIN.!

!
___ REINFORCING:  WELDED WIRE WITH DEFORMED SIDE RODS.!

___ STEEL WIRE:  9 GAUGE (.1875 INCH) GALVANIZED STEEL.!
___ TYPE:  LADDER TYPE.!

!
___ TIES AND ANCHORS:!

___ BENT WIRE TIES:  GALVANIZED STEEL.!
___ RIGID ANCHORS:  GALVANIZED STEEL STRAPS.!
___ ANCHOR BOLTS:  ASTM A 307, GRADE A, GALVANIZED.!
___ POST-INSTALLED ANCHORS:  CHEMICAL OR EXPANSION ANCHORS.!

!
___ MASONRY ACCESSORIES:!

___ AS NEEDED!
!
PART 3 EXECUTION!
!
PART 3 INSTALLATION!
!
___ INSTALLATION OF MASONRY ASSEMBLIES:!

___ COMPLY WITH PCA RECOMMENDED PRACTICES FOR LAYING CONCRETE 
BLOCK, BRICK INSTITUTE OF AMERICA BIA TECH NOTES, AND NCMA TEK 
BULLETINS.!

___ SAWCUT UNITS WHEN REQUIRED.  MAINTAIN UNIFORM JOINT WIDTH.  
PROVIDE FULL BED, HEAD AND COLLAR JOINTS EXCEPT AT WEEPHOLES.!

___ COORDINATE INSTALLATION OF FLASHINGS.!
___ COMPLY WITH APPLICABLE CODES AND REGULATIONS FOR SPACING OF 

TIES AND HORIZONTAL REINFORCING.!
___ PROVIDE EXPANSION AND CONTROL JOINTS IN ACCORDANCE WITH BIA 

AND NCMA RECOMMENDATIONS.!
___ REMOVE AND REPLACE DAMAGED UNITS.!
___ CLEAN CONCRETE MASONRY BY DRY BRUSHING, NCMA TEK NO. 28.!
___ MFG. REQUIREMENTS FOR MANUFACTURED STONE VENEER !

!
END OF SECTION

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ PROVIDE THE FOLLOWING METAL FABRICATIONS:!

___ MISC. METAL!
___ CHIMNEY CAP!
___ HANDRAIL!

!
PART 1 SUBMITTALS!
!
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED. !
!
___ SHOP DRAWINGS:  SUBMIT SHOP DRAWINGS INDICATING MATERIAL 

CHARACTERISTICS, DETAILS OF CONSTRUCTION, CONNECTIONS, AND 
RELATIONSHIP WITH ADJACENT CONSTRUCTION.!

!
___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 

SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED.!

!
PART 1 QUALITY ASSURANCE!
!
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS.!

!
PART 2 PRODUCTS!
!
PART 2 MATERIALS!
!
___ FERROUS MATERIALS AS NEEDED:!

___ STEEL PLATES, SHAPES AND BARS:  ASTM A 36.!
___ ROLLED STEEL FLOOR PLATES:  ASTM A 786.!
___ STEEL TUBING:  ASTM A 500 OR A 501.!
___ UNCOATED STRUCTURAL STEEL SHEET:  ASTM A 611 OR A 570.!
___ UNCOATED STEEL SHEET:  ASTM A 366 OR A 569.!
___ GALVANIZED STEEL SHEET:  ASTM A 653, G90.!
___ STEEL PIPE, BLACK FINISH:  ASTM A 53.!
___ STEEL PIPE, GALVANIZED FINISH:  ASTM A 53.!
___ GRAY IRON CASTINGS:  ASTM A 48, CLASS 30.!
___ MALLEABLE IRON CASTINGS:  ASTM A 47, GRADE 32510.!
___ REINFORCING BARS:  ASTM A 615, GRADE 60.!
___ BRACKETS, FLANGES, AND ANCHORS:  CAST OR FORMED METAL.!
___ CONCRETE INSERTS:  THREADED OR WEDGE TYPE.!
___ WELDING RODS AND BARE ELECTRODES:  AWS SPECIFICATIONS.!
___ ZINC-COATING:  HOT-DIP GALVANIZED COATING FOR MATERIALS IN 

EXTERIOR ASSEMBLIES OR EXTERIOR WALLS.!
!
___ STAINLESS STEEL MATERIALS AS NEEDED:!

___ BAR STOCK:  ASTM A 276, TYPE 302 OR 304.!
___ PLATE:  ASTM A 666, TYPE 302 OR 304.!
___ ROLLED-STEEL FLOOR PLATE:  ASTM A 786.!

!
___ ALUMINUM MATERIALS AS NEEDED:!

___ EXTRUDED BARS AND SHAPES:  ASTM B 221 ALUMINUM ALLOY.!
___ ROLLED TREAD PLATE:  ASTM B 632 ALUMINUM ALLOY.!
___ RIVETS:  ASTM B 316, ALUMINUM ALLOY.!
___ SHEET FOR EXPANDED ALUMINUM GRATING:  ASTM B 209.!
___ FASTENERS:  ASTM A 153.!
___ FINISH:  MILL FINISH.!
___ FINISH:  CLEAR ANODIZED.!

!
___ FASTENERS AS NEEDED:!

___ EPOXY ANCHORS SHALL HAVE ICC APPROVAL IN ACCORDANCE THERETO.!
___ BOLTS AND NUTS:  HEXAGON HEAD TYPE, ASTM A 307, GRADE A.!
___ LAG BOLTS:  SQUARE HEAD, FS FF-B-561.!
___ MACHINE SCREWS:  CADMIUM PLATED STEEL, FS FF-S-92.!
___ WOOD SCREWS:  FLAT HEAD CARBON STEEL, FS FF-S-111.!
___ PLAIN WASHERS:  ROUND CARBON STEEL, FS FF-W-92.!
___ DRILLED-IN EXPANSION ANCHORS:  FS FF-S-325.!
___ TOGGLE BOLTS:  TUMBLE-WING TYPE, FS FF-B-588.!
___ LOCK WASHERS:  SPRING TYPE CARBON STEEL, FS FF-W-84.!
___ ZINC-COATING:  FASTENERS IN EXTERIOR ASSEMBLIES OR EXTERIOR 

WALLS.!
!
___ AUXILIARY MATERIALS AS NEEDED:!

___ NONSHRINK METALLIC GROUT:  ASTM C 1107.!
___ NONSHRINK NONMETALLIC GROUT:  ASTM C 1107.!
___ INTERIOR ANCHORING CEMENT:  HYDRAULIC EXPANSION CEMENT.!
___ EXTERIOR/INTERIOR ANCHORING CEMENT:  EROSION-RESISTANT 

HYDRAULIC EXPANSION CEMENT.!
___ SHOP PRIMER:  FAST CURING, LEAD- AND CHROMATE-FREE, UNIVERSAL 

MODIFIED-ALKYD PRIMER COMPLYING WITH MPI#79, COMPATIBLE WITH 
TOPCOATS.!

___ ZINC-RICH PRIMER:  COMPLYING WITH SSPC-PAINT 20 OR SSPC-PAINT 29 
AND COMPATIBLE WITH TOPCOAT.!

___ GALVANIZING REPAIR PAINT:  SSPC - PAINT 20.!
___ BITUMINOUS PAINT:  ASPHALT MASTIC, SSPC - PAINT 12.!

!
PART 3 EXECUTION!
!
PART 3 INSTALLATION!
!
___ TAKE FIELD MEASUREMENTS PRIOR TO PREPARATION OF SHOP DRAWINGS AND 

FABRICATION.  DO NOT DELAY JOB; ALLOW FOR CUTTING AND FITTING IF FIELD 
MEASUREMENT NOT PRACTICAL.!

!
___ FORM WORK TRUE TO LINE WITH SHARP ANGLES AND EDGES.  WELD 

CONTINUOUSLY, GRIND FLUSH AND MAKE SMOOTH ON EXPOSED SURFACES.!
!
___ INSTALL WORK PLUMB AND LEVEL WITH HAIRLINE JOINTS AND GROUND FLUSH 

WELDS.!
!
___ TOUCH-UP DAMAGED COATINGS WITH SHOP PRIMER AND GALVANIZE REPAIR 

PAINT.!
!
___ PAINT ITEMS SCHEDULED IN ACCORDANCE WITH PAINTING SECTION.!
!
END OF SECTION

A3 05500 - Metal Fabrications
- A4 06100 - Rough Carpentry

- A5 06400 - Architectural Woodwork
-

PART 1 GENERAL!
!
PART 1 SUMMARY!
!
___ PROVIDE ROUGH CARPENTRY:!

___ FRAMING WITH DIMENSION LUMBER.!
___ WOOD GROUNDS, NAILERS, AND BLOCKING.!
___ WOOD FURRING.!
___ BACKING PANELS.!
___ SHEATHING.!
___ UNDERLAYMENT.!
___ BUILDING WRAP.!

!
PART 1 SUBMITTALS!
!
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED. !
!
PART 1 QUALITY ASSURANCE!
!
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS.!

!
___ LUMBER STANDARDS AND GRADE STAMPS:  DOC PS 20, AMERICAN SOFTWOOD 

LUMBER STANDARD AND INSPECTION AGENCY GRADE STAMPS.!
!
___ CONSTRUCTION PANEL STANDARDS:  DOC PS 1, U.S. PRODUCT STANDARD FOR 

CONSTRUCTION AND INDUSTRIAL PLYWOOD; APA PRP-108.!
!
___ PRESERVATIVE TREATMENT:  AWPA C2 FOR LUMBER AND AWPA C9 FOR 

PLYWOOD; WATERBORNE PRESSURE TREATMENT.  PROVIDE FOR WOOD IN 
CONTACT WITH SOIL, CONCRETE, MASONRY, ROOFING, FLASHING, 
DAMPPROOFING AND WATERPROOFING.!

!
___ FIRE-RETARDANT TREATMENT:  AWPA C20 FOR LUMBER AND AWPA C27 FOR 

PLYWOOD; NONCORROSIVE TYPE.  PROVIDE AT BUILDING INTERIOR WHERE 
REQUIRED BY CODE.!

!
PART 2 PRODUCTS!
!
PART 2 MATERIALS!
!
___ DIMENSION LUMBER:!

___ STRUCTURAL FRAMING:  NO. 1 GRADE (SELECT STRUCTURAL “SS” AS 
INDICATED).!

___ SPECIES:  ANY SPECIES OF GRADE INDICATED.!
!
___ MISCELLANEOUS LUMBER:!

___ MOISTURE CONTENT:  19 PERCENT.!
___ GRADE:  STANDARD GRADE LIGHT FRAMING.!

!
___ CONSTRUCTION PANELS:!

___ PLYWOOD WALL SHEATHING:  EXTERIOR, STRUCTURAL I.!
___ PLYWOOD ROOF SHEATHING:  EXTERIOR, STRUCTURAL I SHEATHING.!
___ TELEPHONE AND ELECTRICAL EQUIPMENT BACKING PANELS:  DOC PS 1, 

EXPOSURE 1, C-D PLUGGED, FIRE-RETARDANT TREATED.!
!
___ AUXILIARY MATERIALS:!

___ BUILDING PAPER:  ASPHALT-SATURATED ORGANIC FELT, ASTM D 226, TYPE 
I, NO. 15 FELT, UNPERFORATED.!

___ BUILDING WRAP:  AIR-RETARDER SHEETING MADE FROM POLYOLEFINS; 
CROSS-LAMINATED FILMS, WOVEN STRANDS, OR SPUN-BONDED FIBERS; 
COATED OR UNCOATED; WITH OR WITHOUT PERFORATIONS; ASTM E 1677, 
TYPE I.!

___ SILL SEALER GASKETS:  GLASS FIBER STRIP RESILIENT INSULATION.!
___ FRAMING ANCHORS AND FASTENERS:  NON-CORROSIVE, SUITABLE FOR 

LOAD AND EXPOSURE.  DRYWALL SCREWS ARE NOT ACCEPTABLE.!
!
PART 3 EXECUTION!
!
PART 3 INSTALLATION!
!
___ SECURELY ATTACH ROUGH CARPENTRY WORK TO SUBSTRATE BY ANCHORING 

AND FASTENING AS INDICATED,!
!
___ PLYWOOD: COMPLY WITH APPLICABLE RECOMMENDATIONS CONTAINED IN APA 

FORM NO. E30K, "APA DESIGN/CONSTRUCTION GUIDE:  RESIDENTIAL & 
COMMERCIAL"!

!
___ PROVIDE NAILERS, BLOCKING AND GROUNDS WHERE REQUIRED.  SET WORK 

PLUMB, LEVEL AND ACCURATELY CUT.!
!
___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS AND SYSTEMS 
IN PROPER RELATION WITH ADJACENT CONSTRUCTION.  COORDINATE WITH 
OTHER WORK.!

!
___ COMPLY WITH MANUFACTURER'S REQUIREMENTS FOR CUTTING, HANDLING, 

FASTENING AND WORKING TREATED MATERIALS.!
!
___ RESTORE DAMAGED COMPONENTS.  PROTECT WORK FROM DAMAGE.!
!
END OF SECTION

PART 1 GENERAL 
 
PART 1 SUMMARY 
 
___ PROVIDE EXTERIOR ARCHITECTURAL WOODWORK: 

___ PATIO (SCREENED). 
___ PORCH AREAS. 
___ GUARDRAIL / RAILING. 
___ DOOR / FRAME. 
___ TRIM. 

 
___ PROVIDE INTERIOR ARCHITECTURAL WOODWORK: 

___ DOOR AND WINDOW TRIM. 
___ CASEWORK AND COUNTERTOPS. 
___ STAIRWORK AND RAILS. 
___ DOOR FRAMES AND JAMBS. 
___ SHOP FINISHING OF WOODWORK. 
___ SHELVING AND CLOSET SPECIALTIES. 

 
PART 1 SUBMITTALS 
 
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  
 
___ SHOP DRAWINGS:  SUBMIT SHOP DRAWINGS INDICATING MATERIAL 

CHARACTERISTICS, DETAILS OF CONSTRUCTION, CONNECTIONS, AND 
RELATIONSHIP WITH ADJACENT CONSTRUCTION. 

 
___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 

SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED. 

 
PART 1 QUALITY ASSURANCE 
 
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS. 

 
___ STANDARDS:  ARCHITECTURAL WOODWORK INSTITUTE (AWI) "ARCHITECTURAL 

WOODWORK QUALITY STANDARDS OR APPROVED EQUAL. 
 
___ MOCK-UPS:  PROVIDE MOCK-UP AS REQUIRED TO DEMONSTRATE QUALITY OF 

WORKMANSHIP OF EACH TYPE OF ARCHITECTURAL WOODWORK. 
 
PART 2 PRODUCTS 
 
PART 2 EXTERIOR MATERIALS 
 
___ EXTERIOR WOODWORK: 

___ SPECIES FOR OPAQUE FINISH:  WHITE PINE OR SUGAR PINE. & ANY 
CLOSED-GRAIN HARDWOOD.  

___ GRADE:   CUSTOM. 
___ FINISH:   PAINT. 

 
___ EXTERIOR FASTENERS: 

___ NAILS:  STAINLESS STEEL, ALUMINUM OR HOT-DIP GALVANIZED SIDING 
NAILS. 

___ SCREWS AND ANCHORS:  NONCORROSIVE, TYPE REQUIRED FOR SECURE 
ANCHORAGE. 

 
PART 2 INTERIOR MATERIALS 
 
___ INTERIOR WOODWORK: 

___ SPECIES FOR OPAQUE FINISH:  WHITE PINE OR SUGAR PINE. & ANY 
CLOSED-GRAIN HARDWOOD.  

___ GRADE:   CUSTOM. 
___ FINISH:   PAINT. 

 
___ INTERIOR WOOD CASEWORK: 

___ SPECIES FOR OPAQUE FINISH:  CLOSED-GRAIN HARDWOOD.  
___ GRADE:   CUSTOM. 
___ FINISH:   PAINT. 

 
___ CASEWORK HARDWARE AND AUXILIARY MATERIALS: 

___ HARDWARE STANDARD:  ANSI/BHMA A156.9. 
___ MATCH DOOR AND WINDOW FINISH 

 
___ COUNTERTOPS: 

___ TYPE:  GRANITE AND CORIAN. 
 
___ STAIRWORK AND RAILS: 

___ SPECIES FOR TRANSPARENT FINISH:  RIFT SAWN/CUT RED OAK. 
___ SPECIES FOR TRANSPARENT FINISH:  MATCH WOOD FLOORING. 
___ GRADE:  CUSTOM. 

 
___ AUXILIARY MATERIALS: 

___ SCREWS:  FS FF-S-111. 
___ NAILS:  FS FF-N-105. 
___ ANCHORS:  TYPE REQUIRED FOR SECURE ANCHORAGE. 

 
___ FACTORY FINISHING OF INTERIOR ARCHITECTURAL WOODWORK AWI : 

___ OPAQUE FINISH: 
___ GRADE:  CUSTOM. 
___ SHEEN:  SEMI-GLOSS. 

 
PART 3 EXECUTION 
 
PART 3 INSTALLATION 
 
___ PROVIDE WORK TO SIZES, SHAPES, AND PROFILES INDICATED.  INSTALL WORK TO 

COMPLY WITH QUALITY STANDARDS REFERENCED.  BACK PRIME WORK AND 
INSTALL PLUMB, LEVEL AND STRAIGHT WITH TIGHT JOINTS; SCRIBE WORK TO FIT. 

 
___ QUALITY STANDARD:  INSTALL WOODWORK TO COMPLY WITH AWI FOR THE SAME 

GRADE SPECIFIED FOR TYPE OF WOODWORK INVOLVED. 
 
___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS AND SYSTEMS 
IN PROPER RELATION WITH ADJACENT CONSTRUCTION.  USE NON-CORROSIVE 
FASTENERS FOR EXTERIOR WORK.  COORDINATE WITH WORK OF OTHER 
SECTIONS. 

 
___ COMPLY WITH MANUFACTURER'S REQUIREMENTS FOR CUTTING, HANDLING, 

FASTENING AND WORKING TREATED MATERIALS. 
 
___ REPAIR MINOR DAMAGE, CLEAN AND PROTECT. 
 
END OF SECTION
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"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established."
Proverbs 19:21
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A1 07210 - Building Insulation
- A3 07840 - Firestopping

- A4 07900 - Joint Sealers
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A5 08310 - Access Doors & Panels
-A2 07600 - Flashing & Sheet Metal

-

PART 1 GENERAL

PART 1 SUMMARY

___ PROVIDE WATER REPELLENTS FOR NEW AND EXISTING CONCRETE.

PART 1 SUBMITTALS

___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 
INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED. 

___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 
SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED.

___ WARRANTY:  SUBMIT MANUFACTURER’S STANDARD WARRANTY.  INCLUDE LABOR 
AND MATERIALS TO REPAIR OR REPLACE DEFECTIVE MATERIALS.
___ WARRANTY PERIOD:  5 YEARS.

PART 1 QUALITY ASSURANCE

___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 
ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS.

___ USE WATER-BASED PRODUCTS.

___ MOCK-UPS:  PROVIDE MOCK-UP AS REQUIRED TO DEMONSTRATE QUALITY OF 
WORKMANSHIP.

PART 2 PRODUCTS

PART 2 MATERIALS

___ MANUFACTURERS: ADVANCED CHEMICAL TECHNOLOGIES, INC., DIEDRICH 
TECHNOLOGIES, INC., HYDROZO, A DIVISION OF CHEMREX; PECORA 
CORPORATION., PROSOCO, INC., SONNEBORN BUILDING PRODUCTS, OR 
APPROVED EQUAL.

___ SURFACES TO BE COATED:
___ EXTERIOR CONCRETE.
___ INTERIOR (UNPAINTED) CONCRETE.

___ WATER REPELLENTS:
___ APPEARANCE:  CLEAR, NON-GLOSS, NON-YELLOWING.
___ VAPOR TRANSMISSION:  BREATHING TYPE, NON-VAPOR BARRIER.
___ APPLICATION RATE:  SUITABLE FOR SUBSTRATE AND PROJECT 

CONDITIONS.
___ PENETRATING SEALERS (NON-VISIBLE): WATER BASED.

PART 3 EXECUTION

PART 3 INSTALLATION

___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS WITH UNIFORM 
APPEARANCE.  COORDINATE WITH WORK OF OTHER SECTIONS.

END OF SECTION

PART 1 GENERAL 
 
PART 1 SUMMARY 
 
___ PROVIDE SHINGLES FOR ROOFING APPLICATIONS. 
 
PART 1 SUBMITTALS 
 
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  
 
___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 

SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED. 

 
___ WARRANTY:  SUBMIT MANUFACTURER’S STANDARD WARRANTY.  INCLUDE LABOR 

AND MATERIALS TO REPAIR OR REPLACE DEFECTIVE MATERIALS.. 
___ WARRANTY PERIOD:  25 YEARS. 

 
PART 1 QUALITY ASSURANCE 
 
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS. 

 
___ MOCK-UPS:  PROVIDE MOCK-UP AS REQUIRED TO DEMONSTRATE QUALITY OF 

WORKMANSHIP. 
 
PART 2 PRODUCTS 
 
PART 2 MATERIALS 
 
___ ASPHALT SHINGLES: 

___ MANUFACTURERS: ATLAS ROOFING CORPORATION, CELOTEX ROOFING 
PRODUCTS, CERTAINTEED ROOFING PRODUCTS, GAF MATERIALS CORP., 
GEORGIA PACIFIC CORP., OWENS-CORNING FIBERGLASS, OR APPROVED 
EQUAL. 

___ TYPE:  PER PLANS.. 
___ ACCESSORIES: 

___ HIP AND RIDGE SHINGLES. 
___ UNDERLAYMENT FELT, ASTM D 226. 
___ SELF-ADHERING SHEET UNDERLAYMENT, GRANULAR OR 

POLYETHYLENE SURFACED:  ASTM D 1970 PERIMETER 
UNDERLAYMENT. 

___ METAL FLASHING AND DRIP EDGE.. 
 
PART 3 EXECUTION 
 
PART 3 INSTALLATION 
 
___ COMPLY WITH RECOMMENDATIONS OF NRCA STEEP ROOFING MANUAL. 
 
___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS AND SYSTEMS 
IN PROPER RELATION WITH ADJACENT CONSTRUCTION AND WITH UNIFORM 
APPEARANCE.  COORDINATE WITH WORK OF OTHER SECTIONS. 

 
___ INSTALL WATER PROTECTION SHEET AT VALLEYS, RIDGES, AND EAVES. 
 
___ RESTORE DAMAGED COMPONENTS.  CLEAN AND PROTECT WORK FROM DAMAGE. 
 
END OF SECTION

PART 1 GENERAL 
 
PART 1 SUMMARY 
 
___ PROVIDE ROOF ACCESSORIES. 
 
PART 1 SUBMITTALS 
 
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  
 
___ SHOP DRAWINGS:  SUBMIT SHOP DRAWINGS INDICATING MATERIAL 

CHARACTERISTICS, DETAILS OF CONSTRUCTION, CONNECTIONS, AND 
RELATIONSHIP WITH ADJACENT CONSTRUCTION. 

 
PART 1 QUALITY ASSURANCE 
 
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS. 

 
___ HEAT AND SMOKE VENT INSURANCE REQUIREMENTS:  UL AND FM APPROVAL OR 

ACCEPTANCE. 
 
PART 2 PRODUCTS 
 
PART 2 MATERIALS 
 
___ ALUMINUM GABLE END VENTS PER PLANS 
 
___ GALVANIZED ROOF ATTIC VENTS 
 
___ AUXILIARY MATERIALS: 

___ FLASHING 
___ INSECT SCREENS. 

 
PART 3 EXECUTION 
 
PART 3 INSTALLATION 
 
___ COMPLY WITH ACCESSORY MANUFACTURERS' INSTRUCTIONS AND 

RECOMMENDATIONS.  COORDINATE INSTALLATION WITH ROOFING SYSTEM TO 
ENSURE WEATHERTIGHT PERFORMANCE.  ANCHOR SECURELY TO STRUCTURE TO 
WITHSTAND INWARD AND OUTWARD LOADS. 

 
___ ISOLATE DISSIMILAR METALS TO PREVENT GALVANIC CORROSION. 
 
___ TEST AND OPERATE UNITS; CLEAN, LUBRICATE AND ADJUST MOVING PARTS.  
 
END OF SECTION

PART 1 GENERAL

PART 1 SUMMARY

__ PROVIDE JOINT SEALERS AT INTERIOR AND EXTERIOR VERTICAL AND HORIZONTAL 
JOINTS.

PART 1 SUBMITTALS

___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 
INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED. 

___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 
SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED.
___ INCLUDE MANUFACTURER’S FULL RANGE OF COLOR AND FINISH OPTIONS 

IF ADDITIONAL SELECTION IS REQUIRED.

PART 1 QUALITY ASSURANCE

___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 
ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS.

___ FIELD-CONSTRUCTED MOCK-UPS:  EACH JOINT TYPE.

PART 2 PRODUCTS

PART 2 MATERIALS

___ URETHANE ELASTOMERIC JOINT SEALANTS: (SITE)
___ MANUFACTURERS BONDAFLEX: PECORA CORP., SIKA CORP., SONNEBORN, 

DIVISION OF CHEMREX INC, TREMCO, OR APPROVED EQUAL.
___ TYPE AND APPLICATION:  MULTI-PART NONSAG URETHANE SEALANT, ASTM 

C 920:
___ APPLICATION:  FOR JOINTS IN VERTICAL SURFACES.
___ APPLICATION:  FOR JOINTS IN VERTICAL AND HORIZONTAL 

SURFACES.
___ APPLICATION:  FOR JOINTS IN HORIZONTAL SURFACES.
___ EXTERIOR USE.

___ LATEX JOINT SEALANTS: (INTERIOR WALLS)
___ MANUFACTURERS BONDAFLEX:  PECORA CORPORATION, POLYMERIC 

SYSTEMS, INC., SONNEBORN BUILDING PRODUCTS, TREMCO, OR 
APPROVED EQUAL.

___ TYPE:  ACRYLIC-EMULSION, ASTM C 834.
___ LOW V.O.C.
___ APPLICATION:  INTERIOR JOINTS IN VERTICAL AND OVERHEAD SURFACES 

WITH LIMITED MOVEMENT.

___ SOLVENT-RELEASE-CURING JOINT SEALANTS: (EXTERIOR WALLS)
___ MANUFACTURERS BONDAFLEX: H.B. FULLER COMPANY, PECORA 

CORPORATION, POLYMERIC SYSTEMS, INC., SONNEBORN BUILDING 
PRODUCTS, TREMCO, OR APPROVED EQUAL.

___ TYPE:  ACRYLIC, ASTM C 920.
___ LOW V.O.C.
___ APPLICATION:  EXTERIOR VERTICAL SURFACES WITH LIMITED MOVEMENT.

___ FIRE-RESISTIVE JOINT SEALERS:
___ TYPE:  FOAMED-IN-PLACE FIRE-STOPPING SEALANTS.
___ TYPE:  ONE PART FIRE-STOPPING SEALANT.
___ APPLICATION:  PENETRATIONS IN FIRE-RATED FLOOR AND WALL 

ASSEMBLIES.

___ PAVING JOINT FILLERS:
___ TYPE:  SPONGE RUBBER.
___ APPLICATION:  FILLER FOR EXTERIOR PAVING JOINTS.

___ AUXILIARY MATERIALS:
___ PLASTIC FOAM JOINT FILLERS.
___ ELASTOMERIC TUBING BACKER RODS.
___ BOND BREAKER TAPE.

PART 3 EXECUTION

PART 3 INSTALLATION

___ EXAMINE SUBSTRATE; REPORT UNSATISFACTORY CONDITIONS IN WRITING.  
BEGINNING WORK MEANS ACCEPTANCE OF SUBSTRATES.

___ PROVIDE SEALANTS IN COLORS AS SELECTED FROM MANUFACTURER'S 
STANDARDS.

___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS AND SYSTEMS 
IN PROPER RELATION WITH ADJACENT CONSTRUCTION AND WITH UNIFORM 
APPEARANCE.  COORDINATE WITH WORK OF OTHER SECTIONS.  CLEAN AND PRIME 
JOINTS, AND INSTALL BOND BREAKERS, BACKER RODS AND SEALANT AS 
RECOMMENDED BY MANUFACTURERS.

___ DEPTH SHALL EQUAL WIDTH UP TO 1/2 INCH WIDE; DEPTH SHALL EQUAL 1/2 WIDTH 
FOR JOINTS OVER 1/2 INCH WIDE.

___ CURE AND PROTECT SEALANTS AS DIRECTED BY MANUFACTURERS.  REPLACE OR 
RESTORE DAMAGED SEALANTS.  CLEAN ADJACENT SURFACES TO REMOVE 
SPILLAGE.

___ USE LOW OR NO V.O.C. PRODUCTS AT BUILDING.

END OF SECTION

C1 07190 - Water Repellents
-

PART 1 GENERAL

PART 1 SUMMARY

___ PROVIDE INSULATION AS FOLLOWS:
REMODEL

___ ATTIC / CEILING - R30
___ WALLS  - R13

NEW CONSTRUCTION
___ ATTIC / CEILING - R30
___ WALLS  - R19

PART 1 SUBMITTALS

___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 
INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED. 

___ SUBMIT FOR APPROVAL TEST REPORTS.

PART 1 QUALITY ASSURANCE

___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 
ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS.

PART 2 PRODUCTS

PART 2 MATERIALS

___ BLANKET/BATT INSULATION:
___ APPLICATION:  THERMAL INSULATION IN STUDS, R-19.
___ APPLICATION:  THERMAL INSULATION AT UNDERSIDE OF ROOFS AND 

SOFFITS, R-30.
___ TYPE:  MINERAL FIBER, ASTM C 665, TYPE I (UNFACED), ENCLOSED SPACES.
___ TYPE:  MINERAL FIBER, ASTM C 665, TYPE III (FOIL-SCRIM-KRAFT 

VAPOR-RETARDER MEMBRANE), ATTIC SPACES.

___ ACCESSORIES:
___ ADHESIVES AND MECHANICAL ANCHORS AND CLIPS.
___ CRACK SEALERS AND TAPES.

PART 3 EXECUTION

PART 3 INSTALLATION

___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS AND SYSTEMS 
IN PROPER RELATION WITH ADJACENT CONSTRUCTION.  COORDINATE WITH WORK 
OF OTHER SECTIONS.  PROVIDE FULL THICKNESS IN ONE LAYER OVER ENTIRE 
AREA, TIGHTLY FITTING AROUND PENETRATIONS.

___ INSTALL VAPOR RETARDER OVER ENTIRE AREA OF INSIDE FACE OF EXTERIOR 
WALLS AND ELSEWHERE AS INDICATED.  SEAL ALL SEAMS AND AROUND 
PERIMETER AND PENETRATIONS WITH DUCT TAPE TO FORM A CONTINUOUS 
VAPOR RETARDER FREE OF HOLES.

___ PROTECT INSTALLED INSULATION AND VAPOR RETARDER.

END OF SECTION

PART 1 GENERAL 
 
PART 1 SUMMARY 
 
___ PROVIDE STILE AND RAIL WOOD DOORS. 
 
PART 1 SUBMITTALS 
 
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  
 
___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 

SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED. 

 
___ WARRANTY:  SUBMIT MANUFACTURER’S STANDARD WARRANTY.  INCLUDE LABOR 

AND MATERIALS TO REPAIR OR REPLACE DEFECTIVE MATERIALS. 
___ WARRANTY PERIOD:  10 YEARS. 

 
PART 1 QUALITY ASSURANCE 
 
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS. 

 
___ QUALITY STANDARDS FOR CUSTOM STILE AND RAIL WOOD DOORS:  AWI 

ARCHITECTURAL QUALITY STANDARDS. 
 
___ FIRE RATED STILE AND RAIL WOOD DOORS:  MEET NFPA REQUIREMENTS. 
 
PART 2 PRODUCTS 
 
PART 2 MATERIALS 
 
___ EXTERIOR CUSTOM STILE AND RAIL DOORS: 

___ MANUFACTURERS: ALGOMA HARDWOODS, INC., EGGERS INDUSTRIES; 
ARCHITECTURAL DOOR DIVISION MAIMAN CO., OR APPROVED EQUAL. 

___ QUALITY STANDARD:  AWI STANDARDS. 
___ CONSTRUCTION:  1-3/4 INCH THICK. 
___ PANEL CONFIGURATION:  FLAT PANELS. 
___ OPAQUE FINISH:  CUSTOM GRADE ON PLAIN SAWN/SLICED PINE ACES. 
___ GLAZING: LOW E DUAL PANE 

 
___ INTERIOR CUSTOM STILE AND RAIL DOORS: 

___ MANUFACTURERS: ALGOMA HARDWOODS, INC., EGGERS INDUSTRIES; 
ARCHITECTURAL DOOR DIVISION MAIMAN CO., OR APPROVED EQUAL. 

___ QUALITY STANDARD:  AWI STANDARDS. 
___ CONSTRUCTION:  1-3/4 INCH THICK. 
___ PANEL CONFIGURATION:  FLAT PANELS. 
___ OPAQUE FINISH:  CUSTOM GRADE ON PLAIN SAWN/SLICED PINE FACES. 

 
___ FINISH: 

___ FACTORY FINISH:  OPAQUE FACTORY FINISH, CATALYZED LACQUER. 
 
PART 3 EXECUTION 
 
PART 3 INSTALLATION 
 
___ COMPLY WITH NWWDA I.S.-1A AND SPECIFIED QUALITY STANDARD. 
 
___ PREFIT DOORS TO FRAMES.  PREMACHINE DOORS FOR HARDWARE LISTED ON 

FINAL SCHEDULES.  FACTORY BEVEL DOORS. 
 
___ INSTALL DOORS WITH NOT MORE THAN 1/8" CLEARANCE AT TOP AND SIDES, 1/4" AT 

BOTTOM.  COMPLY WITH NFPA 80 FOR RATED ASSEMBLIES. 
 
___ ADJUST, CLEAN, AND PROTECT. 
 
END OF SECTION

C2 07310 - Shingles & Shakes
-

PART 1 GENERAL

PART 1 SUMMARY

___ PROVIDE FLASHING AND SHEET METAL.

PART 1 SUBMITTALS

___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 
INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED. 

___ SHOP DRAWINGS:  SUBMIT SHOP DRAWINGS INDICATING MATERIAL 
CHARACTERISTICS, DETAILS OF CONSTRUCTION, CONNECTIONS, AND 
RELATIONSHIP WITH ADJACENT CONSTRUCTION.

___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 
SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED.

PART 1 QUALITY ASSURANCE

___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 
ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS.

PART 2 PRODUCTS

PART 2 MATERIALS

___ APPLICATIONS:
___ METAL COUNTERFLASHING AND BASE FLASHING.
___ EXTERIOR WALL FLASHING AND EXPANSION JOINTS.
___ EXPOSED METAL TRIM AND FASCIA UNITS.
___ SHEET METAL ACCESSORIES.
___ RIDGE AND SOFFIT VENTS.

___ SHEET METAL FLASHING AND TRIM:
___ ZINC-COATED STEEL:  ASTM A 653, G90 HOT-DIP GALVANIZED PREFINISHED 

HIGH-PERFORMANCE ORGANIC FINISH, 2-COAT 70% FLUOROPOLYMER.
___ SHEET ALUMINUM:  ASTM B 209, ALLOY 3003, [CLEAR ANODIZED] 

[PREFINISHED HIGH-PERFORMANCE ORGANIC FINISH, 2-COAT 70% 
FLUOROPOLYMER], 20 GAUGE (.0359 INCH).

___ FABRICATED UNITS:  COMPLIANCE WITH SMACNA  SHEET METAL MANUAL.

___ AUXILIARY MATERIALS:
___ SOLDER COMPATIBLE WITH METAL.
___ BITUMINOUS ISOLATION COATING.
___ MASTIC AND ELASTOMERIC SEALANTS.
___ EPOXY SEAM SEALER.
___ ROSIN-SIZED BUILDING PAPER SLIP SHEET.
___ POLYETHYLENE UNDERLAYMENT.
___ REGLETS AND METAL ACCESSORIES.
___ ASPHALTIC ROOFING CEMENT.

PART 3 EXECUTION

PART 3 INSTALLATION

___ FOLLOW RECOMMENDATIONS OF SMACNA SHEET METAL MANUAL.  ALLOW FOR 
EXPANSION.  ISOLATE DISSIMILAR MATERIALS.

___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS AND SYSTEMS 
IN PROPER RELATION WITH ADJACENT CONSTRUCTION AND WITH UNIFORM 
APPEARANCE.  COORDINATE WITH WORK OF OTHER SECTIONS.

___ RESTORE DAMAGED COMPONENTS AND FINISHES.  CLEAN AND PROTECT WORK 
FROM DAMAGE.

END OF SECTION

C3 07720 - Roof Accessories
-

PART 1 GENERAL 
 
PART 1 SUMMARY 
 
___ PROVIDE FIRESTOPPING AT LOCATIONS REQUIRED BY CODE. 
 
PART 1 SUBMITTALS 
 
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  
 
___ SUBMIT FOR APPROVAL TEST REPORTS. 
 
PART 3 QUALITY ASSURANCE 
 
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS. 

 
___ FIRE PERFORMANCE:  UL 2079, ASTM E 814, AND LOCAL REGULATIONS. 
 
PART 2 PRODUCTS 
 
PART 2 MATERIALS 
 
___ MANUFACTURERS:  GRACE, W. R. & CO.. HILTI, INC., NELSON FIRESTOP PRODUCTS, 

3M; FIRE PROTECTION PRODUCTS DIV., TREMCO; SEALANT/WEATHERPROOFING 
DIVISION, OR APPROVED EQUAL. 

 
PART 3 EXECUTION 
 
PART 3 INSTALLATION 
 
___ REVIEW EXTENT OF WORK WITH AUTHORITIES HAVING JURISDICTION AND OBTAIN 

APPROVAL OF INSTALLATION THICKNESSES AND METHODS. 
 
___ SEQUENCE WORK TO AVOID NEED FOR REMOVAL OF FIRESTOPPING BY WORK OF 

OTHER TRADES. 
 
___ COMPLY WITH MANUFACTURERS' INSTRUCTIONS AND RECOMMENDATIONS.  

SECURELY ANCHOR INSULATION WITH SAFING CLIPS.  INSTALL FIRESTOPS 
WITHOUT GAPS OR VOIDS. 

 
___ PROTECT, INSPECT AND REPAIR WORK UNTIL FINAL ACCEPTANCE. 
 
END OF SECTION
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C5 08212 - Stile & Rail Wood Doors
-

PART 1 GENERAL

PART 1 SUMMARY

___ PROVIDE ACCESS DOORS AND PANELS AS NEEDED.

PART 1 SUBMITTALS

___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 
INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED. 

PART 1 QUALITY ASSURANCE

___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 
ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS.

PART 2 PRODUCTS

PART 2 MATERIALS

___ MANUFACTURERS: J. L. INDUSTRIES, KARP ASSOCIATES, MILCOR, OR APPROVED 
EQUAL.

___ ACCESS DOORS:
___ FRAMES:  16-GAUGE (.0598 INCH) SHEET STEEL WITH FLANGE SUITABLE 

FOR ADJACENT MATERIAL.
___ DOORS:  14-GAUGE (.0625 INCH) SHEET STEEL.
___ DOOR TYPE:  FLUSH PANEL.
___ LOCKING DEVICES:  CYLINDER LOCKS.
___ FIRE RATING:  NFPA 80.
___ FACTORY PRIMED, FIELD PAINTED TO MATCH WALL COLOR.

PART 3 EXECUTION

PART 3 INSTALLATION

___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS AND SYSTEMS 
IN PROPER RELATION WITH ADJACENT CONSTRUCTION AND WITH UNIFORM 
APPEARANCE.  COORDINATE WITH WORK OF OTHER SECTIONS.  INSTALL 
ASSEMBLIES COMPLETE WITH ALL HARDWARE, ANCHORS, INSERTS, SUPPORTS 
AND ACCESSORIES.  TEST AND ADJUST OPERATION.

___ RESTORE DAMAGED FINISHES AND TEST FOR PROPER OPERATION.  CLEAN AND 
PROTECT WORK FROM DAMAGE.

END OF SECTION
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"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established."
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A1 08710 - Door Hardware
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A2 09300 - Tile
-

PART 1 GENERAL 
 
PART 1 SUMMARY 
 
___ PROVIDE WOOD WINDOWS. 
 
PART 1 SUBMITTALS 
 
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  
 
___ SHOP DRAWINGS:  SUBMIT SHOP DRAWINGS INDICATING MATERIAL 

CHARACTERISTICS, DETAILS OF CONSTRUCTION, CONNECTIONS, AND 
RELATIONSHIP WITH ADJACENT CONSTRUCTION. 

 
___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 

SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED. 

 
___ WARRANTY:  SUBMIT MANUFACTURER’S STANDARD WARRANTY.  INCLUDE LABOR 

AND MATERIALS TO REPAIR OR REPLACE DEFECTIVE MATERIALS. 
___ WARRANTY PERIOD:  5 YEARS. 

 
___ MAINTENANCE DATA:  SUBMIT MANUFACTURER’S MAINTENANCE DATA, INCLUDING 

MAINTENANCE SCHEDULE. 
 
PART 1 QUALITY ASSURANCE 
 
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS. 

 
___ MOCK-UPS:  PROVIDE MOCK-UP AS REQUIRED TO DEMONSTRATE QUALITY OF 

WORKMANSHIP. 
 
___ PERFORMANCE:  COMPLY WITH AAMA/NWWDA 101/I.S.2 FOR PERFORMANCE CLASS 

AND GRADE OF WINDOW REQUIRED. 
___ RESIDENTIAL:  GRADE 20. 

 
PART 2 PRODUCTS 
 
PART 2 MATERIALS 
 
___ MANUFACTURERS: ANDERSEN WINDOWS, CARADCO, MALTA WOOD WINDOWS & 

DOORS, MARVIN WINDOWS & DOORS, PELLA, WEATHER SHIELD, OR APPROVED 
EQUAL. 

 
___ WOOD WINDOWS: 

___ WINDOW TYPE:  ALUMINUM-CLAD WOOD WINDOWS. 
___ WINDOW TYPE:  VINYL-CLAD WOOD WINDOWS. 
___ WINDOW OPERATION:  AWNING WINDOWS &  CASEMENT WINDOWS. 
___ GLAZING PATTERN:  TRUE DIVIDED LITES. 
___ ALUMINUM CLADDING:  FORMED OR EXTRUDED ALUMINUM CLADDING 

MECHANICALLY BONDED TO SASH AND FRAME WITH BAKED ENAMEL 
FINISH. 

___ INTERIOR WOOD FINISH:  FACTORY FINISHED. 
 
___ AUXILIARY MATERIALS: 

___ VENTILATOR OPENING LIMIT DEVICE. 
___ OPERATING HARDWARE. 
___ INSECT SCREENING. 
___ INTEGRAL VENETIAN BLINDS. 

 
PART 3 EXECUTION 
 
PART 3 INSTALLATION 
 
___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS AND SYSTEMS 
IN PROPER RELATION WITH ADJACENT CONSTRUCTION AND WITH UNIFORM 
APPEARANCE.  COORDINATE WITH WORK OF OTHER SECTIONS. 

 
___ RESTORE DAMAGED FINISHES AND TEST FOR PROPER OPERATION.  CLEAN AND 

PROTECT WORK FROM DAMAGE. 
 
END OF SECTION

PART 1 GENERAL

PART 1 SUMMARY

___ PROVIDE PORTLAND CEMENT PLASTER FOR EXTERIOR APPLICATIONS.

PART 1 SUBMITTALS

___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 
INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED. 

PART 1 QUALITY ASSURANCE

___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 
ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS.

PART 2 PRODUCTS

PART 2 MATERIALS

___ PORTLAND CEMENT PLASTER:
___ CEMENT:  PORTLAND CEMENT, ASTM C 150, TYPE I OR II. 
___ APPLICATION:  3 COATS OVER METAL LATH.
___ APPLICATION:  2 COATS OVER CONCRETE UNIT MASONRY.
___ EXPANDED METAL LATH: ASTM C 847, SELF-FURRING GALVANIZED STEEL 

DIAMOND MESH OR RIB LATH.
___ FINISH COAT:  FACTORY-PREPARED FINISH COAT.
___ FINISH:  TROWELED FINISH.

___ AUXILIARY MATERIALS: 
___ CORNER BEADS, CASING BEAD, AND CONTROL JOINTS.
___ BONDING COMPOUNDS AND AGENTS.

PART 3 EXECUTION

PART 3 INSTALLATION

___ INSTALL PORTLAND CEMENT PLASTER IN ACCORDANCE WITH ASTM C 926, AND 
MANUFACTURER'S INSTRUCTIONS.

___ AT PLASTER PATCHING, PREPARE SURFACE TO SOUND SUBSTRATE, APPLY 
BONDING AGENT AND PATCHING MATERIALS IN ACCORDANCE WITH 
MANUFACTURER'S INSTRUCTIONS.

___ INSTALL METAL TRIMS AT PERIMETERS AND JOINTS.  AT SCRATCH COAT FORM 
FULL KEYS.  ENSURE TIGHT CONTACT BETWEEN COATS.  TOOL EDGES AT 
WINDOWS, DOORS, OTHER OPENINGS TO SMALL VEE TO CONTROL SPALLING.

___ CLEAN ADJACENT SURFACES SOILED DURING INSTALLATION.  TOUCH-UP 
DAMAGED SURFACES.  PROTECT WORK FROM DAMAGE.

END OF SECTION

PART 1 GENERAL 
 
PART 1 SUMMARY 
 
___ PROVIDE RESILIENT FLOORING AND FLOOR PREPARATION. 
 
PART 1 SUBMITTALS 
 
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  
 
___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 

SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED. 

 
___ EXTRA STOCK:  SUBMIT EXTRA STOCK EQUAL TO 2% OF TOTAL USED. 
 
PART 1 QUALITY ASSURANCE 
 
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS. 

 
___ PERFORMANCE:  FIRE PERFORMANCE MEETING REQUIREMENTS OF BUILDING 

CODE AND LOCAL AUTHORITIES. 
 
PART 2 PRODUCTS 
 
PART 2 MATERIALS 
 
___ HARD SURFACE FLOORING:  

___ MANUFACTURER: SHAW. 
___ PRODUCT:  #0116V “ NATIVE ORIGINS” 
___ COLOR:  #00740 “BARNWOOD”. 
___ WIDTH:  6” 

 
___ AUXILIARY MATERIALS: 

___ EDGE STRIPS AND TERMINATIONS. 
___ LEVELING COMPOUND. 

 
PART 3 EXECUTION 
 
PART 3 INSTALLATION 
 
___ COMPLY WITH MANUFACTURER'S INSTRUCTIONS AND RECOMMENDATIONS.  

INSTALL IN PROPER RELATION TO ADJACENT WORK. 
 
___ PREPARE SURFACES BY CLEANING, LEVELING AND PRIMING AS REQUIRED.  TEST 

ADHESIVE FOR BOND BEFORE GENERAL INSTALLATION.  LEVEL TO 1/8" IN 10' 
TOLERANCE. 

 
___ FLOORING:  INSTALL WITH TIGHT JOINTS AND WITH PATTERN.  LAYOUT TO 

PREVENT LESS THAN 1/2 TILE UNITS. 
 
___ CLEAN, FINISH, AND PROTECT PER MFG. REQUIREMENTS 
 
END OF SECTION

A3 09684 - Sheet Carpet
- A4 09910 - Painting

- A5 10810 - Toilet Accessories
-

PART 1 GENERAL

PART 1 SUMMARY
 
___ PROVIDE THE FOLLOWING: 

___ PAINTING AND SURFACE PREPARATION FOR INTERIOR UNFINISHED 
SURFACES AS SCHEDULED. 

___ PAINTING AND SURFACE PREPARATION FOR EXTERIOR UNFINISHED 
SURFACES AS SCHEDULED. 

___ REPAINTING AND SURFACE PREPARATION AT AREAS OF REMODELING. 
 
PART 1 SUBMITTALS 
 
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  
 
___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 

SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED. 
___ INCLUDE MANUFACTURER’S FULL RANGE OF COLOR AND FINISH OPTIONS 

IF ADDITIONAL SELECTION IS REQUIRED. 
___ EXTRA STOCK:  SUBMIT 2 UNOPENED GALLONS OF EACH PAINT AND 

COLOR USED IN THE PROJECT. 
 
PART 1 QUALITY ASSURANCE 
 
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS. 

 
___ REGULATIONS:  COMPLIANCE WITH VOC AND ENVIRONMENTAL REGULATIONS. 
 
___ MOCK-UPS:  PROVIDE MOCK-UP AS REQUIRED TO DEMONSTRATE QUALITY OF 

WORKMANSHIP. 
___ PROVIDE 4 FOOT X 4 FOOT MOCK-UPS OF EACH TYPE OF SURFACE. 

 
PART 2 PRODUCTS 
 
PART 2 MATERIALS 
 
___ MANUFACTURERS OF REGULAR PAINTS: ICI DEVOE COATINGS, BENJAMIN MOORE, 

SHERWIN WILLIAMS OR APPROVED EQUAL.   
 
PART 3 EXECUTION 
 
PART 3 INSTALLATION 
 
___ INSPECT SURFACES, REPORT UNSATISFACTORY CONDITIONS IN WRITING; 

BEGINNING WORK MEANS ACCEPTANCE OF SUBSTRATE. 
 
___ COMPLY WITH MANUFACTURER'S INSTRUCTIONS AND RECOMMENDATIONS FOR 

PREPARATION, PRIMING AND COATING WORK.  COORDINATE WITH WORK OF 
OTHER SECTIONS. 

 
___ AT EXISTING AREAS TO BE REPAINTED, REMOVE BLISTERED OR PEELING PAINT TO 

SOUND SUBSTRATES.  REMOVE CHALK DEPOSITS AND MILDEW AND WASH ALL 
SURFACES WITH MILD DETERGENT.  PERFORM RELATED MINOR PREPARATION 
INCLUDING CAULK AND GLAZING COMPOUNDS.  SPOT PRIME BARE AREAS BEFORE 
PRIMING AND PAINTING AS SPECIFIED. 

 
___ MATCH APPROVED MOCK-UPS FOR COLOR, TEXTURE, AND PATTERN.  RE-COAT OR 

REMOVE AND REPLACE WORK WHICH DOES NOT MATCH OR SHOWS LOSS OF 
ADHESION. CLEAN UP, TOUCH UP AND PROTECT WORK. 

 
PART 3 PAINT SCHEDULE 
 
___ GYPSUM DRYWALL WALLS: 

___ GLOSS: 
___ FLAT 

___ SYSTEM: 
___ 2 COAT ALKYD FINISH 

 
___ GYPSUM DRYWALL WALLS AND CEILINGS IN BATHROOMS, KITCHENS AND WET 

AREAS: 
___ GLOSS: 

___ SEMI 
___ SYSTEM: 

___ 2 COAT ALKYD FINISH 
 

___ GYPSUM DRYWALL CEILINGS: 
___ GLOSS: 
___ FLAT 

___ SYSTEM: 
___ 2 COAT ALKYD FINISH 

 
___ CEMENT PLASTER (INTEGRAL COLOR AND PAINT): 

___ GLOSS: 
___ FLAT 

___ SYSTEM: 
___ 2 COAT ALKYD FINISH 

 
___ INTERIOR WOOD FOR PAINTED FINISH: 

___ GLOSS: 
___ SEMI 

___ SYSTEM: 
___ 2 COAT ALKYD ENAMEL 

 
___ EXTERIOR WOOD FOR PAINTED FINISH: 

___ GLOSS: 
___ FLAT 

___ SYSTEM: 
___ 2 COAT ALKYD ENAMEL 

 
___ FERROUS METALS: 

___ GLOSS: 
___ SEMI 

___ SYSTEM: 
___ 1 COAT RUST-INHIBITING PRIMER 
___ 1 COAT ALKYD ENAMEL 

 
___ GALVANIZED METAL: 

___ GLOSS: 
___ SEMI 

___ SYSTEM: 
___ 1 COAT GALVANIZED METAL PRIMER 
___ 1 COAT ALKYD ENAMEL 

 
END OF SECTION

PART 1 GENERAL

PART 1 SUMMARY

___ PROVIDE WALL LOUVERS AND VENTS.

PART 1 SUBMITTALS

___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 
INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED. 

___ SHOP DRAWINGS:  SUBMIT SHOP DRAWINGS INDICATING MATERIAL 
CHARACTERISTICS, DETAILS OF CONSTRUCTION, CONNECTIONS, AND 
RELATIONSHIP WITH ADJACENT CONSTRUCTION.

___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 
SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED.

PART 1 QUALITY ASSURANCE

___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 
ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS.

PART 2 PRODUCTS

PART 2 MATERIALS

___ MANUFACTURERS: AIRLINE PRODUCTS, AIROLITE, CONSTRUCTION SPECIALTIES, 
INDUSTRIAL LOUVERS OR APPROVED EQUAL.

___ STEEL LOUVERS:
___ GALVANIZED STEEL:  ASTM A 653 OR ASTM A 653, G90 ZINC COATING.
___ BLADE:  HORIZONTAL.
___ FINISH:  BAKED ENAMEL OR FLUOROPOLYMER, KYNAR 500.

___ LOUVER ACCESSORIES:
___ BIRD SCREENS.
___ INSECT SCREENS.

___ WALL VENTS:
___ MATERIAL:  EXTRUDED ALUMINUM.
___ BLADE TYPE:  FIXED.

PART 3 EXECUTION

PART 3 INSTALLATION

___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS AND SYSTEMS 
IN PROPER RELATION WITH ADJACENT CONSTRUCTION AND WITH UNIFORM 
APPEARANCE.  COORDINATE WITH WORK OF OTHER SECTIONS.

___ COMPLY WITH AMCA STANDARD 500 AND PROVIDE UNITS WITH AMCA 
CERTIFICATION RATING SEAL.  COMPLY WITH SMACNA SHEET METAL MANUAL 
EXCEPT AS OTHERWISE INDICATED.

___ PROVIDE SEPARATE CONTINUOUS SILLS WHERE NEEDED TO PREVENT WATER 
PENETRATION.  MAINTAIN EQUAL BLADE-TO-BLADE AND BLADE-TO-FRAME 
SPACING FOR UNIFORM APPEARANCE.  PROVIDE CONCEALED VERTICAL MULLIONS 
AND REINFORCEMENT AS NEEDED.

___ PROVIDE ANCHORS, SUPPORTS AND ACCESSORIES AS NEEDED.  PROVIDE 
GASKETS, FLASHINGS AND FILLERS AS NECESSARY TO MAKE INSTALLATION 
WATERTIGHT.

___ RESTORE DAMAGED FINISHES.  CLEAN AND PROTECT WORK FROM DAMAGE.

END OF SECTION

C1 08550 - Wood Windows
-

PART 1 GENERAL 
 
PART 1 SUMMARY 
 
___ PROVIDE DOOR HARDWARE. 
 
PART 1 SUBMITTALS 
 
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  
 
___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 

SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED. 

 
___ SUBMIT FOR APPROVAL HARDWARE SCHEDULE PROPOSED FOR USE BASED ON 

PROJECT REQUIREMENTS. 
 
PART 1 QUALITY ASSURANCE 
 
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS. 

 
___ HARDWARE FOR FIRE-RATED OPENINGS:  NFPA 80, AND LOCAL REQUIREMENTS. 
 
___ MATERIALS AND APPLICATION:  ANSI A156 SERIES STANDARDS.  
 
PART 2 PRODUCTS 
 
PART 2 MATERIALS 
 
___ MANUFACTURERS:  CORBIN RUSSWIN ARCHITECTURAL HARDWARE, SARGENT 

MANUFACTURING, SCHLAGE LOCK CO., YALE LOCKS AND HARDWARE, OR 
APPROVED EQUAL. 

 
___ DOOR HARDWARE: 

___ QUALITY LEVEL:  RESIDENTIAL.. 
___ LOCKSETS AND LATCHSETS:  CYLINDER TYPE. 
___ LOCK CYLINDERS:  INTERCHANGEABLE. 
___ KEYING:  MATCHING. 
___ HINGES AND BUTTS:  FULL-MORTISE TYPE WITH NON-REMOVABLE PINS AT 

EXTERIOR DOORS. 
___ CLOSERS, DOOR CONTROL, AND EXIT DEVICES:  LOW FREQUENCY. 
___ HARDWARE FINISHES:  OIL RUBBED BRONZE 

 
___ AUXILIARY MATERIALS: 

___ DOOR TRIM UNITS:  KICKPLATES, EDGE TRIM, VIEWERS, KNOCKERS, AND 
MAIL DROPS. AND RELATED TRIM. 

___ STOPS AND OVERHEAD DOOR HOLDERS. 
___ INTERIOR SLIDING DOOR HARDWARE. 
___ INTERIOR BIFOLD DOOR HARDWARE. 
___ INTERIOR POCKET DOOR HARDWARE. 
___ WEATHERSTRIPPING AND THRESHOLDS. 

 
PART 3 EXECUTION 
 
PART 3 INSTALLATION 
 
___ FOLLOW GUIDELINES OF DHI "RECOMMENDED LOCATIONS FOR BUILDER'S 

HARDWARE AND HARDWARE MANUFACTURERS' INSTRUCTIONS. 
 
___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS AND SYSTEMS 
IN PROPER RELATION WITH ADJACENT CONSTRUCTION AND WITH UNIFORM 
APPEARANCE.  COORDINATE WITH WORK OF OTHER SECTIONS. 

 
___ ADJUST OPERATION, CLEAN AND PROTECT. 
 
END OF SECTION

C2 09220 - Portland Cement Plaster
-

PART 1 GENERAL 
 
PART 1 SUMMARY 
 
___ INTERIOR TILE: 

___ KITCHEN BACKSPLASH 
___ TUB SURROUND 
___ SHOWER ALL SIDES 
___ LAUNDRY PLUMBING WALL 

 
PART 1 SUBMITTALS 
 
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  
 
___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 

SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED. 
___ INCLUDE MANUFACTURER’S FULL RANGE OF COLOR AND FINISH OPTIONS 

IF ADDITIONAL SELECTION IS REQUIRED. 
 
PART 1 QUALITY ASSURANCE 
 
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS. 

 
___ TILE:  ANSI A 137.1. 
 
___ TILE SETTING MATERIALS:  ANSI A 118 SERIES STANDARD SPECIFICATIONS. 
 
___ TILE INSTALLATION:  ANSI 108 SERIES STANDARD SPECIFICATIONS AND TILE 

COUNCIL OF AMERICA, HANDBOOK FOR CERAMIC TILE INSTALLATION. 
 
___ MOCK-UPS:  PROVIDE MOCK-UP AS REQUIRED TO DEMONSTRATE QUALITY OF 

WORKMANSHIP. 
 
PART 2 PRODUCTS 
 
PART 2 MATERIALS 
 
___ MANUFACTURERS OF TILE: AMERICAN OLEAN, DAL-TILE, SUMMITVILLE TILES, 

UNITED STATES CERAMIC TILE CO. OR APPROVED EQUAL. 
 
___ MANUFACTURERS OF SETTING MATERIALS: AMERICAN OLEAN, CONSTRUCTION 

PRODUCTS, CUSTOM BUILDING PRODUCTS, LATICRETE, MAPEI CORP, OR 
APPROVED EQUAL. 

 
PART 3 EXECUTION 
 
PART 3 INSTALLATION 
 
___ COMPLY WITH TILE COUNCIL OF AMERICA AND ANSI STANDARD SPECIFICATIONS 

FOR INSTALLATION FOR SUBSTRATE AND INSTALLATION REQUIRED.  COMPLY WITH 
MANUFACTURER'S INSTRUCTIONS AND RECOMMENDATIONS. 

 
___ INSTALL WATERPROOF MEMBRANE IN ACCORDANCE WITH MANUFACTURER’S 

INSTRUCTIONS AND RECOMMENDATIONS. 
 
___ LAY TILE IN GRID PATTERN WITH ALIGNMENT GRIDS.  LAYOUT TILE TO PROVIDE 

UNIFORM JOINT WIDTHS AND TO MINIMIZE CUTTING; DO NOT USE LESS THAN 1/2 
TILE UNITS. 

 
___ PROVIDE SEALANT JOINTS WHERE RECOMMENDED BY TCA AND APPROVED BY 

ARCHITECT. 
 
___ GROUT AND CURE, CLEAN AND PROTECT. 
 
END OF SECTION

C5 10210 - Louvers & Vents
-

PART 1 GENERAL 
 
PART 1 SUMMARY 

 

___ PROVIDE TOILET ACCESSORIES AND MIRRORS PER PLANS AND SCHEDULES 

 

PART 1 SUBMITTALS 
 

___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  

 

___ SHOP DRAWINGS:  SUBMIT SHOP DRAWINGS INDICATING MATERIAL 

CHARACTERISTICS, DETAILS OF CONSTRUCTION, CONNECTIONS, AND 

RELATIONSHIP WITH ADJACENT CONSTRUCTION. 

 

PART 1 QUALITY ASSURANCE 
 

___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 

SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 

HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS. 

 

PART 2 PRODUCTS 
 
PART 2 MATERIALS 

 

___ MANUFACTURERS: PER PLANS AND SCHEDULES OR APPROVED EQUAL. 

 

___ TOILET ACCESSORIES: PER PLANS AND SCHEDULES 

 

___ MIRRORS AND FRAMES: PER PLANS AND SCHEDULES 

 

___ FINISHES: PER PLANS AND SCHEDULES. 

 

PART 3 EXECUTION 
 
PART 3 INSTALLATION 

 

___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS AND SYSTEMS 

IN PROPER RELATION WITH ADJACENT CONSTRUCTION AND WITH UNIFORM 

APPEARANCE.  COORDINATE WITH WORK OF OTHER SECTIONS. 

 

___ RESTORE DAMAGED FINISHES AND TEST FOR PROPER OPERATION.  CLEAN AND 

PROTECT WORK FROM DAMAGE. 

 

END OF SECTION

C3 09650 - Resilient Flooring
-

PART 1 GENERAL 
 
PART 1 SUMMARY 
 
___ PROVIDE SHEET CARPET AND FLOOR PREPARATION. 
 
PART 1 SUBMITTALS 
 
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  
 
___ SAMPLES:  SUBMIT TWO REPRESENTATIVE SAMPLES OF EACH MATERIAL 

SPECIFIED INDICATING VISUAL CHARACTERISTICS AND FINISH.  INCLUDE RANGE 
SAMPLES IF VARIATION OF FINISH IS ANTICIPATED. 

 
___ SEAMING LAYOUT:  SUBMIT PROPOSED SEAMING LAYOUT. 
 
___ EXTRA STOCK:  SUBMIT EXTRA STOCK EQUAL TO 2% OF TOTAL USED. 
 
PART 1 QUALITY ASSURANCE 
 
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS. 

 
___ PERFORMANCE:  FIRE PERFORMANCE MEETING REQUIREMENTS OF BUILDING 

CODE AND LOCAL AUTHORITIES. 
 
PART 2 PRODUCTS 
 
PART 2 MATERIALS 
 
___ MANUFACTURERS: BENTLEY MILLS, COLLINS & AIKMAN FLOOR COVERINGS, J&J 

INDUSTRIES, MANNINGTON COMMERCIAL CARPETS, MOHAWK COMMERCIAL 
CARPET, PATRICK CARPET MILLS, SHAW INDUSTRIES, OR APPROVED EQUAL. 

 
___ CARPET MATERIAL:   

___ MATERIAL:  SHAW "SNEAK AWAY" EA177 100% POLY, 12', TWIST, 34 OZ. / SQ. 
YD., STAIN TREATMENT. COLOR AS SELECTED BY ARCHITECT FROM 
STANDARD COLORS. OR APPROVED EQUAL. 

___ INSTALLATION METHOD:  TACKLESS MOUNTING WITH CARPET CUSHION. 
 
___ CARPET CUSHIONS: 

___ TYPE:  PRIME URETHANE. 
___ SERVICE:  MODERATE TRAFFIC. 

 
___ AUXILIARY MATERIALS: 

___ EDGE GUARDS. 
___ ADHESIVES, CEMENTS AND FASTENERS. 
___ LEVELING COMPOUND. 

 
PART 3 EXECUTION 
 
PART 3 INSTALLATION 
 
___ COMPLY WITH RECOMMENDATIONS OF CARPET AND RUG INSTITUTE "SPECIFIER'S 

HANDBOOK". 
 
___ PREPARE SURFACES AND INSTALL MATERIALS IN ACCORDANCE WITH 

MANUFACTURER'S INSTRUCTIONS AND APPROVED SUBMITTALS.  CLEAN, PATCH, 
AND LEVEL SUBSTRATE.  INSTALL MATERIALS IN PROPER RELATION WITH 
ADJACENT CONSTRUCTION AND WITH UNIFORM APPEARANCE.  COORDINATE WITH 
WORK OF OTHER SECTIONS. 

 
___ INSTALL EDGE GUARDS AND REDUCER STRIPS AS REQUIRED; CLEAN AND 

PROTECT. 
 
END OF SECTION
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A2 13850 - Detection Alarm
-

PART 1 GENERAL 
 
PART 1 SUMMARY 

 

___ PROVIDE APPLIANCES PER PLANS / SCHEDULES. 

 

PART 1 SUBMITTALS 
 

___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  

 

___ SHOP DRAWINGS:  SUBMIT SHOP DRAWINGS INDICATING MATERIAL 

CHARACTERISTICS, DETAILS OF CONSTRUCTION, CONNECTIONS, AND 

RELATIONSHIP WITH ADJACENT CONSTRUCTION. 

 

___ WARRANTY:  SUBMIT MANUFACTURER’S STANDARD WARRANTY.  INCLUDE LABOR 

AND MATERIALS TO REPAIR OR REPLACE DEFECTIVE MATERIALS. 

 

___ OPERATION AND MAINTENANCE DATA:  SUBMIT MANUFACTURER’S OPERATION 

AND MAINTENANCE DATA, INCLUDING OPERATING INSTRUCTIONS, LIST OF SPARE 

PARTS AND MAINTENANCE SCHEDULE. 

 

PART 1 QUALITY ASSURANCE 
 

___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 

SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 

HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS. 

 

PART 2 PRODUCTS 
 
PART 2 MATERIALS 

 

___ MANUFACTURERS: FRIGIDAIRE CO., GE APPLIANCES, KITCHENAID INC., 

WHIRLPOOL CORP., MAYTAG CO., OR APPROVED EQUAL. 

 

PART 3 EXECUTION 
 
PART 3 INSTALLATION 
 

___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS AND SYSTEMS 

IN PROPER RELATION WITH ADJACENT CONSTRUCTION AND WITH UNIFORM 

APPEARANCE.  COORDINATE WITH WORK OF OTHER SECTIONS. 

 

___ RESTORE DAMAGED FINISHES AND TEST FOR PROPER OPERATION.  CLEAN AND 

PROTECT WORK FROM DAMAGE. 

 

END OF SECTION

PART 1 GENERAL 
 
PART 1 SUMMARY 

 

___ PROVIDE FIRE DETECTION AND ALARM SYSTEMS: 

___ ZONED, NON-CODED FIRE DETECTION AND ALARM SYSTEM WITH MANUAL 

AND AUTOMATIC ALARM INITIATION. 

 

PART 1 SUBMITTALS 
 

___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  

 

___ SHOP DRAWINGS:  SUBMIT SHOP DRAWINGS INDICATING MATERIAL 

CHARACTERISTICS, DETAILS OF CONSTRUCTION, CONNECTIONS, AND 

RELATIONSHIP WITH ADJACENT CONSTRUCTION. 

___ SHOP DRAWINGS SHALL BE PREPARED AND STAMPED BY A QUALIFIED 

ENGINEER LICENSED IN THE JURISDICTION OF THE PROJECT. 

 

___ WARRANTY:  SUBMIT MANUFACTURER’S STANDARD WARRANTY.  INCLUDE LABOR 

AND MATERIALS TO REPAIR OR REPLACE DEFECTIVE MATERIALS. 

 

___ OPERATION AND MAINTENANCE DATA:  SUBMIT MANUFACTURER’S OPERATION 

AND MAINTENANCE DATA, INCLUDING OPERATING INSTRUCTIONS, LIST OF SPARE 

PARTS AND MAINTENANCE SCHEDULE. 

 

PART 1 QUALITY ASSURANCE 
 

___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 

SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 

HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS. 

 

___ COMPLIANCE:  NFPA 70, 71, 72, 72E, 72G, 72H. 

 

PART 2 PRODUCTS 
 
PART 2 MATERIALS 

 

___ FIRE ALARM SYSTEM OPERATIONAL CHARACTERISTICS: 

___ SIGNAL TRANSMISSION:  HARD-WIRED. 

___ AUDIBLE ALARM INDICATION:  HORNS AND BELLS 

 

___ FIRE ALARM SYSTEM COMPONENTS: 

___ SMOKE DETECTORS:   

___ EMERGENCY POWER SUPPLY:  BATTERY OPERATED, 24-HOUR OPERATION 

CAPACITY. 

___ LINE-VOLTAGE AND LOW-VOLTAGE CIRCUITS:  SOLID COPPER 

CONDUCTORS WITH RATED INSULATION, COLOR-CODED. 

___ CONDUIT:  RIGID STEEL, HARDENED, FIRE-RATED. 

 

PART 3 EXECUTION 
 
PART 3 INSTALLATION 

 

___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS IN PROPER 

RELATION WITH ADJACENT CONSTRUCTION AND WITH UNIFORM APPEARANCE FOR 

EXPOSED WORK.  COORDINATE WITH WORK OF OTHER SECTIONS.  PROVIDE 

PROPER CLEARANCES FOR SERVICING. 

 

___ COMPLY WITH NATIONAL ELECTRICAL CODE AND BUILDING CODE REQUIREMENTS.  

MAINTAIN CONTINUITY OF CIRCUITS REQUIRED TO SUPPLY NEW OR EXISTING 

EQUIPMENT IN SERVICE. 

 

___ PROVIDE CORE DRILLING AS REQUIRED FOR NEW WORK. 

 

___ CONCEAL CONDUIT. 

 

___ CENTER CEILING-MOUNTED ELEMENTS APPLICABLE. 

 

___ MAINTAIN INDICATED FIRE RATINGS OF WALLS, PARTITIONS, CEILINGS AND 

FLOORS AT PENETRATIONS.  SEAL WITH FIRESTOPPING TO MAINTAIN FIRE RATING. 

 

___ TEST ALL SYSTEMS FOR PROPER OPERATION.  LABEL CIRCUITS IN ELECTRICAL 

PANELS. 

 

___ RESTORE DAMAGED FINISHES.  CLEAN AND PROTECT WORK FROM DAMAGE. 

 

___ INSTRUCT OWNER'S PERSONNEL IN PROPER OPERATION OF SYSTEMS. 

 

END OF SECTION

A3 15400 - Plumbing
- A4 15900 - Heating, Ventilating, & Air Cond.

- A5 16000 - Electrical
-

PART 1 GENERAL 

 

PART 1 SUMMARY 

 

___ SEE MECHANICAL PLANS FOR ADDITIONAL INFORMATION. 

 

___  PROVIDE MECHANICAL SYSTEMS PER MECHANICAL PLANS, CODE AND PROPER 

OPERATION. 

 

___ COORDINATE WITH ROOM USES TO PROVIDE ADEQUATE SYSTEM FOR ALL 

CONTRACT AREAS. 

 

PART 1 SUBMITTALS 

 

___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  

 

___ SHOP DRAWINGS:  SUBMIT SHOP DRAWINGS INDICATING MATERIAL 

CHARACTERISTICS, DETAILS OF CONSTRUCTION, CONNECTIONS, AND 

RELATIONSHIP WITH ADJACENT CONSTRUCTION. 

 

___ OPERATION AND MAINTENANCE DATA:  SUBMIT MANUFACTURER’S OPERATION 

AND MAINTENANCE DATA, INCLUDING OPERATING INSTRUCTIONS, LIST OF SPARE 

PARTS AND MAINTENANCE SCHEDULE. 

 

PART 2 PRODUCTS 

 

PART 2 MATERIALS 

 

___ PROVIDE MATERIALS PER MECHANICAL PLANS, CODE AND PROPER OPERATION. 

 

PART 3 EXECUTION 

 

PART 3 INSTALLATION 

 

___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS IN PROPER 

RELATION WITH ADJACENT CONSTRUCTION AND WITH UNIFORM APPEARANCE FOR 

EXPOSED WORK.  COORDINATE WITH WORK OF OTHER SECTIONS.  COMPLY WITH 

APPLICABLE REGULATIONS AND BUILDING CODE REQUIREMENTS.   

 

___ SUPPORT PIPING PROPERLY.  PITCH TO DRAIN POINTS.  INSTALL WITH PIPE 

EXPANSION LOOPS, MECHANICAL EXPANSION JOINTS, AND ANCHORS.   

 

___ INSTALL SHUTOFF VALVES ON EACH PIECE OF EQUIPMENT ON BOTH HOT AND 

COLD WATER SUPPLY. 

 

___ INSTALL DUCTWORK IN ACCORDANCE WITH SMACNA RECOMMENDATIONS.  SEAL 

DUCT SEAMS WITH SEALER.  PROVIDE SPLITTERS AND BALANCING DAMPERS.  

PROVIDE FIRE DAMPERS AND AUTOMATIC SMOKE AND FIRE DAMPERS WHERE 

REQUIRED.  PROVIDE FLEXIBLE CONNECTORS AND INLET AND DISCHARGE 

CONNECTIONS.  CLEAN BEFORE TESTING AND BALANCING. 

 

___ CLEARLY LABEL AND TAG ALL COMPONENTS. 

 

___ TEST AND BALANCE ALL SYSTEMS FOR PROPER OPERATION.   

 

___ RESTORE DAMAGED FINISHES.  CLEAN AND PROTECT WORK FROM DAMAGE. 

 

___ INSTRUCT OWNER'S PERSONNEL IN PROPER OPERATION OF SYSTEMS. 

 

END OF SECTION

PART 1 GENERAL 
 
PART 1 SUMMARY 

 

___ SEE ELECTRICAL PLANS FOR ADDITIONAL INFORMATION. 

 

___ PROVIDE ELECTRICAL SYSTEMS PER PLANS, CODE AND FOR PROPER OPERATION: 

 

PART 1 SUBMITTALS 
 

___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  

 

___ SHOP DRAWINGS:  SUBMIT SHOP DRAWINGS INDICATING MATERIAL 

CHARACTERISTICS, DETAILS OF CONSTRUCTION, CONNECTIONS, AND 

RELATIONSHIP WITH ADJACENT CONSTRUCTION. 

 

___ OPERATION AND MAINTENANCE DATA:  SUBMIT MANUFACTURER’S OPERATION 

AND MAINTENANCE DATA, INCLUDING OPERATING INSTRUCTIONS, LIST OF SPARE 

PARTS AND MAINTENANCE SCHEDULE. 

 

PART 1 QUALITY ASSURANCE 
 

___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 

SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 

HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS. 

 

___ ARRANGEMENT OF SYSTEMS INDICATED ON THE DRAWINGS IS DIAGRAMMATIC, 

AND INDICATES THE MINIMUM REQUIREMENTS FOR ELECTRICAL WORK.  SITE 

CONDITIONS SHALL DETERMINE THE ACTUAL ARRANGEMENT OF CONDUITS, 

BOXES, AND SIMILAR ITEMS.  TAKE FIELD MEASUREMENTS BEFORE FABRICATION.  

BE RESPONSIBLE FOR ACCURACY OF DIMENSIONS AND LAYOUT. 

 

___ COMPLY WITH THE NATIONAL ELECTRICAL CODE AND APPLICABLE LOCAL 

REGULATIONS. 

 

PART 1 PRODUCTS 
 
PART 1 MATERIALS 

 

___ PROVIDE ELECTRICAL MATERIALS PER PLANS, CODE AND FOR PROPER 

OPERATION: 

 

PART 2 EXECUTION 
 
PART 2 INSTALLATION 

 

___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS IN PROPER 

RELATION WITH ADJACENT CONSTRUCTION AND WITH UNIFORM APPEARANCE FOR 

EXPOSED WORK.  COORDINATE WITH WORK OF OTHER SECTIONS.  COMPLY WITH 

APPLICABLE REGULATIONS AND BUILDING CODE REQUIREMENTS.   

 

___ COMPLY WITH NATIONAL ELECTRICAL CODE AND BUILDING CODE REQUIREMENTS.  

MAINTAIN CONTINUITY OF CIRCUITS REQUIRED TO SUPPLY NEW OR EXISTING 

EQUIPMENT IN SERVICE. 

 

___ CENTER CEILING-MOUNTED ELEMENTS IN CENTER OF CEILING TILES AS 

APPLICABLE. 

 

___ INSTALL LIGHT SWITCHES 48" ABOVE FINISHED FLOOR.  LOCATE SWITCHES WITHIN 

ROOMS AT STRIKE SIDE OF DOOR UNLESS NOTED OTHERWISE. 

 

___ INSTALL THERMOSTATS CENTERED ABOVE LIGHT SWITCHES AT 60" ABOVE 

FINISHED FLOOR. 

 

___ GANG-MOUNT MULTIPLE SWITCHING LOCATIONS.  MOUNT MULTIPLE TYPES OF 

CONTROLS AS CLOSE TOGETHER AS POSSIBLE AND IN-LINE WITH EACH OTHER AT 

A HEIGHT OF 48" ABOVE FINISHED FLOOR. 

 

___ GROUP MULTIPLE JUNCTION BOXES, TELEPHONE AND ELECTRICAL OUTLETS 

TOGETHER ON WALL NOT MORE THAN 6" APART.  AVOID BACK-TO-BACK BOX 

LOCATIONS. 

 

___ MOUNT ELECTRICAL, DATA, AND TELEPHONE OUTLETS VERTICALLY, 18" ABOVE 

FINISHED FLOOR UNLESS NOTED OTHERWISE. 

 

___ TEST ALL SYSTEMS FOR PROPER OPERATION.  RESTORE DAMAGED FINISHES.  

CLEAN AND PROTECT WORK FROM DAMAGE. 

 

___ INSTRUCT OWNER'S PERSONNEL IN PROPER OPERATION OF SYSTEMS. 

 

END OF SECTION

C1 11452 - Residential Appliances
-

-
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PART 1 GENERAL 
 
PART 1 SUMMARY 
 
___ SEE PLUMBING PLANS FOR ADDITIONAL INFORMATION. 
 
___ PROVIDE PLUMBING SYSTEMS INCLUDING SUPPLY, WASTE AND VENT SYSTEMS 

PER PLUMBING PLANS, PER CODE AND FOR PROPER OPERATION. 
 
___ COORDINATE WITH ROOM USES TO PROVIDE ADEQUATE SYSTEM FOR ALL 

CONTRACT AREAS. 
 
___ COORDINATE LOCATION OF PLUMBING SYSTEMS TO AVOID INTERFERENCE WITH 

LOCATION OF STRUCTURE AND OTHER BUILDING SYSTEMS.  NOTIFY OWNER 
PRIOR TO CONSTRUCTION OF CONFLICTS, WHICH CANNOT BE RESOLVED. 

 
PART 1 SUBMITTALS 
 
___ PRODUCT DATA:  SUBMIT MANUFACTURER'S PRODUCT DATA AND INSTALLATION 

INSTRUCTIONS FOR EACH MATERIAL AND PRODUCT USED.  
 
___ SHOP DRAWINGS:  SUBMIT SHOP DRAWINGS INDICATING MATERIAL 

CHARACTERISTICS, DETAILS OF CONSTRUCTION, CONNECTIONS, AND 
RELATIONSHIP WITH ADJACENT CONSTRUCTION. 

 
___ OPERATION AND MAINTENANCE DATA:  SUBMIT MANUFACTURER’S OPERATION 

AND MAINTENANCE DATA, INCLUDING OPERATING INSTRUCTIONS, LIST OF SPARE 
PARTS AND MAINTENANCE SCHEDULE. 

 
PART 1 QUALITY ASSURANCE 
 
___ COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF 

ACCEPTABLE MANUFACTURERS, WHICH HAVE BEEN IN SATISFACTORY USE IN 
SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.  DELIVER, 
HANDLE, AND STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS. 

 
PART 1 PRODUCTS 
 
PART 1 MATERIALS 
 
___ PROVIDE PLUMBING SYSTEMS COMPONENTS PER PLUMBING PLANS, CODE AND 

FOR PROPER OPERATION. 
 
PART 1 FIXTURE SCHEDULE 
 
___ WATER CLOSETS AND ACCESSORIES: WHITE VITREOUS CHINA AS REQUIRED BY 

CODE BY KOHLER, ELJER, AMERICAN STANDARD, OR APPROVED EQUAL.   
 
___ LAVATORIES AND ACCESSORIES:  WHITE SELF-RIMMING ENAMELED CAST IRON 

ROUND LAVATORIES WITH FAUCET CENTERS BY KOHLER, ELJER, AMERICAN 
STANDARD OR APPROVED EQUAL.  

 
PART 2 EXECUTION 
 
PART 2 INSTALLATION 
 
___ INSTALL MATERIALS AND SYSTEMS IN ACCORDANCE WITH MANUFACTURER'S 

INSTRUCTIONS AND APPROVED SUBMITTALS.  INSTALL MATERIALS IN PROPER 
RELATION WITH ADJACENT CONSTRUCTION AND WITH UNIFORM APPEARANCE FOR 
EXPOSED WORK.  COORDINATE WITH WORK OF OTHER SECTIONS.  COMPLY WITH 
APPLICABLE REGULATIONS AND BUILDING CODE REQUIREMENTS.   

 
___ SUPPORT PIPING PROPERLY.  PITCH TO DRAIN POINTS.  INSTALL WITH PIPE 

EXPANSION LOOPS, MECHANICAL EXPANSION JOINTS, AND ANCHORS.   
 
___ INSTALL SHUTOFF VALVES ON EACH PIECE OF EQUIPMENT ON BOTH HOT AND 

COLD WATER SUPPLY. 
 
___ CLEARLY LABEL ALL VALVES AND COMPONENTS. 
 
___ STERILIZE WATER DISTRIBUTION SYSTEM.  FLUSH AND TEST ALL SYSTEMS FOR 

PROPER OPERATION.  ADJUST SYSTEM TO PREVENT WATER HAMMER. 
 
___ RESTORE DAMAGED FINISHES.  CLEAN AND PROTECT WORK FROM DAMAGE. 
 
___ INSTRUCT OWNER'S PERSONNEL IN PROPER OPERATION OF SYSTEMS. 
 
END OF SECTION
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PROPERTY LINE

GENERAL NOTES.
___ COORDINATE WITH; INFORMATION ON OTHER SHEETS, SPECIFICATIONS, 

AGREEMENT, GENERAL CONDITIONS AND CODE REQUIREMENTS. REQUEST DIRECTION ON 
ANY CONFLICTING INFORMATION BEFORE STARTING WORK.

___ ALL SUBMITTALS INCLUDING SHOP DRAWINGS AND SAMPLES MUST BE APPROVED BEFORE 
STARTING WORK.

KEYNOTES

01 GENERAL REQUIREMENTS.
___ 01-A FINISH FLOOR LINE.
___ 01-B FINISH GRADE.
___ 01-C CEILING LINE.
___ 01-D 1 HOUR FIRE WALL / CEILING
___ 01-E VARIES.
___ 01-F ALIGN WITH EXISTING.
___ 01-G APPROXIMATE LIMIT OF WORK.
___ 01-H TEMPORARY STORAGE & WORK AREA, FIELD VERIFY LIMITS.
___ 01-I TEMPORARY CONSTRUCTION FENCE, FIELD VERIFY LIMITS.
___ 01-J TEMPORARY CONSTRUCTION TRAILER, FIELD VERIFY LIMITS.
___ 01-K -
___ 01-L -
___ 01-M -

02 EXISTING CONDITIONS.
___ 02-A EXISTING TO REMAIN, PROTECT.
___ 02-B EXISTING TO REMODEL, COORDINATE WITH NEW WORK.
___ 02-C SELECTIVE SITE DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS ABOVE AND 

BELOW GRADE AS NEEDED FOR NEW CONSTRUCTION.
___ 02-D SELECTIVE BUILDING DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS AS NEEDED 

FOR NEW CONSTRUCTION.
___ 02-E -
___02-F REMOVE EXISTING HVAC SYSTEM AND INSULATION
___02-G -

03 CONCRETE
___ SEE FINISH SCHEDULES.
___ 03-A CAST-IN-PLACE CONCRETE, INTEGRAL COLOR, MEDIUM BROOM FINISH.
___ 03-B CAST-IN-PLACE CONCRETE, PREP FOR NEW FINISHES.
___ 03-C CAST-IN-PLACE CONCRETE, FOUNDATION.
___ 03-D -
___ 03-E -

04 MASONRY
___ SEE FINISH SCHEDULES.
___ 04-A MASONRY WALL.
___ 04-B MANUFACTURED STONE VENEER.
___ 04-C 6” GAP AT BUILDING WALL FOR DRAINAGE.
___ 04-D MASONRY WALL LANDSCAPE WALL.

05 METALS
___ SEE FINISH SCHEDULES.
___ 05-A METAL FABRICATIONS.
___ 05-B -
___ 05-C -

06 WOOD, PLASTIC, AND COMPOSITES
___ SEE FINISH SCHEDULES.
___ 06-A ROUGH FRAMING.
___ 06-B ROUGH FRAMING REMODEL.
___ 06-C WOOD SHEATHING. PAINTED T&G WHERE EXPOSED
___ 06-D FINISHED FRAMING, PAINT.
___ 06-E -
___ 06-F WOOD CABINETS, PAINT.
___ 06-G WOOD TRIM, PAINT.
___ 06-H CORIAN SOLID SURFACE.
___ 06-I GRANITE.
___ 06-J SHELF, PAINT AND CHROME METAL POLE.
___ 06-K ADJUSTABLE SHELVES, PAINT.
___ 06-L FIXED SHELVES, PAINT.
___ 06-M PULL-OUT DRAWERS, PAINT.
___ 06-N -
___ 06-O WOOD UNDERLAYMENT
___ 06-P OPEN TRELLIS

07 THERMAL AND MOISTURE PROTECTION
___ SEE FINISH SCHEDULES.
___ 07-A THERMAL INSULATION.
___ 07-B ASPHALT SHINGLE ROOFING.
___ 07-C ASPHALT ROLL ROOFING.
___ 07-D SHEET METAL FLASHING, GALVANIZED, PREP & PAINT.
___ 07-E ALUMINUM BOX RAIN GUTTERS AND LEADERS, FLUROPON FINISH.
___ 07-F LOUVERED VENT, MFG. FINISH.
___ 07-G SHEET METAL SADDLE FLASHING, GALVANIZED, PREP & PAINT.
___ 07-H SOLAR ATTIC EXHAUST FAN, MFG. FINISH.
___ 07-I SHEET METAL SUB-FLOOR VENT, GALVANIZED.
___ 07-J CEMENT BOARD LAP SIDING AND TRIM, PAINT.
___ 07-K CEMENT BOARD TRIM.
___ 07-L SEALANT, MATCH ADJACENT COLOR
___ 07-M FIRE STOPPING AT PENETRATIONS, PREP & PAINT WHERE EXPOSED.

08 OPENINGS
___ SEE DOOR, WINDOW, HARDWARE AND FINISH SCHEDULES.
___ 08-A EXTERIOR WOOD DOOR AND FRAME, PAINT.
___ 08-B EXTERIOR WOOD/GLASS DOOR AND FRAME, PAINT.
___ 08-C EXTERIOR GARAGE DOOR AND FRAME, PAINT.
___ 08-D INTERIOR WOOD DOOR AND FRAME, PAINT.
___ 08-E INTERIOR WOOD POCKET DOOR AND FRAME, PAINT.
___ 08-F EXTERIOR WINDOW AND FRAME, OPERABLE WITH SCREEN, PAINT.
___ 08-G -
___ 08-H EXTERIOR SCREEN DOOR AND FRAME, PAINT.
___ 08-I BASEMENT ACCESS DOOR

09 FINISHES
___ SEE FINISH SCHEDULE
___ 09-A 5/8” GYPSUM BOARD SMOOTH FINISH, PAINT. TYPE “X” AT FIRE WALL/CEILING.
___ 09-B 7/8” CEMENT PLASTER,MEDIUM SAND FINISH, INTEGRAL COLOR AND PAINT.
___ 09-C CERAMIC FLOOR TILE, NON-SLIP.
___ 09-D CERAMIC WALL TILE.
___ 09-E RESILIENT FLOORING.
___ 09-F -
___ 09-G ACCENT TILE, SET INTO CEMENT PLASTER.
___ 09-H -
___ 09-I CARPET
___ 09-J SHIM TO ALIGN WITH ADJACENT WALL

10 SPECIALTIES
___ SEE FF&E SCHEDULE.
___ 10-A TOILET/BATH ACCESSORY (FIELD VERIFY LOCATIONS)
___ 10-B -

11 EQUIPMENT
___ SEE FF&E SCHEDULE.
___ 11-A -
___ 11-B -
___ 11-C -
___ 11-D -
___ 11-E DISHWASHER, BULT-IN.
___ 11-F WASHER. - N.I.C.
___ 11-G DRYER. - N.I.C.
___ 11-H RANGE. - N.I.C.
___ 11-I MICROWAVE/EXHAUST HOOD COMBO, BUILT-IN.
___ 11-J REFRIGERATOR. - N.I.C.
___ 11-K -
___ 11-L -
___ 11-M -
___ 11-N CEILING FAN.

12 FURNISHINGS
___ SEE FF&E SCHEDULE.
___ 12-A WINDOW BLINDS
___ 12-B TRASH & RECYCLING BINS, BY OTHERS. - N.I.C.
___ 12-C SHOWER CURTAIN. - N.I.C.
___ 12-D -

22 PLUMBING
___ SEE PLUMBING PLANS “P”
___ 22-A TOILET.
___ 22-B SMALL LAVATORY.
___ 22-C LARGE LAVATORY.
___ 22-D KITCHEN SINK.
___ 22-E -
___ 22-F BATH TUB.
___ 22-G -
___ 22-H -
___ 22-I -
___ 22-J WATER HEATER.
___ 22-K -
___ 22-L -

23 HVAC
___ SEE HVAC PLANS “M”
___ 23-A VENT.
___ 23-B FORCED AIR UNIT.
___ 23-C CONDENSER UNIT.
___ 23-D CONDENSATE DRAIN OUTLET.
___ 23-E DRYER VENT.
___ 23-F EXHAUST FAN / VENT.
___ 23-G RETURN AIR DUCT, PROVIDE CABINET ENCLOSURE.
___ 23-H WATER HEATER VENT.

 26 ELECTRICAL
___ SEE ELECTRICAL PLANS “E”
___ 26-A POWER.
___ 26-B LIGHTING INTERIOR, RECESSED.
___ 26-C LIGHTING INTERIOR, SURFACE.
___ 26-D LIGHTING INTERIOR, PENDANT.
___ 26-E LIGHTING EXTERIOR, WALL.
___ 26-F LIGHTING EXTERIOR, SECURITY.

27 COMMUNICATION
___ SEE ELECTRICAL PLANS “E”
___ 27-A PHONE LINE, VOICE.
___ 27-B DATA LINE, INTERNET.
___ 27-C CABLE/SATELLITE.

28 SECURITY
___ SEE ELECTRICAL PLANS “E”
___ 28-A VIDEO CAMERA (6 LOCATIONS TBD).
___ 28-B ALARM SYSTEM (1 LOCATION TBD).

31 EARTH WORK
___ SEE CIVIL PLANS “C”
___ 31-A SITE CLEARING.
___ 31-B GRADING.
___ 31-C SOIL COMPACTION.
___ 31-D TERMITE CONTROL.

32 EXTERIOR IMPROVEMENTS
___ SEE FINISH SCHEDULES.
___ 32-A FENCE, VINYL.
___ 32-B GATE, VINYL.
___ 32-C PATCH EXISTING LANDSCAPE AND IRRIGATION FOR PROPER OPERATION.

33 UTILITIES
___ SEE ELECTRICAL “E” AND PLUMBING “P” PLANS.
___ 33-A SEWER CONNECTION, INTERCEPT EXISTING.
___ 33-B WATER CONNECTION, INTERCEPT EXISTING.
___ 33-C ELECTRICAL POWER CONNECTION, INTERCEPT EXISTING.
___ 33-D CABLE CONNECTION, COORDINATE WITH PROVIDER.
___ 33-E SATELLITE LOCATION, MOUNTING, COORDINATE WITH PROVIDER.
___ 33-F -
___ 33-G -

SEE SHEET A4 / A004 FOR LARGER FONT SIZE KEYNOTES

02.06.15 PC CORRECTIONS1

EXISTING FLOW DIRECTIONSLOPE
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NEW ROOF SLOPE 4:12

EXISTING SLOPE TO REMAIN ± 4:12

EXISTING FLAT SLOPE TO REMAIN ± 1/4 / 1'-0" MIN.

ATTIC VENTS 

REQUIRED 

1600 / 150 = 10.7 S.F.

PROVIDED

GABLED END
3 @ 2 S.F. = 6 SF.

SOLAR ATTIC FAN
4 @ 1.5 SF. = 6 SF.

TOTAL AREA 12 SF.

NOTE:
BALANCE INTAKE (GABLE AND EAVE) WITH ROOF VENT EXHAUST (SOLAR ROOF VENT).

ATTIC VENTS SHALL MEET THE FOLLOWING:
A) SHOW VENTILATION TYPE, SIZE, AND LOCATION ON ROOF PLAN.
B) THE NET FREE VENTILATING AREA SHALL NOT BE LESS THAN:

I.   1/150 OF THE ATTIC SPACE OR
II.  1/300 PROVIDED A CLASS I OR II VAPOR BARRIER IS INSTALLED ON THE WARM SIDE OF CEILING OR
III. 1/300 PROVIDED AT LEAST 50% AND NOT MORE THAN 80% OF THE REQUIRED VENTILATION AREA MUST 
BE LOCATED AT LEAST 3 FEET ABOVE EAVE OR CORNICE VENTS WITH THE BALANCE PROVIDED BY EAVE OR 
CORNICE VENTS.

C) OPENINGS SHALL HAVE CORROSION-RESISTANT WIRE MESH OR OTHER APPROVED MATERIAL WITH 1/16-IN.
MINIMUM AND 1/4-IN. MAXIMUM  OPENING.

D) A MINIMUM OF 1-IN. AIRSPACE SHALL BE PROVIDED BETWEEN INSULATION AND ROOF SHEATHING.
E) UNVENTED ATTIC ASSEMBLIES  SHALL MEET ALL THE CONDITIONS IN SECTION R806.4.
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"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established."
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OPEN WOOD TRELLIS B4
A501

B1
A502

GENERAL NOTES.
___ COORDINATE WITH; INFORMATION ON OTHER SHEETS, SPECIFICATIONS, 

AGREEMENT, GENERAL CONDITIONS AND CODE REQUIREMENTS. REQUEST DIRECTION ON 
ANY CONFLICTING INFORMATION BEFORE STARTING WORK.

___ ALL SUBMITTALS INCLUDING SHOP DRAWINGS AND SAMPLES MUST BE APPROVED BEFORE 
STARTING WORK.

KEYNOTES

01 GENERAL REQUIREMENTS.
___ 01-A FINISH FLOOR LINE.
___ 01-B FINISH GRADE.
___ 01-C CEILING LINE.
___ 01-D 1 HOUR FIRE WALL / CEILING
___ 01-E VARIES.
___ 01-F ALIGN WITH EXISTING.
___ 01-G APPROXIMATE LIMIT OF WORK.
___ 01-H TEMPORARY STORAGE & WORK AREA, FIELD VERIFY LIMITS.
___ 01-I TEMPORARY CONSTRUCTION FENCE, FIELD VERIFY LIMITS.
___ 01-J TEMPORARY CONSTRUCTION TRAILER, FIELD VERIFY LIMITS.
___ 01-K -
___ 01-L -
___ 01-M -

02 EXISTING CONDITIONS.
___ 02-A EXISTING TO REMAIN, PROTECT.
___ 02-B EXISTING TO REMODEL, COORDINATE WITH NEW WORK.
___ 02-C SELECTIVE SITE DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS ABOVE AND 

BELOW GRADE AS NEEDED FOR NEW CONSTRUCTION.
___ 02-D SELECTIVE BUILDING DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS AS NEEDED 

FOR NEW CONSTRUCTION.
___ 02-E -
___02-F REMOVE EXISTING HVAC SYSTEM AND INSULATION
___02-G -

03 CONCRETE
___ SEE FINISH SCHEDULES.
___ 03-A CAST-IN-PLACE CONCRETE, INTEGRAL COLOR, MEDIUM BROOM FINISH.
___ 03-B CAST-IN-PLACE CONCRETE, PREP FOR NEW FINISHES.
___ 03-C CAST-IN-PLACE CONCRETE, FOUNDATION.
___ 03-D -
___ 03-E -

04 MASONRY
___ SEE FINISH SCHEDULES.
___ 04-A MASONRY WALL.
___ 04-B MANUFACTURED STONE VENEER.
___ 04-C 6” GAP AT BUILDING WALL FOR DRAINAGE.
___ 04-D MASONRY WALL LANDSCAPE WALL.

05 METALS
___ SEE FINISH SCHEDULES.
___ 05-A METAL FABRICATIONS.
___ 05-B -
___ 05-C -

06 WOOD, PLASTIC, AND COMPOSITES
___ SEE FINISH SCHEDULES.
___ 06-A ROUGH FRAMING.
___ 06-B ROUGH FRAMING REMODEL.
___ 06-C WOOD SHEATHING. PAINTED T&G WHERE EXPOSED
___ 06-D FINISHED FRAMING, PAINT.
___ 06-E -
___ 06-F WOOD CABINETS, PAINT.
___ 06-G WOOD TRIM, PAINT.
___ 06-H CORIAN SOLID SURFACE.
___ 06-I GRANITE.
___ 06-J SHELF, PAINT AND CHROME METAL POLE.
___ 06-K ADJUSTABLE SHELVES, PAINT.
___ 06-L FIXED SHELVES, PAINT.
___ 06-M PULL-OUT DRAWERS, PAINT.
___ 06-N -
___ 06-O WOOD UNDERLAYMENT
___ 06-P OPEN TRELLIS

07 THERMAL AND MOISTURE PROTECTION
___ SEE FINISH SCHEDULES.
___ 07-A THERMAL INSULATION.
___ 07-B ASPHALT SHINGLE ROOFING.
___ 07-C ASPHALT ROLL ROOFING.
___ 07-D SHEET METAL FLASHING, GALVANIZED, PREP & PAINT.
___ 07-E ALUMINUM BOX RAIN GUTTERS AND LEADERS, FLUROPON FINISH.
___ 07-F LOUVERED VENT, MFG. FINISH.
___ 07-G SHEET METAL SADDLE FLASHING, GALVANIZED, PREP & PAINT.
___ 07-H SOLAR ATTIC EXHAUST FAN, MFG. FINISH.
___ 07-I SHEET METAL SUB-FLOOR VENT, GALVANIZED.
___ 07-J CEMENT BOARD LAP SIDING AND TRIM, PAINT.
___ 07-K CEMENT BOARD TRIM.
___ 07-L SEALANT, MATCH ADJACENT COLOR
___ 07-M FIRE STOPPING AT PENETRATIONS, PREP & PAINT WHERE EXPOSED.

08 OPENINGS
___ SEE DOOR, WINDOW, HARDWARE AND FINISH SCHEDULES.
___ 08-A EXTERIOR WOOD DOOR AND FRAME, PAINT.
___ 08-B EXTERIOR WOOD/GLASS DOOR AND FRAME, PAINT.
___ 08-C EXTERIOR GARAGE DOOR AND FRAME, PAINT.
___ 08-D INTERIOR WOOD DOOR AND FRAME, PAINT.
___ 08-E INTERIOR WOOD POCKET DOOR AND FRAME, PAINT.
___ 08-F EXTERIOR WINDOW AND FRAME, OPERABLE WITH SCREEN, PAINT.
___ 08-G -
___ 08-H EXTERIOR SCREEN DOOR AND FRAME, PAINT.
___ 08-I BASEMENT ACCESS DOOR

09 FINISHES
___ SEE FINISH SCHEDULE
___ 09-A 5/8” GYPSUM BOARD SMOOTH FINISH, PAINT. TYPE “X” AT FIRE WALL/CEILING.
___ 09-B 7/8” CEMENT PLASTER,MEDIUM SAND FINISH, INTEGRAL COLOR AND PAINT.
___ 09-C CERAMIC FLOOR TILE, NON-SLIP.
___ 09-D CERAMIC WALL TILE.
___ 09-E RESILIENT FLOORING.
___ 09-F -
___ 09-G ACCENT TILE, SET INTO CEMENT PLASTER.
___ 09-H -
___ 09-I CARPET
___ 09-J SHIM TO ALIGN WITH ADJACENT WALL

10 SPECIALTIES
___ SEE FF&E SCHEDULE.
___ 10-A TOILET/BATH ACCESSORY (FIELD VERIFY LOCATIONS)
___ 10-B -

11 EQUIPMENT
___ SEE FF&E SCHEDULE.
___ 11-A -
___ 11-B -
___ 11-C -
___ 11-D -
___ 11-E DISHWASHER, BULT-IN.
___ 11-F WASHER. - N.I.C.
___ 11-G DRYER. - N.I.C.
___ 11-H RANGE. - N.I.C.
___ 11-I MICROWAVE/EXHAUST HOOD COMBO, BUILT-IN.
___ 11-J REFRIGERATOR. - N.I.C.
___ 11-K -
___ 11-L -
___ 11-M -
___ 11-N CEILING FAN.

12 FURNISHINGS
___ SEE FF&E SCHEDULE.
___ 12-A WINDOW BLINDS
___ 12-B TRASH & RECYCLING BINS, BY OTHERS. - N.I.C.
___ 12-C SHOWER CURTAIN. - N.I.C.
___ 12-D -

22 PLUMBING
___ SEE PLUMBING PLANS “P”
___ 22-A TOILET.
___ 22-B SMALL LAVATORY.
___ 22-C LARGE LAVATORY.
___ 22-D KITCHEN SINK.
___ 22-E -
___ 22-F BATH TUB.
___ 22-G -
___ 22-H -
___ 22-I -
___ 22-J WATER HEATER.
___ 22-K -
___ 22-L -

23 HVAC
___ SEE HVAC PLANS “M”
___ 23-A VENT.
___ 23-B FORCED AIR UNIT.
___ 23-C CONDENSER UNIT.
___ 23-D CONDENSATE DRAIN OUTLET.
___ 23-E DRYER VENT.
___ 23-F EXHAUST FAN / VENT.
___ 23-G RETURN AIR DUCT, PROVIDE CABINET ENCLOSURE.
___ 23-H WATER HEATER VENT.

 26 ELECTRICAL
___ SEE ELECTRICAL PLANS “E”
___ 26-A POWER.
___ 26-B LIGHTING INTERIOR, RECESSED.
___ 26-C LIGHTING INTERIOR, SURFACE.
___ 26-D LIGHTING INTERIOR, PENDANT.
___ 26-E LIGHTING EXTERIOR, WALL.
___ 26-F LIGHTING EXTERIOR, SECURITY.

27 COMMUNICATION
___ SEE ELECTRICAL PLANS “E”
___ 27-A PHONE LINE, VOICE.
___ 27-B DATA LINE, INTERNET.
___ 27-C CABLE/SATELLITE.

28 SECURITY
___ SEE ELECTRICAL PLANS “E”
___ 28-A VIDEO CAMERA (6 LOCATIONS TBD).
___ 28-B ALARM SYSTEM (1 LOCATION TBD).

31 EARTH WORK
___ SEE CIVIL PLANS “C”
___ 31-A SITE CLEARING.
___ 31-B GRADING.
___ 31-C SOIL COMPACTION.
___ 31-D TERMITE CONTROL.

32 EXTERIOR IMPROVEMENTS
___ SEE FINISH SCHEDULES.
___ 32-A FENCE, VINYL.
___ 32-B GATE, VINYL.
___ 32-C PATCH EXISTING LANDSCAPE AND IRRIGATION FOR PROPER OPERATION.

33 UTILITIES
___ SEE ELECTRICAL “E” AND PLUMBING “P” PLANS.
___ 33-A SEWER CONNECTION, INTERCEPT EXISTING.
___ 33-B WATER CONNECTION, INTERCEPT EXISTING.
___ 33-C ELECTRICAL POWER CONNECTION, INTERCEPT EXISTING.
___ 33-D CABLE CONNECTION, COORDINATE WITH PROVIDER.
___ 33-E SATELLITE LOCATION, MOUNTING, COORDINATE WITH PROVIDER.
___ 33-F -
___ 33-G -

SEE SHEET A4 / A004 FOR LARGER FONT SIZE KEYNOTES
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A103

Proposed
Floor Plan

Sheet

"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established."
Proverbs 19:21
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A5 Notes
-A1 Proposed Floor Plan

1/4" = 1'-0" N
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NEW WALL
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GENERAL NOTES.
___ COORDINATE WITH; INFORMATION ON OTHER SHEETS, SPECIFICATIONS, 

AGREEMENT, GENERAL CONDITIONS AND CODE REQUIREMENTS. REQUEST DIRECTION ON 
ANY CONFLICTING INFORMATION BEFORE STARTING WORK.

___ ALL SUBMITTALS INCLUDING SHOP DRAWINGS AND SAMPLES MUST BE APPROVED BEFORE 
STARTING WORK.

KEYNOTES

01 GENERAL REQUIREMENTS.
___ 01-A FINISH FLOOR LINE.
___ 01-B FINISH GRADE.
___ 01-C CEILING LINE.
___ 01-D 1 HOUR FIRE WALL / CEILING
___ 01-E VARIES.
___ 01-F ALIGN WITH EXISTING.
___ 01-G APPROXIMATE LIMIT OF WORK.
___ 01-H TEMPORARY STORAGE & WORK AREA, FIELD VERIFY LIMITS.
___ 01-I TEMPORARY CONSTRUCTION FENCE, FIELD VERIFY LIMITS.
___ 01-J TEMPORARY CONSTRUCTION TRAILER, FIELD VERIFY LIMITS.
___ 01-K -
___ 01-L -
___ 01-M -

02 EXISTING CONDITIONS.
___ 02-A EXISTING TO REMAIN, PROTECT.
___ 02-B EXISTING TO REMODEL, COORDINATE WITH NEW WORK.
___ 02-C SELECTIVE SITE DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS ABOVE AND 

BELOW GRADE AS NEEDED FOR NEW CONSTRUCTION.
___ 02-D SELECTIVE BUILDING DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS AS NEEDED 

FOR NEW CONSTRUCTION.
___ 02-E -
___02-F REMOVE EXISTING HVAC SYSTEM AND INSULATION
___02-G -

03 CONCRETE
___ SEE FINISH SCHEDULES.
___ 03-A CAST-IN-PLACE CONCRETE, INTEGRAL COLOR, MEDIUM BROOM FINISH.
___ 03-B CAST-IN-PLACE CONCRETE, PREP FOR NEW FINISHES.
___ 03-C CAST-IN-PLACE CONCRETE, FOUNDATION.
___ 03-D -
___ 03-E -

04 MASONRY
___ SEE FINISH SCHEDULES.
___ 04-A MASONRY WALL.
___ 04-B MANUFACTURED STONE VENEER.
___ 04-C 6” GAP AT BUILDING WALL FOR DRAINAGE.
___ 04-D MASONRY WALL LANDSCAPE WALL.

05 METALS
___ SEE FINISH SCHEDULES.
___ 05-A METAL FABRICATIONS.
___ 05-B -
___ 05-C -

06 WOOD, PLASTIC, AND COMPOSITES
___ SEE FINISH SCHEDULES.
___ 06-A ROUGH FRAMING.
___ 06-B ROUGH FRAMING REMODEL.
___ 06-C WOOD SHEATHING. PAINTED T&G WHERE EXPOSED
___ 06-D FINISHED FRAMING, PAINT.
___ 06-E -
___ 06-F WOOD CABINETS, PAINT.
___ 06-G WOOD TRIM, PAINT.
___ 06-H CORIAN SOLID SURFACE.
___ 06-I GRANITE.
___ 06-J SHELF, PAINT AND CHROME METAL POLE.
___ 06-K ADJUSTABLE SHELVES, PAINT.
___ 06-L FIXED SHELVES, PAINT.
___ 06-M PULL-OUT DRAWERS, PAINT.
___ 06-N -
___ 06-O WOOD UNDERLAYMENT
___ 06-P OPEN TRELLIS

07 THERMAL AND MOISTURE PROTECTION
___ SEE FINISH SCHEDULES.
___ 07-A THERMAL INSULATION.
___ 07-B ASPHALT SHINGLE ROOFING.
___ 07-C ASPHALT ROLL ROOFING.
___ 07-D SHEET METAL FLASHING, GALVANIZED, PREP & PAINT.
___ 07-E ALUMINUM BOX RAIN GUTTERS AND LEADERS, FLUROPON FINISH.
___ 07-F LOUVERED VENT, MFG. FINISH.
___ 07-G SHEET METAL SADDLE FLASHING, GALVANIZED, PREP & PAINT.
___ 07-H SOLAR ATTIC EXHAUST FAN, MFG. FINISH.
___ 07-I SHEET METAL SUB-FLOOR VENT, GALVANIZED.
___ 07-J CEMENT BOARD LAP SIDING AND TRIM, PAINT.
___ 07-K CEMENT BOARD TRIM.
___ 07-L SEALANT, MATCH ADJACENT COLOR
___ 07-M FIRE STOPPING AT PENETRATIONS, PREP & PAINT WHERE EXPOSED.

08 OPENINGS
___ SEE DOOR, WINDOW, HARDWARE AND FINISH SCHEDULES.
___ 08-A EXTERIOR WOOD DOOR AND FRAME, PAINT.
___ 08-B EXTERIOR WOOD/GLASS DOOR AND FRAME, PAINT.
___ 08-C EXTERIOR GARAGE DOOR AND FRAME, PAINT.
___ 08-D INTERIOR WOOD DOOR AND FRAME, PAINT.
___ 08-E INTERIOR WOOD POCKET DOOR AND FRAME, PAINT.
___ 08-F EXTERIOR WINDOW AND FRAME, OPERABLE WITH SCREEN, PAINT.
___ 08-G -
___ 08-H EXTERIOR SCREEN DOOR AND FRAME, PAINT.
___ 08-I BASEMENT ACCESS DOOR

09 FINISHES
___ SEE FINISH SCHEDULE
___ 09-A 5/8” GYPSUM BOARD SMOOTH FINISH, PAINT. TYPE “X” AT FIRE WALL/CEILING.
___ 09-B 7/8” CEMENT PLASTER,MEDIUM SAND FINISH, INTEGRAL COLOR AND PAINT.
___ 09-C CERAMIC FLOOR TILE, NON-SLIP.
___ 09-D CERAMIC WALL TILE.
___ 09-E RESILIENT FLOORING.
___ 09-F -
___ 09-G ACCENT TILE, SET INTO CEMENT PLASTER.
___ 09-H -
___ 09-I CARPET
___ 09-J SHIM TO ALIGN WITH ADJACENT WALL

10 SPECIALTIES
___ SEE FF&E SCHEDULE.
___ 10-A TOILET/BATH ACCESSORY (FIELD VERIFY LOCATIONS)
___ 10-B -

11 EQUIPMENT
___ SEE FF&E SCHEDULE.
___ 11-A -
___ 11-B -
___ 11-C -
___ 11-D -
___ 11-E DISHWASHER, BULT-IN.
___ 11-F WASHER. - N.I.C.
___ 11-G DRYER. - N.I.C.
___ 11-H RANGE. - N.I.C.
___ 11-I MICROWAVE/EXHAUST HOOD COMBO, BUILT-IN.
___ 11-J REFRIGERATOR. - N.I.C.
___ 11-K -
___ 11-L -
___ 11-M -
___ 11-N CEILING FAN.

12 FURNISHINGS
___ SEE FF&E SCHEDULE.
___ 12-A WINDOW BLINDS
___ 12-B TRASH & RECYCLING BINS, BY OTHERS. - N.I.C.
___ 12-C SHOWER CURTAIN. - N.I.C.
___ 12-D -

22 PLUMBING
___ SEE PLUMBING PLANS “P”
___ 22-A TOILET.
___ 22-B SMALL LAVATORY.
___ 22-C LARGE LAVATORY.
___ 22-D KITCHEN SINK.
___ 22-E -
___ 22-F BATH TUB.
___ 22-G -
___ 22-H -
___ 22-I -
___ 22-J WATER HEATER.
___ 22-K -
___ 22-L -

23 HVAC
___ SEE HVAC PLANS “M”
___ 23-A VENT.
___ 23-B FORCED AIR UNIT.
___ 23-C CONDENSER UNIT.
___ 23-D CONDENSATE DRAIN OUTLET.
___ 23-E DRYER VENT.
___ 23-F EXHAUST FAN / VENT.
___ 23-G RETURN AIR DUCT, PROVIDE CABINET ENCLOSURE.
___ 23-H WATER HEATER VENT.

 26 ELECTRICAL
___ SEE ELECTRICAL PLANS “E”
___ 26-A POWER.
___ 26-B LIGHTING INTERIOR, RECESSED.
___ 26-C LIGHTING INTERIOR, SURFACE.
___ 26-D LIGHTING INTERIOR, PENDANT.
___ 26-E LIGHTING EXTERIOR, WALL.
___ 26-F LIGHTING EXTERIOR, SECURITY.

27 COMMUNICATION
___ SEE ELECTRICAL PLANS “E”
___ 27-A PHONE LINE, VOICE.
___ 27-B DATA LINE, INTERNET.
___ 27-C CABLE/SATELLITE.

28 SECURITY
___ SEE ELECTRICAL PLANS “E”
___ 28-A VIDEO CAMERA (6 LOCATIONS TBD).
___ 28-B ALARM SYSTEM (1 LOCATION TBD).

31 EARTH WORK
___ SEE CIVIL PLANS “C”
___ 31-A SITE CLEARING.
___ 31-B GRADING.
___ 31-C SOIL COMPACTION.
___ 31-D TERMITE CONTROL.

32 EXTERIOR IMPROVEMENTS
___ SEE FINISH SCHEDULES.
___ 32-A FENCE, VINYL.
___ 32-B GATE, VINYL.
___ 32-C PATCH EXISTING LANDSCAPE AND IRRIGATION FOR PROPER OPERATION.

33 UTILITIES
___ SEE ELECTRICAL “E” AND PLUMBING “P” PLANS.
___ 33-A SEWER CONNECTION, INTERCEPT EXISTING.
___ 33-B WATER CONNECTION, INTERCEPT EXISTING.
___ 33-C ELECTRICAL POWER CONNECTION, INTERCEPT EXISTING.
___ 33-D CABLE CONNECTION, COORDINATE WITH PROVIDER.
___ 33-E SATELLITE LOCATION, MOUNTING, COORDINATE WITH PROVIDER.
___ 33-F -
___ 33-G -

SEE SHEET A4 / A004 FOR LARGER FONT SIZE KEYNOTES
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OPEN WOOD TRELLIS B4
A501

B1
A502

GENERAL NOTES.
___ COORDINATE WITH; INFORMATION ON OTHER SHEETS, SPECIFICATIONS, 

AGREEMENT, GENERAL CONDITIONS AND CODE REQUIREMENTS. REQUEST DIRECTION ON 
ANY CONFLICTING INFORMATION BEFORE STARTING WORK.

___ ALL SUBMITTALS INCLUDING SHOP DRAWINGS AND SAMPLES MUST BE APPROVED BEFORE 
STARTING WORK.

KEYNOTES

01 GENERAL REQUIREMENTS.
___ 01-A FINISH FLOOR LINE.
___ 01-B FINISH GRADE.
___ 01-C CEILING LINE.
___ 01-D 1 HOUR FIRE WALL / CEILING
___ 01-E VARIES.
___ 01-F ALIGN WITH EXISTING.
___ 01-G APPROXIMATE LIMIT OF WORK.
___ 01-H TEMPORARY STORAGE & WORK AREA, FIELD VERIFY LIMITS.
___ 01-I TEMPORARY CONSTRUCTION FENCE, FIELD VERIFY LIMITS.
___ 01-J TEMPORARY CONSTRUCTION TRAILER, FIELD VERIFY LIMITS.
___ 01-K -
___ 01-L -
___ 01-M -

02 EXISTING CONDITIONS.
___ 02-A EXISTING TO REMAIN, PROTECT.
___ 02-B EXISTING TO REMODEL, COORDINATE WITH NEW WORK.
___ 02-C SELECTIVE SITE DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS ABOVE AND 

BELOW GRADE AS NEEDED FOR NEW CONSTRUCTION.
___ 02-D SELECTIVE BUILDING DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS AS NEEDED 

FOR NEW CONSTRUCTION.
___ 02-E -
___02-F REMOVE EXISTING HVAC SYSTEM AND INSULATION
___02-G -

03 CONCRETE
___ SEE FINISH SCHEDULES.
___ 03-A CAST-IN-PLACE CONCRETE, INTEGRAL COLOR, MEDIUM BROOM FINISH.
___ 03-B CAST-IN-PLACE CONCRETE, PREP FOR NEW FINISHES.
___ 03-C CAST-IN-PLACE CONCRETE, FOUNDATION.
___ 03-D -
___ 03-E -

04 MASONRY
___ SEE FINISH SCHEDULES.
___ 04-A MASONRY WALL.
___ 04-B MANUFACTURED STONE VENEER.
___ 04-C 6” GAP AT BUILDING WALL FOR DRAINAGE.
___ 04-D MASONRY WALL LANDSCAPE WALL.

05 METALS
___ SEE FINISH SCHEDULES.
___ 05-A METAL FABRICATIONS.
___ 05-B -
___ 05-C -

06 WOOD, PLASTIC, AND COMPOSITES
___ SEE FINISH SCHEDULES.
___ 06-A ROUGH FRAMING.
___ 06-B ROUGH FRAMING REMODEL.
___ 06-C WOOD SHEATHING. PAINTED T&G WHERE EXPOSED
___ 06-D FINISHED FRAMING, PAINT.
___ 06-E -
___ 06-F WOOD CABINETS, PAINT.
___ 06-G WOOD TRIM, PAINT.
___ 06-H CORIAN SOLID SURFACE.
___ 06-I GRANITE.
___ 06-J SHELF, PAINT AND CHROME METAL POLE.
___ 06-K ADJUSTABLE SHELVES, PAINT.
___ 06-L FIXED SHELVES, PAINT.
___ 06-M PULL-OUT DRAWERS, PAINT.
___ 06-N -
___ 06-O WOOD UNDERLAYMENT
___ 06-P OPEN TRELLIS

07 THERMAL AND MOISTURE PROTECTION
___ SEE FINISH SCHEDULES.
___ 07-A THERMAL INSULATION.
___ 07-B ASPHALT SHINGLE ROOFING.
___ 07-C ASPHALT ROLL ROOFING.
___ 07-D SHEET METAL FLASHING, GALVANIZED, PREP & PAINT.
___ 07-E ALUMINUM BOX RAIN GUTTERS AND LEADERS, FLUROPON FINISH.
___ 07-F LOUVERED VENT, MFG. FINISH.
___ 07-G SHEET METAL SADDLE FLASHING, GALVANIZED, PREP & PAINT.
___ 07-H SOLAR ATTIC EXHAUST FAN, MFG. FINISH.
___ 07-I SHEET METAL SUB-FLOOR VENT, GALVANIZED.
___ 07-J CEMENT BOARD LAP SIDING AND TRIM, PAINT.
___ 07-K CEMENT BOARD TRIM.
___ 07-L SEALANT, MATCH ADJACENT COLOR
___ 07-M FIRE STOPPING AT PENETRATIONS, PREP & PAINT WHERE EXPOSED.

08 OPENINGS
___ SEE DOOR, WINDOW, HARDWARE AND FINISH SCHEDULES.
___ 08-A EXTERIOR WOOD DOOR AND FRAME, PAINT.
___ 08-B EXTERIOR WOOD/GLASS DOOR AND FRAME, PAINT.
___ 08-C EXTERIOR GARAGE DOOR AND FRAME, PAINT.
___ 08-D INTERIOR WOOD DOOR AND FRAME, PAINT.
___ 08-E INTERIOR WOOD POCKET DOOR AND FRAME, PAINT.
___ 08-F EXTERIOR WINDOW AND FRAME, OPERABLE WITH SCREEN, PAINT.
___ 08-G -
___ 08-H EXTERIOR SCREEN DOOR AND FRAME, PAINT.
___ 08-I BASEMENT ACCESS DOOR

09 FINISHES
___ SEE FINISH SCHEDULE
___ 09-A 5/8” GYPSUM BOARD SMOOTH FINISH, PAINT. TYPE “X” AT FIRE WALL/CEILING.
___ 09-B 7/8” CEMENT PLASTER,MEDIUM SAND FINISH, INTEGRAL COLOR AND PAINT.
___ 09-C CERAMIC FLOOR TILE, NON-SLIP.
___ 09-D CERAMIC WALL TILE.
___ 09-E RESILIENT FLOORING.
___ 09-F -
___ 09-G ACCENT TILE, SET INTO CEMENT PLASTER.
___ 09-H -
___ 09-I CARPET
___ 09-J SHIM TO ALIGN WITH ADJACENT WALL

10 SPECIALTIES
___ SEE FF&E SCHEDULE.
___ 10-A TOILET/BATH ACCESSORY (FIELD VERIFY LOCATIONS)
___ 10-B -

11 EQUIPMENT
___ SEE FF&E SCHEDULE.
___ 11-A -
___ 11-B -
___ 11-C -
___ 11-D -
___ 11-E DISHWASHER, BULT-IN.
___ 11-F WASHER. - N.I.C.
___ 11-G DRYER. - N.I.C.
___ 11-H RANGE. - N.I.C.
___ 11-I MICROWAVE/EXHAUST HOOD COMBO, BUILT-IN.
___ 11-J REFRIGERATOR. - N.I.C.
___ 11-K -
___ 11-L -
___ 11-M -
___ 11-N CEILING FAN.

12 FURNISHINGS
___ SEE FF&E SCHEDULE.
___ 12-A WINDOW BLINDS
___ 12-B TRASH & RECYCLING BINS, BY OTHERS. - N.I.C.
___ 12-C SHOWER CURTAIN. - N.I.C.
___ 12-D -

22 PLUMBING
___ SEE PLUMBING PLANS “P”
___ 22-A TOILET.
___ 22-B SMALL LAVATORY.
___ 22-C LARGE LAVATORY.
___ 22-D KITCHEN SINK.
___ 22-E -
___ 22-F BATH TUB.
___ 22-G -
___ 22-H -
___ 22-I -
___ 22-J WATER HEATER.
___ 22-K -
___ 22-L -

23 HVAC
___ SEE HVAC PLANS “M”
___ 23-A VENT.
___ 23-B FORCED AIR UNIT.
___ 23-C CONDENSER UNIT.
___ 23-D CONDENSATE DRAIN OUTLET.
___ 23-E DRYER VENT.
___ 23-F EXHAUST FAN / VENT.
___ 23-G RETURN AIR DUCT, PROVIDE CABINET ENCLOSURE.
___ 23-H WATER HEATER VENT.

 26 ELECTRICAL
___ SEE ELECTRICAL PLANS “E”
___ 26-A POWER.
___ 26-B LIGHTING INTERIOR, RECESSED.
___ 26-C LIGHTING INTERIOR, SURFACE.
___ 26-D LIGHTING INTERIOR, PENDANT.
___ 26-E LIGHTING EXTERIOR, WALL.
___ 26-F LIGHTING EXTERIOR, SECURITY.

27 COMMUNICATION
___ SEE ELECTRICAL PLANS “E”
___ 27-A PHONE LINE, VOICE.
___ 27-B DATA LINE, INTERNET.
___ 27-C CABLE/SATELLITE.

28 SECURITY
___ SEE ELECTRICAL PLANS “E”
___ 28-A VIDEO CAMERA (6 LOCATIONS TBD).
___ 28-B ALARM SYSTEM (1 LOCATION TBD).

31 EARTH WORK
___ SEE CIVIL PLANS “C”
___ 31-A SITE CLEARING.
___ 31-B GRADING.
___ 31-C SOIL COMPACTION.
___ 31-D TERMITE CONTROL.

32 EXTERIOR IMPROVEMENTS
___ SEE FINISH SCHEDULES.
___ 32-A FENCE, VINYL.
___ 32-B GATE, VINYL.
___ 32-C PATCH EXISTING LANDSCAPE AND IRRIGATION FOR PROPER OPERATION.

33 UTILITIES
___ SEE ELECTRICAL “E” AND PLUMBING “P” PLANS.
___ 33-A SEWER CONNECTION, INTERCEPT EXISTING.
___ 33-B WATER CONNECTION, INTERCEPT EXISTING.
___ 33-C ELECTRICAL POWER CONNECTION, INTERCEPT EXISTING.
___ 33-D CABLE CONNECTION, COORDINATE WITH PROVIDER.
___ 33-E SATELLITE LOCATION, MOUNTING, COORDINATE WITH PROVIDER.
___ 33-F -
___ 33-G -

SEE SHEET A4 / A004 FOR LARGER FONT SIZE KEYNOTES
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"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established."
Proverbs 19:21
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GENERAL NOTES.
___ COORDINATE WITH; INFORMATION ON OTHER SHEETS, SPECIFICATIONS, 

AGREEMENT, GENERAL CONDITIONS AND CODE REQUIREMENTS. REQUEST DIRECTION ON 
ANY CONFLICTING INFORMATION BEFORE STARTING WORK.

___ ALL SUBMITTALS INCLUDING SHOP DRAWINGS AND SAMPLES MUST BE APPROVED BEFORE 
STARTING WORK.

KEYNOTES

01 GENERAL REQUIREMENTS.
___ 01-A FINISH FLOOR LINE.
___ 01-B FINISH GRADE.
___ 01-C CEILING LINE.
___ 01-D 1 HOUR FIRE WALL / CEILING
___ 01-E VARIES.
___ 01-F ALIGN WITH EXISTING.
___ 01-G APPROXIMATE LIMIT OF WORK.
___ 01-H TEMPORARY STORAGE & WORK AREA, FIELD VERIFY LIMITS.
___ 01-I TEMPORARY CONSTRUCTION FENCE, FIELD VERIFY LIMITS.
___ 01-J TEMPORARY CONSTRUCTION TRAILER, FIELD VERIFY LIMITS.
___ 01-K -
___ 01-L -
___ 01-M -

02 EXISTING CONDITIONS.
___ 02-A EXISTING TO REMAIN, PROTECT.
___ 02-B EXISTING TO REMODEL, COORDINATE WITH NEW WORK.
___ 02-C SELECTIVE SITE DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS ABOVE AND 

BELOW GRADE AS NEEDED FOR NEW CONSTRUCTION.
___ 02-D SELECTIVE BUILDING DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS AS NEEDED 

FOR NEW CONSTRUCTION.
___ 02-E -
___02-F REMOVE EXISTING HVAC SYSTEM AND INSULATION
___02-G -

03 CONCRETE
___ SEE FINISH SCHEDULES.
___ 03-A CAST-IN-PLACE CONCRETE, INTEGRAL COLOR, MEDIUM BROOM FINISH.
___ 03-B CAST-IN-PLACE CONCRETE, PREP FOR NEW FINISHES.
___ 03-C CAST-IN-PLACE CONCRETE, FOUNDATION.
___ 03-D -
___ 03-E -

04 MASONRY
___ SEE FINISH SCHEDULES.
___ 04-A MASONRY WALL.
___ 04-B MANUFACTURED STONE VENEER.
___ 04-C 6” GAP AT BUILDING WALL FOR DRAINAGE.
___ 04-D MASONRY WALL LANDSCAPE WALL.

05 METALS
___ SEE FINISH SCHEDULES.
___ 05-A METAL FABRICATIONS.
___ 05-B -
___ 05-C -

06 WOOD, PLASTIC, AND COMPOSITES
___ SEE FINISH SCHEDULES.
___ 06-A ROUGH FRAMING.
___ 06-B ROUGH FRAMING REMODEL.
___ 06-C WOOD SHEATHING. PAINTED T&G WHERE EXPOSED
___ 06-D FINISHED FRAMING, PAINT.
___ 06-E -
___ 06-F WOOD CABINETS, PAINT.
___ 06-G WOOD TRIM, PAINT.
___ 06-H CORIAN SOLID SURFACE.
___ 06-I GRANITE.
___ 06-J SHELF, PAINT AND CHROME METAL POLE.
___ 06-K ADJUSTABLE SHELVES, PAINT.
___ 06-L FIXED SHELVES, PAINT.
___ 06-M PULL-OUT DRAWERS, PAINT.
___ 06-N -
___ 06-O WOOD UNDERLAYMENT
___ 06-P OPEN TRELLIS

07 THERMAL AND MOISTURE PROTECTION
___ SEE FINISH SCHEDULES.
___ 07-A THERMAL INSULATION.
___ 07-B ASPHALT SHINGLE ROOFING.
___ 07-C ASPHALT ROLL ROOFING.
___ 07-D SHEET METAL FLASHING, GALVANIZED, PREP & PAINT.
___ 07-E ALUMINUM BOX RAIN GUTTERS AND LEADERS, FLUROPON FINISH.
___ 07-F LOUVERED VENT, MFG. FINISH.
___ 07-G SHEET METAL SADDLE FLASHING, GALVANIZED, PREP & PAINT.
___ 07-H SOLAR ATTIC EXHAUST FAN, MFG. FINISH.
___ 07-I SHEET METAL SUB-FLOOR VENT, GALVANIZED.
___ 07-J CEMENT BOARD LAP SIDING AND TRIM, PAINT.
___ 07-K CEMENT BOARD TRIM.
___ 07-L SEALANT, MATCH ADJACENT COLOR
___ 07-M FIRE STOPPING AT PENETRATIONS, PREP & PAINT WHERE EXPOSED.

08 OPENINGS
___ SEE DOOR, WINDOW, HARDWARE AND FINISH SCHEDULES.
___ 08-A EXTERIOR WOOD DOOR AND FRAME, PAINT.
___ 08-B EXTERIOR WOOD/GLASS DOOR AND FRAME, PAINT.
___ 08-C EXTERIOR GARAGE DOOR AND FRAME, PAINT.
___ 08-D INTERIOR WOOD DOOR AND FRAME, PAINT.
___ 08-E INTERIOR WOOD POCKET DOOR AND FRAME, PAINT.
___ 08-F EXTERIOR WINDOW AND FRAME, OPERABLE WITH SCREEN, PAINT.
___ 08-G -
___ 08-H EXTERIOR SCREEN DOOR AND FRAME, PAINT.
___ 08-I BASEMENT ACCESS DOOR

09 FINISHES
___ SEE FINISH SCHEDULE
___ 09-A 5/8” GYPSUM BOARD SMOOTH FINISH, PAINT. TYPE “X” AT FIRE WALL/CEILING.
___ 09-B 7/8” CEMENT PLASTER,MEDIUM SAND FINISH, INTEGRAL COLOR AND PAINT.
___ 09-C CERAMIC FLOOR TILE, NON-SLIP.
___ 09-D CERAMIC WALL TILE.
___ 09-E RESILIENT FLOORING.
___ 09-F -
___ 09-G ACCENT TILE, SET INTO CEMENT PLASTER.
___ 09-H -
___ 09-I CARPET
___ 09-J SHIM TO ALIGN WITH ADJACENT WALL

10 SPECIALTIES
___ SEE FF&E SCHEDULE.
___ 10-A TOILET/BATH ACCESSORY (FIELD VERIFY LOCATIONS)
___ 10-B -

11 EQUIPMENT
___ SEE FF&E SCHEDULE.
___ 11-A -
___ 11-B -
___ 11-C -
___ 11-D -
___ 11-E DISHWASHER, BULT-IN.
___ 11-F WASHER. - N.I.C.
___ 11-G DRYER. - N.I.C.
___ 11-H RANGE. - N.I.C.
___ 11-I MICROWAVE/EXHAUST HOOD COMBO, BUILT-IN.
___ 11-J REFRIGERATOR. - N.I.C.
___ 11-K -
___ 11-L -
___ 11-M -
___ 11-N CEILING FAN.

12 FURNISHINGS
___ SEE FF&E SCHEDULE.
___ 12-A WINDOW BLINDS
___ 12-B TRASH & RECYCLING BINS, BY OTHERS. - N.I.C.
___ 12-C SHOWER CURTAIN. - N.I.C.
___ 12-D -

22 PLUMBING
___ SEE PLUMBING PLANS “P”
___ 22-A TOILET.
___ 22-B SMALL LAVATORY.
___ 22-C LARGE LAVATORY.
___ 22-D KITCHEN SINK.
___ 22-E -
___ 22-F BATH TUB.
___ 22-G -
___ 22-H -
___ 22-I -
___ 22-J WATER HEATER.
___ 22-K -
___ 22-L -

23 HVAC
___ SEE HVAC PLANS “M”
___ 23-A VENT.
___ 23-B FORCED AIR UNIT.
___ 23-C CONDENSER UNIT.
___ 23-D CONDENSATE DRAIN OUTLET.
___ 23-E DRYER VENT.
___ 23-F EXHAUST FAN / VENT.
___ 23-G RETURN AIR DUCT, PROVIDE CABINET ENCLOSURE.
___ 23-H WATER HEATER VENT.

 26 ELECTRICAL
___ SEE ELECTRICAL PLANS “E”
___ 26-A POWER.
___ 26-B LIGHTING INTERIOR, RECESSED.
___ 26-C LIGHTING INTERIOR, SURFACE.
___ 26-D LIGHTING INTERIOR, PENDANT.
___ 26-E LIGHTING EXTERIOR, WALL.
___ 26-F LIGHTING EXTERIOR, SECURITY.

27 COMMUNICATION
___ SEE ELECTRICAL PLANS “E”
___ 27-A PHONE LINE, VOICE.
___ 27-B DATA LINE, INTERNET.
___ 27-C CABLE/SATELLITE.

28 SECURITY
___ SEE ELECTRICAL PLANS “E”
___ 28-A VIDEO CAMERA (6 LOCATIONS TBD).
___ 28-B ALARM SYSTEM (1 LOCATION TBD).

31 EARTH WORK
___ SEE CIVIL PLANS “C”
___ 31-A SITE CLEARING.
___ 31-B GRADING.
___ 31-C SOIL COMPACTION.
___ 31-D TERMITE CONTROL.

32 EXTERIOR IMPROVEMENTS
___ SEE FINISH SCHEDULES.
___ 32-A FENCE, VINYL.
___ 32-B GATE, VINYL.
___ 32-C PATCH EXISTING LANDSCAPE AND IRRIGATION FOR PROPER OPERATION.

33 UTILITIES
___ SEE ELECTRICAL “E” AND PLUMBING “P” PLANS.
___ 33-A SEWER CONNECTION, INTERCEPT EXISTING.
___ 33-B WATER CONNECTION, INTERCEPT EXISTING.
___ 33-C ELECTRICAL POWER CONNECTION, INTERCEPT EXISTING.
___ 33-D CABLE CONNECTION, COORDINATE WITH PROVIDER.
___ 33-E SATELLITE LOCATION, MOUNTING, COORDINATE WITH PROVIDER.
___ 33-F -
___ 33-G -

SEE SHEET A4 / A004 FOR LARGER FONT SIZE KEYNOTES
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"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established."
Proverbs 19:21

A

B

C

D

1 2 3 4 5

A1 Proposed West Elevation
1/4" = 1'-0"

C1 Proposed South Elevation
1/4" = 1'-0"

A5 Notes
-

Project

Checked
Drawn

14-220

Mark Description

JAC                 

Date

DJC

Notice

Sheet Title

Project Name

All plans are preliminary and not for construction until 
approved by appropriate regulatory government agencies, 
stamped & signed architect/engineer,  and authorized by 
owner.

Copyright © Joe Americo Calabrese Architect

Client

. 11.14.14 P.C. ISSUE

.

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .
Issue Dates

Residence

15722 Nelson Ave.
City of Industry, Ca 91744

City of Industry
15625 E. Stafford Street
City of Industry, Ca 91744

Consultant
Joe Americo Calabrese AIA LEED AP  C18987

0" 1" 2" 3"

CalabreseArchitect
3660 West Temple Avenue Suite 110 Pomona California 91768
t 714.255.0066  e info@CalabreseArchitect.com        # C18987

GENERAL NOTES.
___ COORDINATE WITH; INFORMATION ON OTHER SHEETS, SPECIFICATIONS, 

AGREEMENT, GENERAL CONDITIONS AND CODE REQUIREMENTS. REQUEST DIRECTION ON 
ANY CONFLICTING INFORMATION BEFORE STARTING WORK.

___ ALL SUBMITTALS INCLUDING SHOP DRAWINGS AND SAMPLES MUST BE APPROVED BEFORE 
STARTING WORK.

KEYNOTES

01 GENERAL REQUIREMENTS.
___ 01-A FINISH FLOOR LINE.
___ 01-B FINISH GRADE.
___ 01-C CEILING LINE.
___ 01-D 1 HOUR FIRE WALL / CEILING
___ 01-E VARIES.
___ 01-F ALIGN WITH EXISTING.
___ 01-G APPROXIMATE LIMIT OF WORK.
___ 01-H TEMPORARY STORAGE & WORK AREA, FIELD VERIFY LIMITS.
___ 01-I TEMPORARY CONSTRUCTION FENCE, FIELD VERIFY LIMITS.
___ 01-J TEMPORARY CONSTRUCTION TRAILER, FIELD VERIFY LIMITS.
___ 01-K -
___ 01-L -
___ 01-M -

02 EXISTING CONDITIONS.
___ 02-A EXISTING TO REMAIN, PROTECT.
___ 02-B EXISTING TO REMODEL, COORDINATE WITH NEW WORK.
___ 02-C SELECTIVE SITE DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS ABOVE AND 

BELOW GRADE AS NEEDED FOR NEW CONSTRUCTION.
___ 02-D SELECTIVE BUILDING DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS AS NEEDED 

FOR NEW CONSTRUCTION.
___ 02-E -
___02-F REMOVE EXISTING HVAC SYSTEM AND INSULATION
___02-G -

03 CONCRETE
___ SEE FINISH SCHEDULES.
___ 03-A CAST-IN-PLACE CONCRETE, INTEGRAL COLOR, MEDIUM BROOM FINISH.
___ 03-B CAST-IN-PLACE CONCRETE, PREP FOR NEW FINISHES.
___ 03-C CAST-IN-PLACE CONCRETE, FOUNDATION.
___ 03-D -
___ 03-E -

04 MASONRY
___ SEE FINISH SCHEDULES.
___ 04-A MASONRY WALL.
___ 04-B MANUFACTURED STONE VENEER.
___ 04-C 6” GAP AT BUILDING WALL FOR DRAINAGE.
___ 04-D MASONRY WALL LANDSCAPE WALL.

05 METALS
___ SEE FINISH SCHEDULES.
___ 05-A METAL FABRICATIONS.
___ 05-B -
___ 05-C -

06 WOOD, PLASTIC, AND COMPOSITES
___ SEE FINISH SCHEDULES.
___ 06-A ROUGH FRAMING.
___ 06-B ROUGH FRAMING REMODEL.
___ 06-C WOOD SHEATHING. PAINTED T&G WHERE EXPOSED
___ 06-D FINISHED FRAMING, PAINT.
___ 06-E -
___ 06-F WOOD CABINETS, PAINT.
___ 06-G WOOD TRIM, PAINT.
___ 06-H CORIAN SOLID SURFACE.
___ 06-I GRANITE.
___ 06-J SHELF, PAINT AND CHROME METAL POLE.
___ 06-K ADJUSTABLE SHELVES, PAINT.
___ 06-L FIXED SHELVES, PAINT.
___ 06-M PULL-OUT DRAWERS, PAINT.
___ 06-N -
___ 06-O WOOD UNDERLAYMENT
___ 06-P OPEN TRELLIS

07 THERMAL AND MOISTURE PROTECTION
___ SEE FINISH SCHEDULES.
___ 07-A THERMAL INSULATION.
___ 07-B ASPHALT SHINGLE ROOFING.
___ 07-C ASPHALT ROLL ROOFING.
___ 07-D SHEET METAL FLASHING, GALVANIZED, PREP & PAINT.
___ 07-E ALUMINUM BOX RAIN GUTTERS AND LEADERS, FLUROPON FINISH.
___ 07-F LOUVERED VENT, MFG. FINISH.
___ 07-G SHEET METAL SADDLE FLASHING, GALVANIZED, PREP & PAINT.
___ 07-H SOLAR ATTIC EXHAUST FAN, MFG. FINISH.
___ 07-I SHEET METAL SUB-FLOOR VENT, GALVANIZED.
___ 07-J CEMENT BOARD LAP SIDING AND TRIM, PAINT.
___ 07-K CEMENT BOARD TRIM.
___ 07-L SEALANT, MATCH ADJACENT COLOR
___ 07-M FIRE STOPPING AT PENETRATIONS, PREP & PAINT WHERE EXPOSED.

08 OPENINGS
___ SEE DOOR, WINDOW, HARDWARE AND FINISH SCHEDULES.
___ 08-A EXTERIOR WOOD DOOR AND FRAME, PAINT.
___ 08-B EXTERIOR WOOD/GLASS DOOR AND FRAME, PAINT.
___ 08-C EXTERIOR GARAGE DOOR AND FRAME, PAINT.
___ 08-D INTERIOR WOOD DOOR AND FRAME, PAINT.
___ 08-E INTERIOR WOOD POCKET DOOR AND FRAME, PAINT.
___ 08-F EXTERIOR WINDOW AND FRAME, OPERABLE WITH SCREEN, PAINT.
___ 08-G -
___ 08-H EXTERIOR SCREEN DOOR AND FRAME, PAINT.
___ 08-I BASEMENT ACCESS DOOR

09 FINISHES
___ SEE FINISH SCHEDULE
___ 09-A 5/8” GYPSUM BOARD SMOOTH FINISH, PAINT. TYPE “X” AT FIRE WALL/CEILING.
___ 09-B 7/8” CEMENT PLASTER,MEDIUM SAND FINISH, INTEGRAL COLOR AND PAINT.
___ 09-C CERAMIC FLOOR TILE, NON-SLIP.
___ 09-D CERAMIC WALL TILE.
___ 09-E RESILIENT FLOORING.
___ 09-F -
___ 09-G ACCENT TILE, SET INTO CEMENT PLASTER.
___ 09-H -
___ 09-I CARPET
___ 09-J SHIM TO ALIGN WITH ADJACENT WALL

10 SPECIALTIES
___ SEE FF&E SCHEDULE.
___ 10-A TOILET/BATH ACCESSORY (FIELD VERIFY LOCATIONS)
___ 10-B -

11 EQUIPMENT
___ SEE FF&E SCHEDULE.
___ 11-A -
___ 11-B -
___ 11-C -
___ 11-D -
___ 11-E DISHWASHER, BULT-IN.
___ 11-F WASHER. - N.I.C.
___ 11-G DRYER. - N.I.C.
___ 11-H RANGE. - N.I.C.
___ 11-I MICROWAVE/EXHAUST HOOD COMBO, BUILT-IN.
___ 11-J REFRIGERATOR. - N.I.C.
___ 11-K -
___ 11-L -
___ 11-M -
___ 11-N CEILING FAN.

12 FURNISHINGS
___ SEE FF&E SCHEDULE.
___ 12-A WINDOW BLINDS
___ 12-B TRASH & RECYCLING BINS, BY OTHERS. - N.I.C.
___ 12-C SHOWER CURTAIN. - N.I.C.
___ 12-D -

22 PLUMBING
___ SEE PLUMBING PLANS “P”
___ 22-A TOILET.
___ 22-B SMALL LAVATORY.
___ 22-C LARGE LAVATORY.
___ 22-D KITCHEN SINK.
___ 22-E -
___ 22-F BATH TUB.
___ 22-G -
___ 22-H -
___ 22-I -
___ 22-J WATER HEATER.
___ 22-K -
___ 22-L -

23 HVAC
___ SEE HVAC PLANS “M”
___ 23-A VENT.
___ 23-B FORCED AIR UNIT.
___ 23-C CONDENSER UNIT.
___ 23-D CONDENSATE DRAIN OUTLET.
___ 23-E DRYER VENT.
___ 23-F EXHAUST FAN / VENT.
___ 23-G RETURN AIR DUCT, PROVIDE CABINET ENCLOSURE.
___ 23-H WATER HEATER VENT.

 26 ELECTRICAL
___ SEE ELECTRICAL PLANS “E”
___ 26-A POWER.
___ 26-B LIGHTING INTERIOR, RECESSED.
___ 26-C LIGHTING INTERIOR, SURFACE.
___ 26-D LIGHTING INTERIOR, PENDANT.
___ 26-E LIGHTING EXTERIOR, WALL.
___ 26-F LIGHTING EXTERIOR, SECURITY.

27 COMMUNICATION
___ SEE ELECTRICAL PLANS “E”
___ 27-A PHONE LINE, VOICE.
___ 27-B DATA LINE, INTERNET.
___ 27-C CABLE/SATELLITE.

28 SECURITY
___ SEE ELECTRICAL PLANS “E”
___ 28-A VIDEO CAMERA (6 LOCATIONS TBD).
___ 28-B ALARM SYSTEM (1 LOCATION TBD).

31 EARTH WORK
___ SEE CIVIL PLANS “C”
___ 31-A SITE CLEARING.
___ 31-B GRADING.
___ 31-C SOIL COMPACTION.
___ 31-D TERMITE CONTROL.

32 EXTERIOR IMPROVEMENTS
___ SEE FINISH SCHEDULES.
___ 32-A FENCE, VINYL.
___ 32-B GATE, VINYL.
___ 32-C PATCH EXISTING LANDSCAPE AND IRRIGATION FOR PROPER OPERATION.

33 UTILITIES
___ SEE ELECTRICAL “E” AND PLUMBING “P” PLANS.
___ 33-A SEWER CONNECTION, INTERCEPT EXISTING.
___ 33-B WATER CONNECTION, INTERCEPT EXISTING.
___ 33-C ELECTRICAL POWER CONNECTION, INTERCEPT EXISTING.
___ 33-D CABLE CONNECTION, COORDINATE WITH PROVIDER.
___ 33-E SATELLITE LOCATION, MOUNTING, COORDINATE WITH PROVIDER.
___ 33-F -
___ 33-G -

SEE SHEET A4 / A004 FOR LARGER FONT SIZE KEYNOTES
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A203

"
Interior Cabinet"
Elevations

Sheet

"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established.""
Proverbs 19:21

A

B

C

D

1 2 3 4 5

A5 Notes
-

D1 Kitchen / Dining
1/4" = 1'-0" D2 Kitchen / Dining

1/4" = 1'-0" D3 Kitchen / Dining
1/4" = 1'-0" D4 Kitchen / Dining

1/4" = 1'-0"

C1 Laundry
1/4" = 1'-0" C2 Kitchen / Dining

1/4" = 1'-0" C3 Kitchen
1/4" = 1'-0" C4 Kitchen

1/4" = 1'-0"

B1 Bathroom
1/4" = 1'-0" B2 Master Bedroom

1/4" = 1'-0" B3 Hallway
1/4" = 1'-0" B4 -

-

A1 -
- A2 -

- A3 -
- A4 -

-
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GENERAL NOTES.!
___ COORDINATE WITH; INFORMATION ON OTHER SHEETS, SPECIFICATIONS, 

AGREEMENT, GENERAL CONDITIONS AND CODE REQUIREMENTS. REQUEST DIRECTION ON 
ANY CONFLICTING INFORMATION BEFORE STARTING WORK."

___ ALL SUBMITTALS INCLUDING SHOP DRAWINGS AND SAMPLES MUST BE APPROVED BEFORE 
STARTING WORK."

"
KEYNOTES"
!
01 GENERAL REQUIREMENTS.!
___ 01-A FINISH FLOOR LINE."
___ 01-B FINISH GRADE."
___ 01-C CEILING LINE."
___ 01-D 1 HOUR FIRE WALL / CEILING"
___ 01-E VARIES."
___ 01-F ALIGN WITH EXISTING."
___ 01-G APPROXIMATE LIMIT OF WORK."
___ 01-H TEMPORARY STORAGE & WORK AREA, FIELD VERIFY LIMITS."
___ 01-I TEMPORARY CONSTRUCTION FENCE, FIELD VERIFY LIMITS."
___ 01-J TEMPORARY CONSTRUCTION TRAILER, FIELD VERIFY LIMITS."
___ 01-K -"
___ 01-L -"
___ 01-M -"
"
02 EXISTING CONDITIONS.!
___ 02-A EXISTING TO REMAIN, PROTECT."
___ 02-B EXISTING TO REMODEL, COORDINATE WITH NEW WORK."
___ 02-C SELECTIVE SITE DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS ABOVE AND 

BELOW GRADE AS NEEDED FOR NEW CONSTRUCTION."
___ 02-D SELECTIVE BUILDING DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS AS NEEDED 

FOR NEW CONSTRUCTION."
___ 02-E -"
___02-F REMOVE EXISTING HVAC SYSTEM AND INSULATION"
___02-G -"
"
03 CONCRETE!
___ SEE FINISH SCHEDULES."
___ 03-A CAST-IN-PLACE CONCRETE, INTEGRAL COLOR, MEDIUM BROOM FINISH."
___ 03-B CAST-IN-PLACE CONCRETE, PREP FOR NEW FINISHES."
___ 03-C CAST-IN-PLACE CONCRETE, FOUNDATION."
___ 03-D -"
___ 03-E -"
"
04 MASONRY!
___ SEE FINISH SCHEDULES."
___ 04-A MASONRY WALL."
___ 04-B MANUFACTURED STONE VENEER."
___ 04-C 6” GAP AT BUILDING WALL FOR DRAINAGE."
___ 04-D MASONRY WALL LANDSCAPE WALL."
"
05 METALS!
___ SEE FINISH SCHEDULES."
___ 05-A METAL FABRICATIONS."
___ 05-B -"
___ 05-C -"
"
06 WOOD, PLASTIC, AND COMPOSITES!
___ SEE FINISH SCHEDULES."
___ 06-A ROUGH FRAMING."
___ 06-B ROUGH FRAMING REMODEL."
___ 06-C WOOD SHEATHING. PAINTED T&G WHERE EXPOSED"
___ 06-D FINISHED FRAMING, PAINT."
___ 06-E -"
___ 06-F WOOD CABINETS, PAINT."
___ 06-G WOOD TRIM, PAINT."
___ 06-H CORIAN SOLID SURFACE."
___ 06-I GRANITE."
___ 06-J SHELF, PAINT AND CHROME METAL POLE."
___ 06-K ADJUSTABLE SHELVES, PAINT."
___ 06-L FIXED SHELVES, PAINT."
___ 06-M PULL-OUT DRAWERS, PAINT."
___ 06-N -"
___ 06-O WOOD UNDERLAYMENT"
___ 06-P OPEN TRELLIS"
"
07 THERMAL AND MOISTURE PROTECTION!
___ SEE FINISH SCHEDULES."
___ 07-A THERMAL INSULATION."
___ 07-B ASPHALT SHINGLE ROOFING."
___ 07-C ASPHALT ROLL ROOFING."
___ 07-D SHEET METAL FLASHING, GALVANIZED, PREP & PAINT."
___ 07-E ALUMINUM BOX RAIN GUTTERS AND LEADERS, FLUROPON FINISH."
___ 07-F LOUVERED VENT, MFG. FINISH."
___ 07-G SHEET METAL SADDLE FLASHING, GALVANIZED, PREP & PAINT."
___ 07-H SOLAR ATTIC EXHAUST FAN, MFG. FINISH."
___ 07-I SHEET METAL SUB-FLOOR VENT, GALVANIZED."
___ 07-J CEMENT BOARD LAP SIDING AND TRIM, PAINT."
___ 07-K CEMENT BOARD TRIM."
___ 07-L SEALANT, MATCH ADJACENT COLOR"
___ 07-M FIRE STOPPING AT PENETRATIONS, PREP & PAINT WHERE EXPOSED."
"
08 OPENINGS!
___ SEE DOOR, WINDOW, HARDWARE AND FINISH SCHEDULES."
___ 08-A EXTERIOR WOOD DOOR AND FRAME, PAINT."
___ 08-B EXTERIOR WOOD/GLASS DOOR AND FRAME, PAINT."
___ 08-C EXTERIOR GARAGE DOOR AND FRAME, PAINT."
___ 08-D INTERIOR WOOD DOOR AND FRAME, PAINT."
___ 08-E INTERIOR WOOD POCKET DOOR AND FRAME, PAINT."
___ 08-F EXTERIOR WINDOW AND FRAME, OPERABLE WITH SCREEN, PAINT."
___ 08-G -"
___ 08-H EXTERIOR SCREEN DOOR AND FRAME, PAINT."
___ 08-I BASEMENT ACCESS DOOR"
"
09 FINISHES!
___ SEE FINISH SCHEDULE"
___ 09-A 5/8” GYPSUM BOARD SMOOTH FINISH, PAINT. TYPE “X” AT FIRE WALL/CEILING."
___ 09-B 7/8” CEMENT PLASTER,MEDIUM SAND FINISH, INTEGRAL COLOR AND PAINT."
___ 09-C CERAMIC FLOOR TILE, NON-SLIP."
___ 09-D CERAMIC WALL TILE."
___ 09-E RESILIENT FLOORING."
___ 09-F -"
___ 09-G ACCENT TILE, SET INTO CEMENT PLASTER."
___ 09-H -"
___ 09-I CARPET"
___ 09-J SHIM TO ALIGN WITH ADJACENT WALL"
"
10 SPECIALTIES !
___ SEE FF&E SCHEDULE."
___ 10-A TOILET/BATH ACCESSORY (FIELD VERIFY LOCATIONS)"
___ 10-B -"
"
11 EQUIPMENT !
___ SEE FF&E SCHEDULE."
___ 11-A -"
___ 11-B -"
___ 11-C -"
___ 11-D -"
___ 11-E DISHWASHER, BULT-IN."
___ 11-F WASHER. - N.I.C."
___ 11-G DRYER. - N.I.C."
___ 11-H RANGE. - N.I.C."
___ 11-I MICROWAVE/EXHAUST HOOD COMBO, BUILT-IN."
___ 11-J REFRIGERATOR. - N.I.C."
___ 11-K -"
___ 11-L -"
___ 11-M -"
___ 11-N CEILING FAN."
"
12 FURNISHINGS!
___ SEE FF&E SCHEDULE."
___ 12-A WINDOW BLINDS"
___ 12-B TRASH & RECYCLING BINS, BY OTHERS. - N.I.C."
___ 12-C SHOWER CURTAIN. - N.I.C."
___ 12-D -"
"
22 PLUMBING !
___ SEE PLUMBING PLANS “P”"
___ 22-A TOILET."
___ 22-B SMALL LAVATORY."
___ 22-C LARGE LAVATORY."
___ 22-D KITCHEN SINK."
___ 22-E -"
___ 22-F BATH TUB."
___ 22-G -"
___ 22-H -"
___ 22-I -"
___ 22-J WATER HEATER."
___ 22-K -"
___ 22-L -"
"
"
23 HVAC!
___ SEE HVAC PLANS “M”"
___ 23-A VENT."
___ 23-B FORCED AIR UNIT. "
___ 23-C CONDENSER UNIT."
___ 23-D CONDENSATE DRAIN OUTLET."
___ 23-E DRYER VENT."
___ 23-F EXHAUST FAN / VENT."
___ 23-G RETURN AIR DUCT, PROVIDE CABINET ENCLOSURE."
___ 23-H WATER HEATER VENT."
"
 26 ELECTRICAL!
___ SEE ELECTRICAL PLANS “E”"
___ 26-A POWER."
___ 26-B LIGHTING INTERIOR, RECESSED."
___ 26-C LIGHTING INTERIOR, SURFACE."
___ 26-D LIGHTING INTERIOR, PENDANT."
___ 26-E LIGHTING EXTERIOR, WALL."
___ 26-F LIGHTING EXTERIOR, SECURITY."
"
27 COMMUNICATION!
___ SEE ELECTRICAL PLANS “E”"
___ 27-A PHONE LINE, VOICE."
___ 27-B DATA LINE, INTERNET."
___ 27-C CABLE/SATELLITE."
"
28 SECURITY!
___ SEE ELECTRICAL PLANS “E”"
___ 28-A VIDEO CAMERA (6 LOCATIONS TBD)."
___ 28-B ALARM SYSTEM (1 LOCATION TBD)."
"
31 EARTH WORK!
___ SEE CIVIL PLANS “C”"
___ 31-A SITE CLEARING."
___ 31-B GRADING."
___ 31-C SOIL COMPACTION."
___ 31-D TERMITE CONTROL."
"
32 EXTERIOR IMPROVEMENTS!
___ SEE FINISH SCHEDULES."
___ 32-A FENCE, VINYL."
___ 32-B GATE, VINYL."
___ 32-C PATCH EXISTING LANDSCAPE AND IRRIGATION FOR PROPER OPERATION."
"
"
33 UTILITIES!
___ SEE ELECTRICAL “E” AND PLUMBING “P” PLANS."
___ 33-A SEWER CONNECTION, INTERCEPT EXISTING."
___ 33-B WATER CONNECTION, INTERCEPT EXISTING."
___ 33-C ELECTRICAL POWER CONNECTION, INTERCEPT EXISTING."
___ 33-D CABLE CONNECTION, COORDINATE WITH PROVIDER."
___ 33-E SATELLITE LOCATION, MOUNTING, COORDINATE WITH PROVIDER."
___ 33-F -"
___ 33-G -"
"
"
"
SEE SHEET A4 / A004 FOR LARGER FONT SIZE KEYNOTES"
"

"
"
"
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GENERAL NOTES.!
___ COORDINATE WITH; INFORMATION ON OTHER SHEETS, SPECIFICATIONS, 

AGREEMENT, GENERAL CONDITIONS AND CODE REQUIREMENTS. REQUEST DIRECTION ON 
ANY CONFLICTING INFORMATION BEFORE STARTING WORK.!

___ ALL SUBMITTALS INCLUDING SHOP DRAWINGS AND SAMPLES MUST BE APPROVED BEFORE 
STARTING WORK.!

!
KEYNOTES!
!
01 GENERAL REQUIREMENTS.!
___ 01-A FINISH FLOOR LINE.!
___ 01-B FINISH GRADE.!
___ 01-C CEILING LINE.!
___ 01-D 1 HOUR FIRE WALL / CEILING!
___ 01-E VARIES.!
___ 01-F ALIGN WITH EXISTING.!
___ 01-G APPROXIMATE LIMIT OF WORK.!
___ 01-H TEMPORARY STORAGE & WORK AREA, FIELD VERIFY LIMITS.!
___ 01-I TEMPORARY CONSTRUCTION FENCE, FIELD VERIFY LIMITS.!
___ 01-J TEMPORARY CONSTRUCTION TRAILER, FIELD VERIFY LIMITS.!
___ 01-K -!
___ 01-L -!
___ 01-M -!
!
02 EXISTING CONDITIONS.!
___ 02-A EXISTING TO REMAIN, PROTECT.!
___ 02-B EXISTING TO REMODEL, COORDINATE WITH NEW WORK.!
___ 02-C SELECTIVE SITE DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS ABOVE AND 

BELOW GRADE AS NEEDED FOR NEW CONSTRUCTION.!
___ 02-D SELECTIVE BUILDING DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS AS NEEDED 

FOR NEW CONSTRUCTION.!
___ 02-E -!
___02-F REMOVE EXISTING HVAC SYSTEM AND INSULATION!
___02-G -!
!
03 CONCRETE!
___ SEE FINISH SCHEDULES.!
___ 03-A CAST-IN-PLACE CONCRETE, INTEGRAL COLOR, MEDIUM BROOM FINISH.!
___ 03-B CAST-IN-PLACE CONCRETE, PREP FOR NEW FINISHES.!
___ 03-C CAST-IN-PLACE CONCRETE, FOUNDATION.!
___ 03-D -!
___ 03-E -!
!
04 MASONRY!
___ SEE FINISH SCHEDULES.!
___ 04-A MASONRY WALL.!
___ 04-B MANUFACTURED STONE VENEER.!
___ 04-C 6” GAP AT BUILDING WALL FOR DRAINAGE.!
___ 04-D MASONRY WALL LANDSCAPE WALL.!
!
05 METALS!
___ SEE FINISH SCHEDULES.!
___ 05-A METAL FABRICATIONS.!
___ 05-B -!
___ 05-C -!
!
06 WOOD, PLASTIC, AND COMPOSITES!
___ SEE FINISH SCHEDULES.!
___ 06-A ROUGH FRAMING.!
___ 06-B ROUGH FRAMING REMODEL.!
___ 06-C WOOD SHEATHING. PAINTED T&G WHERE EXPOSED!
___ 06-D FINISHED FRAMING, PAINT.!
___ 06-E -!
___ 06-F WOOD CABINETS, PAINT.!
___ 06-G WOOD TRIM, PAINT.!
___ 06-H CORIAN SOLID SURFACE.!
___ 06-I GRANITE.!
___ 06-J SHELF, PAINT AND CHROME METAL POLE.!
___ 06-K ADJUSTABLE SHELVES, PAINT.!
___ 06-L FIXED SHELVES, PAINT.!
___ 06-M PULL-OUT DRAWERS, PAINT.!
___ 06-N -!
___ 06-O WOOD UNDERLAYMENT!
___ 06-P OPEN TRELLIS!
!
07 THERMAL AND MOISTURE PROTECTION!
___ SEE FINISH SCHEDULES.!
___ 07-A THERMAL INSULATION.!
___ 07-B ASPHALT SHINGLE ROOFING.!
___ 07-C ASPHALT ROLL ROOFING.!
___ 07-D SHEET METAL FLASHING, GALVANIZED, PREP & PAINT.!
___ 07-E ALUMINUM BOX RAIN GUTTERS AND LEADERS, FLUROPON FINISH.!
___ 07-F LOUVERED VENT, MFG. FINISH.!
___ 07-G SHEET METAL SADDLE FLASHING, GALVANIZED, PREP & PAINT.!
___ 07-H SOLAR ATTIC EXHAUST FAN, MFG. FINISH.!
___ 07-I SHEET METAL SUB-FLOOR VENT, GALVANIZED.!
___ 07-J CEMENT BOARD LAP SIDING AND TRIM, PAINT.!
___ 07-K CEMENT BOARD TRIM.!
___ 07-L SEALANT, MATCH ADJACENT COLOR!
___ 07-M FIRE STOPPING AT PENETRATIONS, PREP & PAINT WHERE EXPOSED.!
!
08 OPENINGS!
___ SEE DOOR, WINDOW, HARDWARE AND FINISH SCHEDULES.!
___ 08-A EXTERIOR WOOD DOOR AND FRAME, PAINT.!
___ 08-B EXTERIOR WOOD/GLASS DOOR AND FRAME, PAINT.!
___ 08-C EXTERIOR GARAGE DOOR AND FRAME, PAINT.!
___ 08-D INTERIOR WOOD DOOR AND FRAME, PAINT.!
___ 08-E INTERIOR WOOD POCKET DOOR AND FRAME, PAINT.!
___ 08-F EXTERIOR WINDOW AND FRAME, OPERABLE WITH SCREEN, PAINT.!
___ 08-G -!
___ 08-H EXTERIOR SCREEN DOOR AND FRAME, PAINT.!
___ 08-I BASEMENT ACCESS DOOR!
!
09 FINISHES!
___ SEE FINISH SCHEDULE!
___ 09-A 5/8” GYPSUM BOARD SMOOTH FINISH, PAINT. TYPE “X” AT FIRE WALL/CEILING.!
___ 09-B 7/8” CEMENT PLASTER,MEDIUM SAND FINISH, INTEGRAL COLOR AND PAINT.!
___ 09-C CERAMIC FLOOR TILE, NON-SLIP.!
___ 09-D CERAMIC WALL TILE.!
___ 09-E RESILIENT FLOORING.!
___ 09-F -!
___ 09-G ACCENT TILE, SET INTO CEMENT PLASTER.!
___ 09-H -!
___ 09-I CARPET!
___ 09-J SHIM TO ALIGN WITH ADJACENT WALL!
!
10 SPECIALTIES !
___ SEE FF&E SCHEDULE.!
___ 10-A TOILET/BATH ACCESSORY (FIELD VERIFY LOCATIONS)!
___ 10-B -!
!
11 EQUIPMENT !
___ SEE FF&E SCHEDULE.!
___ 11-A -!
___ 11-B -!
___ 11-C -!
___ 11-D -!
___ 11-E DISHWASHER, BULT-IN.!
___ 11-F WASHER. - N.I.C.!
___ 11-G DRYER. - N.I.C.!
___ 11-H RANGE. - N.I.C.!
___ 11-I MICROWAVE/EXHAUST HOOD COMBO, BUILT-IN.!
___ 11-J REFRIGERATOR. - N.I.C.!
___ 11-K -!
___ 11-L -!
___ 11-M -!
___ 11-N CEILING FAN.!
!
12 FURNISHINGS!
___ SEE FF&E SCHEDULE.!
___ 12-A WINDOW BLINDS!
___ 12-B TRASH & RECYCLING BINS, BY OTHERS. - N.I.C.!
___ 12-C SHOWER CURTAIN. - N.I.C.!
___ 12-D -!
!
22 PLUMBING !
___ SEE PLUMBING PLANS “P”!
___ 22-A TOILET.!
___ 22-B SMALL LAVATORY.!
___ 22-C LARGE LAVATORY.!
___ 22-D KITCHEN SINK.!
___ 22-E -!
___ 22-F BATH TUB.!
___ 22-G -!
___ 22-H -!
___ 22-I -!
___ 22-J WATER HEATER.!
___ 22-K -!
___ 22-L -!
!
!
23 HVAC!
___ SEE HVAC PLANS “M”!
___ 23-A VENT.!
___ 23-B FORCED AIR UNIT. !
___ 23-C CONDENSER UNIT.!
___ 23-D CONDENSATE DRAIN OUTLET.!
___ 23-E DRYER VENT.!
___ 23-F EXHAUST FAN / VENT.!
___ 23-G RETURN AIR DUCT, PROVIDE CABINET ENCLOSURE.!
___ 23-H WATER HEATER VENT.!
!
 26 ELECTRICAL!
___ SEE ELECTRICAL PLANS “E”!
___ 26-A POWER.!
___ 26-B LIGHTING INTERIOR, RECESSED.!
___ 26-C LIGHTING INTERIOR, SURFACE.!
___ 26-D LIGHTING INTERIOR, PENDANT.!
___ 26-E LIGHTING EXTERIOR, WALL.!
___ 26-F LIGHTING EXTERIOR, SECURITY.!
!
27 COMMUNICATION!
___ SEE ELECTRICAL PLANS “E”!
___ 27-A PHONE LINE, VOICE.!
___ 27-B DATA LINE, INTERNET.!
___ 27-C CABLE/SATELLITE.!
!
28 SECURITY!
___ SEE ELECTRICAL PLANS “E”!
___ 28-A VIDEO CAMERA (6 LOCATIONS TBD).!
___ 28-B ALARM SYSTEM (1 LOCATION TBD).!
!
31 EARTH WORK!
___ SEE CIVIL PLANS “C”!
___ 31-A SITE CLEARING.!
___ 31-B GRADING.!
___ 31-C SOIL COMPACTION.!
___ 31-D TERMITE CONTROL.!
!
32 EXTERIOR IMPROVEMENTS!
___ SEE FINISH SCHEDULES.!
___ 32-A FENCE, VINYL.!
___ 32-B GATE, VINYL.!
___ 32-C PATCH EXISTING LANDSCAPE AND IRRIGATION FOR PROPER OPERATION.!
!
!
33 UTILITIES!
___ SEE ELECTRICAL “E” AND PLUMBING “P” PLANS.!
___ 33-A SEWER CONNECTION, INTERCEPT EXISTING.!
___ 33-B WATER CONNECTION, INTERCEPT EXISTING.!
___ 33-C ELECTRICAL POWER CONNECTION, INTERCEPT EXISTING.!
___ 33-D CABLE CONNECTION, COORDINATE WITH PROVIDER.!
___ 33-E SATELLITE LOCATION, MOUNTING, COORDINATE WITH PROVIDER.!
___ 33-F -!
___ 33-G -!
!
!
!
SEE SHEET A4 / A004 FOR LARGER FONT SIZE KEYNOTES!
!

!
!
!



SLOPE

SLOPE

ASPHALT SHINGLE ROOFING

PLYWOOD PER STRUCTURAL

6"

EXTEND ROLL ROOFING 6" VERTICALLY 
UNDER SHINGLES

1x T&G DECKING

ROLL ROOFING

ROOF FRAMING PER STRUCTURAL

CORNER BEAD

7/8" CEMENT PLASTER

METAL LATH

PLYWOOD SUBSTRATE

#30 BUILDING PAPER

7/8" CEMENT PLASTER

#30 BUILDING PAPER

PLYWOOD SUBSTRATE

METAL LATH

WOOD FRAMING

PLYWOOD SUBSTRATE

7/8" CEMENT PLASTER

7/8" X 5" J- BEAD "STOCKTON PRODUCTS 
J-B" OR EQ. WITH OPTIONAL WEEP 
SCREED 26 GA.

 

2" @ CONRETE FINISH
8" @ EXPOSED SOIL

 

 1" MIN.

2" @ PAVING
4" @ EXPOSED SOIL

WEEP SCREED

STUCCO LATH CRAWL 
SPACE VENT WITH 

INSECT SCREEN. SIZE 
TO FIT FRAME 4x16 MIN.

CEMENT PLASTER

EXTERIOR INTERIOR

FLOOR DECK

WALL FRAME

OMIT RIM JOIST @ VENT - 
BLOCK AS REQUIRED

EXISTING 
CRAWL SPACE

(E) SILL PLATE

(E) FOUNDATION 
WALL

3"

1/2"

4"

Box Profile - Scale 3" = 1'-0"

 2" @ PAVING
4" @ EXPOSED SOIL

 

2" @ CONRETE FINISH
8" @ EXPOSED SOIL

1

1

1

1

ASPHALT SHINGLE 
ROOFING

PLYWOOD PER 
STRUCTURAL

1x T&G DECKING AT 
EXPOSED

2x TRIM S4S

6"
2x BLOCKING S4S @ 24" O.C.

FLASHING

2x4 S4S TRIM, TERMINATE 
AT GUTTER

2x8 S4S FASCIA

PLYWOOD PER 
STRUCTURAL

CEMENT PLASTER OR 
SIDING AS OCCURS

12"

SLOPE

PROVIDE VENT SPACE 
AS OCCURS

PLYWOOD PER 
STRUCTURAL

1x T&G DECKING AT 
EXPOSED CONDITION

SCREENED VENT AS 
REQUIRED

6"

1"

3"

3"

RAFTER

CEMENT PLASTER OR 
SIDING AS OCCURS

PLYWOOD PER 
STRUCTURAL

EXTERIOR WALL

12"

± 
18

"

6"
12

"

12"

STONE VENEER

6 X 6 X 16 CONCRETE BLOCK, 
FILL ALL CELLS OR REMODEL 
EXISTING

REMODEL EXISTING 
PLANTER WALLS OR 
PROVIDE NEW TO MATCH 
FINISHED LOOK OF THIS 
DETAIL

GRADE

#4 CONT. HORIZONTAL TOP 
AND BOTTOM

COMPACTED SOIL (90%)

REMOVE RAIL AS 
OCCURS

± 10"

PLYWOOD SHEATHING (NO O.S.B.) 
WITH 1/8" GAP AT JOINTS BETWEEN 
SHEETS

2 - LAYERS OF #30 BUILDING PAPER 
APPLIED DIRECTLY TO SHEATHING

SELF - FURRING METAL LATH

3 COAT EXTERIOR CEMENT 
PLASTER 7/8" THICK, HEAVY 
DASH FINISH

DRIP SCREED PER DETAIL, LAP 
BUILDING PAPER OVER FLASHING
AND SCREED

WOOD FRAMING PER PLANS

2ND COAT DASH COAT
HEAVY DASH WITH INTEGRAL 
COLOR AND PAINT

1ST COAT 
FOG COAT

PREP SURFACE OF AND SUBSTRATE THAT
WILL INHIBIT BOND OF NEW FINISH AND 
PATCH CRACKS

AT EXISTING STUCCO / CEMENT 
PLASTER FINISHES

12" SQ.

30
"

 

2" NOM

70
"

 3"
7'-7"  FACE TO FACE

8'-0"  CENTER TO CENTER

BOTTOM RAIL INCLUDES  
REINFORCING METAL INSERT

5 1/2"

5 1/2"

EXT. PYR. POST CAP
3'-0 1/2"

3'-8 1/2"

HARDWARE PER MFG.

73
 1

/2
" N

O
M

4" SQ. POST
5" SQ. POST

7/8" U-CHANNEL
7/8" x 6" T&G PCKET

#8 x 1 1/2" S.S. PHILLIPS SCREW 
WITH PVC CAPS & WASHERS

7/8" x 1 1/2" BRACE WITH 
TREATED WOOD INSERT

1 1/2" x 5 1/2" RAIL

MFG. BY MASTER HALCO OR APPROVED EQUAL FOOTING TO BE (2) X POST 
WIDTH. MINIMUM DEPTH 30"

4 NAILS PER SHINGLE 
LOCATED ABOVE SLOTS & 

INDENTATIONS

DRIP EDGE LAPS 
UNDERLAYMENT 

@ RAKE

RAKE 
FLASHING

THIRD COURSE STARTS 
WITH FULL SHINGLE 

MINUS ONE TAB

SECOND COURSE STARTS 
WITH FULL SHINGLE 

MINUS 1/2 TAB
FIRST COURSE STARTS 
WITH FULL SHINGLE

EAVE FLASHING

STARTER COURSE WITH 
TABS CUT OFF TO BE 
OFFSET 3"

SOLID ROOF SHEATHING

15-LB. FELT UNDERLAYMENT 
LAPPED OVER EAVE FLASHING, 

55-LB. FELT UNDERLAYMENT 
AT HIP, VALLEY, SLOPE 

CHANGE AND RIDGE

16"

17"

19"

SELVAGE
MINERAL

SURFACE

EXPOSURE

36" ROLL

RAKE FLASHING

MINERAL SURFACE ROOFING, MATCH 
COLOR AND FINISH OF ASPHALT SHINGLES

FASCIA

EAVE FLASHING

1/4" TO 3/8" PROJECTION 
AT EAVE & RAKE

LAP ALL END 
JOINTS 6" MIN.

19" SELVAGE STARTER STRIP 
CUT FROM TOP OF ROLL & 
NAILED TO SHEATHING PER 
MANUFACTURER'S 
INSTRUCTIONS

COLD SET ASPHALT ADHESIVE BETWEEN 
SELVAGE & MINERAL SURFACE PORTION 

OF EACH COURSE

SOLID ROOF SHEATHING 
WITH 15 LB. UNDERLAYMENT 

NAILS IN SELVAGE PORTION OR 
ROLL PER MFG INSTRUCTIONS

SOLAR ROOF VENT FLASHING 
SIMILAR. COMPLY WITH MFG 
REQ.

NEOPRENE GASKET

ROOF JACK

ROOFING LAPS FLASHING 
AT SIDES AND TOP

FLASHING LAPS ROOFING 
AT BOTTOM

18"

RIDGE SHINGLES MADE FROM 1/3 OF 
FIELD SHINGLE FOLDED OVER RIDGE 

& EXPOSED 5" OR SAME AS FIELD 
SHINGLES

EXTEND FIELD SHINGLES TO RIDGE

WRAP 36" - 55 LB. UNDERLAYMENT OVER RIDGE 

DOUBLE STARTER 
SHINGLES

EAVE FLASHING

RAKE

 

KEEP NAILS 6" (MIN.) FROM 
CENTERLINE OF VALLEY

EXTEND SHINGLES 12" 
(MIN.) BEYOND CENTERLINE 

OF VALLEY

36" ROLL ROOFING (MIN. 55LB.) 
CENTERED ON VALLEY

EAVE FLASHING

FASCIA AND GUTTER

ALTERNATE LAP OF COURSES FROM 
EACH SIDE OF VALLEY

WIRE MESH

END CAP

MITERED INTERIOR CORNER

STRAINER

CONCEALED BRACKET 
HANGER @ 3'-0" O.C.

GUTTER WITH EXPANSION JOINT 
EVERY 40' OF STRAIGHT RUN

OUTLET

ELBOWS

STRAPS AT TOP & BOTTOM OF 
DOWNSPOUT AND AT JOINTS 
IN DOWNSPOUT

DOWNSPOUT FOR EVERY 40 
LINEAR FEET OF GUTTER 
(APPROX.)

ALUMINUM GUTTER WITH 
FACTORY FINISH CUSTOM 
COLOR PER ARCHITECT 
SELECTION

SHOE

SPLASH BLOCK AT LANDSCAPE / 
EXPOSED SOIL B - CONTROL JOINT

C - PLANTER EDGE

A - CONST. JOINT

MED. BROOM FINISH ONE DIRECTION 
FOLLOW JOINT

RADIUS TOOLED 1/4" JOINT

4" CONCRETE WALK WITH
6X6X#10X#10 W.W.M.
COMPACTED BASE (90%)

#4 BAR 12" LOMG AT 12" O.C.

MED. BROOM FINISH ONE DIRECTION 
FOLLOW JOINT

RADIUS TOOLED 1/4" JOINT

COMPACTED BASE (90%)

4" CONCRETE WALK WITH
6X6X#10X#10 W.W.M.

MED. BROOM FINISH ONE DIRECTION 
FOLLOW JOINT

RADIUS TOOLED EDGE

4" CONCRETE WALK WITH
6X6X#10X#10 W.W.M.

COMPACTED BASE (90%)

8" X 8" SCOOP FOOTING AT END

D1 Exterior Cement Plaster / Framing
1/2" = 1'-0"

C1 Cement Plaster Drip Screed
3" = 1'-0"

B1 Under Floor Vent
3" = 1'-0"

A1 Stone Planter Wall
1 1/2" = 1'-0"

D2 Cement Plaster Corners
3" = 1'-0"

C2 Cement Plaster Refinishing
1/2" = 1'-0"

A2 Rain Gutters
3" = 1'-0" / N.T.S.

D3 Asphalt - Shingle Ridge / Hip
N.T.S.

C3 Fascia / Slope Roof
1 1/2" = 1'-0"

B3 Shingles @ Roll Roofing
3" = 1'-0"

A3 Vinyl Fence & Gate
1/2" = 1'-0"

D4 Asphalt - Shingle Valley
N.T.S.

C4 Fascia @ Rake
1 1/2" = 1'-0"

B4 -
-

D5 Asphalt - Shingle Roofing
N.T.S.

C5 Roof Penetration Flashing
N.T.S.

B5 Roll Roofing
N.T.S.

A5 Concrete Paving
N.T.S.C
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(E) CONCRETE BASE WHERE 
OCCURS

1/2" CDX PLYWOOD

2 LAYERS OF GRADE "D" W.R.B.

STONE VENEER

MASONRY TIES @ 16" O.C. E.W.
@ STUD / BUILDING

METAL LATH

MORTAR SCRATCH COAT AND 
SETTING BED

STONE VENEER

MASONRY TIES @ 16" O.C. E.W.

MORTAR SETTING BED

MASONRY OR CONCRETE 

PER MFG SPECS, PROVIDE 
MOCK-UP FOR APPROVAL
AVERAGE THICKNESS 1.5"
COMPLY WITH ESR-1215

WOOD FRAMING

7/8" CEMENT PLASTER

 

7/8" X 5" J-BEAD "STOCKTON 
PRODUCTS J-B" OR EQ. WITH 
OPTIONAL WEED HOLES

1/2" CLEAR

STONE VENEER, EXTEND 6" MIN 
BELOW FINISH GRADE

PLYWOOD WHERE OCCURS

 

Louver Section - Scale 3" = 1'-0"

FACE OF TRIM

INSECT SCREEN

45° CUSTOM METAL LOUVERS 
WITH FLUROPON

2"

1/2"

3"

CONSTRUCT PER 
SMACNA STANDARD

1

  

 

 

1"
1 1/4"

4"

4"

 
1/2"

3'-0" A.F.F.
2x4 S4S RAIL

1x4 SRS

ALTERNATE WITH 3 1/2" OPEN AND 
1x8 S4S 

1x4 S4S

1" 

FINISH FLOOR

POST BASE ATTACHMENT 
PER STRUCTURAL

CONCRETE SLAB AND 
FOOTING PER STRUCTURAL

D1
A502

2x6 S4S TRIM

2x6 RAFTERS S4S @12" O.C.

4x8 BEAM S4S

4x4 POST S4S

3'-6" A.F.F.

1" 1"

4 1/2" 7" 4 1/2"

16"

4"

 

1/2"

D1
A502

STONE VENEER

4x4 TWIN WOOD 
POSTS S4S

SMOOTH SURFACED 
CONCRETE WHERE 
EXPOSED

POST BASE PER 
STRUCTURAL

CONCRETE PER 
STRUCTURAL

Section Elevation

 

4"

 
1/2"

1x4 SRS

1x8 S4S WITH 4" SPACE 
BETWEEN EACH

1x4 S4S

1"  SPACE

CONCRETE DECK AND STEPS 
PER STRUCTURAL

D1
A502

1/2" CONCEALED POST ATTACHMENT

3x3 STEEL POST WHERE OCCURS
3'-0"

Section AA - Scale 1 1/2" = 1'-0"

1"

6"

2"

2"

4"

CEMENT PLASTER WITH 
J-MOLD DRIP

1/4" SPACE

SLAB @ (E) BUILDING

28 GA. GALV. SHEET 
METAL

SET IN MASTIC @ 
BOTTOM AND AT 

JOINT LAPS

EXISTING 
STRUCTURE

2x6 @ 12" O.C., TYP

4x8 BEAM

ROOF BEYOND

(E) ROOF LINE WITH NEW ROOFING

(E) JOISTS

(E) BEAM

2x TRIM

SIMPSON POST 
CAP, TYP.

4x4 TWIN POST

FASCIA IN FOREGROUND

2x4 TRIM

1

 

2" CLR.

 1 1/2" CLR.

2x4 S4S RAIL

2" O.D. HANDRAIL @ STAIR PER 
R311.7.8.3 RETURN @ POSTS

3 EQ. BRACKETS

Scale 1 1/2 " = 1'-0"

Scale 1 1/2 " = 1'-0"

1/4" FILLET 
WELDED 

PLATE

4"

2"

   
1 1/2"

1/4" FILLET 
WELDED 

PLATE 4"

2"

   
1 1/2"

1/2" PLATE, TYP.

1/2" Ø, TYP.

B

B

Section BB

2x4 S4S

1/2" CONCELAED POST ATTACHMENT

1x4 S4S

HSS 3x3x1/8"  STEEL POST BEYOND

1x8 WITH 4" SPACE BETWEEN EACH

CONCRETE FINISH FLOOR

HSS 3x3x1/8" STEEL POST 
GALV. & PAINT

D2
A502

C2
A502

TWIN 4x4 POSTS

4"

 

1/2"
3'-6" A.F.F.

STONE VENEER D1
A502

VARIES

 

CONCRETE BASE PER 
STRUCTURAL

FINISH GRADE

 6" BELOW FINISH GRADE, 
FLUSH AT CONCRETE 
SLAB AS OCCURS

CONCRETE FOOTING PER 
STRUCTURAL

Elevation - Scsale 1 " = 1'-0"

A

A

VA
R

IE
S

3'
-0

"

FINISH 
FLOOR

FINISH GRADE

18" FOOTING AT POST

EXPOSED CONCRETE

STONE VENEER

HSS 3x3x1/8" METAL POST WITH 
CONCEALED ATTACHMENTS

ROOF

UNDERSIDE OF EAVE

EAVE IN FOREGROUND

PER ELEVATION

STUCCO SIDING

C2
A505 SIM. C3

A505 SIM.

C3
A505 SIM.C4

A505SIM.

B4
A505 SIM. B3

A505 SIM.

 
PE

R
 

EL
EV

AT
IO

N

Scale 1" = 1'-0"

ROOFING BEYOND

(E) ROOF LINE WITH 
NEW FINISHES

(E) RAFTERS

(E) BEAM WITH NEW TRIM 
AND POST CAPS

FASCIA IN FOREGROUND

EXISTING

FIELD VERIFY AND PROVIDE RISERS 
OF BETWEEN 4" AND 7" HIGH. 
PROVIDE TREAD OF 12" (11" MIN.)

30
" M

AX
.

42" HIGH GUARD RAIL REQ. IF ADJACENT FINISH GRADE 
EXCEEDS30" WITHIN 36" OF RAIL

 
3 1/2" OPENING, 
TYP.

36
"

EMBED STEEL POST 12" 
INTO CONC., TYP.

EMBED STEEL POST 12" 
INTO CONC., TYP.

EMBED STEEL POST 12" 
INTO CONC., TYP.

TRELLIS

WOOD TRIM

BEAM S4S

4x4 POST S4S

STONE VENEER D1
A502

C3
A502

D3
A502

3'-0"

4"
 

1/2"

3D Model - Not To Scale

2x4 S4S RAIL

1/2" CONCEALED POST 
ATTACHMENT

1x4 SRS

3x3 STEEL POST 
WHERE OCCURS

D1 Stone Veneer Attachment
3" = 1'-0"

C1 Stone @ Cement Plaster Base
3" = 1'-0"

B1 Open Trellis Plan
1 1/2" = 1'-0"

A1 Patio / Porch Slab @ (E) Bldg
1 1/2" = 1'-0"

D2 Twin Post Cap
1 1/2" = 1'-0"

C2 Twin Post Base
1 1/2" = 1'-0"

A2 Twin Post Base and Elevation
1" = 1'-0"

D3 Trellis Header
1 1/2" = 1'-0"

C3 Porch Rail
1 1/2" = 1'-0"

A3 Porch Post Elevation
3/4" = 1'-0"

C4 Porch Steps and Handrail
1" = 1'-0" / 1 1/2" = 1'-0" / N.T.S.

B4 Gable End Vent
1" = 1'-0" / 3" = 1'-0"

A4 Railing
1" = 1'-0"C
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1/4" MIN. 
2 1/4" MAX

1 HOUR FIRE WALL SEE B2/-

THERMAFIBER SAFING 
INSULATION

PENETRATION

COMPLY WITH MFG. 
REQUIREMENTS BY "USG" 
OR APPROVED EQUAL

FIRECODE COMPOUND

UL SYSTEM 450

CONCRETE AND WOOD 
SUBSTRATE PER LOCATION

FLOOR FINISH PER SCHEDULE

HARDWOOD TRIM - STAIN TO MATCH 
FLOOR FINISH

1x6 HARDWOOD BASE - PAINT

WALL PER PLAN

5/8" GYP. BOARD - PAINT

BATT INSULATION PER SPECS

5/8" GYP. BOARD

2x @ 16" O.C. PER STRUCTURAL

R- 30 BATT INSULATION

5/8" GYP. BOARD

2x CEILING JOIST PER STRUCTURAL

NEW BATT INSULATION

NEW 5/8" TYPE X GYP. BOARD

EXISTING FRAMING

5/8" TYP X GYPSUM BOARD APPLIED HORIZONTALLY OR 
VERTICALLY TO EACH SIDE OF 2x4 WOOD STUDS 16" O.C. WITH 6d 
COATED NAILS, 1 7/8" LONG, 0.0915" SHANK, 1/4" HEADS, 7" O.C. AT 
EDGES. JOINTS STAGGERED 16" ON OPPOSITE SIDES.

CERAMIC TILE

1/8" TO 1/4" THICK LAYTEX 
PORTLAND CEMENT MORTAR

CONCRETE SUBSTRATE

WOOD STUD WALL

CEMENTITIOUS BACKER BOARD

1/8" TO 1/4" THICK LAYTEX 
PORTLAND CEMENT MORTAR

CERAMIC TILE

WOOD STUD WALL

CEMENTITIOUS BACKER BOARD

CERAMIC TILE SET WITH LATEX - PORTLAND 
CEMENT PLASTER

FLEXIBLE SEALANT

BATH TUB EDGE

 

1/4" SPACE

 

SEALANT

JOINTS TOOLED TO ENSURE FULL 
CONTACT WITH AND ADHESION TO 
SUBSTRATE

  

FULL CONTACT DEPTH

SEALANT JOINT DEPTH

SEALANT DEPTH
- 1/4" MIN. FOR 1/4" JOINTS
- EQUAL TO JOINT WIDTH
  FOR JOINTS UP TO 1/2"
- HALF JOINT WIDTH FOR 
  JOINTS 1/2" OR WIDER, 
  BUT NOT MORE THAN 1/2"

SUBSTRATE CLEAN, DRY AND 
COMPATIBLE WITH THE SEALANT 
MATERIAL. PRIMER AS NEEDED TO
IMPROVE THE ADHESION OF A 
SEALANT TO THE SUBSTRATE

JOINT FILLER: ROD OR TUBING 
OF POLYETHYLENE FOAM, 
POLYURETHANE FOAM, 
NEOPRENE, OR BUTYL RUBBER.

BOND BREAKER: SUCH A 
POLYETHYLENE TAPE, REQUIRED
TO PREVENT ADHESION BETWEEN
SEALANT AND BOTTOM OF JOINT
RECESS.

JOINT WIDTH = SEALANT WIDTH
-1/4" TO 1" OR MORE PER 
  LOCATION

  

1/4" MIN.

  

1/4" MIN.

TOOLED FLAT OR SLIGHTLY 
CONCAVE SHAPE

SEALANT TYPE A
FOR EXTERIOR JOINTS IN VERTICAL SURFACES AND NON-TRAFFIC HORIZONTAL SURFACES: 
POLYURETHANES AND HYBRIDS, SILICONES
SEALANT TYPE B
FOR INTERIOR JOINTS IN VERTICAL SURFACES AND NON-TRAFFIC HORIZONTAL SURFACES: 
POLYURETHANES AND HYBRIDS, SILICONES
SEALANT TYPE C
FOR EXTERIOR AND INTERIOR JOINTS IN HORIZONTAL AND SLOPED TRAFFIC SURFACES:
POLYURETHANE, SILICONE
SEALANT TYPE E
FOR EXTERIOR AND INTERIOR JOINTS IN VERTICAL AND HORIZONTAL SURFACES OF 
POTABLE WATER STORAGE:   SILICONE
SEALANT TYPE F
FOR INTERIOR JOINTS IN VERTICAL AND HORIZONTAL SURFACES WHERE INCIDENTAL FOOD 
CONTACT MAY OCCUR:   SILICONE
SEALANT TYPE I
FOR INTERIOR OR EXTERIOR JOINTS IN VERTICAL SURFACES BETWEEN LAPS IN 
FABRICATIONS OF SHEET METAL:   POLYURETHANES AND HYBRIDS
SEALANT TYPE J
FOR EXTERIOR VERTICAL JOINTS UNDER METAL THRESHOLDS AND SADDLES OR AS 
BEDDING SEALANT FOR SHEET METAL FLASHING AND FRAMES OF METAL OR WOOD:   
POLYURETHANES, SILICONE
COMPATIBLE MATERIALS
MATERIALS THAT ARE COMPATIBLE WITH ONE ANOTHER AND WITH JOINT SUBSTRATES.
USE LOW OR NO V.O.C. PRODUCTS

WALL

FLOOOR

TYPICAL CORNER PLAN

TYPICAL INTERSECTION PLAN

FINISH PER LOCATION

CORNER BEAD, TYP.

2X6 FRAMING

5/8" TYPE X GYPSUM BOARD FINISH

BATT INSULATION, TYP.

PLYWOOD AS OCCURS

FINISH PER LOCATION

2X6 FRAMING

BATT INSULATION, TYP.

TAPE AND JOINT COMPOUND AT 
INSIDE CORNER

5/8" TYPE X GYPSUM BOARD FINISH, 
U.N.O.

PLYWOOD AS OCCURS

EXTERIOR

INTERIOR

1

EXISTING STUCCO FINISH

NEW R-13 BATT INSULATION

EXISTING 2x4 STUD WALL

NEW 5/8" GYP. BOARD FINISH. 
REMOVE (E) 

EXTERIOR

INTERIOR

2

7/8" CEMENT PLASTER ALIGN WITH 
EXISTING SHIM AS NEEDED

R-13 BATT INSULATION

5/8" GYP. BOARD FINISH ALIGN WITH 
EXISTING

2x4 @ 16" O.C. ALIGN WITH EXISTING 
SHIM AS NEEDED

INTERIOR

3

INTERIOR

5/8" GYP. BOARD FINISH EACH SIDE

2x4 @ 16" O.C.

INTERIOR

4

INTERIOR

5/8" GYP. BOARD FINISH EACH SIDE, 
WATER RESISTANT @ BATHROOMS

BATT SOUND INSULATION AT 
BATHROOMS

USE CEMENTITIOUS BOARD @ 
CERAMIC TILE

INTERIOR

5

INTERIOR

5/8" TYPE X GYP. BOARD EACH SIDE 
OF 1 HOUR CONSTRUCTION, USE 
WATER RESISTANT @ BATHROOMS

R-19 BATT INSULATION

CEMENTITIOUS BOARD AT CERAMIC 
TILE WHERE OCCURS

EXTERIOR

INTERIOR

6

7/8" CEMENT PLASTER

R-19 BATT INSULATION

2x6 @ 16" O.C.

5/8" GYP. BOARD WATER RESISTANT 
AT PLUMBING WALLS AND WET 
LOCATIONS

2x4 @ 16" O.C.

VENT HEAD
FLASHING

ROOFING

1" CLEAR TYPICAL

CEILING SUPPORT AND 
FIRESTOP

CEILING 1 HOUR 
FIRE RATED

OFF SET TO MOVE AWAY 
FROM WALL AND VIEW. FIELD 

VERIFY WITH ARCHITECT

TYPE B DOUBLE WALL 
VENT THRU ROOF

WATER HEATER PER 
PLUMBING

"HOLDRITE" SEISMIC STRAP. 
INSTALL PER MFG.

"HOLDRITE" SEISMIC STRAP. 
INSTALL PER MFG.

SECURE STRAPS TO 
WALL FRAMING

"HOLDRITE - QUICKSTAND" 
WATER HEATER BASE SIZE 
PER WATER HEATER

SECURE BASE OF LEGS 
PER MFG. STANDARD 
ATTACHMENT

CONC. SLAB

18"

1/3

1/3

1/3

 4" MIN CLR @ CONTROLS

1

NEW ACCESS DOOR
"BILCO" CLASSIC SERIES - STEEL - 

POWDERCOAT FINISH FLAT FOUNDATION 
AREAWAYS OR APPROVED EQUAL

PATIO (E) KITCHEN

(E) MECH. BASEMENT
(E) SERVICE ACCESS

4"

NEW PATIO SLAB AND PERIMETER 
FOOTING PER STRUCTURAL

(E) GRADE

 

BOTTOM OF FOOTING 
12" BELOW (E) GRADE

(E) CONCRETE STEPS

FIELD VERIFY

(E) ACCESS OPENING
(E) FLOOR FRAME

FLASHING, TYP.

A1 Joint Sealants
3" = 1'-0"

C3 Water Heater
1" = 1'-0"

B3 1 Hour Fire Wall / Garage
3" = 1'-0"

A3 1 Hour Fire Wall Penetration
3" = 1'-0"

D4 Basement Access
3/4" = 1'-0"

C4 Ceramic Tile / Tub
3" = 1'-0"

B4 Gypsum Board Ceiling
3" = 1'-0"

A4 Typical Gypsum Board Corners
1 1/2" = 1'-0"

C5 Ceramic Tile / Wall
3" = 1'-0"

B5 Gypsum Board Wall
3" = 1'-0"

A5 Wall Base
3" = 1'-0"C
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A2 Wall Types
1 1/2" = 1'-0"

C1 Paint Prep Notes
-

ALL MATERIALS TO RECEIVE PAINT OR OTHER COATING MUST BE PROPERLY PREPARED AND 
PRIMED TO ENSURE ADHESION OF THE COATING TO THEIR SURFACES AND TO MAXIMIZE THE 
LIFE OF THE COATING. IN GENERAL, SURFACES SHOULD BE DRY AND FREE OF 
CONTAMINANTS, SUCH AS DIRT, GREASE, MOISTURE, AND MILDEW. THE FOLLOWING ARE 
RECOMMENDATIONS FOR VARIOUS MATERIALS. MFG REQUIREMENTS WILL SUPERCEDE THIS 
LIST.

ALUMINUM 
ANY CORROSION SHOULD BE REMOVED BY WIRE BRUSHING. ANY OIL OR OTHER 
FOREIGN MATTER SHOULD BE REMOVED WITH SOLVENTS OR BY STEAM CLEANING. 
UNWEATHERED ALUMINUM MAY REQUIRE A SURFACE-ETCHING TREATMENT BEFORE 
PAINTING. PRIME WITH A ZINC CHROMATE COATING.

BRICK
DIRT, LOOSE MORTAR, EFFLORESCENCE, OR OTHER FOREIGN MATTER SHOULD BE 
REMOVED BY WIRE BRUSHING, AIR PRESSURE, OR STEAM CLEANING. BRICK SHOULD 
WEATHER FOR A MONTH BEFORE FINISHING. BRICK MAY BE SEALED WITH A LATEX 
PRIMER OR A CLEAR SILICONE WATER-REPELLENT.

CONCRETE
SURFACE SHOULD BE FREE OF DIRT, EXCESS MORTAR, FORM OILS, OR CURING 
COMPOUNDS. CONCRETE SHOULD WEATHER FOR A MONTH BEFORE COATING. 
POROUS SURFACES MAY REQUIRE A BLOCK FILLER OR CEMENT GROUT PRIMER, 
GROUTED OR CHALKY SURFACES MAY REQUIRE AN ALKAL-RESISTANT PRIMER, 
CONCRETE MAY ALSO BE SEALED WITH A CLEAR SILICONE WATER-REPELLENT.

CONCRETE BLOCK
SURFACE SHOULD BE FREE OF DIRT, LOOSE OR EXCESS MORTAR, AND BE 
THOROUGHLY DRY. POROUS SURFACES MAY REQUIRE A BLOCK FILLER OR CEMENT 
GROUT PRIMER IF THE ACOUSTICAL VALUE OF A ROUGH SURFACE IS NOT 
IMPORTANT.

CONCRETE FLOORS
FLOOR SHOULD BE FREE OF DIRT, WAX, GREASE AND OILS, AND SHOULD BE ETCHED 
WITH A MURIATIC ACID SOLUTION TO IMPROVE ADHESION OF THE COATING. PRIME 
WITH AN ALKALI-RESISTANT COATING.

GALVANIZED IRON
ALL GREASE, RESIDUE AND CORROSION SHOULD BE REMOVED WITH SOLVENT OR 
CHEMICAL WASHES. SURFACE MAY BE PRIMED WITH A ZINC OXIDE OR PORTLAND 
CEMENT PAINT. IF WEATHERED, GALVANIZED IRON SHOULD BE TREATED AS A 
FERROUS METAL.

GYPSUM BOARD
SURFACE SHOULD BE CLEAN AND DRY. USE A LATEX PRIMER-SEALER TO AVOID 
RAISING THE FIBERS OF THE PAPER SURFACE.

OLD PAINT SURFACES
SURFACE SHOULD BE CLEAN, DRY, AND ROUGHENED BY SANDING OR WASHING 
WITH A DETERGENT SOLUTION.

PLASTER AND STUCCO
PLASTER AND STUCCO SHOULD BE ALLOWED TO DRY THOROGHLY AND BE 
COMPLETELY CURED. SOFT SURFACES SHOULD BE TREATED TO PROVIDE A HARD, 
PAINTABLE SURFACE, FRESH PLASTER SHOULD BE PRIMED WITH AN 
ALKALI-RESISTANT COATING.

STEEL 
SURFACE SHOULD BE FREE OF RUST, METAL BURRS, AND FOREIGN MATTER, 
SURFACE MAY BE CLEANED WITH SOLVENTS OR BY WIRE BRUSHING, 
SANDBLASTING, FLAME CLEANING, OR PICKLING WITH ACIDS.

WOOD
WOOD SHOULD BE CLEAN, DRY, WELL-SEASONED LUMBER, KNOTS AND PITCH 
STAINS SHOULD BE SANDED AND SEALED BEFORE PRIMING, SURFACES TO BE 
PAINTED SHOULD BE PRIMED OR SEALED TO STABILIZE THE MOISTURE CONTENT OF 
THE WOOD AND PREVENT THE ABSORPTION OF SUCCEEDING COATS; STAINS AND 
SOME PAINTS MAY BE SELF-PRIMING. ALL NAIL HOLES, CRACKS, AND OTHER SMALL 
HOLES SHOULD BE FILLED AFTER THE FULL PRIME COAT.
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DOOR

VINYL GASKET

HEADER

SHEATHING WRAPPED WITH MOISTURE 
BARRIER

FLASHING

2x4 CASING ATTCHES TO EXTERIOR 
FRAME OF BUILDING

INSULATION

RABBETED JAMB

2x4 CASING ATTACHED FIRMLY TO FRAMING

RABBETED JAMB SIZED TO WIDTH OF WALL 
(FRAMING + SHEATING + INTERIOR FINISH)

ADD SHIM & SCREW JAMB TO FRAMING 
BEHIND HINGES

EDGE OF SILL BELOW

EDGE OF CASING

BOTTOM RAIL OF DOOR

SUBFLOOR WOOD / CONCRETE AS OCCURS 

FINISH FLOOR

THRESHOLD WITH CONCEALED 
WEATHERSTRIP

OFF SET SADDLE SILL, 
DARK BRONZE ALUMINUM

G.I. FLASHING AT WOOD CORNER

CONCRETE FOUNDATION

NOTE:
FINISH ALL EDGES OF EXTERIOR 
DOORS, TO PREVENT SWELLING.

HEADER

INTERIOR FINISH

1x3 CASING

JAMB WITH APPLIED STOP

INTERIOR FINISH

1x3 CASING

JAMB WITH APPLIED STOP SIZED TO WIDTH 
OF WALL (FRAMING + 2X INTERIOR FINISH)

HINGE

EDGE OF CASING

EDGE OF STOP

BOTTOM RAIL OF DOOR

UNDERCUT DOOR FOR CLEARANCE & 
FOR AIR FLOW

FINISH FLOOR

HEADER SET HIGHER THAN STANDARD TO 
ALLOW FOR TRACK

INTERIOR FINISH

JAMB

1x3 CASING PROJECTS BELOW HEAD JAMB & IS 
FITTED WITH TRIM TO COVER TRACK HARDWARE

ADJUST TRACK HARDWARE

INTERIOR FINISH

1x3 CASING

POCKET DOOR FRAME SIZED TO WIDTH OF WALL

EDGE OF CASING

BOTTOM RAIL OF DOOR

UNDER CUT DOOR FOR CLEARANCE AND 
FOR AIR FLOW

FINISH FLOOR

DOOR

DOOR

DOOR

DOOR

1x3 CASING

SEALANT

CEMENT PLASTER

SEALANT

SHEATHING WRAPPED WITH MOISTURE 
BARRIER

CEMENT PLASTER

1x3 CASING

EXTERIOR CONCRETE SLAB 
1/2" BELOW F.F. OF HOUSE

11
 3

/4
"

EQ
.

EQ
13

"
M

AX
.

M
AX

.

40
"

42
"

45
"

60
"

CENTERLINE OF STRIKE 
FOR LOCKSET

CENTERLINE OF DOOR PULL 
OR PUSH BAR

CENTERLINE FOR PUSH AND 
PULL LATCHES AND PUSH 
PLATES

CENTERLINE OF STRIKE 
FOR DEAD LOCKS

FINISH DOOR HARDWARE FOR DOORS INCLUDE THE FOLLOWING ITEMS PER 
DOOR SCHEDULE:

GENERAL:
___ LOCKSETS INCORPORATING LOCKS, LATCHES, AND BOLTS, A 

CYLINDER AND STOP WORKS, AND OPERATING TRIM
___ HINGES
___ CLOSERS
___ KICK PLATES
___ DOOR STOPS, HOLDERS, AND BUMPERS
___ THRESHOLDS
___ WEATHERSTRIPPING
___ EMTEK - ASSA ABLOY OR APPROVED EQUAL

DOOR HARDWARE:
___ ENTRY SET - ORION
___ LEVER - HELLOS
___ DEADBOLTS - MATCHING
___ PASSAGE SET - MATCHING
___ PRIVACY SET - MATCHING
___ LOCKING SET - MATCHING
___ HINGES - SQUARE CORNERS MATCHING

CABINET HARDWARE:
___ CABINET KNOB - CADET
___ CABINET PULL - BRASS TRINITY PULL

BATH HARDWARE:
___ DOUBLE HOOK, PAPER HOLDER, TOWEL BAR - MODERN BRASS

FINISHES:
___ OIL RUBBED BRONZE FINISH (US10B) FOR ALL HARDWARE

MISCELLANEOUS:
___ DOOR BELL - AMERICAN CLASSIC

PROVIDE MATCHING HARDWARE THROUGHOUT. PROVIDE SCHEDULE FOR 
APPROVAL.

HEADER

SHEATHING

WINDOW WRAP

FLASHING WITH DRIP @ HEAD

CEMENT PLASTER DRIP MOLD

2x DECORATIVE CASING 
RABBETED OVER NAILING FIN

NAILING FIN ATTACHED TO FRAME 
OF BUILDING

SECONDARY FLASHING OR DRIP IN 
CASING @ HEAD

DUAL GLAZING, LOW-E

URETHANE-FOAM

JAMB & SASH

MOISTURE BARRRIER LAPS NAILING 
FIN @ HEAD (FIN LAPS MOISTURE 
BARRIER @ SIDES & SILL).

SHEATHING

CEMENT PLASTER

WINDOW WRAP

NAILING FIN ATTACHED TO FRAME 
OF BUILDING

2x DECORATIVE CASING 
RABBETED OVER NAILING FIN

CAULK AT CASING

CAULK AT JAMB

DUAL GLAZING, LOW-E

URETHANE-FOAM

JAMB & SASH

DUAL GLAZING, LOW-E

SHIM WINDOW TO BOTTOM OF ROUGH 
OPENING FOR LEVELING & SUPPORT

NAILING FIN ATTACHED TO FRAME 
OF BUILDING

SHEATHING

WINDOW WRAP

CEMENT PLASTER

FLASHING WITH DRIP

2x DECORATIVE CASING 
RABBETED OVER NAILING FIN

CAULKING

1x CASING

1x CASING

1x CASING

POCKET 
FRAME

B1
- SILL

D1
- HEAD

C1
- JAMB

B2
- SILL

D2
- HEAD

C2
- JAMB

B4
- SILL

D4
- HEAD

C4
- JAMB

B4
- SILL

D4
- HEAD

C4
- JAMB

B3
-

B5
- SILL

D5
- HEAD

C5
- JAMB

22.4 SF. OF GLAZING PROVIDED

 
6" , TYP.

 

10", TYP.

D1 Typical Pocket Door Head
3" = 1'-0"

C1 Typical Pocket Door Jamb
3" = 1'-0"

B1 Typical Pocket Door Sill
3" = 1'-0"

A1 Typical Pocket Door Elevation
1/2" = 1'-0"

D2 Typical Interior Door Head
3" = 1'-0"

C2 Typical Interior Door Jamb
3" = 1'-0"

B2 Typical Interior Door Sill
3" = 1'-0"

A2 Typical Interior Door Elevation
1/2" = 1'-0"

C3 Hardware
1/2" = 1'-0"

B3 Exterior Door / Meeting Stile
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A601

Door & 
Window Schedules

Sheet

"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established."
Proverbs 19:21

Mark NotesGlazing Detail
Head Jamb Sill

Louver Fire Label Keyside Rm.Frame DescriptionMark

SEE B2/A505 FOR TYPICAL HARDWARE REQUIREMENTS1

DescriptionMark

C1 -
-

A1 -
-

TypeSize
Width Height Thick

101 16, 12, 13, 14, 15- - D4/A504 C4/A504 B4/A504- 1, 4 EXT.9A4/A50436" 80" 1 3/4"

Hardware

Mark NotesSash Detail
Head Jamb Sill

GlazingFrameTypeSize
Width Height Thick

Fire Label
Interior Exterior
Finish

101 A 34, 35, 37, 38, 39, 40, 41, 43, 4431 - D5/A504 C5/A504 B5/A5043230A5/A50442" 48" - 33 33

 

 

PASSAGE SET2

PRIVACY SET3

LOCKING SET WITH DEADBOLT4

GARAGE DOOR OPENER - CHAMBERLAIN H0930EV OR APPRV. EQUAL6

20 MIN. FIRE RATED7

1/4" TEMPERED DUAL GLAZING, LOW - E, SQUARE STICKING8

WOOD9

OVERHEAD INSULATED ALUMINUM PANELS10

SCREEN DOOR11

DOOR GRADE - CUSTOM12

FLAT PANEL, SQUARE STICKING13

ENVIRONMENT COMPLIANCE PER CBC CODE14

PAINT DOOR AND FRAME PER SCHED. OR AS SELECTED BY15

EXTERIOR DOOR - HEAVY DUTY16

INTERIOR DOOR - STANDARD DUTY17

INTERIOR DOOR - FIRE - HEAVY DUTY18

WOOD SCREEN DOOR - SINGL PANEL19

MEETING STILE B3/A50420

ARCHITECT, COORDINATE WITH WINDOW COLOR

WOOD30

CASEMENT, PER ELEVATIONS, FIXED AT "F"31

DUAL LOW E GLAZING32

ALUMINUM CLAD WOOD, CUSTOM COLOR EXTERIOR.33

SQUARE STICKING 34

SIMULATED DIVIDED LIGHTS PER ELEVATION35

-36

DIFFERENT FRAME AND SASH COLOR37

INTERIOR CASING WOOD, PAINTED38

EXTERIOR CASING, CEMENT BOARD, PAINTED39

"MARVIN" WINDOW WITH INTEGRATED SHADE OR APPROVED40

HARDWARE FINISH AS SELECTED BY ARCHITECT41

AWNING42

FIELD VERIFY SIZE WITH EXISTING CONDITIONS BEFORE43

PROVIDE INSECT SCREEN - SIDE PER OPERATION44

OBSCURE GLASS / TEMPERED GLASS45

PAINTED INTERIOR

EQUAL, TYPICAL

ORDERING WINDOWS

Project
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Drawn
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102 17, 12, 13, 14, 15- - D1/A504 C1/A504 B1/A504- 1, 2 -9A1/A50432" 80" 1 3/4"

103 17, 12, 13, 14, 15- - D2/A504 C2/A504 B2/A504- 1, 3 1059A2/A50432" 80" 1 3/4"

104 17, 12, 13, 14, 15- - D2/A504 C2/A504 B2/A504- 1, 3 1059A2/A50432" 80" 1 3/4"

105 17, 12, 13, 14, 15- - D2/A504 C2/A504 B2/A504- 1, 3 1059A2/A50432" 80" 1 3/4"

106 17, 12, 13, 14, 15- - D1/A504 C1/A504 B1/A504- 1, 3 1079A1/A50432" 80" 1 3/4"

107 16, 12, 14, 15, 208 7 D4/A504 C4/A504 B4/A504- 1, 4 EXT.9A3/A50432" (PR) 80" 1 3/4"

108 17, 12, 13, 14, 15- - D4/A504 C4/A504 B4/A504- 1, 4 EXT.9A4/A50436" 80" 1 3/4"

109 A 17, 12, 13, 14, 15- - D4/A504 C4/A504 B4/A504- 1, 4 EXT.9A3/A50436" 80" 1 3/4"

109 B 17, 12, 13, 14, 15- - D4/A504 C4/A504 B4/A504- 1, 4 EXT.9A3/A50436" 80" 1 3/4"

110 A 18, 12, 13, 14, 15- - D2/A504 C2/A504 B1/A504- 1, 4 1109A2/A50432" 80" 1 3/4"

110 B 18, 12, 13, 14, 15- - D2/A504 C2/A504 B1/A504- 1, 4 1109A2/A50432" 80" 1 3/4"

110 C (E) EXISTING GARAGE DOOR- - - - -- - ---192" 84" MFG.

101 B 34, 35, 37, 38, 39, 40, 41, 43, 4431 - D5/A504 C5/A504 B5/A5043230A5/A50442" 48" - 33 33

102 34, 35, 37, 38, 39, 40, 41, 43, 4431 - D5/A504 C5/A504 B5/A5043230A5/A50448" 36" - 33 33

103 A * 34, 35, 37, 38, 39, 40, 41, 43, 4431 - D5/A504 C5/A504 B5/A5043230A5/A50442" 48" - 33 33

103 B 34, 35, 37, 38, 39, 40, 41, 43, 4431 - D5/A504 C5/A504 B5/A5043230A5/A50430" 36" - 33 33

104 34, 35, 37, 38, 39, 40, 41, 43, 4442 - D5/A504 C5/A504 B5/A50432, 4530A5/A50430" 12" - 33 33

107 34, 35, 37, 38, 39, 40, 41, 43, 4431 - D5/A504 C5/A504 B5/A5043230A5/A50430" 36" - 33 33

109 34, 35, 37, 38, 39, 40, 41, 43, 4431 - D5/A504 C5/A504 B5/A5043230A5/A50496" 48" - 33 33

110 34, 35, 37, 38, 39, 40, 41, 43, 4431 - D5/A504 C5/A504 B5/A5043230A5/A50436" 36" - 33 33

___ IF APPROVED BY ARCHITECT, AT TENANT / OCCUPANTS OPTION 

PROVIDE SWINGING DOOR INSTEAD OF POCKET DOOR WITH NO 

CHANGE IN COST. 

___ ALL EXTERIOR DOORS SHALL HAVE 36" MIN. LANDING IN DIRECTION OF 

TRAVEL.

02.06.15 PC CORRECTIONS1

  *   ESCAPE WINDOW REQUIREMENTS

-

___ WINDOWS SHALL HAVE MIN. U-FACTOR OF .35 AND SHGC OF .30

1

1

1

1
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A

B
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C5 Interior Finish Schedule Keyed Notes
-

A5 Exterior Finish Schedule Keyed Notes
-

C2 Interior Room Finish Schedule
-

A2 Exterior Material Finish Schedule
-

A602

"
Finish Notes "
& Schedules

Sheet

"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established.""
Proverbs 19:21

DescriptionMark

WOOD FLOORING - #00740 BARNWOOD NATIVE ORIGINS "SHAW"1

DescriptionMark

CONCRETE40

-C1 Interior Finish General Notes
-

A1 Exterior Finish General Notes 
-

Mark NotesBuilding Element

Floor Base Walls
North South East West

Ceiling
Material Height

Room NameRoom NotesWainscot Molding

101 1 4 6, 17 6, 17 6, 17 6, 17 14 8' 15, 20- 4, 5LIVING ROOM

Material Finish Style Color

03-C, D -EXPOSED FOOTING 40 53 65 71

 

"
"
___ ALL MFG SHALL BE AS INDICATED OR APPROVED EQUAL PRIOR TO BID."
"
___ ALL SUBMITTALS INCLUDING COLORS AND MATERIALS MUST BE APPROVED PRIOR 

TO ORDERING AND STARTING CONSTRUCTION."
"
___ PROVIDE MOCK-UP ON SITE FOR APPROVAL DURING CONSTRUCTION, MAKE 

CHANGES AS NEEDED."
"
___ FIELD VERIFY EXACT LIMITS AND LOCATIONS WITH ARCHITECT PRIOR TO 

INSTALLING / FINISHING."
"
___ SEALANTS SHALL BE MATCHING COLOR OR PAINTABLE"
"
___ FLAT SHEEN TYPICAL, U.N.O."
"
___ SW = "SHERWIN WILLIAMS""
"
___ LOW SHEEN AT DOORS, KITCHEN AND BATHROOMS (SEMI-GLOSS)"
"
___ EXISTING GYP. BOARD (DRYWALL) NOT EFFECTED BY NEW WORK, MODIFICATIONS, 

OR REPAIRS MAY REMAIN. (CEILING, INTERIOR NON-INSULATED WALLS)"
"
___ PROPERLY SEAL ALL FINISHES"

___ TILE GROUT"
___ GRANITE"

"
___ TENANT / OCCUPANT MAY SELECT ALTERNATE COLORS AND FINISHES NOT 

EFFECTING COST AND WHEN APPROVED BY ARCHITECT. CONTRACTOR SHALL 
FACILITATE ALTERNATE SELECTION.

"
"
___ ALL MFG SHALL BE AS INDICATED OR APPROVED EQUAL PRIOR TO BID."
"
___ ALL SUBMITTALS INCLUDING COLORS AND MATERIALS MUST BE APPROVED PRIOR 

TO ORDERING AND STARTING CONSTRUCTION."
"
___ PROVIDE MOCK-UP ON SITE FOR APPROVAL DURING CONSTRUCTION, MAKE 

CHANGES AS NEEDED."
"
___ FIELD VERIFY EXACT LIMITS AND LOCATIONS WITH ARCHITECT PRIOR TO 

INSTALLING / FINISHING."
"
___ SEALANTS SHALL BE MATCHING COLOR OR PAINTABLE"
"
___ FLAT SHEEN TYPICAL, U.N.O."
"
___ SW = "SHERWIN WILLIAMS""
"
___ LOW SHEEN AT DOORS (SEMI-GLOSS)

03-A -WALKWAYS 40 54 65 72
04-D -PLANTER WALL 41 55 55 55
04-B -VENEER 55 55 55 55
07-I -CRAWL SPACE VENTS 42 56 65 69
09-B -STUCCO WALLS 43 57, 56 65 73
07-J -- - - - -
08-A, B, H -DOOR 45 56 65 75
08-A -DOOR FRAME 45 56, 64 65 75
07-K -DOOR TRIM 46 56, 64 62 76
08-F -WINDOW SASH 47 59 63 68, 78
08-F -WINDOW FRAME 47 59 63 68, 78
07-K -WINDOW TRIM 46 56, 64 62 76
06-D -FASCIA 45 56, 64 65 76
06-D -EXPOSED FRAMING 45 56, 64 65 76
06-C -EXPOSED T & G DECK 45 56, 64 65 76
06-D -RAILING 45 56, 64 65 76
06-D -POSTS 45 56, 64 65 76
07-F -LOUVER VENT 48 59 65 75
07-K -LOUVER TRIM 46 56, 64 62 76
05-B -- - - - -
07-B -SHINGLE ROOFING 50 59 67 68
07-C -ROLL ROOFING 50 59 70 69, 70
07-D -FLASHING 42 56 65 69
07-E -ROOF DRAIN GUTTER 42 56 65 76
07-E -ROOF DRAIN LEADER 42 56 65 69
04-A -- - - - -
32-A / 32-B -FENCE / GATE 52 59 65 68
05-C -- - - - -

MASONRY WALL WITH STONE VENEER41
GALV. METAL42
7/8" PORTLAND CEMENT PLASTER43
-44
WOOD45
FIBER CEMENT BOARD ACCENT TRIM46
ALUMINUM CLAD WOOD47
ALUMINUM48
METAL49
ASPHALT50
-51
VINYL, MASTER HALCO52
LIGHT SANDBLAST53
MEDIUM BROOM54
"EL DORADO STONE" MANZANITA, CLIFFSTONE - VENEER55
PAINT56
MEDIUM SAND FINISH (INTEGRAL COLOR & PAINT)57
PAINT58
FACTORY FINISH59
-60
-61
"ARTISAN" TRIM, "JAMESHARDIE"62
PER WINDOW SCHEDULE63
SMOOTH64
PER DETAIL / PLANS65
-66
"SOLARIS" PLATINUM SHINGLES, "CERTAINTEED"67
ARCHITECT SELECTED FROM MFG. STD. COLORS AT SUBMITTAL68
MATCH ADJACENT MATERIAL COLOR, PER ARCHITECT AT 69

GRANULAR SURFACE, MATCH ASPHALT SHINGLES70
NATURAL GREY71
INTEGRAL COLOR "DAVIS COLORS SANDSTONE"72
SW 2842 "ROYCROFT SUEDE"73
SW 2843 "ROYCROFT BRASS"74
SW 2837 "AURORA BROWN"75
SW 2833 "ROYCROFT VELLUM"76
SW 7027 "WELL-BRED BROWN"77
MATCH SW 2837 "AURORA BROWN"78

SUBMITTAL OR FIELD VERIFY

102 1 4 6, 17 6, 17 6, 17 6, 17 14 8' 15, 20- 4, 5KITCHEN

103 2 4 6, 17 6, 17 6, 17 6, 17 14 8' 15, 20- 4, 5BEDROOM

104 3-A 3-A 6, 17 6, 17 6, 17 3-A 14 8' 15, 20, 3-B @ TUB- 5BATHROOM

105 1 4 6, 17 6, 17 6, 17 6, 17 14 8' 15, 20- 4, 5HALL

106 3-A 3-A 6, 17 6, 17 3A 6, 17 14 8' 15, 20- 5MASTER BATHROOM

107 2 4 6, 17 6, 17 6, 17 6, 17 14 8' 15, 20- 4, 5MASTER BEDROOM

108 3-A 3-A 6, 17 6, 17 6, 17 6, 17 14 8' 15, 20- 4, 5LAUNDRY

109 - - - - - - 14 VARIES 15, 20- 4, 5UTILITY

110 - - - - - 17 14 8' 15, 20, 3-B @ SHOWER- 4, 5GARAGE

DOOR - - - - - - - - 12, 15, 17- -INTERIOR
- - - - - - - - 13, 15, 17- -EXTERIOR

CABINETS - - - - - - - - 07, 15, 17- -KITCHEN
- - - - - - - - 09, 15, 17- -ISLAND - PANTRY
- - - - - - - - 10, 15, 17- -TABLE
- - - - - - - - 09, 15, 17- -WARDROBE
- - - - - - - - 07, 15, 17- -LAVATORY

CARPET 2

WALL CERAMIC TILE 4X4 @ BATH3-A

ACCENT CERAMIC TILE (KITCHEN)3-B

HEARTH PAVER, 12X12 QUARRY PAVERS (FIREPLACE)3-C

BASE BOARD, PAINT, SW 2833 "ROYCROFT VELLUM"4

DOOR / WINDOW TRIM, PAINT, SW 2833 "ROYCROFT VELLUM"5

WALL COLOR, PAINT, SW 2834 "BIRDSEYE MAPLE"6

WOOD CABINET, PAINT, SW 2833 "ROYCROFT VELLUM"7

WOOD CABINET, PAINT, SW 2837 "AURORA BROWN"8

WOOD CABINET, PAINT, SW 2843 "ROYCROFT BRASS"9

WOOD DINING TABLE, PAINT, SW 2837 "AURORA BROWN"10

GRANITE COUNTERTOP, TO BE SELECTED11-A

"CORIAN" COUNTERTOP, TO BE SELECTED11-B

INT. WOOD DOORS & FRAME, PAINT, SW 2843 "ROYCROFT BRASS"12

EXT. WOOD DOORS & FRAME, PAINT, SW 2837 "AURORA BROWN"13

CEILING 5/8" GYP BOARD CEILING, SMOOTH FINISH, PAINT SW WHITE14

FIELD VERIFY LIMITS AND LOCATIONS OF COLORS WITH ARCHITECT15

CONCRETE 16

"SHERWIN WILLIAMS" PRO CLASSIC OR APPROVED EQUAL17

"DALTILE" LIME STONE COLLECTION OR APPROVED EQUAL18

"SENECA" TILE PAVERS OR APPROVED EQUAL19

COMPLY WITH MFG. AND CODE REQUIREMENTS20
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COORDINATE WITH MFG. REQUIREMENT AND ENGINEERS PLANS1
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Architectural D size sheet 24" x 36" 1 2 3 4 5

A

B

C

D

1 2 3 4 5

C5 FF&E Schedule Notes
-C2 FF&E Schedule

-

A603

FF&E
Schedule

Sheet

"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established."
Proverbs 19:21

DescriptionMark

C1 FF&E Schedule Notes
-

Mark NotesDescription Mechanical
Cold Water Hot Water Drain Exhaust

Electrical
Ampere Volts Phase Hosepower

___ ALL MFG. SHALL BE AS INDICATED OR APPROVED EQUAL PRIOR TO BID.

___ ALL SUBMITTALS MUST BE APPROVED PRIOR TO ORDERING.

___ ALL FINISHES SHALL BE COORDINATED AND MATCHING WITHIN VARIOUS 
LOCATIONS AND GROUPS.

A2 Green Tables
-A1 -

-

B1 -
-

Gas
Natural

10-A 2, 3TOILET / BATH ACCESSORIES - - - - -- - - -

10-B -- - - - - -- - - -

11-A -- - - - - -- - - -

11-D 9, 17REFRIGERATOR 1 1 1 1 1- - - -

11-E 8DISHWASHER, BUILT-IN 1 1 1 1 1- 1 - -

11-F 10, 17WASHER 1 1 1 1 11 1 1 1

11-G 11, 17DRYER - 1 1 1 1- - 1 1

11-H 12, 17RANGE - 1 1 1 1- - 1 1

11-I 13MICROWAVE / EXHAUST COMBO - 1 1 1 1- - 1 1

11-N 15CEILING FAN - 1 1 1 1- - - -

22 2, 3PLUMBING MISC. 1 - - - -1 1 1 1

23 2, 3HVAC MISC. 1 - - - -1 1 1 1

24 2, 3ELECTRICAL MISC. 1 1 1 1 11 1 1 1

27 2, 3COMMUNICATION MISC. - 1 1 1 1- - - -

28 2, 3SECURITY MISC. - 1 1 1 1- - - -

12-A 2, 3WINDOW BLINDS - - - - -- - - -

12-C 16SHOWER CURTAINS - - - - -- - - -

12-D -- - - - - -- - - -

PROVIDE MATCHING PRODUCTS FROM SINGLE MFG.2

PER DETAILS / PLANS3

-4

-5

-6

-7

KITCHEN AID 24", 52-DEC, BUILTIN, HARD FOOD DISP, STAINLESS8
STEEL (KUDC10FXSS)

LG 30.5 CU. FT. FRENCH DOOR REFRIGERATOR WITH ICE MAKER.9
STAINLESS STEEL (LFX31945ST)

WHIRLPOOL DUET 4.5 CU. FT. WASHER, WHITE OR APPROVED EQUAL10

WHIRLPOOL DUET 7.4 CU. FT. GAS DRYER, OR APPROVED EQUAL11

PREMIER 20" FREE STANDING 2.4 CU. FT. GAS RANGE12
STAINLESS STEEL (SAK600BP)

WHIRLPOOL 1.7 CU. FT. OVER THE RANGE MICROWAVE,13
STAINLESS STEEL (WMH31017AS)

-14

MATTHEWS FAN CO. IRENE-3H 52" TEXTURED BRONZE FINISH15
(IRISH-TB-52)

MOEN ADJUSTABLE CURVED ROD, HOOKLESS WAFFLE FABRIC 16
CURTAIN AND LINER SET
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Nelson Ave.

EXISTING!
HOUSE

EXISTING!
GARAGE

EXISTING!
PATIO

EXISTING!
DRIVEWAY

02-A (HARDSCAPE, LANDSCAPE,
AND IRRIGATION)

02-A

02-B
A1

A903

01-G

02-C

02-D
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"Many are the plans in the mind of a man, but it is the purpose of the Lord that will be established."!
Proverbs 19:21
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B

C

D

1 2 3 4 5

A5 Notes
-N

SYMBOLS!
!
!

SELECTIVE DEMOLITION!
!
!

SITE DEMOLITION!
!
!

PROPERTY LINE

D4 Site Photo
N.T.S. N

!
Existing / Demolition!
Site & Floor Plan

A1 Existing / Demolition Site & Floor Plan
1/8" = 1'-0"
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GENERAL NOTES.!
___ COORDINATE WITH; INFORMATION ON OTHER SHEETS, SPECIFICATIONS, 

AGREEMENT, GENERAL CONDITIONS AND CODE REQUIREMENTS. REQUEST DIRECTION ON 
ANY CONFLICTING INFORMATION BEFORE STARTING WORK.!

___ ALL SUBMITTALS INCLUDING SHOP DRAWINGS AND SAMPLES MUST BE APPROVED BEFORE 
STARTING WORK.!

!
KEYNOTES!
!
01 GENERAL REQUIREMENTS.!
___ 01-A FINISH FLOOR LINE.!
___ 01-B FINISH GRADE.!
___ 01-C CEILING LINE.!
___ 01-D 1 HOUR FIRE WALL / CEILING!
___ 01-E VARIES.!
___ 01-F ALIGN WITH EXISTING.!
___ 01-G APPROXIMATE LIMIT OF WORK.!
___ 01-H TEMPORARY STORAGE & WORK AREA, FIELD VERIFY LIMITS.!
___ 01-I TEMPORARY CONSTRUCTION FENCE, FIELD VERIFY LIMITS.!
___ 01-J TEMPORARY CONSTRUCTION TRAILER, FIELD VERIFY LIMITS.!
___ 01-K -!
___ 01-L -!
___ 01-M -!
!
02 EXISTING CONDITIONS.!
___ 02-A EXISTING TO REMAIN, PROTECT.!
___ 02-B EXISTING TO REMODEL, COORDINATE WITH NEW WORK.!
___ 02-C SELECTIVE SITE DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS ABOVE AND 

BELOW GRADE AS NEEDED FOR NEW CONSTRUCTION.!
___ 02-D SELECTIVE BUILDING DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS AS NEEDED 

FOR NEW CONSTRUCTION.!
___ 02-E -!
___02-F REMOVE EXISTING HVAC SYSTEM AND INSULATION!
___02-G -!
!
03 CONCRETE!
___ SEE FINISH SCHEDULES.!
___ 03-A CAST-IN-PLACE CONCRETE, INTEGRAL COLOR, MEDIUM BROOM FINISH.!
___ 03-B CAST-IN-PLACE CONCRETE, PREP FOR NEW FINISHES.!
___ 03-C CAST-IN-PLACE CONCRETE, FOUNDATION.!
___ 03-D -!
___ 03-E -!
!
04 MASONRY!
___ SEE FINISH SCHEDULES.!
___ 04-A MASONRY WALL.!
___ 04-B MANUFACTURED STONE VENEER.!
___ 04-C 6” GAP AT BUILDING WALL FOR DRAINAGE.!
___ 04-D MASONRY WALL LANDSCAPE WALL.!
!
05 METALS!
___ SEE FINISH SCHEDULES.!
___ 05-A METAL FABRICATIONS.!
___ 05-B -!
___ 05-C -!
!
06 WOOD, PLASTIC, AND COMPOSITES!
___ SEE FINISH SCHEDULES.!
___ 06-A ROUGH FRAMING.!
___ 06-B ROUGH FRAMING REMODEL.!
___ 06-C WOOD SHEATHING. PAINTED T&G WHERE EXPOSED!
___ 06-D FINISHED FRAMING, PAINT.!
___ 06-E -!
___ 06-F WOOD CABINETS, PAINT.!
___ 06-G WOOD TRIM, PAINT.!
___ 06-H CORIAN SOLID SURFACE.!
___ 06-I GRANITE.!
___ 06-J SHELF, PAINT AND CHROME METAL POLE.!
___ 06-K ADJUSTABLE SHELVES, PAINT.!
___ 06-L FIXED SHELVES, PAINT.!
___ 06-M PULL-OUT DRAWERS, PAINT.!
___ 06-N -!
___ 06-O WOOD UNDERLAYMENT!
___ 06-P OPEN TRELLIS!
!
07 THERMAL AND MOISTURE PROTECTION!
___ SEE FINISH SCHEDULES.!
___ 07-A THERMAL INSULATION.!
___ 07-B ASPHALT SHINGLE ROOFING.!
___ 07-C ASPHALT ROLL ROOFING.!
___ 07-D SHEET METAL FLASHING, GALVANIZED, PREP & PAINT.!
___ 07-E ALUMINUM BOX RAIN GUTTERS AND LEADERS, FLUROPON FINISH.!
___ 07-F LOUVERED VENT, MFG. FINISH.!
___ 07-G SHEET METAL SADDLE FLASHING, GALVANIZED, PREP & PAINT.!
___ 07-H SOLAR ATTIC EXHAUST FAN, MFG. FINISH.!
___ 07-I SHEET METAL SUB-FLOOR VENT, GALVANIZED.!
___ 07-J CEMENT BOARD LAP SIDING AND TRIM, PAINT.!
___ 07-K CEMENT BOARD TRIM.!
___ 07-L SEALANT, MATCH ADJACENT COLOR!
___ 07-M FIRE STOPPING AT PENETRATIONS, PREP & PAINT WHERE EXPOSED.!
!
08 OPENINGS!
___ SEE DOOR, WINDOW, HARDWARE AND FINISH SCHEDULES.!
___ 08-A EXTERIOR WOOD DOOR AND FRAME, PAINT.!
___ 08-B EXTERIOR WOOD/GLASS DOOR AND FRAME, PAINT.!
___ 08-C EXTERIOR GARAGE DOOR AND FRAME, PAINT.!
___ 08-D INTERIOR WOOD DOOR AND FRAME, PAINT.!
___ 08-E INTERIOR WOOD POCKET DOOR AND FRAME, PAINT.!
___ 08-F EXTERIOR WINDOW AND FRAME, OPERABLE WITH SCREEN, PAINT.!
___ 08-G -!
___ 08-H EXTERIOR SCREEN DOOR AND FRAME, PAINT.!
___ 08-I BASEMENT ACCESS DOOR!
!
09 FINISHES!
___ SEE FINISH SCHEDULE!
___ 09-A 5/8” GYPSUM BOARD SMOOTH FINISH, PAINT. TYPE “X” AT FIRE WALL/CEILING.!
___ 09-B 7/8” CEMENT PLASTER,MEDIUM SAND FINISH, INTEGRAL COLOR AND PAINT.!
___ 09-C CERAMIC FLOOR TILE, NON-SLIP.!
___ 09-D CERAMIC WALL TILE.!
___ 09-E RESILIENT FLOORING.!
___ 09-F -!
___ 09-G ACCENT TILE, SET INTO CEMENT PLASTER.!
___ 09-H -!
___ 09-I CARPET!
___ 09-J SHIM TO ALIGN WITH ADJACENT WALL!
!
10 SPECIALTIES !
___ SEE FF&E SCHEDULE.!
___ 10-A TOILET/BATH ACCESSORY (FIELD VERIFY LOCATIONS)!
___ 10-B -!
!
11 EQUIPMENT !
___ SEE FF&E SCHEDULE.!
___ 11-A -!
___ 11-B -!
___ 11-C -!
___ 11-D -!
___ 11-E DISHWASHER, BULT-IN.!
___ 11-F WASHER. - N.I.C.!
___ 11-G DRYER. - N.I.C.!
___ 11-H RANGE. - N.I.C.!
___ 11-I MICROWAVE/EXHAUST HOOD COMBO, BUILT-IN.!
___ 11-J REFRIGERATOR. - N.I.C.!
___ 11-K -!
___ 11-L -!
___ 11-M -!
___ 11-N CEILING FAN.!
!
12 FURNISHINGS!
___ SEE FF&E SCHEDULE.!
___ 12-A WINDOW BLINDS!
___ 12-B TRASH & RECYCLING BINS, BY OTHERS. - N.I.C.!
___ 12-C SHOWER CURTAIN. - N.I.C.!
___ 12-D -!
!
22 PLUMBING !
___ SEE PLUMBING PLANS “P”!
___ 22-A TOILET.!
___ 22-B SMALL LAVATORY.!
___ 22-C LARGE LAVATORY.!
___ 22-D KITCHEN SINK.!
___ 22-E -!
___ 22-F BATH TUB.!
___ 22-G -!
___ 22-H -!
___ 22-I -!
___ 22-J WATER HEATER.!
___ 22-K -!
___ 22-L -!
!
!
23 HVAC!
___ SEE HVAC PLANS “M”!
___ 23-A VENT.!
___ 23-B FORCED AIR UNIT. !
___ 23-C CONDENSER UNIT.!
___ 23-D CONDENSATE DRAIN OUTLET.!
___ 23-E DRYER VENT.!
___ 23-F EXHAUST FAN / VENT.!
___ 23-G RETURN AIR DUCT, PROVIDE CABINET ENCLOSURE.!
___ 23-H WATER HEATER VENT.!
!
 26 ELECTRICAL!
___ SEE ELECTRICAL PLANS “E”!
___ 26-A POWER.!
___ 26-B LIGHTING INTERIOR, RECESSED.!
___ 26-C LIGHTING INTERIOR, SURFACE.!
___ 26-D LIGHTING INTERIOR, PENDANT.!
___ 26-E LIGHTING EXTERIOR, WALL.!
___ 26-F LIGHTING EXTERIOR, SECURITY.!
!
27 COMMUNICATION!
___ SEE ELECTRICAL PLANS “E”!
___ 27-A PHONE LINE, VOICE.!
___ 27-B DATA LINE, INTERNET.!
___ 27-C CABLE/SATELLITE.!
!
28 SECURITY!
___ SEE ELECTRICAL PLANS “E”!
___ 28-A VIDEO CAMERA (6 LOCATIONS TBD).!
___ 28-B ALARM SYSTEM (1 LOCATION TBD).!
!
31 EARTH WORK!
___ SEE CIVIL PLANS “C”!
___ 31-A SITE CLEARING.!
___ 31-B GRADING.!
___ 31-C SOIL COMPACTION.!
___ 31-D TERMITE CONTROL.!
!
32 EXTERIOR IMPROVEMENTS!
___ SEE FINISH SCHEDULES.!
___ 32-A FENCE, VINYL.!
___ 32-B GATE, VINYL.!
___ 32-C PATCH EXISTING LANDSCAPE AND IRRIGATION FOR PROPER OPERATION.!
!
!
33 UTILITIES!
___ SEE ELECTRICAL “E” AND PLUMBING “P” PLANS.!
___ 33-A SEWER CONNECTION, INTERCEPT EXISTING.!
___ 33-B WATER CONNECTION, INTERCEPT EXISTING.!
___ 33-C ELECTRICAL POWER CONNECTION, INTERCEPT EXISTING.!
___ 33-D CABLE CONNECTION, COORDINATE WITH PROVIDER.!
___ 33-E SATELLITE LOCATION, MOUNTING, COORDINATE WITH PROVIDER.!
___ 33-F -!
___ 33-G -!
!
!
!
SEE SHEET A4 / A004 FOR LARGER FONT SIZE KEYNOTES!
!

!
!
!
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02-D ROOF FINISHES, FLASHING, TYP.
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GENERAL NOTES.!
___ COORDINATE WITH; INFORMATION ON OTHER SHEETS, SPECIFICATIONS, 

AGREEMENT, GENERAL CONDITIONS AND CODE REQUIREMENTS. REQUEST DIRECTION ON 
ANY CONFLICTING INFORMATION BEFORE STARTING WORK."

___ ALL SUBMITTALS INCLUDING SHOP DRAWINGS AND SAMPLES MUST BE APPROVED BEFORE 
STARTING WORK."

"
KEYNOTES"
!
01 GENERAL REQUIREMENTS.!
___ 01-A FINISH FLOOR LINE."
___ 01-B FINISH GRADE."
___ 01-C CEILING LINE."
___ 01-D 1 HOUR FIRE WALL / CEILING"
___ 01-E VARIES."
___ 01-F ALIGN WITH EXISTING."
___ 01-G APPROXIMATE LIMIT OF WORK."
___ 01-H TEMPORARY STORAGE & WORK AREA, FIELD VERIFY LIMITS."
___ 01-I TEMPORARY CONSTRUCTION FENCE, FIELD VERIFY LIMITS."
___ 01-J TEMPORARY CONSTRUCTION TRAILER, FIELD VERIFY LIMITS."
___ 01-K -"
___ 01-L -"
___ 01-M -"
"
02 EXISTING CONDITIONS.!
___ 02-A EXISTING TO REMAIN, PROTECT."
___ 02-B EXISTING TO REMODEL, COORDINATE WITH NEW WORK."
___ 02-C SELECTIVE SITE DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS ABOVE AND 

BELOW GRADE AS NEEDED FOR NEW CONSTRUCTION."
___ 02-D SELECTIVE BUILDING DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS AS NEEDED 

FOR NEW CONSTRUCTION."
___ 02-E -"
___02-F REMOVE EXISTING HVAC SYSTEM AND INSULATION"
___02-G -"
"
03 CONCRETE!
___ SEE FINISH SCHEDULES."
___ 03-A CAST-IN-PLACE CONCRETE, INTEGRAL COLOR, MEDIUM BROOM FINISH."
___ 03-B CAST-IN-PLACE CONCRETE, PREP FOR NEW FINISHES."
___ 03-C CAST-IN-PLACE CONCRETE, FOUNDATION."
___ 03-D -"
___ 03-E -"
"
04 MASONRY!
___ SEE FINISH SCHEDULES."
___ 04-A MASONRY WALL."
___ 04-B MANUFACTURED STONE VENEER."
___ 04-C 6” GAP AT BUILDING WALL FOR DRAINAGE."
___ 04-D MASONRY WALL LANDSCAPE WALL."
"
05 METALS!
___ SEE FINISH SCHEDULES."
___ 05-A METAL FABRICATIONS."
___ 05-B -"
___ 05-C -"
"
06 WOOD, PLASTIC, AND COMPOSITES!
___ SEE FINISH SCHEDULES."
___ 06-A ROUGH FRAMING."
___ 06-B ROUGH FRAMING REMODEL."
___ 06-C WOOD SHEATHING. PAINTED T&G WHERE EXPOSED"
___ 06-D FINISHED FRAMING, PAINT."
___ 06-E -"
___ 06-F WOOD CABINETS, PAINT."
___ 06-G WOOD TRIM, PAINT."
___ 06-H CORIAN SOLID SURFACE."
___ 06-I GRANITE."
___ 06-J SHELF, PAINT AND CHROME METAL POLE."
___ 06-K ADJUSTABLE SHELVES, PAINT."
___ 06-L FIXED SHELVES, PAINT."
___ 06-M PULL-OUT DRAWERS, PAINT."
___ 06-N -"
___ 06-O WOOD UNDERLAYMENT"
___ 06-P OPEN TRELLIS"
"
07 THERMAL AND MOISTURE PROTECTION!
___ SEE FINISH SCHEDULES."
___ 07-A THERMAL INSULATION."
___ 07-B ASPHALT SHINGLE ROOFING."
___ 07-C ASPHALT ROLL ROOFING."
___ 07-D SHEET METAL FLASHING, GALVANIZED, PREP & PAINT."
___ 07-E ALUMINUM BOX RAIN GUTTERS AND LEADERS, FLUROPON FINISH."
___ 07-F LOUVERED VENT, MFG. FINISH."
___ 07-G SHEET METAL SADDLE FLASHING, GALVANIZED, PREP & PAINT."
___ 07-H SOLAR ATTIC EXHAUST FAN, MFG. FINISH."
___ 07-I SHEET METAL SUB-FLOOR VENT, GALVANIZED."
___ 07-J CEMENT BOARD LAP SIDING AND TRIM, PAINT."
___ 07-K CEMENT BOARD TRIM."
___ 07-L SEALANT, MATCH ADJACENT COLOR"
___ 07-M FIRE STOPPING AT PENETRATIONS, PREP & PAINT WHERE EXPOSED."
"
08 OPENINGS!
___ SEE DOOR, WINDOW, HARDWARE AND FINISH SCHEDULES."
___ 08-A EXTERIOR WOOD DOOR AND FRAME, PAINT."
___ 08-B EXTERIOR WOOD/GLASS DOOR AND FRAME, PAINT."
___ 08-C EXTERIOR GARAGE DOOR AND FRAME, PAINT."
___ 08-D INTERIOR WOOD DOOR AND FRAME, PAINT."
___ 08-E INTERIOR WOOD POCKET DOOR AND FRAME, PAINT."
___ 08-F EXTERIOR WINDOW AND FRAME, OPERABLE WITH SCREEN, PAINT."
___ 08-G -"
___ 08-H EXTERIOR SCREEN DOOR AND FRAME, PAINT."
___ 08-I BASEMENT ACCESS DOOR"
"
09 FINISHES!
___ SEE FINISH SCHEDULE"
___ 09-A 5/8” GYPSUM BOARD SMOOTH FINISH, PAINT. TYPE “X” AT FIRE WALL/CEILING."
___ 09-B 7/8” CEMENT PLASTER,MEDIUM SAND FINISH, INTEGRAL COLOR AND PAINT."
___ 09-C CERAMIC FLOOR TILE, NON-SLIP."
___ 09-D CERAMIC WALL TILE."
___ 09-E RESILIENT FLOORING."
___ 09-F -"
___ 09-G ACCENT TILE, SET INTO CEMENT PLASTER."
___ 09-H -"
___ 09-I CARPET"
___ 09-J SHIM TO ALIGN WITH ADJACENT WALL"
"
10 SPECIALTIES !
___ SEE FF&E SCHEDULE."
___ 10-A TOILET/BATH ACCESSORY (FIELD VERIFY LOCATIONS)"
___ 10-B -"
"
11 EQUIPMENT !
___ SEE FF&E SCHEDULE."
___ 11-A -"
___ 11-B -"
___ 11-C -"
___ 11-D -"
___ 11-E DISHWASHER, BULT-IN."
___ 11-F WASHER. - N.I.C."
___ 11-G DRYER. - N.I.C."
___ 11-H RANGE. - N.I.C."
___ 11-I MICROWAVE/EXHAUST HOOD COMBO, BUILT-IN."
___ 11-J REFRIGERATOR. - N.I.C."
___ 11-K -"
___ 11-L -"
___ 11-M -"
___ 11-N CEILING FAN."
"
12 FURNISHINGS!
___ SEE FF&E SCHEDULE."
___ 12-A WINDOW BLINDS"
___ 12-B TRASH & RECYCLING BINS, BY OTHERS. - N.I.C."
___ 12-C SHOWER CURTAIN. - N.I.C."
___ 12-D -"
"
22 PLUMBING !
___ SEE PLUMBING PLANS “P”"
___ 22-A TOILET."
___ 22-B SMALL LAVATORY."
___ 22-C LARGE LAVATORY."
___ 22-D KITCHEN SINK."
___ 22-E -"
___ 22-F BATH TUB."
___ 22-G -"
___ 22-H -"
___ 22-I -"
___ 22-J WATER HEATER."
___ 22-K -"
___ 22-L -"
"
"
23 HVAC!
___ SEE HVAC PLANS “M”"
___ 23-A VENT."
___ 23-B FORCED AIR UNIT. "
___ 23-C CONDENSER UNIT."
___ 23-D CONDENSATE DRAIN OUTLET."
___ 23-E DRYER VENT."
___ 23-F EXHAUST FAN / VENT."
___ 23-G RETURN AIR DUCT, PROVIDE CABINET ENCLOSURE."
___ 23-H WATER HEATER VENT."
"
 26 ELECTRICAL!
___ SEE ELECTRICAL PLANS “E”"
___ 26-A POWER."
___ 26-B LIGHTING INTERIOR, RECESSED."
___ 26-C LIGHTING INTERIOR, SURFACE."
___ 26-D LIGHTING INTERIOR, PENDANT."
___ 26-E LIGHTING EXTERIOR, WALL."
___ 26-F LIGHTING EXTERIOR, SECURITY."
"
27 COMMUNICATION!
___ SEE ELECTRICAL PLANS “E”"
___ 27-A PHONE LINE, VOICE."
___ 27-B DATA LINE, INTERNET."
___ 27-C CABLE/SATELLITE."
"
28 SECURITY!
___ SEE ELECTRICAL PLANS “E”"
___ 28-A VIDEO CAMERA (6 LOCATIONS TBD)."
___ 28-B ALARM SYSTEM (1 LOCATION TBD)."
"
31 EARTH WORK!
___ SEE CIVIL PLANS “C”"
___ 31-A SITE CLEARING."
___ 31-B GRADING."
___ 31-C SOIL COMPACTION."
___ 31-D TERMITE CONTROL."
"
32 EXTERIOR IMPROVEMENTS!
___ SEE FINISH SCHEDULES."
___ 32-A FENCE, VINYL."
___ 32-B GATE, VINYL."
___ 32-C PATCH EXISTING LANDSCAPE AND IRRIGATION FOR PROPER OPERATION."
"
"
33 UTILITIES!
___ SEE ELECTRICAL “E” AND PLUMBING “P” PLANS."
___ 33-A SEWER CONNECTION, INTERCEPT EXISTING."
___ 33-B WATER CONNECTION, INTERCEPT EXISTING."
___ 33-C ELECTRICAL POWER CONNECTION, INTERCEPT EXISTING."
___ 33-D CABLE CONNECTION, COORDINATE WITH PROVIDER."
___ 33-E SATELLITE LOCATION, MOUNTING, COORDINATE WITH PROVIDER."
___ 33-F -"
___ 33-G -"
"
"
"
SEE SHEET A4 / A004 FOR LARGER FONT SIZE KEYNOTES"
"
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"
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1/4" = 1'-0"

SYMBOLS!
!
!

SELECTIVE DEMOLITION!
!
!

BUILDING DEMOLITION!
!
!

SITE DEMOLITION!
!
!

PROPERTY LINE

Project

Checked
Drawn

14-220

Mark Description

JAC                 

Date

DJC

Notice

Sheet Title

Project Name

All plans are preliminary and not for construction until 
approved by appropriate regulatory government agencies, 
stamped & signed architect/engineer,  and authorized by 
owner.!
!
Copyright © Joe Americo Calabrese Architect

Client

. 11.14.14 P.C. ISSUE

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .
Issue Dates

Residence!
!
!
15722 Nelson Ave.!
City of Industry, Ca 91744

City of Industry!
15625 E. Stafford Street!
City of Industry, Ca 91744

Consultant
Joe Americo Calabrese AIA LEED AP  C18987

0" 1" 2" 3"

CalabreseArchitect

3660 West Temple Avenue Suite 110 Pomona California 91768
t 714.255.0066  e info@CalabreseArchitect.com        # C18987

GENERAL NOTES.!
___ COORDINATE WITH; INFORMATION ON OTHER SHEETS, SPECIFICATIONS, 

AGREEMENT, GENERAL CONDITIONS AND CODE REQUIREMENTS. REQUEST DIRECTION ON 
ANY CONFLICTING INFORMATION BEFORE STARTING WORK.!

___ ALL SUBMITTALS INCLUDING SHOP DRAWINGS AND SAMPLES MUST BE APPROVED BEFORE 
STARTING WORK.!

!
KEYNOTES!
!
01 GENERAL REQUIREMENTS.!
___ 01-A FINISH FLOOR LINE.!
___ 01-B FINISH GRADE.!
___ 01-C CEILING LINE.!
___ 01-D 1 HOUR FIRE WALL / CEILING!
___ 01-E VARIES.!
___ 01-F ALIGN WITH EXISTING.!
___ 01-G APPROXIMATE LIMIT OF WORK.!
___ 01-H TEMPORARY STORAGE & WORK AREA, FIELD VERIFY LIMITS.!
___ 01-I TEMPORARY CONSTRUCTION FENCE, FIELD VERIFY LIMITS.!
___ 01-J TEMPORARY CONSTRUCTION TRAILER, FIELD VERIFY LIMITS.!
___ 01-K -!
___ 01-L -!
___ 01-M -!
!
02 EXISTING CONDITIONS.!
___ 02-A EXISTING TO REMAIN, PROTECT.!
___ 02-B EXISTING TO REMODEL, COORDINATE WITH NEW WORK.!
___ 02-C SELECTIVE SITE DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS ABOVE AND 

BELOW GRADE AS NEEDED FOR NEW CONSTRUCTION.!
___ 02-D SELECTIVE BUILDING DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS AS NEEDED 

FOR NEW CONSTRUCTION.!
___ 02-E -!
___02-F REMOVE EXISTING HVAC SYSTEM AND INSULATION!
___02-G -!
!
03 CONCRETE!
___ SEE FINISH SCHEDULES.!
___ 03-A CAST-IN-PLACE CONCRETE, INTEGRAL COLOR, MEDIUM BROOM FINISH.!
___ 03-B CAST-IN-PLACE CONCRETE, PREP FOR NEW FINISHES.!
___ 03-C CAST-IN-PLACE CONCRETE, FOUNDATION.!
___ 03-D -!
___ 03-E -!
!
04 MASONRY!
___ SEE FINISH SCHEDULES.!
___ 04-A MASONRY WALL.!
___ 04-B MANUFACTURED STONE VENEER.!
___ 04-C 6” GAP AT BUILDING WALL FOR DRAINAGE.!
___ 04-D MASONRY WALL LANDSCAPE WALL.!
!
05 METALS!
___ SEE FINISH SCHEDULES.!
___ 05-A METAL FABRICATIONS.!
___ 05-B -!
___ 05-C -!
!
06 WOOD, PLASTIC, AND COMPOSITES!
___ SEE FINISH SCHEDULES.!
___ 06-A ROUGH FRAMING.!
___ 06-B ROUGH FRAMING REMODEL.!
___ 06-C WOOD SHEATHING. PAINTED T&G WHERE EXPOSED!
___ 06-D FINISHED FRAMING, PAINT.!
___ 06-E -!
___ 06-F WOOD CABINETS, PAINT.!
___ 06-G WOOD TRIM, PAINT.!
___ 06-H CORIAN SOLID SURFACE.!
___ 06-I GRANITE.!
___ 06-J SHELF, PAINT AND CHROME METAL POLE.!
___ 06-K ADJUSTABLE SHELVES, PAINT.!
___ 06-L FIXED SHELVES, PAINT.!
___ 06-M PULL-OUT DRAWERS, PAINT.!
___ 06-N -!
___ 06-O WOOD UNDERLAYMENT!
___ 06-P OPEN TRELLIS!
!
07 THERMAL AND MOISTURE PROTECTION!
___ SEE FINISH SCHEDULES.!
___ 07-A THERMAL INSULATION.!
___ 07-B ASPHALT SHINGLE ROOFING.!
___ 07-C ASPHALT ROLL ROOFING.!
___ 07-D SHEET METAL FLASHING, GALVANIZED, PREP & PAINT.!
___ 07-E ALUMINUM BOX RAIN GUTTERS AND LEADERS, FLUROPON FINISH.!
___ 07-F LOUVERED VENT, MFG. FINISH.!
___ 07-G SHEET METAL SADDLE FLASHING, GALVANIZED, PREP & PAINT.!
___ 07-H SOLAR ATTIC EXHAUST FAN, MFG. FINISH.!
___ 07-I SHEET METAL SUB-FLOOR VENT, GALVANIZED.!
___ 07-J CEMENT BOARD LAP SIDING AND TRIM, PAINT.!
___ 07-K CEMENT BOARD TRIM.!
___ 07-L SEALANT, MATCH ADJACENT COLOR!
___ 07-M FIRE STOPPING AT PENETRATIONS, PREP & PAINT WHERE EXPOSED.!
!
08 OPENINGS!
___ SEE DOOR, WINDOW, HARDWARE AND FINISH SCHEDULES.!
___ 08-A EXTERIOR WOOD DOOR AND FRAME, PAINT.!
___ 08-B EXTERIOR WOOD/GLASS DOOR AND FRAME, PAINT.!
___ 08-C EXTERIOR GARAGE DOOR AND FRAME, PAINT.!
___ 08-D INTERIOR WOOD DOOR AND FRAME, PAINT.!
___ 08-E INTERIOR WOOD POCKET DOOR AND FRAME, PAINT.!
___ 08-F EXTERIOR WINDOW AND FRAME, OPERABLE WITH SCREEN, PAINT.!
___ 08-G -!
___ 08-H EXTERIOR SCREEN DOOR AND FRAME, PAINT.!
___ 08-I BASEMENT ACCESS DOOR!
!
09 FINISHES!
___ SEE FINISH SCHEDULE!
___ 09-A 5/8” GYPSUM BOARD SMOOTH FINISH, PAINT. TYPE “X” AT FIRE WALL/CEILING.!
___ 09-B 7/8” CEMENT PLASTER,MEDIUM SAND FINISH, INTEGRAL COLOR AND PAINT.!
___ 09-C CERAMIC FLOOR TILE, NON-SLIP.!
___ 09-D CERAMIC WALL TILE.!
___ 09-E RESILIENT FLOORING.!
___ 09-F -!
___ 09-G ACCENT TILE, SET INTO CEMENT PLASTER.!
___ 09-H -!
___ 09-I CARPET!
___ 09-J SHIM TO ALIGN WITH ADJACENT WALL!
!
10 SPECIALTIES !
___ SEE FF&E SCHEDULE.!
___ 10-A TOILET/BATH ACCESSORY (FIELD VERIFY LOCATIONS)!
___ 10-B -!
!
11 EQUIPMENT !
___ SEE FF&E SCHEDULE.!
___ 11-A -!
___ 11-B -!
___ 11-C -!
___ 11-D -!
___ 11-E DISHWASHER, BULT-IN.!
___ 11-F WASHER. - N.I.C.!
___ 11-G DRYER. - N.I.C.!
___ 11-H RANGE. - N.I.C.!
___ 11-I MICROWAVE/EXHAUST HOOD COMBO, BUILT-IN.!
___ 11-J REFRIGERATOR. - N.I.C.!
___ 11-K -!
___ 11-L -!
___ 11-M -!
___ 11-N CEILING FAN.!
!
12 FURNISHINGS!
___ SEE FF&E SCHEDULE.!
___ 12-A WINDOW BLINDS!
___ 12-B TRASH & RECYCLING BINS, BY OTHERS. - N.I.C.!
___ 12-C SHOWER CURTAIN. - N.I.C.!
___ 12-D -!
!
22 PLUMBING !
___ SEE PLUMBING PLANS “P”!
___ 22-A TOILET.!
___ 22-B SMALL LAVATORY.!
___ 22-C LARGE LAVATORY.!
___ 22-D KITCHEN SINK.!
___ 22-E -!
___ 22-F BATH TUB.!
___ 22-G -!
___ 22-H -!
___ 22-I -!
___ 22-J WATER HEATER.!
___ 22-K -!
___ 22-L -!
!
!
23 HVAC!
___ SEE HVAC PLANS “M”!
___ 23-A VENT.!
___ 23-B FORCED AIR UNIT. !
___ 23-C CONDENSER UNIT.!
___ 23-D CONDENSATE DRAIN OUTLET.!
___ 23-E DRYER VENT.!
___ 23-F EXHAUST FAN / VENT.!
___ 23-G RETURN AIR DUCT, PROVIDE CABINET ENCLOSURE.!
___ 23-H WATER HEATER VENT.!
!
 26 ELECTRICAL!
___ SEE ELECTRICAL PLANS “E”!
___ 26-A POWER.!
___ 26-B LIGHTING INTERIOR, RECESSED.!
___ 26-C LIGHTING INTERIOR, SURFACE.!
___ 26-D LIGHTING INTERIOR, PENDANT.!
___ 26-E LIGHTING EXTERIOR, WALL.!
___ 26-F LIGHTING EXTERIOR, SECURITY.!
!
27 COMMUNICATION!
___ SEE ELECTRICAL PLANS “E”!
___ 27-A PHONE LINE, VOICE.!
___ 27-B DATA LINE, INTERNET.!
___ 27-C CABLE/SATELLITE.!
!
28 SECURITY!
___ SEE ELECTRICAL PLANS “E”!
___ 28-A VIDEO CAMERA (6 LOCATIONS TBD).!
___ 28-B ALARM SYSTEM (1 LOCATION TBD).!
!
31 EARTH WORK!
___ SEE CIVIL PLANS “C”!
___ 31-A SITE CLEARING.!
___ 31-B GRADING.!
___ 31-C SOIL COMPACTION.!
___ 31-D TERMITE CONTROL.!
!
32 EXTERIOR IMPROVEMENTS!
___ SEE FINISH SCHEDULES.!
___ 32-A FENCE, VINYL.!
___ 32-B GATE, VINYL.!
___ 32-C PATCH EXISTING LANDSCAPE AND IRRIGATION FOR PROPER OPERATION.!
!
!
33 UTILITIES!
___ SEE ELECTRICAL “E” AND PLUMBING “P” PLANS.!
___ 33-A SEWER CONNECTION, INTERCEPT EXISTING.!
___ 33-B WATER CONNECTION, INTERCEPT EXISTING.!
___ 33-C ELECTRICAL POWER CONNECTION, INTERCEPT EXISTING.!
___ 33-D CABLE CONNECTION, COORDINATE WITH PROVIDER.!
___ 33-E SATELLITE LOCATION, MOUNTING, COORDINATE WITH PROVIDER.!
___ 33-F -!
___ 33-G -!
!
!
!
SEE SHEET A4 / A004 FOR LARGER FONT SIZE KEYNOTES!
!

!
!
!
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GENERAL NOTES.!
___ COORDINATE WITH; INFORMATION ON OTHER SHEETS, SPECIFICATIONS, 

AGREEMENT, GENERAL CONDITIONS AND CODE REQUIREMENTS. REQUEST DIRECTION ON 
ANY CONFLICTING INFORMATION BEFORE STARTING WORK."

___ ALL SUBMITTALS INCLUDING SHOP DRAWINGS AND SAMPLES MUST BE APPROVED BEFORE 
STARTING WORK."

"
KEYNOTES"
!
01 GENERAL REQUIREMENTS.!
___ 01-A FINISH FLOOR LINE."
___ 01-B FINISH GRADE."
___ 01-C CEILING LINE."
___ 01-D 1 HOUR FIRE WALL / CEILING"
___ 01-E VARIES."
___ 01-F ALIGN WITH EXISTING."
___ 01-G APPROXIMATE LIMIT OF WORK."
___ 01-H TEMPORARY STORAGE & WORK AREA, FIELD VERIFY LIMITS."
___ 01-I TEMPORARY CONSTRUCTION FENCE, FIELD VERIFY LIMITS."
___ 01-J TEMPORARY CONSTRUCTION TRAILER, FIELD VERIFY LIMITS."
___ 01-K -"
___ 01-L -"
___ 01-M -"
"
02 EXISTING CONDITIONS.!
___ 02-A EXISTING TO REMAIN, PROTECT."
___ 02-B EXISTING TO REMODEL, COORDINATE WITH NEW WORK."
___ 02-C SELECTIVE SITE DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS ABOVE AND 

BELOW GRADE AS NEEDED FOR NEW CONSTRUCTION."
___ 02-D SELECTIVE BUILDING DEMOLITION, REMOVE ALL EXISTING IMPROVEMENTS AS NEEDED 

FOR NEW CONSTRUCTION."
___ 02-E -"
___02-F REMOVE EXISTING HVAC SYSTEM AND INSULATION"
___02-G -"
"
03 CONCRETE!
___ SEE FINISH SCHEDULES."
___ 03-A CAST-IN-PLACE CONCRETE, INTEGRAL COLOR, MEDIUM BROOM FINISH."
___ 03-B CAST-IN-PLACE CONCRETE, PREP FOR NEW FINISHES."
___ 03-C CAST-IN-PLACE CONCRETE, FOUNDATION."
___ 03-D -"
___ 03-E -"
"
04 MASONRY!
___ SEE FINISH SCHEDULES."
___ 04-A MASONRY WALL."
___ 04-B MANUFACTURED STONE VENEER."
___ 04-C 6” GAP AT BUILDING WALL FOR DRAINAGE."
___ 04-D MASONRY WALL LANDSCAPE WALL."
"
05 METALS!
___ SEE FINISH SCHEDULES."
___ 05-A METAL FABRICATIONS."
___ 05-B -"
___ 05-C -"
"
06 WOOD, PLASTIC, AND COMPOSITES!
___ SEE FINISH SCHEDULES."
___ 06-A ROUGH FRAMING."
___ 06-B ROUGH FRAMING REMODEL."
___ 06-C WOOD SHEATHING. PAINTED T&G WHERE EXPOSED"
___ 06-D FINISHED FRAMING, PAINT."
___ 06-E -"
___ 06-F WOOD CABINETS, PAINT."
___ 06-G WOOD TRIM, PAINT."
___ 06-H CORIAN SOLID SURFACE."
___ 06-I GRANITE."
___ 06-J SHELF, PAINT AND CHROME METAL POLE."
___ 06-K ADJUSTABLE SHELVES, PAINT."
___ 06-L FIXED SHELVES, PAINT."
___ 06-M PULL-OUT DRAWERS, PAINT."
___ 06-N -"
___ 06-O WOOD UNDERLAYMENT"
___ 06-P OPEN TRELLIS"
"
07 THERMAL AND MOISTURE PROTECTION!
___ SEE FINISH SCHEDULES."
___ 07-A THERMAL INSULATION."
___ 07-B ASPHALT SHINGLE ROOFING."
___ 07-C ASPHALT ROLL ROOFING."
___ 07-D SHEET METAL FLASHING, GALVANIZED, PREP & PAINT."
___ 07-E ALUMINUM BOX RAIN GUTTERS AND LEADERS, FLUROPON FINISH."
___ 07-F LOUVERED VENT, MFG. FINISH."
___ 07-G SHEET METAL SADDLE FLASHING, GALVANIZED, PREP & PAINT."
___ 07-H SOLAR ATTIC EXHAUST FAN, MFG. FINISH."
___ 07-I SHEET METAL SUB-FLOOR VENT, GALVANIZED."
___ 07-J CEMENT BOARD LAP SIDING AND TRIM, PAINT."
___ 07-K CEMENT BOARD TRIM."
___ 07-L SEALANT, MATCH ADJACENT COLOR"
___ 07-M FIRE STOPPING AT PENETRATIONS, PREP & PAINT WHERE EXPOSED."
"
08 OPENINGS!
___ SEE DOOR, WINDOW, HARDWARE AND FINISH SCHEDULES."
___ 08-A EXTERIOR WOOD DOOR AND FRAME, PAINT."
___ 08-B EXTERIOR WOOD/GLASS DOOR AND FRAME, PAINT."
___ 08-C EXTERIOR GARAGE DOOR AND FRAME, PAINT."
___ 08-D INTERIOR WOOD DOOR AND FRAME, PAINT."
___ 08-E INTERIOR WOOD POCKET DOOR AND FRAME, PAINT."
___ 08-F EXTERIOR WINDOW AND FRAME, OPERABLE WITH SCREEN, PAINT."
___ 08-G -"
___ 08-H EXTERIOR SCREEN DOOR AND FRAME, PAINT."
___ 08-I BASEMENT ACCESS DOOR"
"
09 FINISHES!
___ SEE FINISH SCHEDULE"
___ 09-A 5/8” GYPSUM BOARD SMOOTH FINISH, PAINT. TYPE “X” AT FIRE WALL/CEILING."
___ 09-B 7/8” CEMENT PLASTER,MEDIUM SAND FINISH, INTEGRAL COLOR AND PAINT."
___ 09-C CERAMIC FLOOR TILE, NON-SLIP."
___ 09-D CERAMIC WALL TILE."
___ 09-E RESILIENT FLOORING."
___ 09-F -"
___ 09-G ACCENT TILE, SET INTO CEMENT PLASTER."
___ 09-H -"
___ 09-I CARPET"
___ 09-J SHIM TO ALIGN WITH ADJACENT WALL"
"
10 SPECIALTIES !
___ SEE FF&E SCHEDULE."
___ 10-A TOILET/BATH ACCESSORY (FIELD VERIFY LOCATIONS)"
___ 10-B -"
"
11 EQUIPMENT !
___ SEE FF&E SCHEDULE."
___ 11-A -"
___ 11-B -"
___ 11-C -"
___ 11-D -"
___ 11-E DISHWASHER, BULT-IN."
___ 11-F WASHER. - N.I.C."
___ 11-G DRYER. - N.I.C."
___ 11-H RANGE. - N.I.C."
___ 11-I MICROWAVE/EXHAUST HOOD COMBO, BUILT-IN."
___ 11-J REFRIGERATOR. - N.I.C."
___ 11-K -"
___ 11-L -"
___ 11-M -"
___ 11-N CEILING FAN."
"
12 FURNISHINGS!
___ SEE FF&E SCHEDULE."
___ 12-A WINDOW BLINDS"
___ 12-B TRASH & RECYCLING BINS, BY OTHERS. - N.I.C."
___ 12-C SHOWER CURTAIN. - N.I.C."
___ 12-D -"
"
22 PLUMBING !
___ SEE PLUMBING PLANS “P”"
___ 22-A TOILET."
___ 22-B SMALL LAVATORY."
___ 22-C LARGE LAVATORY."
___ 22-D KITCHEN SINK."
___ 22-E -"
___ 22-F BATH TUB."
___ 22-G -"
___ 22-H -"
___ 22-I -"
___ 22-J WATER HEATER."
___ 22-K -"
___ 22-L -"
"
"
23 HVAC!
___ SEE HVAC PLANS “M”"
___ 23-A VENT."
___ 23-B FORCED AIR UNIT. "
___ 23-C CONDENSER UNIT."
___ 23-D CONDENSATE DRAIN OUTLET."
___ 23-E DRYER VENT."
___ 23-F EXHAUST FAN / VENT."
___ 23-G RETURN AIR DUCT, PROVIDE CABINET ENCLOSURE."
___ 23-H WATER HEATER VENT."
"
 26 ELECTRICAL!
___ SEE ELECTRICAL PLANS “E”"
___ 26-A POWER."
___ 26-B LIGHTING INTERIOR, RECESSED."
___ 26-C LIGHTING INTERIOR, SURFACE."
___ 26-D LIGHTING INTERIOR, PENDANT."
___ 26-E LIGHTING EXTERIOR, WALL."
___ 26-F LIGHTING EXTERIOR, SECURITY."
"
27 COMMUNICATION!
___ SEE ELECTRICAL PLANS “E”"
___ 27-A PHONE LINE, VOICE."
___ 27-B DATA LINE, INTERNET."
___ 27-C CABLE/SATELLITE."
"
28 SECURITY!
___ SEE ELECTRICAL PLANS “E”"
___ 28-A VIDEO CAMERA (6 LOCATIONS TBD)."
___ 28-B ALARM SYSTEM (1 LOCATION TBD)."
"
31 EARTH WORK!
___ SEE CIVIL PLANS “C”"
___ 31-A SITE CLEARING."
___ 31-B GRADING."
___ 31-C SOIL COMPACTION."
___ 31-D TERMITE CONTROL."
"
32 EXTERIOR IMPROVEMENTS!
___ SEE FINISH SCHEDULES."
___ 32-A FENCE, VINYL."
___ 32-B GATE, VINYL."
___ 32-C PATCH EXISTING LANDSCAPE AND IRRIGATION FOR PROPER OPERATION."
"
"
33 UTILITIES!
___ SEE ELECTRICAL “E” AND PLUMBING “P” PLANS."
___ 33-A SEWER CONNECTION, INTERCEPT EXISTING."
___ 33-B WATER CONNECTION, INTERCEPT EXISTING."
___ 33-C ELECTRICAL POWER CONNECTION, INTERCEPT EXISTING."
___ 33-D CABLE CONNECTION, COORDINATE WITH PROVIDER."
___ 33-E SATELLITE LOCATION, MOUNTING, COORDINATE WITH PROVIDER."
___ 33-F -"
___ 33-G -"
"
"
"
SEE SHEET A4 / A004 FOR LARGER FONT SIZE KEYNOTES"
"

"
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